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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are 
described in the ISO/IEC Directives, Part 1.  In particular the different approval criteria needed for the 
different types of ISO documents should be noted.  This document was drafted in accordance with the 
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. ISO shall not be held responsible for identifying any or all such patent rights.  Details of 
any patent rights identified during the development of the document will be in the Introduction and/or 
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.

For an explanation on the meaning of ISO specific terms and expressions related to conformity 
assessment, as well as information about ISO’s adherence to the WTO principles in the Technical Barriers 
to Trade (TBT) see the following URL:  Foreword - Supplementary information

The committee responsible for this document is ISO/TC 172, Optics and photonics, Subcommittee SC 3, 
Optical materials and components.
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Optics and photonics — Optical materials and components 
— Test method for homogeneity of optical glasses by laser 
interferometry

1	 Scope

This International Standard specifies the measuring method for the homogeneity of the refractive index 
of optical glasses by laser interferometry.

2	 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are 
indispensable for its application. For dated references, only the edition cited applies. For undated 
references, the latest edition of the referenced document (including any amendments) applies.

ISO 80000‑1, Quantities and units — Part 1: General

3	 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

3.1
homogeneity of the refractive index
maximum of the refractive index variations excluding linear changes among refractive index variations 
within the predetermined area in a single glass sample

3.2
index-matching liquid
transparent liquid with the refractive index which is equivalent or approximate to the refractive index 
of a glass sample at the wavelength of the laser to be used

3.3
flatness correction plate
plane-parallel plate obtained by polishing an optical glass with high homogeneity to a high degree of 
accuracy, e.g. 1/20 of a laser wavelength, which is stuck to a sample by using an index-matching liquid as 
an intermediate liquid, for the purpose of correcting the flatness of the sample

3.4
PV value of wavefront
difference between the maximum and the minimum deviations of the wavefront, observed when light 
transmits through a sample once with an interferometer from the approximated plane

4	 Principle

The PV value of wavefront of a luminous flux that transmitted through a sample with sufficient flatness 
is measured using a laser interferometer, and the homogeneity of the refractive index of the sample is 
obtained.
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5	 Measuring apparatus

5.1	 General

The measuring apparatus shall be as shown in Figure 1 and as specified in 5.2 to 5.5.

E

A

BC

D

Key
A thermostatic chamber
B interferogram analysis device
C laser interferometer
D vibration isolation device
E sample

Figure 1 — Example of composition of measuring apparatus

5.2	 Laser interferometer

The laser interferometer to be used shall have a laser as a light source and an optical system in which 
the wavefront of a luminous flux forms a plane. Examples of such interferometers are given in Annex A.

5.3	 Interferogram analysis device

The interferogram analysis device to be used shall be capable of obtaining the PV value of wavefront 
from an interferogram.

5.4	 Thermostatic chamber

The thermostatic chamber to be used shall be capable of maintaining the interferometer and the sample 
at a certain temperature. The temperature of the standard atmospheric conditions shall be 20 °C, 22 °C, 
23 °C, or 25 °C depending on the purpose of testing. The tolerance of the temperatures of the standard 
atmospheric conditions should be ±0,2 °C. See Annex B.

5.5	 Vibration isolation device

The vibration isolation device to be used shall be capable of eliminating the effect of vibration from 
the outside to the interferometer and the sample system. It should be provided for performing high 
accuracy measurements.

6	 Preparation of sample

The sample shall be cylindrical or prismatic, and its thickness (height) direction shall be the direction 
of observation (which is the direction of the optical axis of the luminous flux of an interferometer). The 
thickness in the direction of observation shall be sufficient to obtain an accurate measured value.

﻿

2� © ISO 2014 – All rights reserved

Full document details: BS ISO 17411:2014

http://www.avadocuments.com/doc/bs-iso-17411-2014
http://www.avadocuments.com/doc/bs-iso-17411-2014

