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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www.iso.
org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 172, Optics and Photonics, Subcommittee
SC 3, Optical materials and components.

This second edition cancels and replaces the first edition (ISO 17411:2014), which has been
technically revised.

The main changes are as follows:

— the PHom method was added;

— the FT-PSI method and the SCI method were added;

— the linear change of the refractive index is described as an evaluation target.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

The International Organization for Standardization (ISO) draws attention to the fact that it is claimed
that compliance with this document may involve the use of a patent.

[SO takes no position concerning the evidence, validity and scope of this patent right.

The holder of this patent right has assured ISO that he/she is willing to negotiate licences under
reasonable and non-discriminatory terms and conditions with applicants throughout the world. In
this respect, the statement of the holder of this patent right is registered with ISO. Information may be
obtained from the patent database available at www.iso.org/patents.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights other than those in the patent database. ISO shall not be held responsible for identifying
any or all such patent rights.
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INTERNATIONAL STANDARD 1SO 17411:2022

Optics and photonics — Optical materials and
components — Test method for homogeneity of optical
glasses by laser interferometry

1 Scope

This document specifies the measuring method for the homogeneity of the refractive index of optical
glasses by laser interferometry to cope with the grades from 1SO 10110-18 and ISO 12123.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO 80000-1, Quantities and units — Part 1: General

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.
ISO and IEC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— [EC Electropedia: available at https://www.electropedia.org/

31
homogeneity of the refractive index
peak to valley (PV) of the refractive index variation within the predetermined area in a single test part

3.2

index-matching liquid

transparent liquid with the refractive index which is equivalent or approximate to the refractive index
of a test part at the wavelength of the laser to be used and the measurement temperature

3.3

oil-on plate

plane plate, used for flatness correction, obtained by polishing an optical glass, which is attached to a
test part by using an index-matching liquid (3.2) (where the index matching liquid is sometimes called
“o0il”) as an intermediate liquid

3.4

peak to valley of wavefront

PV value of wavefront

Wpy

maximum minus the minimum value of the wavefront in the observation range, as observed by the
interferometer when light passes through the test part under test once

Note 1 to entry: Wpy is analogous to the peak to valley of fyyp in ISO 14999-4[3].

Documents

] Document Sharinngub
© IS0 2022 - All rights reserved

Full document details: BS ISO 17411:2022


https://www.iso.org/obp
https://www.electropedia.org/
http://www.avadocuments.com/doc/bs-iso-17411-2022
http://www.avadocuments.com/doc/bs-iso-17411-2022

BSI1SO 17411:2022
ISO 17411:2022

4 Principle

The peak to valley of wavefront, Wpy, of a light beam that transmitted through a test object with
sufficient flatness is measured using a laser interferometer, and the homogeneity of the refractive index
of the test part is obtained.

One of the following methods may be used:
a) Transmission method.

The transmission method is the preferred method for polished parts with plane parallel optical
surfaces (e.g. optical windows) to avoid contamination with index matching liquid. One disadvantage
of this method is that wavefront deformations caused by surface deformation of the test part influence
the resulting PV value of wavefront, Wpy, and cannot be separated from the wavefront deformations
caused by refractive index inhomogeneity.

b) PHom method.

The PHom method is the preferred method for covering a broad range of materials with different
refractive indices, leads to high trueness and precision results for refractive index homogeneity,
therefore should be used for high homogeneous material (refractive index difference < 2 x 10-6).

c) Oil-on plate method.

The oil-on plate method needs lower effort for test part preparation and measurement setup, but each
type of glass needs its own index-matching liquid.

By minimizing error factors (e.g. temperature stabilization, preparation of refractive index matching
liquid) and improving the skill of the metrologist, the same trueness and precision as the PHom method
can be achieved.

d) FT-PSI method and SCI method.

With the Fourier Transform Phase Shifting Interferometry (FT-PSI method[4]) and the spectrally
controlled interferometry (SCI method[5][6]) it is possible to observe the linear change component of
the refractive index (see Annex G).

5 Measuring apparatus

5.1 General

Examples for a measuring apparatus are shown in Figure 1. More details are specified in 5.2 to 5.6.

1 -

-G - 3 2

a) First example of composition of measuring apparatus
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b) Second example of composition of measuring apparatus
Key
1 thermostatic chamber
2 interferogram analysis device
3 laser interferometer
4  test object composition set (test part, oil-on plate and device to hold them)
5 biaxial adjustment platform (for PHom, FT-PSI and SCI method)
6  vibration isolation table
7  conditioned air inlet
8 ventilation outlet

Figure 1 — Examples of composition of measuring apparatus

5.2 Laser interferometer

The laser interferometer to be used shall have a laser as a light source and an optical system in which
the wavefront of a light beam forms a plane. Examples of such interferometers are given in Annex A.

5.3 Interferogram analysis device

The interferogram analysis device to be used shall be capable of obtaining the Wpy from an
interferogram.

5.4 Thermostatic chamber

The thermostatic chamber to be used shall be capable of maintaining the interferometer and the test
object at a certain temperature. The temperature of the atmospheric conditions shall be between 20 °C
and 25 °C depending on the purpose of testing. The temperature fluctuation range (spatial and during
measurement time) should be smaller than 0,4 °C. See Annex B.

5.5 Vibration isolation device

The vibration isolation device to be used shall be capable of eliminating the effect of vibration from the
outside to the interferometer and the test object composition. It should be provided for performing high
trueness and precision measurements.

5.6 Biaxial adjustment platform

The biaxial adjustment platform shall be used for the PHom method. The PHom method requires
alignment of the reflected light beam on the front and back surfaces of the test object. At this time,

Documents

] Document Sharinngub
© IS0 2022 - All rights reserved

Full document details: BS ISO 17411:2022


http://www.avadocuments.com/doc/bs-iso-17411-2022
http://www.avadocuments.com/doc/bs-iso-17411-2022

