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National foreword
This British Standard is the UK implementation of ISO 17491-2:2012.

The UK participation in its preparation was entrusted to Technical
Committee PH/3/3, Chemical, Biological, Radioactive and Nuclear
Personal Protective Equipment.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© The British Standards Institution 2012. Published by BSI Standards
Limited 2012

ISBN 978 0 580 65184 7
ICS 13.340.10

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 June 2012.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the International
Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

SO 17491-2 was prepared by Technical Committee ISO/TC 94, Personal safety — Protective clothing and
equipment, Subcommittee SC 13, Protective clothing.

This first edition of ]SO _17491-9, together with [SO_17491-1| ISO 17491-3, ISO 17491-4 and |SO_17491-5,
cancels and replaces ISO 17491:2002 which has been technically revised.

SO 17491| consists of the following parts, under the general title Protective clothing — Test methods for
clothing providing protection against chemicals:

— Part 1: Determination of resistance to outward leakage of gases (Internal pressure test)

— Part 2: Determination of resistance to inward leakage of aerosols and gases (inward leakage test)
— Part 3: Determination of resistance to penetration by a jet of liquid (jet test)

— Part 4: Determination of resistance to penetration by a spray of liquid (spray test)

The following parts are under preparation:

— Part 5: Determination of resistance to penetration by a spray of liquid (manikin spray test)
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Introduction

Chemical protective clothing is worn in conjunction with appropriate respiratory protective devices in order
to isolate the body of the wearer from the environment. Several tests exist for determining the resistance of
chemical protective clothing materials to either the permeation or penetration of gaseous or liquid chemicals.

However, the effectiveness of the overall protective clothing item in preventing exposure from chemical hazards
depends on the integrity of the clothing item’s design in eliminating or reducing inward leakage of chemicals.

The selection of the appropriate integrity test method will depend on the application of the chemical protective
clothing and the exposure hazards present. Usually, the integrity test method will be specified in the overall
chemical protective clothing specification.

Evaluations of protective clothing material chemical resistance should be carried out using the appropriate test.

specifies methods for measuring the resistance of the protective clothing materials, seams and
assemblages to permeation by either liquids or gases. specifies a method for determining the
penetration resistance of protective clothing materials under conditions of continuous liquid contact and
pressure, and can be applied to micro-porous materials, seams and assemblages. specifies a
procedure for measuring the penetration resistance of protective clothing materials from the impact and runoff
of liquids. General protective clothing requirements are specified in .

This International Standard specifies six different test methods for determining the resistance of complete
protective clothing to inward leakage of either gaseous or liquid chemicals (protective clothing integrity). These
test methods apply to either liquid or gaseous chemicals, or aerosols, and range in the level of severity.

The integrity test methods specified by this International Standard are as follows.

specifies a method to be performed either at minimum test settings (Method 1) or at more rigorous
test settings (Method 2), for assessing the resistance of a gas-tight suit to outward leakage of air through, for
example, essential openings, fastenings, seams, interface areas between items, pores and any imperfections
in the materials of construction.

This part of specifies two different methods for determining the inward leakage of chemical protective
suits in an aerosol environment (Method 1) or a gaseous environment (Method 2). The procedure is applicable
to gas-tight suits and non-gas-tight suits according to ISO 16602 and provides an evaluation of chemical
protective suit integrity, particularly leakage in the breathing zone, under dynamic conditions through the use
of human subjects.

specifies a method for determining the resistance of chemical protective clothing to penetration
by jets of liquid chemicals. This procedure is applicable to clothing worn where there is a risk of exposure to
a forceful projection of a liquid chemical and which is intended to be resistant to penetration under conditions
that require total body surface cover, but not gas-tight clothing.

specifies a method to be performed either at minimum test settings (Method A — low-level spray
test) or at more rigorous test settings (Method B — high-level spray test), for determining the resistance of
chemical protective clothing to penetration by sprays of liquid chemicals. This procedure applies to protective
clothing intended to be worn when there is a risk of exposure to slight splashes of a liquid chemical or to spray
particles that coalesce and run off the surface of the garment, and to clothing which is intended to be resistant
to penetration under conditions that require total body surface cover, but not gas-tight clothing.

SO 17491-§ specifies an alternative test method for determining the resistance to spray penetration. It uses a
static manikin instead of a test subject; it also uses a different spray configuration and duration.

Methods specified in this part of [SO 17491, [SO 17491-1], |SO 17491-3, |SO 17491-4 and |SO 17491-§ are not
appropriate for evaluating the permeation or penetration of liquid chemicals through the material from which
the clothing is made.
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