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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO document should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

ISO draws attention to the possibility that the implementation of this document may involve the use
of (a) patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed
patent rights in respect thereof. As of the date of publication of this document, ISO had not received
notice of (a) patent(s) which may be required to implement this document. However, implementers are
cautioned that this may not represent the latest information, which may be obtained from the patent
database available at www.iso.org/patents. ISO shall not be held responsible for identifying any or all
such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www.iso.
org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 167, Steel and aluminium structures.
This first edition cancels and replaces ISO 10721-2:1999, which has been technically revised.
Alist of all parts in the ISO 17607 series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

Specific requirements for the achievement of structures that are optimal with respect to safety, the
state of the economy, development and general values of a nation are given in the appropriate regional
or national standards, if they exist.

Many nations do not have their own standards for structural steelwork. Some reference other national
or regional standards. Some permit the project’s standard to be selected by the owner, designer or
constructor of the structure. Some do not require any standards to be followed.

The ISO 17607 series of standards on the execution of structural steelwork was developed to serve
as a means to provide a set of requirements and guidance for projects that are constructed without a
governing regional or national standard. The ISO 17607 series can also serve to reduce trade barriers.

Additional requirements to be addressed in the execution of structural steelwork, as structures or as
fabricated components, can be found in the other parts of the series:

— 1S0 17607-1 (General requirements and terms and definitions)
— IS0 17607-2 (Steels);

— IS0 17607-4 (Erection);

— IS0 17607-5 (Welding);

— S0 17607-6 (Bolting).
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Steel structures — Execution of structural steelwork —

Part 3:
Fabrication

1 Scope

This document defines the general requirements for fabrication in the execution of structural steelwork
as structures or as fabricated components in conjunction with ISO 17607-1.

Additional requirements to be addressed in the execution of structural steelwork, as structures or as
fabricated components, can be found in other parts of the ISO 17607 series.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO 286-2, Geometrical product specifications (GPS) — ISO code system for tolerances on linear sizes —
Part 2: Tables of standard tolerance classes and limit deviations for holes and shafts

ISO 6506-1, Metallic materials — Brinell hardness test — Part 1: Test method
ISO 6507-1, Metallic materials — Vickers hardness test — Part 1: Test method

ISO 9013, Thermal cutting — Classification of thermal cuts — Geometrical product specification and
quality tolerances

ISO 13920, Welding — General tolerances for welded constructions — Dimensions for lengths and angles
— Shape and position

ISO/TR 15608, Welding — Guidelines for a metallic materials grouping system

ISO 17607-1, Steel structures — Execution of structural steelwork — Part 1: General requirements
and vocabulary

3 Terms and definitions
For the purposes of this document, the terms and definitions given in ISO 17607-1 apply.

ISO and [EC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

4 Execution specification
See ISO 17607-1.

National standards and documents that provide technically equivalent conditions may be used, in
whole or in part, in place of referenced ISO standards or requirements of this document. In these cases,
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the technically equivalent national standards and documents, and deviations from the requirements of
this document shall be referenced in the execution specification.

The necessary information and technical requirements for execution of fabrication shall be agreed on
and complete before commencement.

The execution specification shall include the following items as relevant:
a) for additional information, see A.1;

b) for additional information, see A.2;

c) requirements related to execution levels, see A.3;
d) identification and traceability requirements, see ISO 17607-1;
e) geometrical tolerances, see Clause 6.

There shall be procedures for making alterations to a previously agreed on execution specification.

5 Preparation and assembly

5.1 General

This clause specifies the requirements for identification and traceability, handling and storage, cutting,
shaping, holing for structural bolting, temporary attachments, and assembly of steel products and sub-
components for inclusion into components.

NOTE Provisions for welding and structural bolting are given in ISO 17607-5 and ISO 17607-6.

Structural steelwork shall be fabricated within the tolerances specified in Clause 6.

Equipment used in the fabrication process shall be maintained to ensure that use, wear and failure do
not cause nonconformity in the fabrication process.

5.2 Identification and traceability

5.2.1 Identification
For identification, see ISO 17607-1.

Identification is required for execution levels 1 to 4 (EXL1, EXL2, EXL3, and EXL4) or as specified in the
execution specification.

At all stages of fabrication, unassembled single items and constituent products shall be identifiable by a
suitable method of identification for the purposes of proper assembly.

NOTE Examples of fabrication stages include storage, cutting, holing, fit-up, welding and painting or coating.
Depending on the execution class, identification can vary from a visual marking or tag on each piece to designated
locations for similar products.

The following requirements apply to hard stamped, punched or drilled marks used for marking single
components or packages of similar components, unless otherwise specified:

a) They shall only be used for steel grades up to and including 500 MPa;

b) They shall only be used in areas, as specified in the execution specification, where the marking
method would not affect the fatigue life.

If the use of hard stamps, punched or drilled marks is not permitted, it shall be specified whether soft

or low stress stamps may be used. Documents

Document Sharing Hub
2 © IS0 2023 - All rights reserved

Full document details: BS ISO 17607-3:2023


https://doi.org/10.3403/BSISO17607
https://doi.org/10.3403/BSISO17607
https://doi.org/10.3403/BSISO17607
https://doi.org/10.3403/BSISO17607
http://www.avadocuments.com/doc/bs-iso-17607-3-2023
http://www.avadocuments.com/doc/bs-iso-17607-3-2023

BSISO 17607-3:2023
IS0 17607-3:2023

Any zones where identification marks are not permitted or shall not be visible after completion shall be
specified in the execution specification.

The assembled component as it moves through the production, shipping and erection processes shall
also be identifiable by suitable methods.

Identification documents shall be retained for all constituent products. The retention period shall be
specified in the execution specification.

5.2.2 Traceability
For traceability see ISO 17607-1.

5.3 Handling and storage

Constituent products shall be handled and stored in conditions that are in accordance with the product
manufacturer's recommendations.

Constituent products shall not be used beyond the shelf life specified by their manufacturer. Products
that have been handled or stored in a way or for a length of time that could have led to significant
deterioration shall be checked before use to ensure that they still conform with the relevant product
standard and execution specification.

Structural steel components shall be packed, handled, and transported safely so that permanent
deformation does not occur, and surface damage is minimised. Handling and storage preventive
measures specified in Table 1 shall be applied as appropriate.

Table 1 — List of handling and storage preventive measures

Lifting

Protection of components from damage at the lifting points

Avoidance of single point lifting of long components by use of spreader beams

Bundling together lightweight components particularly prone to edge damage, twisting and distortion if handled
as individual items. Care taken to avoid localized damage where components touch each other, to unstiffened
edges at lifting points or other zones where a significant proportion of the weight of the bundle is imposed on a
single unreinforced edge

Storage

Stacking of fabricated components stored before transportation or erection clear of the ground to be kept clean

Necessary supports to avoid permanent deformations

Storage of materials supplied with pre-finished decorative surfaces in accordance with relevant standards

Protection against corrosion

Avoidance of accumulation of water

Transport

Special measures needed for protecting fabricated components in transit

5.4 Cutting

5.4.1 General

Cutting shall be carried out in such a way that the requirements for geometrical tolerances, maximum
hardness and smoothness of free edges as specified in this document are met.

NOTE Recognised cutting processes are sawing, shearing, nibbling, disc cutting, water jet techniques and
thermal cutting.
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Hand thermal cutting shall be used only if it is not practical to use mechanically guided thermal cutting.
For some cutting methods, precautions shall be taken if the cut edges are to be free edges (i.e. not to be
subsequently welded) for components subject to fatigue, as specified in the execution specification.

If a process does not conform, it shall not be used until corrected and checked again. It may be used on a
restricted range of constituent products that do produce conforming results.

If coated materials are to be cut, the method of cutting shall be selected to minimize any damage to
the coating.

Burrs that can cause injury or prevent the proper alignment or bedding of sections shall be removed.

5.4.2 Shearing and nibbling

The free edge surfaces shall be checked and smoothed as necessary to remove nonconformities.
If grinding or machining is required after shearing or nibbling, the minimum depth of grinding or
machining shall be 0,5 mm. The restrictions on punching in 5.6.1.2 also apply to shearing and nibbling.

5.4.3 Thermal cutting

The capability of automated thermal cutting processes shall be checked annually as set out below.
Four samples shall be produced from the constituent product to be cut by the process:

a) astraight cut from the thickest constituent product;

b) astraight cut from the thinnest constituent product;

c) are-entrant corner from a representative thickness;

d) acurved arc from a representative thickness.

Measurements shall be taken on each straight sample over atleasta 200 mm length and checked against
the required quality of the cut surface. The corner and curved samples shall be visually inspected to
establish that they produce edges of equivalent quality to the straight cuts.

Alternatively, the capability of automated thermal cutting processes may be checked as given in Annex B.

The quality requirements for cut surfaces to be left as free edges (i.e. not to be subsequently
incorporated into a weld) shall be according to Table 2 when assessed in accordance with ISO 9013,
unless otherwise specified.

Alternatively, the reference for evaluation of cut surfaces may be the surface roughness gauge
included in the AWS C4.1-77 set. When used, the roughness of thermal cut surfaces shall be evaluated
by visually comparing the cut surface to the roughness represented on the roughness gauge. Surface
roughness shall be no greater than that represented by Sample 3, except that for the ends of members
not subject to calculated stress, copes in beams with the flange thickness not exceeding 50 mm (2 in),
and for materials over 100 mm to 200 mm (4 in to 8 in) thick, surface roughness shall not exceed that
represented by Sample 2.

When required by the execution specification, free edges that are to have surface preparation before
paint coating shall have the hardened surface removed.

When required by the execution specification, free edges that are to be hot dip galvanized shall have
the hardened surface removed.

NOTE Liquid metal assisted cracking (LMAC), or liquid metal embrittlement (LME) can occur where surfaces
are thermally cut and receive hot dip galvanizing. See ISO 14713-2 and DASt-Richtlinie 022 [17] for guidance.
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Table 2 — Quality of the cut surfaces2

. Perpendicularity or Mean height of the
Execution angularity tolerance profile
level
u Rzs
EXL1 Cut edges to be free from significant irregularities and dross shall be removed
EXL2 Range 5 Range 4
EXL3 Range 4 Range 4
EXL4 Range 4 Range 4
a  Ranges are specified in ISO 9013

5.4.4 Hardness of free edge surfaces

The hardness of free edge surfaces of carbon steel groups 2.2 and 3, as listed in ISO/TR 15608, shall
be no more than 450 (HV10) or 420 Brinell (HB). In this case, processes that are likely to produce local
hardness (thermal cutting, shearing, nibbling and punching) shall have their capability checked. To
achieve the required hardness of free edge surfaces, preheating of material shall be applied as necessary.

Unless otherwise specified in the execution specification, the check of the capability of the processes
shall be as follows:

a) four samples shall be produced from procedure tests on constituent products encompassing the
range of constituent products processed that are most susceptible to local hardening;

b) four local hardness tests shall be performed on each sample in locations likely to be affected. The
tests shall be in accordance with ISO 6506-1 or ISO 6507-1.

NOTE The requirements for checking hardness after welding are included in procedure testing (see
ISO 17607-5).

5.5 Shaping

5.5.1 General

Steel may be bent, pressed or forged to the required shape either by the hot or by the cold forming
processes, provided the properties are not reduced below those specified for the material to be worked.

Requirements and recommendations for hot forming, cold forming and flame straightening of steels
shall be as given in the relevant product standards or the recommendations of the steel manufacturer.

Cooling rates should be selected to prevent hardening and excessive grain coarsening
NOTE See CEN/TR 10347 for guidance.

If the relevant product standards or steel manufacturer's recommendations are not followed, then the
process shall be qualified by procedure testing established in execution specification.

Cambering, straightening or shaping by controlled application of heat may be used under the conditions
specified in 5.5.2 and 5.5.3.

Cambered, straightened or shaped components that exhibit cracking, lamellar tearing, or damage to
surface coatings shall be treated as non-conforming products.

5.5.2 Hot forming (forging)

Shaping by hot forming (forging) shall conform to the requirements relating to hot forming of the
relevant product standard and to the recommendations of the steel manufacturer.

Hot forming of thermo-mechanically rolled or quenched and tempered steels shall n(DlBeﬁilnents
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In the absence of recommendations from the steel manufacturer:

— For steel grades up to and including 360 MPa yield, the hot forming process shall take place in
the range 600 °C to 650 °C. The temperature, timing and cooling rate shall be appropriate to the
particular type of steel. During cooling, bending and forming in the range of 250 °C to 380 °C is
not permitted.

— For steel grades above 360 MPa yield, the hot forming process shall take place in the temperature
range 750 °C to 960 °C with subsequent cooling at air temperature. The cooling rate should be such
as to prevent hardening as well as excessive grain coarsening. If this is not practicable, a subsequent
normalizing treatment shall be carried out.

5.5.3 Flame (heat) straightening, cambering, and curving

If flame (heat) straightening, cambering, or curving is used it shall be performed by the local application
of heat, ensuring that the maximum steel temperature recommended by the steel manufacturer is
not exceeded.

In the absence of recommendations from the steel manufacturer:

— Forsteelgradesuptoandincluding420 MPayield, the maximum temperature for flame straightening
shall not exceed 700 °C.

— For steel grades above 420 MPa yield, the maximum temperature for flame straightening shall not
exceed 650 °C.

For fine grain and thermo-mechanically controlled processed (TMCP) steels, a documented procedure
shall include requirements for:

a) maximum steel temperature and procedure of cooling allowed;

b) method of heating;

c¢) method used for temperature measurements;

d) results of mechanical tests carried out for the process qualification;
e) identification of workers entitled to apply the process.

NOTE See ISO/TR 15608 for guidance.

For fine grain and the TMCP steels, the procedure shall be qualified based on the results of tensile,
impact and hardness tests. With respect to the thermally heated zone, the location used for temperature
measurement and the locations and orientation for the test samples shall be specified.

5.5.4 Cold forming

5.5.4.1 General

Shaping by cold forming, produced either by roll forming, pressing or folding shall conform to the
requirements for cold formability given in the relevant product standard. Hammering shall not be used.

Unless permitted by the steel manufacturer's recommendations, cold forming shall not be performed
when the steel temperature is lower than 15 °C.

NOTE Cold forming leads to a reduction in the ductility. Information on cold forming prior to hot dip
galvanizing is given in ISO 14713-2.
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5.5.4.2 Steel plates

For steel plates, unless otherwise specified in the execution specification, the minimum inside bend
radii to be cold-formed shall be in accordance with Table 3.

Table 3 — Minimum inside bend radii for thickness and gradea

. ] Bend lines perpendicular to direction of Bend lines parallel to direction of final
Specified min- final rolling rolling
imum yield Material thickness
strength of ¢ (mm)
steel
15< 25< 15 < 25 <
MPa <15 50 < <15 50 <
<25 <50 <25 <50
< 345 1,5¢ 2t 2,3t 3t
345 <
2t 2,5t 3t 4t
<460 1,5t 1,5t 2,3t 2,3t
460 <
3t 3,5t 4,5t 5t
<690
690 < 1,8t 2,3t 4,5t 5,5t 2,7t 3,5t 7t 8t
a  Atlocations where plastic deformation capacity is required, the inside bending radius shall be minimum:
— 8t where the direction of the stress is parallel to bend line;
— 4t where the direction of stress is perpendicular to bend line.

5.5.4.3 Steel grades higher than 360 MPa yield

In the absence of recommendations from the steel manufacturer, for steel grades higher than 360 MPa
yield, if a stress relief treatment is carried out after cold forming, the following two conditions shall
be satisfied:

a) temperature range: 530 °C to 580 °C;
b) holding time: 2 min/mm of material thickness, but with a minimum time of 30 min.

NOTE Stress relief treatment at more than 580 °C, or for over an hour, can lead to deterioration of the
mechanical properties.

If it is required to stress relieve steel grades higher than 360 MPa at higher temperatures or for longer
times, the required minimum values of the mechanical properties shall be agreed on in advance with
the steel manufacturer.

5.5.4.4 Cold-formed components

For cold-formed components, shaping by further cold forming shall conform with the following
two conditions:

a) the surface coatings and the accuracy of profile shall not be impaired;

b) it shall be specified if constituent products require protective membranes to be applied
before forming.

NOTE1 Some coatings and finishes are particularly prone to abrasive damage, both during forming and
subsequently during erection.
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Bending by cold forming of hollow section components may be used provided that hardness and
geometry of the as-bent constituent product are checked.

NOTE 2 Bending by cold forming can cause alteration of section properties (e.g. concavity, ovality and wall
thinning) and increased hardness.

5.5.4.5 Circular hollow sections

For circular hollow sections, unless process specific capability can be demonstrated in terms of
maintaining cross sectional geometry, bending by cold forming shall conform with the following
three conditions:

a) the ratio of the overall diameter of the tube to the wall thickness does not exceed 15;

b) the bend radius (at the centreline of the tube) is not less than 1,5d or d+100 mm, whichever is the
larger, in which d is the overall diameter of the tube;

c) thelongitudinal seam weld in the cross-section is positioned no further than d/5 from the centreline
of the bend, measured in the direction of the plane of the bend.

5.6 Holing for structural bolting
5.6.1 Execution of holing

5.6.1.1 Methods

Holes for bolts or pins may be formed by any process (e.g. drilling, punching, water jet, laser, plasma, or
other thermal cutting) provided that this leaves a finished hole such that:

— cutting requirements relating to local hardness and quality of cut surface are fulfilled;

— allmatching holes for bolts or pins register with each other such that the bolts or pins can be inserted
freely through the assembled members in a direction at right angles to the faces in contact.

A round hole for a bolt or pin shall be cut with mechanical guidance, drilled full size, sub-punched 3 mm
undersize and reamed to size, or punched full size.

A slotted hole shall be either cut with mechanical guidance, punched in one operation, or formed by
punching or drilling two adjacent holes and completed by cutting.

5.6.1.2 Punching

Unless otherwise specified in the execution specification, bolt holes may be formed by punching without
reaming exceptin

— quenched and tempered steel of 690 MPa tensile strength or greater with a thickness
greater than 13 mm;

— plastic hinge locations in materials with a thickness greater than 13 mm;
— areas subject to fatigue;

— lap joints where the bolts are above Grade 8.8;

— joints designed to be slip resistant.

The execution specification shall identify areas subject to fatigue, plastic hinge rotation, or with slip-
resistant joints.

Where untreated punched bolt holes are not permitted, holes may be punched at least 2 mm less than
full size and then reamed or drilled until all trace of the original punched surface has been W&\ﬁ.ments
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At splices, the bolt holes in mating surfaces shall be punched in one direction in all components.

5.6.1.3 Thermal cutting (laser, plasma, oxyfuel)

Thermally cut bolt holes produced by mechanically guided means are permitted in statically loaded
bolted joints. If permitted by the execution specification, bolt holes may be thermally cut in slip-
resistant joints subject to fatigue loading.

Thermal cutting shall not be used in plastic hinging regions, where fatigue loading relies on
shear/bearing transfer, or for open bolt holes.

Hand thermal cutting shall not be used for a bolt hole except as a site rectification measure for holes
in column base plates. For other bolt holes, thermally cut holes may be produced freehand in statically
loaded joints if permitted by the execution specification.

Thermal cutting may be used for other bolt holes 30 mm or larger in diameter, for foundation bolts,
form separators and equipment piping, and for bolt holes for metal attachments, interior and exterior
finish work, concrete placement, etc. The roughness of these bolt holes made by thermal cutting shall
not exceed 100 pm Rz, and the accuracy of the bolt hole diameter shall be within #2 mm. Occasional
gouges not more than 1,5 mm in depth are permitted.

5.6.1.4 Water jet cutting

Unless otherwise specified in the execution specification, water jet cut holes shall satisfy the
requirement of 5.4.3 and Figure 1.

5.6.1.5 Verification of method
The capability of holing processes shall be checked at least annually as follows:

— arepresentative number of samples shall be produced from procedure tests on constituent product
encompassing the range of bolt hole diameters, constituent product thickness and grades processed;

— Dbolthole sizes shall be checked at both ends of each hole using go/no-go gauges. Holes shall conform
with the tolerance as specified in 5.6.2.

If the process does not conform, it shall not be used until corrected. It may be used on a restricted range
of constituent products and bolt hole sizes that do produce conforming results.

5.6.1.6 Countersinking

When countersinking through more than one ply, the plies shall be held firmly together during
countersinking.

5.6.1.7 Burrs
Burrs shall be removed from bolt holes before assembly.

For slip-resistant joints, when a grinder is used on the periphery of bolt holes for the removal or
reduction of burrs after blasting, either:

a) the ground area adjacent to the bolt hole(s) shall be re-blasted, or
b) the as-ground surface shall be exposed until red rust generation has occurred.

If specified in the execution specification, burrs less than or equal to 1,5 mm in height are permitted to
remain on faying surfaces of all joints. Burrs larger than 1,5 mm in height shall be removed or reduced
to 1,5 mm or less from the faying surfaces of all joints.
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If bolt holes are drilled in one operation through parts clamped together which would not otherwise
be separated after drilling, removing or reduction of burrs is necessary only from the outside surfaces.

5.6.1.8 Hole alignment

All matching holes for bolting assemblies or pins shall align with each other so that a gauge or drift,
equal in diameter to that of the bolts, or the bolts or pins can be inserted freely through the assembled
members in a direction perpendicular to the faces in contact.

Bolt holes for which elongation is not permitted shall be identified and not be used for alignment.

Except for oversize or slotted holes, when bolt holes on overlapping plates are out of alignment by 2 mm
or less, holes may be enlarged to admit bolts by a moderate amount of reaming. The limitations on
maximum allowable extent of reaming in any one direction shall be:

a) 0,5 mm for M16 and smaller where the connection is predominantly in shear;
b) 1,0 mm for larger than M16 where the connection is predominantly in shear;

c¢) 1,0 mm for M24 and smaller where the connection is predominantly in tension. Where a hardened
washer is used, the extent of reaming may be increased to 2,0 mm;

d) 2,0 mm for larger than M24 where the connection is predominantly in tension. Where a thick
hardened washer or plate washer is used, the extent of reaming may be increased to 3,0 mm.

NOTE1 Correction of misalignment by reaming or using a hollow milling cutter is preferred.

When bolt holes on overlapping plates are out of alignment by more than the reaming limitations noted
above, the corrective measure shall be as specified in the execution specification.

When correction of misalignment by cutting methods other than reaming or using a hollow milling
cutter is unavoidable, the internal finish of all bolt holes formed by these other methods shall be
specifically checked for consistency with 5.6.2.

Realigned bolt holes are acceptable with the oversize or slotted hole requirements, provided the load
path has been verified to conform with the execution specification.

NOTE 2  Generally, bolt holes enlarged to oversize dimensions are acceptable only for slip-resistant joints.
Slotted holes in shear-bearing joints are acceptable only when loaded in the direction normal to the load. Slotted

holes in slip-resistant joints are acceptable without regard for loading direction. In many cases, corrections for
misalignment can result in a reduction of strength.

5.6.2 Tolerances on hole diameter for bolts and pins (including width and surface roughness)

Unless otherwise specified in the execution specification, punched or drilled bolt holes shall conform
with the following:

— holes:+0,5mmforboltholesmadetoSlunits (+1/32,-0inch forboltholesmadeto US customaryunits);
— Dbolt holes for fit bolts and fitted pins: class H11 in accordance with ISO 286-2.

Unless otherwise specified in the execution specification, thermal cut and waterjet cut bolt holes shall
conform with the following:

a) for circular bolt holes, the actual hole size shall not exceed the nominal hole size by more than 1 mm;
b) for slotted bolt holes, the width of the slot shall not exceed the nominal width by more than 1 mm;
c) gouges not exceeding 1,5 mm deep are permitted about the perimeter of the bolt hole;

d) the surface roughness profile of the bolt hole shall not exceed 25 pmRag.
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The bolt hole diameter shall be taken as the average of entry and exit diameters. The taper angle (a) and
the deviation from flat surface (41, 42) shall not exceed that given in Figure 1.

<

Key

din, dout measured hole diameter at entry and exit points
a taper angle < 4° (i.e. 7 %)

Aq, A2 deviation from flat surface

D = (din + dout)/2
Max (41 or 43) <max (D/10; 2 mm)

Figure 1 — Permitted distortions of gouged, punched, thermally cut, or water jet cut holes

5.7 Temporary attachments

All connections for temporary attachments provided for fabrication or erection purposes shall meet the
requirements of this document and any special requirements in the execution specification, including
those related to fatigue, which shall be specified.

5.8 Assembly check

The fit between fabricated components that are inter-connected at multiple connection interfaces
shall be checked using dimensional templates, accurate three-dimensional measurements or by trial
assembly. Trial assembly, if required, shall be as specified in the execution specification.

6 Geometrical tolerances

6.1 Tolerance types
Geometrical tolerances shall be specified in the execution specification.

NOTE Information provided in Annexes C, D and E can be used to specify the geometrical tolerances in the
execution specification.

The types and requirements for geometrical deviations and the quantitative values for different types
of permitted deviations are given per country in Annexes C, D, and E for:

— buildings;
— bridges;
— crane runways.

The permitted deviations given do not include elastic deformations induced by the self-weight of
the components.
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Special tolerances may be specified either for geometrical deviations already defined with quantitative
values or for other types of geometrical deviations. If special tolerances are required in the execution
specification, the following information shall be given as appropriate:

— amended values for tolerances already defined;
— defined parameters and permitted values for the geometrical deviations to be controlled;

— whether these special tolerances apply to all relevant components or only to particular components
that are specified.

In each case, the requirements shall apply for final acceptance testing. If fabricated components are
to form parts of a structure to be erected on site, the tolerances specified for the final checking of the
erected structure shall be met in addition to those for the fabricated components.

6.2 Alternative criteria

If required by the execution specification:

a) for welded components, the following classes in accordance with ISO 13920 apply:
1) class C for length and angular dimensions;
2) class G for straightness, flatness and parallelism;

b) for non-welded components the same criteria as in (a) apply;

c) in other cases not covered by ISO 13920, for a dimension d, a permitted deviation +A equal to the
greater of d / 500 or 5 mm may be used.

7 Inspection, testing, and correction

7.1 General

Inspection, testing and corrections shall be undertaken on the structural steelwork in accordance with
requirements in the execution specification.

NOTE1 SeelISO 17607-1 for general requirements.
NOTE 2  SeelSO 17607-5 for requirements related to weld inspection, testing, and correction.

NOTE 3  SeelSO 17607-6 for requirements related to bolting inspection, testing, and correction.

7.2 Shop corrections

Shop corrections shall apply to repair of discontinuities identified during fabrication. All shop
corrections shall follow written repair procedures. Repair procedures shall follow and meet all the
applicable requirements of the national standards referenced in the execution specification.

For execution levels EXL1 and EXL2, all repairs may be conducted without any approval.

For EXL3, the following require approved or pre-approved repair procedures, unless noted otherwise
in the execution specification, and shall be documented:

a) welds defects that require excavation into parent materials;
b) arcstrikes and tack welds not incorporated into a final weld;
c) detected planar and laminar discontinuities;

d) roughness requiring welded restoration of cut edges;
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e) notches or gouges more than 5 mm deep;
f) notches or gouges where the nominal cross-sectional area is reduced by more than 2 %;
g) any other items specified in the execution specification.

For EXL4, all repair procedures shall be approved prior to commencing the work and shall
be documented.

7.3 Acceptance criteria

The acceptance criteria shall be given in the execution specification.

7.4 Action on nonconformity

Action on nonconformity shall be in accordance with ISO 17607-1. Corrections shall be carried out using
methods that are in accordance with this document.

If a component is handed over with uncorrected nonconformities, awaiting action, these shall
be documented.

8 Architecturally exposed structural steel

Requirements of architecturally exposed structural steel (AESS) are addressed in ISO 17607-1.

9 Documents required to claim conformity to these requirements

9.1 General
Constructors may claim conformity with the requirements of this document either by:
— adoption of the ISO standards referenced in this document, as applicable; or

— adoption of other standards that provide technically equivalent conditions to the ISO documents
listed in this document, as applicable; or

— adoption of other documents that provide technically equivalent conditions to the ISO documents
listed in this document, as applicable.

Unless otherwise listed in the execution specification, it is the responsibility of the constructor to
demonstrate that the standards or documents selected provide technically equivalent conditions to
those in the corresponding ISO standards.

Prior to execution, adoption of other standards or documents shall be verified and approved by the
specifier and shall be incorporated into the execution specifications.

9.2 Declaration of conformity

A constructor claiming conformity with these requirements shall list the applicable supporting
standards or documents.
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Annex A
(normative)

Additional information, list of options and requirements related to
the execution levels

A.1 List of required additional information

Table A.1 provides the additional information that is required in the text of this document as appropriate
to fully define the requirements for execution of the work to be in accordance with this document (e.g.
where the wording “shall be specified” is used).

Table A.1 — Additional information

Clause | Additional information required

4 - Execution specification

4 |necessary information and technical requirements for execution of fabrication

5 - Preparation and assembly

5.2 - Identification and traceability

5.2.1 whether soft or low stress stamps may be used
5.2.1 any zones where identification marks are not permitted or shall not be visible after completion
5.2.1 retention period for identification documents

5.3 - Handling and storage

5.3 |preventive measures for handling and storage
5.4 - Cutting
54.3 |removal of hardened surface when hot dip galvanized
5.5 - Shaping

5.5.3 the location used for temperature measurement and the locations and orientation for the test samples

5.5.4.4 |if constituent products require protective membranes to be applied before forming

5.6 - Holing for structural bolting

5.6.1.2 |areas subject to fatigue or plastic hinge rotation, with slip-resistant joints

5.6.1.8 |when bolt holes on overlapping plates are out of alignment by more than the reaming limitations

5.6.1.8 |re-aligned holes with the oversize or slotted hole requirements

5.7 - Temporary attachments

5.7 |connections for temporary attachments provided for fabrication or erection purposes
5.7 - Assembly check

5.8 |assembly check of fabricated components
6 - Geometrical tolerances

6.1 |geometrical tolerances for fabrication
7 - Inspection, testing, and correction

71 inspection, testing, and correction

72 repair procedures

7.3 acceptance criteria

9 - Documents required to claim conformity to these requirements

9.1 adoption of other standards or documents
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A.2 List of options

Table A.2 lists the items which may be specified in the execution specification to define requirements
for the execution of the work where options are given in this document.

Table A.2 — List of options

Clause Option(s) to be specified
5 - Preparation and assembly
5241 if identification is not required for specific execution level
5.4.3 quality requirements for cut surfaces
54.3 free edges that are to be hot dip galvanized or have surface preparation before coating
544 check of the capability of the processes: hardness of free edge surfaces
5.5.1 qualification procedure for shaping of steel
5.5.3 location used for temperature measurement and the locations and orientation for the test samples
of fine grain and the TMCP steels
5.5.4.2 |minimum inside bend radii of steel plates to be cold-formed
5.5.4.2 |define locations where plastic deformation capacity is required
5.6.2 punched or drilled holes tolerance
5.6.2 thermal cut and waterjet cut holes tolerance
5.6.1.3 |thermally cut bolt holes produced by mechanically guided means in statically loaded joints
5.6.1.3 |thermally cut holes produced freehand in statically loaded joints
5.6.1.4 |water jet cut holes
5.6.1.7 |burrs height
5.8 trial assembly
6 - Geometrical tolerances
6.1 special tolerances
6.2 alternative criteria

7 - Inspection, testing, and correction tolerances

73 |appr0ved or pre-approved repair procedures

Annex B - Procedure for checking capability of automated thermal cutting process

B.1 |Verification of the quality of the cut surfaces

Annex C - Geometric tolerances - Buildings

| special tolerances

Annex E - Geometric tolerances - Crane runways

| special tolerances

A.3 Requirements related to the execution levels
This clause lists requirements specific to each of the execution levels referenced in this document.

Items identified in bold letters in Table A.3 relate to the general system of control of execution and
are amenable to a common choice of execution level across the whole of the structural steelwork (or a
phase of the structural steelwork). The other items generally demand the selection of the appropriate
execution level on a component-by-component or a connection detail-by-detail basis.

Table A.3 — Requirements to each execution level

Clauses EXL1 EXL2 EXL3 | EXL4
5 - Preparation and assembly
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Table A.3 (continued)

Clauses EXL1 EXL2 | EXL3 EXL4
5.2 - Identification and traceability
521
Yes Yes Yes Yes
Identification
5.2.2
ISO1 -1 IS0 1 -1 ISO1 -1 IS0 1 -1
Traceability
5.4 - Cutting
5.4.3
Thermal and Table 2 Table 2 Table 2 Table 2
water jet cutting
7 - Inspection, testing, and correction
7.2 repairs can be repairs can be con- | Some repairs require |all repair procedures
. conducted with- | ducted withoutany | approved or pre-ap- | shall be approved
Shop corrections . ,
out any approval approval proved procedures |prior to commencing
the work
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Annex B
(normative)

Procedure for checking capability of automated thermal
cutting process

B.1 General

This annex provides procedures and guidance for testing and assessment of automated thermal cutting
processes that shall be carried out in accordance with this document and ISO 9013.

This procedure may be applied to all automated thermal cutting processes including laser and
plasma cutting.

NOTE Some different or additional parameters can be needed for control of laser and plasma cutting.

The basis for the procedure for checking the capability of automated thermal cutting processes follows
the general rules for specification and qualification of welding procedures in ISO 15607.

The procedure is based on preparing a preliminary cutting procedure specification (pCPS) and verifying
the quality of the cut surfaces produced using this pCPS to finalise a cutting procedure qualification
record (CPQR). This CPQR is then used as the basis for control of cutting operations in production using
cutting procedure specifications (CPSs).

Table B.1 gives an example of a pCPS and CPS. Table B.2 gives an example of a CPQR.

The CPQR includes a range of qualification within which it may be used. Ranges are given for the
following variables:

— group of material;

— material thickness;

— pressures of gases;

— cutting speed and height (torch tip to steel surface);
— preheat temperature.

Unless otherwise specified in the execution specification, the verification of the quality of the
cut surfaces may be done under the authority of the responsible welding coordinator acting as test
investigator and assessor. A test report shall be produced summarizing the results of tests upon which
the CPQR is based.

Table B.1 — Example of a preliminary cutting procedure specification (pCPS)

Cutting process:

Manufacturer of the cutting machine:

Type of cut:

Designation of the cutting torch:

Designation of the cutting nozzle:

Manufacturer of the cutting torch/nozzle:
Standard:

Material group: _ Documents

Document Sharinf;;-lub

© IS0 2023 - All rights reserved

Full document details: BS ISO 17607-3:2023


https://doi.org/10.3403/00496496U
https://doi.org/10.3403/02954691U
http://www.avadocuments.com/doc/bs-iso-17607-3-2023
http://www.avadocuments.com/doc/bs-iso-17607-3-2023

BSISO 17607-3:2023
ISO 17607-3:2023

Table B.1 (continued)

Thickness of the material:

Type of fuel gas:

Heating oxygen pressurea:

Fuel gas pressurea:

Cutting oxygen pressurea:

Adjustment of the heating flame:

Cutting speed:
Cutting height:
Preheat temperature:

Angle of cut (if bevel not perpendicular):

Thermal follow-up treatment (post-heat treatment):

Type of pre-/post-heating torch:

Designation of the heating torch:

Manufacturer of the heating torch:

Type of preheating fuel gas:

Oxygen/ compressed air pressure:

Fuel gas pressure:

a Pressure measured at the inlet of the torch

The manufacturer warrants that the thermal cut sample shown in attached drawing was produced under the
above-named specifications.

Manufacturer, name of the Responsible Welding Coordinator with signature and date

Table B.2 — Example of cutting procedure qualification record (CPQR)

(p)CPS-No.: CPQR-No.:

Manufacturer of the thermal cut
sample:

Manufacturer’s address: Appendices |1 |[Cuttingparameters page

Standard: 2 |Material testreport page

Date of manufacture: 3 |Inspection report page

Manufacturer:

Specifications of the cutting procedure qualification record

Cutting process:

Manufacturer of the cutting machine:

Type of cut:

Designation of the cutting torch:

Designation of the cutting nozzle:

Manufacturer of the cutting torch/nozzle:
Standard:

Material group:

Thickness of the material (mm):

Type of fuel gas:

Heating oxygen pressurea:

Fuel gas pressurea:

Cutting oxygen pressurea:
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Table B.2 (continued)

Adjustment of the heating flame:

Cutting speed:
Cutting height:

Preheat temperature:

Thermal follow-up treatment:

Type of pre-/post-heating torch:

Designation of the heating torch:

Manufacturer of the heating torch:

Type of fuel gas:

Oxygen/ compressed air pressure:

Fuel gas pressure:

a Pressure measured at the inlet of the torch

This record confirms that the manufacturing of the thermal cut sample was satisfactorily prepared, produced
and tested in accordance with the requirements of ISO 17607-3:20-, 5.4.3 and 5.4.4: EXL2 / EXL3 / EXL4

Place and date of issue:

Manufacturer’s Welding Coordinator: Name, date, and signature:

Examiner or examining body: Name, date and signature (if other than manufacturer’s Welding Coordinator):

B.2 Description of the qualifying procedure

B.2.1 General

Cutting of the test pieces shall be conducted in accordance with a preliminary cutting procedure
specification (pCPS) where all of the parameters and influences relevant to the process are stated.

In accordance with ISO 9013, the perpendicularity and angularity tolerance, the average surface
roughness as well as the hardness of the edges of cut may be determined. If the cutting process is to be
used only for perpendicular cuts, then the angularity tolerance does not need to be determined. In this
case, the use of a test piece as shown in Figure B.1 is recommended. If the cutting process is to be used
for bevel cuts, then the angularity tolerance needs to be determined.

NOTE If bevel cuts are used to make welding preparations, it is possible that the angularity tolerance of a
bevel cut will not be critical if the surface is subsequently dressed.

The test piece(s) shall have a straight cut, a sharp-edged corner as well as a curve-shaped bend. The
edges of cut in the areas of the curve-shaped bend as well as of the sharp-edged corner shall have an
acceptable quality in the area of the straight cut in relation to the perpendicularity and angularity
tolerance respectively as well as to surface roughness. The above parameters shall be determined in
the areas of the straight cut with the hardness test having to be particularly conducted in the areas
with the highest travel speed, respectively.

Documents

© IS0 2023 - All rights reserved

Full document details: BS ISO 17607-3:2023

Document SharinfbHub


https://doi.org/10.3403/00496496U
http://www.avadocuments.com/doc/bs-iso-17607-3-2023
http://www.avadocuments.com/doc/bs-iso-17607-3-2023

BSISO 17607-3:2023
ISO 17607-3:2023

Dimensions in millimetres
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NOTE Surface profile measurements are taken on the straight area B over at least a 200 mm length and

hardness are measured in area A and B on each sample and checked against the required quality class. The sharp
corner and curved samples are inspected visually to establish that they produce edges of equivalent standard to
the straight cuts.

Figure B.1 — Recommended shape of test piece and location of measurements

B.2.2 Average surface roughness Rzs
The average surface roughness Rzs shall be determined in accordance with ISO 9013.

At a spot representative of the straight flame cut the surface roughness shall be measured transverse of
the groove path across a length of maximum 40 mm. See Figure B.2.
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Figure B.2 — Recommended shape of test piece and location of measurements

The arithmetic average of the single profile elements of five adjacent single measurements (Z;1 to Zis as
shown in Figure B.3) shall be used to calculate the average surface roughness Rzs.
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Figure B.3 — Determination of the average surface roughness Rz5

To determine the average surface roughness Ryzs, a surface roughness tester suitable for high
roughnesses shall be used. A sufficient and stable contact surface of the device shall be provided.

For plate thicknesses, (t) < 6 mm additional strips with a smooth surface shall be attached flush with
the cut edge to the sides of the plate surfaces of the test piece to be tested using a clamp, to ensure
sufficient contact.

The highest value of surface roughness Rzs5 with the respective distance of the upper edge of the plate
shall be determined and recorded.

Alternatively, the reference document for evaluation of cut surfaces shall be the surface roughness
gauge included in AWS C4.1-77 set. The roughness of thermal cut surfaces shall be evaluated by visually
comparing the cut surface to the roughness represented on the roughness gauge. Surface roughness
shall be no greater than that represented by Sample 3, except that for the ends of members not subject
to calculated stress, copes in beams with the flange thickness not exceeding 50 mm (2 in.), and
for materials over 100 mm to 200 mm (4 in. to 8 in.) thick, surface roughness shall not exceed that
represented by Sample 2.

B.2.3 Perpendicularity and angularity tolerance

The perpendicularity and angularity tolerance (u) shall be determined in accordance with 1ISO 9013
with respect to both vertical and bevel cuts. At a representative spot (highest measured value to be
expected) of the straight flame cut the perpendicularity or angularity tolerance (u) may also be
determined using a measuring microscope in a transverse section. When preparing the transverse
section an edge of the cut free of burrs shall be provided.

For a better contrast during the measurement, the test piece may be etched using a suitable etching
agent. Depending on the plate thickness, several exposures may be completed to form one figure
and measured. The reduction of thickness of the cut (Aa) shall be recorded, which limits the area to
be measured.

B.2.4 Hardness test

The hardness test on the flame cut edge shall be performed in accordance with ISO 6507-1
and ISO 6506-1.

The test pieces for the measurement of the hardness shall have plane, parallel contact surfaces.
Grinding of the flame cut edges shall be conducted using grain size 600. The flame cut surface shall be
ground such that some indentations of the flame cut surface are still visible. Hardness measurements
shall be taken in the areas near the upper and lower edges as well as the centre of the plate thickness

(see Figure B.4).
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Figure B.4 — Measurement locations on ground flame cut surface

Depending on the plate thickness, either 5 or 15 measurements of the hardness distributed across the
cross-section shall be conducted (see Table B.3). During the hardness test near the plate surfaces, the
minimum distance in accordance with ISO 6507-1 and ISO 6506-1 as well as the melting of the surfaces
shall be observed.

Table B.3 — Number and area of hardness measurements

Plate thickness
¢ Hardness measurements
(mm)
t<5 5 at centre of the plate thickness
t>5 5, near upper side of the plate
5, near lower side of the plate
5, at centre of the plate thickness

B.3 Range of qualification

B.3.1 Material groups

Due to the hardening behaviour of the different materials, Table B.4 shall be used to determine the
range of validity.

Independent of Table B.4, the preheating temperature can need adjustment for materials within the
range but having a higher carbon equivalent than the test piece, to ensure that the increase in hardness
of the cut surface is acceptable.

Table B.4 — Material groups

Test piece Range
material group from material groups in accordance with
ISO/TR 15608 ISO/TR 15608
1 1a,2b
1.4 1b,2b
2 1.1,2b
1a,2b3b
a  Except for 1.4 and valid for steel with the same or lower determined minimum
yield strength.
b Valid for steel with the same or lower determined minimum yield strength.

B.3.2 Material thickness

Testing of the thinnest and the thickest test piece shall qualify all material thicknesses within this
scope of thickness.
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B.3.3 Pressures of gases

The qualification is valid within the following ranges:
— heating oxygen pressure: +0 % / =20 %;

— fuel gas pressure: + / =5 %;

— cutting oxygen pressure: +0 % / -15 %.

B.3.4 Cutting speed and height

The qualification is valid within the following ranges:
— cutting speed: +10 % / -0 %j;

— cutting height between cutting head tip and plate: + / =10 %.
B.3.5 Preheat temperature

The qualification is valid within the following range:

— preheat temperature: + / =10 %.

B.4 Testreport

The test report shall comprise the following information:

— reference to this document, i.e. ISO 17607-3:2023 and ISO 9013;

— number of the cutting specification pCPS;

— marking of the test piece;

— material specification;

— plate thickness;

— type and geometry of test piece;

— sketch with testing positions on the flame cut edge (if necessary);
— measuring instruments;

— tests conducted and assessment criteria;

— testresults;

— evaluation of the test results.
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Annex C
(informative)

Geometric tolerances — Buildings

C.1 General

Permitted deviations for geometrical tolerances in buildings are divided into nine categories:
— welded profiles;

— press-braked profiles;

— flanges of welded profiles;

— flanges of welded box sections;

— web stiffeners and cruciform joints of profiles or box sections;
— components;

— fastener holes, notches and cut edges;

— column splices and baseplates;

— lattice components.

Permitted deviations are given in:

— Table C.1: Europe;

— Table C.2: Australia / New Zealand;

— Table C.3: Canada;

— Table C.4: China;

— Table C.5: Japan;

— Table C.6: Russian Federation;

— Table C.7: United Kingdom;

— Table C.8: United States.

C.2 Tolerances for Europe

Unless otherwise noted, the reference standard for Table C.1 is EN 1090-2.
Definitions specific to Table C.1 are:

a) Essential tolerances:

Essential tolerances are essential for the mechanical resistance and stability of the completed structure
and are therefore to be fulfilled.

b) Functional tolerances:
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Functional tolerances are those required to fulfil other criteria such as fit-up and appearance.
c) Class1:

Tolerance Class 1 shall be applied unless otherwise specified in the execution specification.
d) Class 2:

Tolerance Class 2 can substitute Class 1 if smaller tolerance deviations are required, for example if
glazed facades are to be fitted.

Table C.1 — Europe

1. Welded profiles

Essential
tolerances Functional tolerances
No Criterion Parameter
Permitted Permitted deviation A
deviation A
Class 1 and 2 Class 1 Class 2
1.1 |Depth
I : | Overall depth h:
i < h <900 mm -A=h/50 A=+3mm | A=+2mm
+ .
i < 900 < h <1800 mm (n"tii‘;‘i%a“"e A=+h/300 | A=+h/450
[ i ]
! h>1800 mm A=+6 mm A=+4 mm
1.2 |Flange width
b1 + A
-A=b/100 +A=b/100 +A=b/100
Width b = by or by (note negative but but
sign) |A] 23 mm |A] 22 mm
bz + A
1.3 |Web eccentricity
Position of web:
b A=+5mm A=+4mm
No require-
ment
A=+3mm A=+2mm
b/2 + A
1.4 |Squareness of flanges
Position of web:
) A =+b/100 A =+b/100
No require-
ment but but
|Al 25 mm |Al 23 mm
A=+b/400 A=+b/400
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Table C.1 (continued)

26

Full document details: BS 1ISO 17607-3:2023

1.5 |Flatness of flanges s
Out of flatness:
. b , A=%b/150 | A=b/150
general case No require-
q but but
ment
. |Al 23 mm |A] 22 mm
flange parts in con-
tact with structural
beari
carings A=+b/400 | A=+b/400
1.6 |Squareness of bearings
A
A=+h/200
. but _ -
Vertically of web A=+h/300 A=+h/500
at supports, f01_‘ |A| = tw but but
< components without
bearing stiffeners |A] =3 mm [A] 22 mm
(tw =web
thickness)
N
1.7 |Plate curvature
if b/t <80
A=+b/200
A
| ]
ot if A=+b/100 A=+b/150
}l?e_rn}/lit[l)ononerplate 80 < b/t <200
S elg but but
Q 1 A=+h2/
(16 000 £) |Al 25 mm |Al 23 mm
L 1
if b/t>200
A=+b/80
1 gauge length but|A| 2t
(t = plate
thickness)
1.8 |Web distortion Deviation A on gauge
length L equal to web
height b (see 1.7).
1 A=%b/100 A=xb/100 A=2+b/150
NOTE: For components but but but
< that are tapered or
have variable web |Al=t |A]2 5 mm |A] 23 mm
- 1 - heig_ht_bth_e permitted (t=plate
_Ey_ deviationisrelated to thickness)
-+ —r + the mean web height
at the location of the
/ gauge.
1.9 |Web undulation Deviation A on gauge
length L equal to web
height b (see 1.7).
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Table C.1 (continued)
L 1 A=+b/100
NOTE: For components but
that are tapered or u A=+b/100 A=+b/150
have variable web |A] =t
height b the permitted but but
deviationisrelated to |Al 25 mm |A] 23 mm
the mean web height (¢ = plate
at the location of the thickpness)
gauge.
1.10 | Castellated beams and cellular beams [fabricated either from | Misalignment of web
plate or from hot-rolled sections] with openings of inscribed | post:
nominal diameter D X
across thickness
A=2mm A=2mm
overlap for opening of
nominal radius r:
f { No require-
M; D_O_ :>_<:>_ r=D/2<200 mm ment A=2mm A=2mm
A=r/100and | A=r/100 and
A r=D/2>200 mm A <5mm A<5mm
NOTE Notations such as A = +d/100 but |A| = t mean that |A| is the larger of d/100 and t.
2. Press-braked profiles
Essential
tolerances Functional tolerances
No Criterion Parameter
Permitted Permitted deviation A
deviation A
Class 1 and 2 Class 1 Class 2
2.1 |Internal element width
Width A between
bends (component of
thickness t): A=+3mm A=+2 mm
£<3mm: -A=4/50 A=-3mm/ | A=-2mm/
Length <7 m (note negative +5 mm +4 mm
/ Length=27m sign)
t=3 :
A+ A L n;m7 A=+5mm A=+3mm
th <
eng m A=-5mm/ | A=-3mm/
Lengthz7m +9 mm +6 mm
2.2 |Outstanding element width Width B between a
bend and a free edge
(component of thick-
ness t):
B+ A
i . A=-2mm/+
Mill edge: A=-3mm/+ 4 mm /
/ t<3mm -A=B/80 6 mm A= 3mm/+
tz3mm (note negative A=-5mm/+ 5 mm
. 7 mm
Sheared edge: sign)
t<3mm A=-1mm/+
A=-2mm/ 3 mm
t=3mm +5mm
A=-2mm/+
A=-3mm/+ 4 mm
6 mm
2.3 |Straightness for component to be used unrestrained
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Table C.1 (continued)

o No require-
Dev_latlon A from A=+L/1000 ment .
straightness
(see 6.3)
2.4 |Flatness
—
Convexity or concavity Norequire- A=+D/50 A=+D/100
ment
\—
2.5 |Bend radius
&7
Internal bend radius |No require- A=+2 mm A=+1mm
R ment
-
2.6 |Shape
_Angle 0 between ad- |No require- A=+30 A=420
jacent components |ment
3. Flanges of welded profiles
Essential
tolerances Functional tolerances
No Criterion Parameter
Permitted Permitted deviation A
deviation A
Class1and 2 Class 1 Class 2
3.1 |Flange distortion of I section
A==+b/150
Deviation A on gauge .
length L where L = ifb/t=20
fl d b = width
angeanco=wl A=+b/100 | A=+b/150
A==%b2/
t = flange thickness (30009)
ifb/t>20
1 gauge length
3.2 |Flange undulation of I section
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A=+b/150
Deviation A on gauge .
length L where L = ifb/t =20
fl d b =width
angeando=wi A=+b/100 | A=b/150
A=+b2/
t = flange thickness (30009
ifb/t>20
1 gauge length
3.3 |Straightness for component to be used unrestrained
| L |
Deviation A from _ _ _
straightness A=%L/1000 | A=+L/1000 | A==+L/1000
<
4. Flanges of welded box sections
Essential
tolerances Functional tolerances
No Criterion Parameter
Permitted Permitted deviation A
deviation A
Class 1 and 2 Class 1 Class 2
4.1 |Section dimension Deviation in internal
or external dimen-
sion
by
b <900 mm
900 <bh <1800 mm R P
A= =+3 mm =+2mm
by b= 1800 mm A=b/100
& N (note negative A=+b/300 A=+b/450
Q .
sign) A=+6mm A=+4mm
b = b1, by, b3 or ba
4.2 | Twist
L
A= A=
+L/700 +L/1000
L X . but but
Overall deviationAin| No require-
a piece of length L ment |A]l 2 4 mm |Al 23 mm
and and
|A] <10 mm |Al <8 mm
4.3 |Out-of-plane imperfection of plate panel between web or
stiffener, general case L
Deviation A perpen-
dicular to the plane
of the plate
Documents
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Table C.1 (continued)
ifa<2b L=a A=+a/250 A =+a/250 A=+a/250
Key
ifa>2b,L=2b A=+b/125 A=+b/125 A=+b/125
1 straight edge gauge of length L
4.4 |Out-of-plane imperfections of plate panel between webs or
stiffeners (special case with compression in the transverse
direction - the general case applies unless this special case
is specified) Deviation A perpen-
dicular to the plane
of the plate
ifb<2a,L=b A=+b/250 A=+b/250 A=+b/250
Key if b>2a,L =2a A=+a/125 A=+a/125 A=+a/125
1 straight edge gauge of length L
4.5 |Squareness Difference A between
diagonal dimensionsat
diaphragm positions:
[ ] A= (d1-d2)act- (d1 A= A=
-dy)
om (dy +d3)pom | (d1+d2)00m
hence 400 600
No require-
N o ment but but
|Al 2 6 mm |A] 2 4 mm
[ ]
(d1 + d2) act = (d1 + d2) actual A=]d1-d2|act
(d1 + d2) nom = (d1 + d2) nominal if d1 and d are nomi-
nally the same
5. Web stiffeners and cruciform joints of profiles or box sections
Essential
tolerances Functional tolerances
No Criterion Parameter
Permitted Permitted deviation A
deviation A
Class 1 and 2 Class 1 Class 2
5.1 [In-plane straightness
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Table C.1 (continued)

)

A=1+b/250 A=1+b/250 A=1+b/375
Q Deviation A from / / /

straightness in the but but but

plane of the plate
'l |A] 2 4 mm |A]l 2 4 mm |Al 22 mm
7

5.2 | Out-of-plane straightness

N

J

L A=+b/500 A=+b/500 A=+b/750
Deviation A from

straightness normal but but but
to the plane of the web
Q |Al 24 mm |Al 24 mm |Al 22 mm

5.3 |Location of web stiffeners

I

Distance A from in-
tended location

A=15mm A=15mm A =13 mm

———— & ——

F

5.4 |Location of web stiffeners at support

I <

I

Distance A from in-
tended location

A=+3mm A=+3mm A=+2mm

o

5.5 [Eccentricity of web stiffeners Eccentricity between a
pair of stiffeners:

NOTE: For cruciform
joints, the misalign-
| ment eccentricity is
| f limitedtoit/there A=ty /2 A=tty /2 A=ty /3
t is the larger of the
thicknesses of the two
plates attached either
side of the web

A |
|

<

5.6 |Eccentricity of web stiffeners at supports Eccentricity betweena
pair of stiffeners:

NOTE: For cruciform
joints, the misalign-
| ment eccentricity is
L Eg limited to +¢/2 where| 4=%tw/3 A=zttw/3 A=ztw /4
t is the larger of the
thicknesses of the two
plates attached either
side of the web

A |
|

<

NOTE Notations such as A = #d/100 but |A| 2 5 mm mean that |A| is the larger of d/100 and 5 mm.

6. Components
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