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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with 1SO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described
in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the different types of
ISO documents should be noted. This document was drafted in accordance with the editorial rules of the
ISO/IEC Directives, Part 2. www.iso.org/directives

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. 1ISO shall not be held responsible for identifying any or all such patent rights. Details of any patent
rights identified during the development of the document will be in the Introduction and/or on the ISO list of
patent declarations received. www.iso.org/patents

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

was prepared by the Consultative Committee for Space Data Systems (CCSDS) (as
CCSDS 521.0-B-1, September 2010) and was adopted (without modifications except those stated in Clause 2
of this International Standard) by Technical Committee ISO/TC 20, Aircraft and space vehicles, Subcommittee
SC 13, Space data and information transfer systems.
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INTERNATIONAL STANDARD 1ISO 18202:2013(E)

Space data and information transfer systems — Mission
operations message abstraction layer

1 Scope
This International Standard defines the Mission Operations (MO) Message Abstraction Layer (MAL) in
conformance with the service framework specified in Mission Operations Services Concept, CCSDS 520.0-
G-3, Mission Operations Services Concept.
The MO MAL is a framework that provides generic service patterns to the Mission Operation services defined
in Mission Operations Services Concept, CCSDS 520.0-G-3. These Mission Operations services are defined
in terms of the MAL.
This International Standard defines, in an abstract manner, the MAL in terms of:

a) the concepts that it builds upon;

b) the basic types it provides;

c) the message headers required by the layer;

d) the relationship between, and the valid sequence of, the messages and resulting behaviours.

It does not specify:

a) individual implementations or products;
b) the implementation of entities or interfaces within real systems;

c) the methods or technologies required for communications.

The scope and field of application are furthermore detailed in subclause 1.3 of the enclosed CCSDS
publication.

2 Requirements

Requirements are the technical recommendations made in the following publication (reproduced on the
following pages), which is adopted as an International Standard:

CCSDS 521.0-B-1, September 2010, Mission operations message abstraction layer.

For the purposes of international standardization, the modifications outlined below shall apply to the specific
clauses and paragraphs of publication CCSDS 521.0-B-1.

Pages i to vi

This part is information which is relevant to the CCSDS publication only.
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Add the following information to the reference indicated:

[1] Document CCSDS 520.1-M-1, July 2010, is equivalent to [SO 18201:2013.

3 Revision of publication CCSDS 521.0-M-1

It has been agreed with the Consultative Committee for Space Data Systems that Subcommittee
ISO/TC 20/SC 13 will be consulted in the event of any revision or amendment of publication CCSDS 521.0-
M-1. To this end, NASA will act as a liaison body between CCSDS and ISO.
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BLUE BOOK
September 2010
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AUTHORITY
Issue: Recommended Standard, Issue 1
Date: September 2010

Location: Washington, DC, USA

This document has been approved for publication by the Management Council of the
Consultative Committee for Space Data Systems (CCSDS) and represents the consensus
technical agreement of the participating CCSDS Member Agencies. The procedure for
review and authorization of CCSDS documents is detailed in the Procedures Manual for the
Consultative Committee for Space Data Systems, and the record of Agency participation in
the authorization of this document can be obtained from the CCSDS Secretariat at the
address below.

This document is published and maintained by:

CCSDS Secretariat

Space Communications and Navigation Office, 7L70
Space Operations Mission Directorate

NASA Headquarters

Washington, DC 20546-0001, USA

CCSDS 521.0-B-1 Page i Doevitients
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STATEMENT OF INTENT

The Consultative Committee for Space Data Systems (CCSDS) is an organization officially
established by the management of its members. The Committee meets periodically to address
data systems problems that are common to all participants, and to formulate sound technical
solutions to these problems. Inasmuch as participation in the CCSDS is completely
voluntary, the results of Committee actions are termed Recommended Standards and are
not considered binding on any Agency.

This Recommended Standard is issued by, and represents the consensus of, the CCSDS
members. Endorsement of this Recommendation is entirely voluntary. Endorsement,
however, indicates the following understandings:

o Whenever a member establishes a CCSDS-related standard, this standard will be in
accord with the relevant Recommended Standard. Establishing such a standard
does not preclude other provisions which a member may develop.

o Whenever a member establishes a CCSDS-related standard, that member will
provide other CCSDS members with the following information:

-- The standard itself.
-- The anticipated date of initial operational capability.
-- The anticipated duration of operational service.

o Specific service arrangements shall be made via memoranda of agreement. Neither
this Recommended Standard nor any ensuing standard is a substitute for a
memorandum of agreement.

No later than five years from its date of issuance, this Recommended Standard will be
reviewed by the CCSDS to determine whether it should: (1) remain in effect without change;
(2) be changed to reflect the impact of new technologies, new requirements, or new
directions; or (3) be retired or canceled.

In those instances when a new version of a Recommended Standard is issued, existing
CCSDS-related member standards and implementations are not negated or deemed to be non-
CCSDS compatible. It is the responsibility of each member to determine when such
standards or implementations are to be modified. Each member is, however, strongly
encouraged to direct planning for its new standards and implementations towards the later
version of the Recommended Standard.

CCSDS 521.0-B-1 Page ii OcPrgélinents
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FOREWORD

Through the process of normal evolution, it is expected that expansion, deletion, or
modification of this document may occur. This Recommended Standard is therefore subject
to CCSDS document management and change control procedures, which are defined in the
Procedures Manual for the Consultative Committee for Space Data Systems. Current
versions of CCSDS documents are maintained at the CCSDS Web site:

http://www.ccsds.org/

Questions relating to the contents or status of this document should be addressed to the
CCSDS Secretariat at the address indicated on page 1i.

CCSDS 521.0-B-1 Page iii PDoeitients
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At time of publication, the active Member and Observer Agencies of the CCSDS were:

Member Agencies

— Agenzia Spaziale Italiana (ASI)/Italy.

— Canadian Space Agency (CSA)/Canada.

— Centre National d’Etudes Spatiales (CNES)/France.

— China National Space Administration (CNSA)/People’s Republic of China.
— Deutsches Zentrum fiir Luft- und Raumfahrt e.V. (DLR)/Germany.
— European Space Agency (ESA)/Europe.

— Instituto Nacional de Pesquisas Espaciais (INPE)/Brazil.

— Japan Aerospace Exploration Agency (JAXA)/Japan.

— National Aeronautics and Space Administration (NASA)/USA.

— Russian Federal Space Agency (RFSA)/Russian Federation.

— UK Space Agency/United Kingdom.

Observer Agencies

— Austrian Space Agency (ASA)/Austria.

— Belgian Federal Science Policy Office (BFSPO)/Belgium.

— Central Research Institute of Machine Building (TsNIIMash)/Russian Federation.

— China Satellite Launch and Tracking Control General, Beijing Institute of Tracking
and Telecommunications Technology (CLTC/BITTT)/China.

— Chinese Academy of Sciences (CAS)/China.

— Chinese Academy of Space Technology (CAST)/China.

— Commonwealth Scientific and Industrial Research Organization (CSIRO)/Australia.

— CSIR Satellite Applications Centre (CSIR)/Republic of South Africa.

— Danish National Space Center (DNSC)/Denmark.

— Departamento de Ciéncia e Tecnologia Aeroespacial (DCTA)/Brazil.

— European Organization for the Exploitation of Meteorological Satellites
(EUMETSAT)/Europe.

— European Telecommunications Satellite Organization (EUTELSAT)/Europe.

— Geo-Informatics and Space Technology Development Agency (GISTDA)/Thailand.

— Hellenic National Space Committee (HNSC)/Greece.

— Indian Space Research Organization (ISRO)/India.

— Institute of Space Research (IKI)/Russian Federation.

— KFKI Research Institute for Particle & Nuclear Physics (KFKI)/Hungary.

— Korea Aerospace Research Institute (KARI)/Korea.

— Ministry of Communications (MOC)/Israel.

— National Institute of Information and Communications Technology (NICT)/Japan.

— National Oceanic and Atmospheric Administration (NOAA)/USA.

— National Space Agency of the Republic of Kazakhstan (NSARK)/Kazakhstan.

— National Space Organization (NSPO)/Chinese Taipei.

— Naval Center for Space Technology (NCST)/USA.

— Scientific and Technological Research Council of Turkey (TUBITAK)/Turkey.

— Space and Upper Atmosphere Research Commission (SUPARCO)/Pakistan.

— Swedish Space Corporation (SSC)/Sweden.

— United States Geological Survey (USGS)/USA.
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1 INTRODUCTION
1.1 GENERAL

This Recommended Standard defines the Mission Operations (MO) Message Abstraction
Layer (MAL) in conformance with the service framework specified in reference [B1],
Mission Operations Services Concept.

The MO MAL is a framework that provides generic service patterns to the Mission Operation
services defined in reference [B1]. These Mission Operations services are defined in terms of
the MAL.

1.2 PURPOSE AND SCOPE

This Recommended Standard defines, in an abstract manner, the MAL in terms of:
a) the concepts that it builds upon;
b) the basic types it provides;
c) the message headers required by the layer;

d) the relationship between, and the valid sequence of, the messages and resulting behaviours.

It does not specify:
a) individual implementations or products;
b) the implementation of entities or interfaces within real systems;

c) the methods or technologies required for communications.

1.3 DOCUMENT STRUCTURE

This Recommended Standard is organised as follows:

a) section 1 provides purpose and scope, and lists definitions, conventions, and
references used throughout the Recommended Standard;

b) section 2 presents an overview of the concepts;

c) section 3 specifies the interaction patterns used to define services;

d) section 4 is a formal specification of the MAL data structures;

e) section 5 is a formal specification of the MAL errors;

f) section 6 is the formal service specification Extensible Markup Language (XML) schema;

g) section 7 is the formal compliance requirements of the MAL.
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1.4 DEFINITION OF TERMS

Software Component (component): a software unit containing the business function.
Components offer their function as Services, which can either be used internally or which can
be made available for use outside the component through Provided Service Interfaces.
Components may also depend on services provided by other components through Consumed
Service Interfaces.

Hardware Component: a complex physical entity (such as a spacecraft, a tracking system,
or a control system) or an individual physical entity of a system (such as an instrument, a
computer, or a piece of communications equipment). A Hardware Component may be
composed from other Hardware Components. Each Hardware Component may host one or
more Software Components. Each Hardware Component has one or more ports where
connections to other Hardware Component are made. Any given Port on the Hardware
Component may expose one or more Service Interfaces.

Service: a set of capabilities that a component provides to another component via an
interface. A Service is defined in terms of the set of operations that can be invoked and
performed through the Service Interface. Service specifications define the capabilities,
behaviour and external interfaces, but do not define the implementation.

Service Interface: a set of interactions provided by a component for participation with
another component for some purpose, along with constraints on how they can occur. A
Service Interface is an external interface of a Service where the behaviour of the Service
Provider Component is exposed. Each Service will have one defined ‘Provided Service
Interface’, and may have one or more ‘Consumed Service Interface’ and one ‘Management
Service Interface’.

Provided Service Interface: a Service Interface that exposes the Service function contained
in a component for use by Service Consumers. It receives the MAL messages from a
Consumed Service Interface and maps them into API calls on the Provider component.

Consumed Service Interface: the API presented to the consumer component that maps from
the Service operations to one or more Service Data Units(s) contained in MAL messages that
are transported to the Provided Service Interface.

Management Service Interface: a Service Interface that exposes management functions of a
Service function contained in a component for use by Service Consumers.

Service System: the set of Hardware and Software Components used to implement a Service
in a real system. Service Systems may be implemented using one or more Hardware and
Software Components.

Service Provider (provider): a component that offers a Service to another by means of one
of its Provided Service Interfaces.
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Service Consumer (consumer): a component that consumes or uses a Service provided by
another component. A component may be a provider of some Services and a consumer of
others.

Service Data Unit (SDU): a unit of data that is sent by a Service Interface, and is transmitted
semantically unchanged, to a peer Service Interface.

Binding: the access mechanism for a Service. Bindings are used to locate and access Service
Interfaces. Services use bindings to describe the access mechanisms that consumers have to
use to call the Service. The binding specifies unambiguously the protocol stack required to
access a Service Interface. Bindings may be defined statically at compile time or they may
use a variety of dynamic run-time mechanisms (DNS, ports, discovery).

Service Capability Set: a grouping of the service operations that remains sensible and
coherent, and also provides a Service Provider with an ability to communicate to a Consumer
its capability The specification of services is based on the expectation that different
deployments require different levels of complexity and functionality from a service. To this
end a given service may be implementable at one of several distinct levels, corresponding to
the inclusion of one or more capability sets.

Service Connection (connection): a communications connection between a Consumed
Service Interface and a Provided Service Interface over a specific Binding. When a
component consumes the services of a provider component, this link is known as a Service
Connection (connection).

Service Extension: addition of capabilities to a base Service. A Service may extend the
capabilities of another Service with additional operations. An extended Service is
indistinguishable from the base Service to consumers such that consumers of the base Service
can also be consumers of the extended Service without modification.

Protocol Stack: the stack of Protocol Layers required for communication.

Protocol Layer: the implementation of a specific Protocol. It provides a Protocol Service
Access Point to layers above and uses the Protocol Service Access Point of the layer below.

Protocol Service Access Point (SAP): the point at which one layer’s functions are provided
to the layer above. A layer may provide protocol services to one or more higher layers and
use the protocol services of one or more lower layers. A SAP defines unambiguously the
interface for a protocol that may be used as part of a Service Interface Binding specification.

Protocol: the set of rules and formats (semantic and syntactic) used to determine the
communication behaviour of a Protocol Layer in the performance of the layer functions. The
state machines that operate and the protocol data units that are exchanged specify a protocol.

Service directory: an entity that provides publish and lookup facilities to service providers
and consumers.
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NOTE - Strictly speaking, a directory is not required if a well-known service is to be used;
however, in most circumstances a directory provides required flexibility in the
location of services. Service location can be statically configured, dynamically
discovered through a service directory, or a combination of the two; this is an
implementation choice. The service directory is itself, by definition, a service.

1.5 NOMENCLATURE

The following conventions apply throughout this Recommended Standard:
a) the words ‘shall’ and ‘must’ imply a binding and verifiable specification;
b) the word ‘should” implies an optional, but desirable, specification;

c) the word ‘may’ implies an optional specification;

d) the words ‘is’, ‘are’, and ‘will’ imply statements of fact.

1.6 REFERENCES

The following documents contain provisions which, through reference in this text, constitute
provisions of this Recommended Standard. At the time of publication, the editions indicated
were valid. All documents are subject to revision, and users of this Recommended Standard
are encouraged to investigate the possibility of applying the most recent editions of the
documents indicated below. The CCSDS Secretariat maintains a register of currently valid
CCSDS Recommended Standards.

[11 Mission Operations Reference Model. Recommendation for Space Data System
Standards, CCSDS 520.1-M-1. Magenta Book. Issue 1. Washington, D.C.: CCSDS,

July 2010.
NOTE - Informative references are listed in annex B.
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2 OVERVIEW
2.1 GENERAL

The MO service specifications detail a standard set of services. These services form a
contract between a consumer of a service and the provider of that service. Each operation of a
service has a set behaviour: a message is sent from the consumer to the provider to instigate
the operation, and zero or more messages can be exchanged thereafter depending on the
specific pattern and operation. This set of messages, and the pattern in which they are
exchanged, needs to be defined for each operation of each service.

An interaction pattern details a standard exchange pattern that removes the need for each
operation to detail its exchange pattern individually. By defining a pattern and stating that a
given operation is defined in terms of that pattern, the operation definition can focus on the
specifics of that operation and rely on the standard pattern to facilitate the interaction.

The MAL defines this set of standard interaction patterns as an abstract interface that is used
by the MO services. There are three abstract interfaces defined in the MAL specification: the
first is the abstract interface of the MAL that is presented to the higher layers, the second is
the abstract interface of the Access Control component, and the third is the abstract interface
that a Transport layer must provide to the MAL.

The MO service specifications and the MAL are abstract in their definition; they do not
contain any specific information on how to implement them for a particular programming
language or transport encoding. Moving from the abstract to the implemented system, two
other specifications are needed. One is the Language Mapping that states how the abstract
MAL and MO service specifications are to be realised in some specific language: this defines
the API in that language. The second is the transport mapping from the abstract MAL data
structures into a specific and unambiguous encoding of the messages and to a defined and
unambiguous mapping to a specific data transport. It is only when these mappings are
defined that is possible to implement services that use the MAL interface and use the
transport bindings to exchange data. (For further information on this, see reference [1].)

This document contains the formal specification for these abstract interfaces. For further
information about the MO Concept see reference [B1], and for the Reference Model see
reference [1].

2.2 ABSTRACT INTERFACE SPECIFICATIONS

2.2.1 GENERAL

Each abstract interface is defined as a set of interaction patterns. For each pattern defined
there is a common layout of the document section.

The following subsections describe the sections and diagram formats specific to the
interaction patterns.
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2.2.2 PATTERN OVERVIEW

The overview section of the pattern contains a message exchange sequence, which shows the
interaction sequence between a source consumer and a destination provider.

The main aspects to note are the direction of the arrows (giving message direction) and the
order of the messages (top down). The bars under the consumer and provider show
synchronicity of the message exchange.

In the following example (figure 2-1) it can be seen that the consumer sends an initial
message to the provider, which responds with an acknowledgement. The acknowledgment is
in response to the initial message, as shown by the connected bars under the consumer and
provider.

At some time in the future the provider will send another response:

Consumer Provider

seq Message exchange example/

initial message

some acknowledgment

asynchronous response

Figure 2-1: Message Exchange Sequence Example

Because the pattern shows the response, the consumer can expect it, but because the bars are
not connected it is considered to be indeterminate. This means that although the message
will arrive it cannot be determined when arrival will occur. It is important to note that any
synchronicity shown is concerned only with messages; it does not imply, or require, a
synchronous (blocking) behaviour in either the client or provider, as these are
implementation issues.

2.2.3 DESCRIPTION AND USAGE

The Description and Usage sections are used to describe the pattern and define the expected
usage respectively.
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2.2.4 ERROR HANDLING
The Error Handling section defines the positions in the pattern that errors are permitted to be

generated. It uses the same sequence diagram notation as the nominal pattern sequence from
the Overview section.

2.2.5 OPERATION TEMPLATE

Each interaction pattern definition contains a table that defines the template for operations
that use that pattern:

Table 2-1: Example Operation Template

<<Operation name>>

<<Interaction pattern name>>

<<Message direction>> <<Message name>> <<Message type>>

The message direction denotes the direction of the message relative to the provider of the
pattern and is either IN or OUT. So all messages directed towards the provider are IN
messages, and all messages directed away from the provider are OUT messages. It is
expected that message names match those defined in the Primitives section.

Blue cells (dark grey when printed on a monochrome printer) contain table headings, light

grey cells contain fields that are fixed for a pattern, and white cells contain values that must
be provided by the operation or structure.

2.2.6 PRIMITIVES

Each pattern defines a set of primitives in a table as below:

Table 2-2: Example Primitive List

<<Primitive name>>
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For each listed primitive there exists a Request, Message and Indication of the same name.
The Requests and Indications are used by the following State Diagrams.
transitions that are triggered by the component being modelled; Indications are transitions
that are triggered by an external activity. Messages are the entities that are transferred

between the two components to progress the interaction:

Consumer

5]

Requests Indications

Consumer MAL

Messages

Provider

g

Indications Requests

Provider MAL

Figure 2-2: Request, Indication, and Message relationship

Requests are

Therefore, a component issues Requests, which cause Messages to be transmitted, which
raise Indications in the destination component.
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2.27 STATE CHARTS

For each defined interaction there can also be specified one or more state diagram:

Initial Request

Initiated

Ack Error Indication >@

N

Ack Indication

Acknowledged o
Response Error Indlcat|>on<>

Response Indication

Figure 2-3: Consumer State Diagram Example

The diagrams define the allowed states and transitions between those states. The states are
those of the MAL of the relevant component and apply to a single instance of a pattern; for
example, the above diagram shows the allowed states and transitions for a specific pattern on
the consumer, but it is the responsibility of the consumer MAL to maintain that state
information and reject invalid state transitions. The state also only applies to a single instance
of a pattern; as there can be many interactions concurrently active with one MAL, it needs to
be able to track the state of each interaction instance independently.

Figure 2-3 shows the state diagram for Consumer component from the example in figure 2-1,
and includes some error state transitions that are not shown in the example.
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2.2.8 REQUESTS AND INDICATIONS
2.2.8.1 General

For each pattern there are a set of Requests that can be issued and a set of Indications that can
be received. These sets are defined in the Primitives section for the pattern. The allowed
state transitions are defined in the State Charts section for the pattern.

Each pattern defines the following subsections for each primitive.

2.2.8.2 Function

The Function subsection defines the use of a specific Request or Indication.

2.2.8.3 Semantics

The Semantics subsection defines what information is required for the Request or Indication.
It is equivalent to the arguments of a programming language function call.

2.2.8.4 When Generated

The When Generated subsection specifies the circumstances that trigger the generation of the
Request or Indication.

2.2.8.5 Effect on Reception

The Effect on Reception subsection specifies what the effects of the reception of a Request
by a MAL or an Indication by an Application are. Usually for a Request is it the transmission
of a Message to the destination and for an Indication it is pattern specific.

2.2.8.6 Message Header

The MAL defines a standard message header that is used to manage the interaction. The
Message Header subsection specifies the values of the fields of the Message Header to be
used for the message. The subsection can specify all the fields, or only fields that are
different from another Request/Indication.

The full definition of the message header structure is provided in 4.4.5.
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2.2.9 MESSAGE EXAMPLE DECOMPOSITIONS

Each pattern is illustrated with an example which shows how each message will look when
decomposed into a packet structure. It is important to note that such a type of structure is
completely dependent on the chosen protocol.

For the example decomposition each message is split into up to three parts (figure 2-4), a
standard message header, possibly a standard pattern body, and, finally, possibly a service-
specific body:

- Standard Pattern :Body:| Service Specific Body

Figure 2-4: Message Decomposition Key

Each message, in the examples, is split into the relevant fields; the example value is shown in
the box, and the field name is given above (figure 2-5):

‘ Message Header ‘

URIFrom| AuthId URITo ([Timestam, QoS Priority | Domain Zone Session |Interaction| Stage Trans Id Area Service |Operation| Version | Is Error

Figure 2-5: Message Header Decomposition Example

When more complex structures are being shown (figure 2-6), a single field can be part of a
more complex structure which is itself part of another composite structure:

UpdatelList

Test Notify Test Notify
IdentifierList IdentifierList
List count . . . .
Time Source | Update List . Time Source | Update List .
stamp | URI Type | Count Id Id Time Value | tamp | URI | Type | Count Id d Time Value
2 SCX Update 2 A B Today, 09:30 1234 SC X Update. 2 A C Today, 09:30 8888

Figure 2-6: Message Body Decomposition Example

In the example above the ‘Update Type’ field is part of a TestNotify structure which is itself
part of the overall UpdateList structure.

The above example also demonstrates the difference between a pattern body and a service-
specific body. The UpdateList is the pattern body, but it contains a part that is specific to the
service in question, the TestNotify part; however, only the last two fields of the TestNotify
are specific to it and the preceding fields are inherited from the Update structure (these
therefore are marked as part of the standard pattern body).
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NOTE — The structures used in the body of the examples for each pattern are only
examples, and as such no explanation of contained values or meanings is
provided or required.

2.3 ABSTRACT SERVICE SPECIFICATIONS

Each abstract service specification Blue Book is specified as an Area that consists of one or
more services that are composed of a set of operations. Service Areas provide a simple way
of grouping related Services together.

Each service specification includes an overview table that details the Area and Service
Identifiers and then lists the operations of that service:

Table 2-3: Service Overview Table

The wvalues of table 2-3 are wused to populate the [Area Identifier][Service
Identifier|[Operation Identifier][Service Version] fields of the Message Header.

The Area Number, Service Number, and Operation Number fields provide an alternative
numerical identification scheme parallel to the Identifier scheme. These numbers are
expected to be used by transports that require a more efficient identification mechanism than
Identifiers, and will not overlap with existing service definitions.

The Service Version is a number that is used to differentiate between issues of a service
specification. Initially it will be set to the number ‘1’ and future updates to the service
specification will increase that number.

Support in replay is used to denote whether a specific operation is allowed to be used in a
Replay session and is either of the value ‘Yes’ or ‘No’. For example, only operations that do
not modify history are usually supported in a replay session; operations such as setting a
parameter would not be supported as they modify history.

The Capability set field is a numerical identifier that holds the Service Capability Set number
for that operation. Operations that hold the same number within a service specification are
considered to be part of the same Service Capability Set.
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3 ABSTRACT SERVICE SPECIFICATIONS
3.1 GENERAL

There are three abstract interfaces defined in this specification. The first is the abstract
interface of the MAL. The MAL abstract interface defines the interactions that are presented to
the higher layers, the information and interaction between the two interacting components, and
also the expected behaviour of the application layer that uses the MAL. It is detailed in 3.5.

The second is the abstract interface of the Access Control component. To support the access
control and security aspects of the reference model in reference [1] the MAL requires a
standard abstract interface to an Access Control component. The access control component
only has the single interaction that is used by the MAL as defined in the Reference Model
(reference [1]). The implementation of the Access Control component is deployment specific,
as is the security policy and rules to be used; however, the interaction with that component is
part of the MAL standard. It is detailed in 3.6.

The third is the abstract interface that a Transport layer provides to the MAL. It specifies
what facilities must be made available to a compliant MAL and also the required behaviour
of the Transport. It is detailed in 3.7.

General constraints that apply to all patterns are defined in 3.2, 3.3, and 3.4.

3.2 TRANSACTION HANDLING

a) The message header shall contain a transaction identifier field providing a mechanism
for the originating MAL of a message exchange to uniquely identify the response, or
set of responses, to a message.

b) Each instance of a pattern shall be considered a single transaction.
c) The transaction identifier shall be:

1) used by the originating MAL to identify messages in a particular instance of
an interaction pattern, and

2) returned by the service provider in matching messages (returns from submits,
etc.).

d) The originating MAL shall ensure that the combination of the following Message
Header fields form a unique index: pattern type, transaction identifier, the source
address, the session, the domain, the network, the service area identifier , the service
identifier , and operation identifiers,
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3.3 STATE TRANSITIONS

a) Each pattern shall specify the set of states that both the provider and consumer can
attain during the execution of the pattern.

b) To move between the states, each pattern shall define the set of legal transitions either
as a Request or an Indication.

c) For a Request to be issued, the source entity shall be in the correct state.

d) Issuing a Request when in the incorrect state shall cause an INCORRECT STATE
error to be raised by the local MAL, and the pattern shall end at this point.

e) For Indications, the receiving entity shall be required to be in the correct state.

f) Reception of an Indication in a state other than the correct one shall cause an
INCORRECT STATE error to be raised by the local MAL, and the pattern shall end
at this point.

3.4 MESSAGE HEADER FIELD VALUES

a) The header fields, with the values specified in table 3-1, shall be used for all
interaction patterns.

b) For the fields which values are left blank in table 3-1, the value shall be defined in the
relevant Request and Indication section.

Table 3-1: MAL Message Header Fields

URI From

Authentication Id

URI To

Timestamp Message generation timestamp

QoSlevel The QoS level of the message

Priority The QoS priority of the message

Domain Domain of the message

Network Zone Network zone of the message

Session Session of the message

Session Name Session Identifier for Simulation and Replay sessions

Interaction Type

Interaction Stage

Transaction Id

Service Area Area Identifier
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Service Service Identifier
Operation Operation Identifier
Service version Service Version number
Is Error Message FALSE

3.5 MAL SERVICE INTERFACE
3.5.1 SEND INTERACTION PATTERN
3.5.1.1 Overview

The SEND pattern is the most basic interaction (figure 3-1); it is a single message from the
consumer to the provider. No acknowledgement is sent by the provider.

Consumer Provider

seq SEND /

SEND

0

Figure 3-1: SEND Interaction Pattern Message Sequence

3.5.1.2 Description

The SEND pattern is the basic interaction of which all other patterns can be considered
extensions. It is the simple passing of a message from a consumer to a provider. Because
there is no message ‘conversation’ implied with a simple SEND, there is no requirement for a
transaction identifier in the message. However, one may be specified. No return message is
sent from the provider to the consumer, so the consumer has no indication the provider has
received the message.

3.5.1.3 Usage

The SEND pattern is expected to be used for non-critical messages where the possible loss of
one or more of these messages is not considered critical. An example would be regular
heartbeat-type messages.

CCSDS 521.0-B-1 Page 3-3 PDobitients

Document Sharing Hub

©1S0 2013 — All rights reserved 29
Full document details: BS ISO 18202:2013


http://avadocuments2026.com/doc/bs-iso-18202-2013
http://avadocuments2026.com/doc/bs-iso-18202-2013

ISO 18202:2013(E)
BS ISO 18202:2013

CCSDS RECOMMENDED STANDARD FOR
MISSION OPERATIONS MESSAGE ABSTRACTION LAYER

3.5.1.4 Error Handling

Errors (see 4.4.6) may be generated by the consumer service layers, but no error can be
generated by the provider as the interaction pattern does not allow for the provider to return
an error.

3.5.1.5 Operation Template

The SEND template only contains the operation name and the type of the structure that is

sent as the message body:

Table 3-2: SEND Operation Template

<<Operation name>>

SEND

<<Body type>>

3.5.1.6 Primitives

Table 3-3: SEND Primitive List

SEND

3.5.1.7 State Charts

3.5.1.7.1 Consumer Side

The state chart contains only one transition from the initial state to the final one, so it is not
represented. This transition is triggered by the primitive SEND Request.

3.5.1.7.2 Provider Side

The state chart contains only one transition from the initial state to the final one, so it is not
represented. This transition is triggered by the primitive SEND Indication.
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3.5.1.8 Requests and Indications
3.5.1.8.1 SEND

3.5.1.8.1.1 Function

a) The SEND Request primitive shall be used by the consumer application to initiate a
SEND Interaction.

b) The SEND Indication primitive shall be used by the provider MAL to deliver a
SEND Message to a provider and initiate a SEND Interaction.

3.5.1.8.1.2 Semantics
SEND Request and SEND Indication shall provide parameters as follows:

(SEND Message Header, SEND Message Body, QoS properties)

3.5.1.8.1.3 When Generated
a) A SEND Request may be generated by the consumer application at any time.

b) A SEND Indication shall be generated by the provider MAL upon reception of a
SEND Message, once checked via the Access Control interface, from a consumer.

3.5.1.8.1.4 Effect on Reception

a) Reception of a SEND Request shall, once checked via the Access Control interface,
cause the consumer MAL to initiate a SEND Interaction by transmitting a SEND
Message to the provider.

b) The pattern shall end at this point for the consumer.
¢) On reception of a SEND Indication a provider shall process the operation.

d) The pattern shall end at this point for the provider.

3.5.1.8.1.5 Message Header

a) For the SEND Message the message header fields shall be as defined in 3.4 except
for the fields in table 3-4.

b) The contents of the SEND Message body, as specified in the operation template, shall
immediately follow the message header.
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Table 3-4: SEND Message Header Fields

URI From Consumer URI
Authentication Id Consumer Authentication Identifier
URI To Provider URI
Interaction Type SEND
Interaction Stage Not used
Transaction Id Not used

3.5.1.9 Example

The following example shows a simple example service with a single SEND pattern-based
operation:

testSend

SEND

TestBody

The TestBody structure is defined below:

TestBody

Composite

Example Only

Firstltem String Example String item

Secondltem Integer Example Integer item

This corresponds to the following message:

Message Header Test Body

URI From | Auth Id URITo e riorit omain one ession |Interaction| tage ervice ios lersi Is Error || FirstItem | Second Item

Hello 1234,

NOTE - An actual service specification, rather than the example given here, would fully
specify the meaning of, and required values of, all structures used by the service.
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3.5.2 SUBMIT INTERACTION PATTERN
3.5.2.1 Overview

The SUBMIT pattern is a simple confirmed message exchange pattern (figure 3-2). The
consumer sends a message to a provider and the provider acknowledges it.

Consumer Provider

seq SUBMIT /
SUBMIT

T 1

Figure 3-2: SUBMIT Interaction Pattern Message Sequence

The meaning of the return acknowledgement is operation specific. Each operation
specification details the exact meaning of the operation’s return acknowledgement for its
context.

3.5.2.2 Description

The SUBMIT pattern extends the SEND pattern by providing a return acknowledgment
message from the provider back to the consumer. The service specification details the
meaning of the acknowledgment message for a specific operation.

3.5.2.3 Usage

The SUBMIT pattern is used for simple operations that complete quickly but must be
confirmed to the consumer.
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3.5.2.4 Error Handling

a) The return acknowledgment shall be replaced with an error message (see 4.4.6) if an
error occurs during the processing of the operation as shown in figure 3-3.

Consumer Provider

seq SUBMIT Fail /
. SUBMIT

ERROR

Figure 3-3: SUBMIT Interaction Pattern Error Sequence
b) Either the acknowledgment or the error message shall be returned but never both.

c) The service specification shall specify that the acknowledgement is not returned until
all processing that can generate an error has been completed, if a service is required to
be able to return an error during the processing of the message.

3.5.2.5 Operation Template
The SUBMIT template only contains the operation name and the type of the structure that is

submitted as the Submit message body:

Table 3-5: SUBMIT Operation Template

<<Operation name>>

SUBMIT

SUBMIT <<Body type>>

The return acknowledgement message does not have a body to keep the operation as simple
as possible. Because of this it is not shown in the operation template.

NOTE - If a service-defined return message is required, for example, to return an
identifier for the operation, then the REQUEST pattern should be used instead of
the SUBMIT pattern.
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3.5.2.6 Primitives

Table 3-6: SUBMIT Primitive List

SUBMIT

ACK

ERROR

3.5.2.7 State Charts
3.5.2.7.1 Consumer Side

Figure 3-4 shows the consumer side state chart for the SUBMIT pattern:

SUBMIT Request

Initiated
ERROR Indication >@

ACK Indication

Figure 3-4: SUBMIT Consumer State Chart

a) The initial transition is triggered by the primitive SUBMIT Request and shall lead to
the Initiated State.

b) There are two possible transitions from the Initiated State:

1) the first is the indication of an acknowledgement, ACK Indication, and shall lead
to the final state;
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2) the second is the indication of an error, ERROR Indication, and shall lead to the
final state.

3.5.2.7.2 Provider Side

Figure 3-5 shows the provider side state chart for the SUBMIT pattern:

SUBMIT Indication

Initiated
ERROR Request >@

ACK Request

Figure 3-5: SUBMIT Provider State Chart

a) The initial transition is triggered by the primitive SUBMIT Indication and shall lead
to the Initiated State.

b) There are two possible transitions from the Initiated State:

1) the first is the transmission of an acknowledgement, ACK Request, and shall lead
to the final state;

2) the second is the transmission of an error, ERROR Request, and shall lead to the
final state.

3.5.2.8 Requests and Indications

3.5.2.8.1 SUBMIT

3.5.2.8.1.1 Function
a) The SUBMIT Request primitive shall be used by the consumer application to initiate
a SUBMIT Interaction.
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b) The SUBMIT Indication primitive shall be used by the provider MAL to deliver a
SUBMIT Message to a provider and initiate a SUBMIT Interaction.

3.5.2.8.1.2 Semantics
SUBMIT Request and SUBMIT Indication shall provide parameters as follows:

(SUBMIT Message Header, SUBMIT Message Body, QoS properties)

3.5.2.8.1.3 When Generated
a) A SUBMIT Request may be generated by the consumer application at any time.

b) A SUBMIT Indication shall be generated by the provider MAL upon reception of a
SUBMIT Message, once checked via the Access Control interface, from a consumer.

3.5.2.8.1.4 Effect on Reception

a) Reception of a SUBMIT Request shall, once checked via the Access Control
interface, cause the consumer MAL to initiate a SUBMIT Interaction by transmitting
a SUBMIT Message to the provider.

b) The consumer MAL shall then enter the Initiated State.

c) On reception of a SUBMIT Indication by the provider, the provider MAL shall enter
the Initiated State.

d) The provider shall then start processing the operation at this point.

3.5.2.8.1.5 Message Header

a) For the SUBMIT Message the message header fields shall be as defined in 3.4 except
for the fields in table 3-7.

b) The contents of the Message Body, as specified in the operation template, shall
immediately follow the message header.
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Table 3-7: SUBMIT Message Header Fields

URI From Consumer URI

Authentication Id Consumer Authentication Identifier

URI To Provider URI

Interaction Type SUBMIT

Interaction Stage 1

Transaction Id Provided by consumer MAL
3.5.28.2 ACK

3.5.2.8.2.1 Function

a) The ACK Request primitive shall be used by the provider application to
acknowledge a SUBMIT Interaction.

b) The ACK Indication primitive shall be used by the consumer MAL to deliver an
ACK Message to a consumer.

3.5.2.8.2.2 Semantics
ACK Request and ACK Indication shall provide parameters as follows:

(ACK Message Header, QoS properties)

3.5.2.8.2.3 When Generated

a) An ACK Request shall be used by the provider application with the provider MAL in
the Initiated State to acknowledge a SUBMIT Interaction.

b) An ACK Indication shall be generated by the consumer MAL in the Initiated State
upon reception of an ACK Message, once checked via the Access Control interface,
from a provider.

3.5.2.8.2.4 Effect on Reception

a) Reception of an ACK Request shall, once checked via the Access Control interface,
cause the provider MAL to transmit an ACK Message to the consumer.

b) The pattern shall end at this point for the provider.

c) On reception of an ACK Indication a consumer shall end the interaction pattern with
success.
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3.5.2.8.2.5 Message Header

For the ACK message the message header fields shall be as defined in 3.4 except for the
fields in table 3-8.

Table 3-8: Submit ACK Message Header Fields

URI From Provider URI
Authentication Id Provider Authentication Identifier
URI To Consumer URI
Interaction Type SUBMIT
Interaction Stage 2
Transaction Id Transaction Id from initial message

3.5.2.8.3 ERROR

3.5.2.8.3.1 Function

a) The ERROR Request primitive shall be used by the provider application to end a
SUBMIT Interaction with an error.

b) The ERROR Indication primitive shall be used by the consumer MAL to deliver an
ERROR Message to a consumer.

3.5.2.8.3.2 Semantics
ERROR Request and ERROR Indication shall provide parameters as follows:

(ERROR Message Header, StandardError, QoS properties)

3.5.2.8.3.3 When Generated

a) An ERROR Request shall be used by the provider application with the provider
MAL in the Initiated State to transmit an error.

b) An ERROR Indication shall be generated by the consumer MAL in the Initiated
State upon one of two events:

1) the reception of an ERROR Message, once checked via the Access Control
interface, from a provider;

2) an error raised by the local communication layer.
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3.5.2.8.3.4 Effect on Reception

a) Reception of an ERROR Request shall, once checked via the Access Control
interface, cause the provider MAL to transmit an ERROR Message to the consumer.

b) The pattern shall end at this point for the provider.

c) On reception of an ERROR Indication a consumer shall end the interaction with an
error.
3.5.2.8.3.5 Message Header

a) For the ERROR Message the message header fields shall be the same as for the
ACK Message except for the ‘Is Error Message’ field which is set to TRUE.

b) The contents of the StandardError structure shall immediately follow the message
header.

3.5.2.9 Example

The following example shows a simple example service with a single SUBMIT pattern-based
operation:

testSubmit

SUBMIT

SUBMIT TestBody

The TestBody structure is defined in 3.5.1.9. This corresponds to the following message
being transmitted:

Message Header Test Body

URI From | Auth Id URITo (Timestamp| QoS Priority | Domain Zone Session |Interaction| Stage Trans Id Area Service |Operation| Version | Is Error || Firstitem | Second Item

Hello 1234

and corresponds to the following acknowledgement being returned:

Message Header

NOTE - An actual service specification, rather than the example given here, would fully
specify the meaning of, and required values of, all structures used by the service.
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3.5.3 REQUEST INTERACTION PATTERN
3.5.3.1 Overview

The REQUEST pattern extends the SUBMIT pattern by replacing the simple
acknowledgement with a data response message (figure 3-6). No acknowledgement other
than the data response is sent.

Consumer Provider

REQUEST
M REQUEST

T
)
]
i
]
)
RESPONSE
]
]
]
i
)

Figure 3-6: REQUEST Interaction Pattern Message Sequence

3.5.3.2 Description

The REQUEST pattern provides a simple request/response message exchange. Unlike the
SUBMIT pattern, no acknowledgement is sent upon reception of the request; however, a data
response is sent. The lack of an acknowledgement and only the return data response for this
pattern means that it is primarily expected to be used for situations where the operation takes
minimal time.

3.5.3.3 Usage

It is expected that the REQUEST pattern is to be used only for operations that complete in a
relatively short period of time. If a more extended or indeterminate period is possible then the
more advanced INVOKE or PROGRESS patterns should be specified.
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3.5.3.4 Error Handling

Consumer Provider

seq REQUEST Fail / REQUEST

ERROR

Figure 3-7: REQUEST Interaction Pattern Error Sequence

a) The data response shall be replaced with an error message (see 4.4.6) if an error
occurs during the processing of the operation (figure 3-7).

b) Either the data response or the error message shall be returned but never both.

3.5.3.5 Operation Template

The REQUEST pattern template extends the SUBMIT template by adding the requirement
for a return type:

Table 3-9: REQUEST Operation Template

<<Operation name>>

REQUEST

IN REQUEST <<Request type>>
ouT RESPONSE <<Response type>>
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3.5.3.6 Primitives

Table 3-10: REQUEST Primitive List

REQUEST

RESPONSE

ERROR

3.5.3.7 State Charts
3.5.3.7.1 Consumer Side

Figure 3-8 shows the consumer side state chart for the REQUEST pattern:

REQUEST Request

Initiated \ ERROR Indication

RESPONSE Indication

Figure 3-8: REQUEST Consumer State Chart

a) The initial transition is triggered by the primitive REQUEST Request and shall lead
to the Initiated State.

b) There are two possible transitions from the Initiated State:

1) the first is the indication of a response, RESPONSE Indication, and shall lead to
the final state;

CCSDS 521.0-B-1 Page 3-17 Potuitients

Document Sharing Hub

© 1SO 2013 — All rights reserved 43
Full document details: BS ISO 18202:2013


http://avadocuments2026.com/doc/bs-iso-18202-2013
http://avadocuments2026.com/doc/bs-iso-18202-2013

ISO 18202:2013(E)
BS ISO 18202:2013

CCSDS RECOMMENDED STANDARD FOR
MISSION OPERATIONS MESSAGE ABSTRACTION LAYER

2) the second is the indication of an error, ERROR Indication, and shall lead to the
final state.

3.5.3.7.2 Provider Side

Figure 3-9 shows the provider side state chart for the REQUEST pattern:

REQUEST Indication

Initiated
ERROR Request >O

RESPONSE Request

Figure 3-9: REQUEST Provider State Chart

a) The initial transition is triggered by the primitive REQUEST Indication and shall
lead to the Initiated State.

b) There are two possible transitions from the Initiated State:

1) the first is the transmission of a response, RESPONSE Request, and shall lead to
the final state;

2) the second is the transmission of an error, ERROR Request, and shall lead to the
final state.
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