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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2. www.iso.org/directives

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received. www.iso.org/patents

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation on the meaning of ISO specific terms and expressions related to conformity
assessment, as well as information about ISO’s adherence to the WTO principles in the Technical
Barriers to Trade (TBT) see the following URL: Foreword - Supplementary information

The committee responsible for this document is ISO/TC 211, Geographic information/Geomatics.

This first edition of ISO 19103:2015 cancels and replaces the first edition (ISO/TS 19103:2005).
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Introduction

This International Standard of the ISO geographic information suite of standards is concerned with
the adoption and use of a conceptual schema language (CSL) for developing computer interpretable
models, or schemas, of geographic information. Standardization of geographic information requires the
use of a formal CSL to specify unambiguous schemas that can serve as a basis for data interchange
and the definition of interoperable services. An important goal of the ISO geographic information suite
of standards is to create a framework in which data interchange and service interoperability can be
realized across multiple implementation environments. The adoption and consistent use of a CSL to
specify geographic information is of fundamental importance in achieving this goal.

There are two aspects to this International Standard. First, a CSL is selected that meets the requirements
for rigorous representation of geographic information. This International Standard identifies the
combination of the Unified Modeling Language (UML) static structure diagram with its associated
Object Constraint Language (OCL) and a set of basic type definitions as the conceptual schema language
for specification of geographic information. Secondly, this International Standard provides guidelines
on how UML should be used to create geographic information models that are a basis for achieving the
goal of interoperability.

One goal of the ISO geographic information suite of standards using UML models is that they will
provide a basis for model based mapping to encoding schemas like the ones defined in , as
well as a basis for creating implementation specifications for implementation profiles for various other
environments.

This International Standard describes the general metamodel for use of UML in the context of the
ISO geographic information series of standards. Aspects specifically dealing with the modelling of
application schemas are described in [SO 19109

This International Standard is a revision of a previous version from 2005. Changes are documented in

Clause 5.
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Geographic information — Conceptual schema language

1 Scope

This International Standard provides rules and guidelines for the use of a conceptual schema language
within the context of geographic information. The chosen conceptual schema language is the Unified
Modeling Language (UML).

This International Standard provides a profile of the Unified Modelling Language (UML).

The standardization target type of this standard is UML schemas describing geographic information.

2 Conformance

2.1 Introduction

This International Standard defines three levels of conformance classes:
— UML version

— Data types

— Model documentation

To conform to this International Standard, the usage of a conceptual schema language shall satisfy
all of the requirements specified in one of the three levels of conformance described below, with the
corresponding abstract test suite in Annex A.

2.2 UML version conformance

2.2.1 UML 2 conformance class

Table 1 describes the conformance class for UML 2.

Table 1 — UML 2 conformance class

Conformance class identifier |UML2
Standardization target type UML2 schemas for geographic information
Dependency ISO/IEC 19505-2:2012, Clause 2
OCL2.3.1
Requirements All requirements in 6.2 to 6.12 except Requirement
2, and including Requirement 26.
Tests All testsin A.1.2

2.2.2 UML 1 to UML2 mapping conformance class

Table 2 describes the conformance class for mapping from UML 1.
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Table 2 — UML 1 to UML 2 mapping conformance class

Conformance class identifier |UML1
Standardization target type UML1 schemas for geographic information
Dependency UML2

ConformantSchema

[SO/IEC 19501:20035, Clause 2
Requirements All requirements in Annex B
Tests All testsin A.1.3

2.2.3 Conformant schema conformance class
Table 3 describes the conformance class for non-UML schemas.

NOTE Non-UML schemas are considered conformant if there is a well-defined mapping from a model in the
source language into an equivalent model in UML and that this model in UML is conformant.

Table 3 — Conformant schema conformance class

Conformance class identifier |ConformantSchema
Standardization target type Schemas for geographic information
Dependency UML2

Requirements Requirement 2 in 6.2.

Tests All testsin A.1.4

2.3 Data types conformance

2.3.1 Introduction

Conceptual schemas that claim conformance with this International Standard may also state that they
conform to a named subset of the concepts in the standard. These subsets may be used to document
different levels of capabilities or complexities. This International Standard describes two levels of
capabilities for the use of data types which are defined in Table 4 and 5.

2.3.2 Core types conformance class

Table 4 describes the conformance class for core data types.

Table 4 — Core types conformance class

Conformance class identifier |CoreTypes
Standardization target type Core types for geographic information
Dependency UML2
ISO/IEC 11404:2007
Requirements All requirements in Clause 7
Tests All testsin A.2.1

2.3.3 Core and extension types conformance class

Table 5 describes the conformance class for core and extension data types.
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Table 5 — Core and extension types conformance class

Conformance class identifier |CoreExtendedTypes
Standardization target type Core and extension types for geographic information
Dependency CoreTypes
[SO 639
RFC 3986
Requirements All requirements in Annex C
Tests All testsin A.2.2

2.4 Model documentation conformance

2.4.1 Introduction

The UML diagrams and textual description of model elements in a model are most often presented in
a document. The specific requirements in this International Standard for presentation of geographic
information is an extension of the requirements imposed by UML 2. A separate conformance class is
defined for this in Table 6.

2.4.2 Model documentation conformance class

Table 6 describes the conformance class for model documentation.

Table 6 — Model documentation conformance class

Conformance class identifier ModelDocumentation

Standardization target type Documentation of UML schemas for geographic

information
Dependency UML2
Requirements All requirements in 6.16
Tests All testsin A.3

3 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

[SO 639 (all parts), Codes for the representation of names and languages
[SO 3166 (all parts), Codes for the representation of names of countries and their subdivisions

[SO 8601:2004), Data elements and interchange formats — Information interchange — Representation of
dates and times

[SO/IEC 11404:2007, Information technology — General-Purpose Datatypes (GPD)

[SO/IEC 19501:2005, Information technology — Open Distributed Processing — Unified Modeling
Language (UML) Version 1.4.2

[SO/IEC 19505-2:2012, Information technology — Object Management Group Unified Modeling Language
(OMG UML) — Part 2: Superstructure

NOTE Unified Modeling Language (UML), version 2.4.1, available at http://www.om,q.or@gé&ﬁ#e nts

] Document SharingsHub
© IS0 2015 - All rights reserved

Full document details: BS ISO 19103:2015


http://www.omg.org/spec/UML/
http://dx.doi.org/10.3403/00191991U
http://dx.doi.org/10.3403/BSENISO3166
http://dx.doi.org/10.3403/00191991U
http://dx.doi.org/10.3403/BSENISO3166
http://dx.doi.org/10.3403/03234467
http://dx.doi.org/10.3403/30039396
http://www.avadocuments.com/doc/bs-iso-19103-2015
http://www.avadocuments.com/doc/bs-iso-19103-2015

BS ISO 19103:2015
ISO 19103:2015(E)

OCL 2.3.1, OMG Object Constraint Language (OCL), version 2.3.1, available at <http://www.omg.
org/spec/OCL/>

RFC 3986 dated January 2005 on URI Syntax, available at <http://www.ietf.org/rfc/rfc3986.txt>

4 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

4.1

aggregation

<UML> special form of association (4.4) that specifies a whole-part relationship (4.30) between the
aggregate (whole) and a component (4.9) part

Note 1 to entry: See <UML> composition (4.10).
[SOURCE: UML 1]

4.2
application
manipulation and processing of data in support of user requirements

[SOURCE: [SO 19101-1:2014, 4.1.1]

4.3
application schema
conceptual schema (4.12) for data required by one or more applications (4.2)

[SOURCE: [SO 19101-1:2014} 4.1.2]

4.4
association
<UML> semantic relationship (4.30) that can occur between typed instances (4.20)

Note 1 to entry: A binary association is an association among exactly two classifiers (4.8) (including the
possibility of an association from a classifier to itself).

[SOURCE: UML 2]

4.5

attribute

<UML> feature (4.17) within a classifier (4.8) that describes a range of values that instances (4.20) of the
classifier may hold

[SOURCE: UML 1]

4.6
cardinality
<UML> number of elements in a set

Note 1 to entry: Contrast with multiplicity (4.24), which is the range of possible cardinalities a set can hold.
[SOURCE: UML 1]

4.7

class

description of a set of objects (4.25) that share the same attributes (4.5), operations (4.26), methods,
relationships (4.30), and semantics

[SOURCE: UML 1]
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4.8
classifier
<UML> mechanism that describes behavioural and structural features (4.17) in any combination

[SOURCE: UML 1]

49

component

<UML> representation of a modular part of a system that encapsulates its contents and whose
manifestation is replaceable within its environment

[SOURCE: UML 2]

4.10

composition

<UML> aggregation (4.1) where the composite object (4.25) (whole) has responsibility for the existence
and storage of the composed objects (parts)

[SOURCE: UML 2]

411
conceptual model
model (4.23) that defines concepts of a universe of discourse

[SOURCE: [SO 19101-1:2014}, 4.1.5]

4.12
conceptual schema
formal description of a conceptual model (4.11)

[SOURCE: [SO 19101-1:2014 4.1.6]

413

constraint

<UML> condition or restriction expressed in natural language text or in a machine readable language
for the purpose of declaring some of the semantics of an element

[SOURCE: UML 2]

4.14
data type
specification of a value domain (4.37) with operations (4.26) allowed on values in this domain

EXAMPLE Integer, Real, Boolean, String and Date.
Note 1 to entry: Data types include primitive predefined types (4.36) and user definable types.

4.15

dependency

<UML> relationship (4.30) that signifies that a single or a set of model elements requires other model
elements for their specification or implementation

Note 1 to entry: This means that the complete semantics of the depending elements is either semantically or
structurally dependent on the definition of the supplier element(s).

[SOURCE: UML 2]

4.16
feature
abstraction of real world phenomena

Note 1 to entry: A feature can occur as a class (4.7) or an instance (4.20). The full term feature type or feature
instance can be used when only one is meant. Docu ments
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Note 2 to entry: In UML 2 the term feature is used for a property, such as operation (4.26) or attribute (4.5), which
is encapsulated as part of a list within a classifier (4.8), such as interface (4.21), class or data type (4.14).

Note 3 to entry: See Annex D.2.

[SOURCE: [SO 19101-1:2014}, 4.1.11 modified — Notes 1-3 have been added.]

4.17
feature
<UML> property of a classifier (4.8)

[SOURCE: UML 2]

4.18

generalization

<UML> taxonomic relationship (4.30) between a more general element and a more specific element of
the same element type

Note 1 to entry: An instance (4.20) of the more specific element can be used where the more general element is
allowed. See: inheritance (4.19).

[SOURCE: UML 2]

4.19

inheritance

mechanism by which more specific classifiers (4.8) incorporate structure and behaviour defined by
more general classifiers

Note 1 to entry: See generalization (4.18).

4.20
instance
<UML> individual entity having its own value and possibly its own identity

Note 1 to entry: A classifier (4.8) specifies the form and behaviour of a set of instances with similar properties.

4.21

interface

<UML> classifier (4.8) that represents a declaration of a set of coherent public <UML> features (4.17)
and obligations

Note 1 to entry: An interface specifies a contract; any classifier that realizes the interface must fulfil that
contract. The obligations that can be associated with an interface are in the form of various kinds of constraints
(4.13) (such as pre- and post-conditions) or protocol specifications, which can impose ordering restrictions on
interactions through the interface.

[SOURCE: UML 2]

4.22
metamodel
model (4.23) that defines the language for expressing other models

Note 1 to entry: A model is an instance (4.20) of a metamodel, and a metamodel is an instance of a meta-metamodel.
[SOURCE: UML 2]

4.23
model
abstraction of some aspects of reality

[SOURCE: ISO 19109:2015, 4.15]

Documents

Document Sharing Hub
6 © IS0 2015 - All rights reserved

Full document details: BS ISO 19103:2015


http://dx.doi.org/10.3403/BSENISO19101
http://www.avadocuments.com/doc/bs-iso-19103-2015
http://www.avadocuments.com/doc/bs-iso-19103-2015

BS ISO 19103:2015
ISO 19103:2015(E)

4.24
multiplicity
<UML> specification of the range of allowable cardinalities (4.6) that a set may assume

4.25
object
entity with a well defined boundary and identity that encapsulates state and behaviour

[SOURCE: UML 1]

4.26

operation

<UML> behavioural <UML> feature (4.17) of a classifier (4.8) that specifies the name, type (4.36),
parameters, and constraints (4.13) for invoking an associated behaviour

[SOURCE: UML 2]

4.27
package
<UML> general purpose mechanism for organizing elements into groups

[SOURCE: UML 2]

4.28

profile

<UML> definition of a limited extension to a reference metamodel (4.22) with the purpose of adapting
the metamodel to a specific platform or domain

[SOURCE: UML 2]

4.29

realization

<UML> specialized abstraction relationship (4.30) between two sets of model elements, one representing
a specification (the supplier) and the other representing an implementation of the latter (the client)

Note 1 to entry: Realization indicates inheritance (4.19) of behaviour without inheritance of structure.
[SOURCE: UML 2]

4.30
relationship
<UML> semantic connection among model elements

[SOURCE: UML 1]

4.31
schema
formal description of a model (4.23)

[SOURCE: [SO 19101-1:2014), 4.1.34]

4.32
service
distinct part of the functionality that is provided by an entity through interfaces (4.21)

[SOURCE: [SO 19119:2005, 4.1]

4.33

stereotype

<UML> extension of an existing metaclass that enables the use of platform or domain specific
terminology or notation in place of, or in addition to, the ones used for the extended metaclass

[SOURCE: UML 2] Documents
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4.34
tagged value
<UML> attribute (4.5) on a stereotype (4.33) used to extend a model element

[SOURCE: UML 2]

4.35
template
<UML> parameterized model element

[SOURCE: UML 2]

4.36

type
<UML> stereotyped class (4.7) that specifies a domain of objects (4.25) together with the operations
(4.26) applicable to the objects, without defining the physical implementation of those objects

Note 1 to entry: A type can have attributes (4.5) and associations (4.4). See relationship to interface in Annex B.
[SOURCE: UML 1]

4.37
value domain
set of accepted values

EXAMPLE The range 3-28, all integers, any ASCII character, enumeration of values (green, blue, white).

5 Presentation and abbreviations

5.1 Presentation

The main technical content of this International Standard is found in Clauses 6 and 7. Clause 6 describes
the profile of UML for modelling geographic information. Clause 7 defines a set of classes to be used as
common elements, as standard UML does not prescribe the use of specific data types.

Annex A describes an abstract test suite for checking that the normative aspects of UML models are
made according to the rules of this International Standard. Annex B defines rules for mapping a UML
1 model to a UML 2 model making the model conformant with this International Standard. Annex C
describes additional extended data types for this profile. Annex D defines the UML profile formally. An
introduction to conceptual schema languages can be found in Annex E. A set of modelling guidelines for
information modelling and service modelling is described in Annex F. The general UML as defined in
UML 2 is briefly described in Annex G.

5.2 Backwards compatibility to previous version of ISO 19103
A list of general descriptions of main additions, removals and changes can be found in Annex H.

The verb “deprecate” provides notice that the referenced portion of this International Standard is being
retained for backwards compatibility with earlier versions but may be removed from a future version
of this International Standard without further notice.

Text describing deprecated elements is written in italics.

5.3 Abbreviations

API Application Programming Interface
CSL Conceptual schema language
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CSMF Conceptual Schema Modelling Facility
EMOF Essential Meta Object Facility

GFM General Feature Model

[IANA Internet Assigned Numbers Authority
MOF Meta Object Facility

OCL Object Constraint Language

OMG Object Management Group

ODP Open Distributed Processing

SRS Spatial Reference System

UML Unified Modeling Language

UML1 Unified Modeling Language version 1.4.2

UML 2  Unified Modeling Language version 2.4.1

uom Unit of Measure
URI Uniform Resource Identifier
url Uniform Resource Locator

XML eXtensible Markup Language

XMI XML Metamodel Interchange

6 ThelSO 19103 UML Profile - Use of UML

6.1 Introduction

This International Standard contains a UML Profile for geographic information. Clause 6 provides rules
and guidelines on the use of UML for specifying conceptual models within the domain of geographic
information. Itis based on general UML as defined in UML 2. Annex G contains an introduction to UML and
follows the same structure as this clause, to make it easy to refer to the relevant standard UML concepts.

The profile is guidance for a set of limited additions to the UML standard to adapt it for geographic
information. It should be noted that profiles are a lightweight extension mechanism to UML and if the
need is a precise metamodel of allowed modelling constructs other approaches may be considered.
One such approach is EMOF (Essential MOF) which is a precise metamodel for simple class modelling
defined in the Meta Object Facility (MOF) Core SpecificationlZ].

6.2 General use of UML

Requirement 1. The conceptual schema shall be modelled in conformance with UML 2.

NOTE1 Books, such as “UML User Guide”[1] and “UML Reference Manual”[2] contain further information. The
book “UML Distilled”[4] is a shorter introductory text. More recent books on UML 2 are recommended.

Requirement 2. Conceptual schemas modelled in another CSL shall specify a mapping from the
CSL to UML 2. If the conceptual schema is transformed into a UML 2 schema using the mapping, the
resulting UML 2 schemas shall conform to the UML2 conformance class.

Dociimaonitc
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Non-UML schemas are considered conformant if there is a well-defined mapping from a model in the
source language into an equivalent model in UML and that this model in UML is conformant.

Requirement 3. All normative class models shall contain definitions sufficient for understanding
of all classes, attributes, associations, operations and appropriate data type definitions.

It is the need for this completeness that makes it necessary to define this UML profile, as UML in general
can be used on various levels of precision and completeness. Other kinds of UML diagrams may also be
used as normative models.

Requirement 4. Each model shall have documented a clear description of its level of abstraction
and class stereotypes may be added to help express the chosen abstraction level.

The main abstraction levels are ‘Abstract Schema’ and ‘Application Schema’. See Figure 4 for an example
of types of content in these levels.

NOTE 2 UML 2 can also be used to specify schemas on the levels ‘Metamodel’ and ‘Implementation Schema’.
a) Metamodel level

b) Abstract Schema level

c) Application Schema level

d) Implementation Schema level

6.3 Classifiers

Classifiers may serve different purposes in different contexts and models can be at different levels
of abstraction. Classifiers defined according to this International Standard may represent abstract
specifications where the characteristics of the classifier do not have to be directly implemented or can
also represent concrete implementation models. Stereotypes provide a means to define different types
of classifiers, which can also define the intended abstraction level of a model.

Stereotypes defined for this UML profile are described in 6.10.2. Specification (abstract) models
may be realized in different ways and how this is done should be expressed in each case. See 6.8.4
on realization relationships for a common description of how to realize and use abstract models in
implementation models.

The notion of abstract models and classifiers defined in models is that they are abstract, in the sense
that the characteristics of the classifier do not have to be directly implementable. An abstract UML
model must not be confused with a UML classifier marked as abstract. Marking a UML classifier
abstract means that the classifier cannot be instantiated; only specializations of the classifier can occur
as instances. Such abstract classifiers may be defined in models at different levels of abstraction.

Classifiers with keyword <<dataType>> (lacking identity) are usually defined in application or
implementation schemas. In conceptual schemas they are considered to be abstract unless the schema
in which they are defined specifically states otherwise.

6.4 Attributes

Attributes have no further requirements other than according to standard UML.
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6.5 Enumerations and codelists

6.5.1 General rules

Requirement 5. An enumerated type declaration defines a list of valid mnemonic identifiers.
Attributes of an enumerated type shall take values only from this list.

An enumerated type may be defined as:
— enum { valuel, value2, value3 }

EXAMPLE 1  attrl: BuildingType, where BuildingType is defined as Enum BuildingType {public, private, tourist}.

Requirement 6. Enumerated types are modelled as classifiers with attributes representing the
allowed values. Values of enumerated types shall follow the naming conventions for regular attribute
names and should be mnemonic, unless an established name for the concept exists.

Requirement 7. As the values of enumerated types are concepts, each value shall have a definition
for the value.

NOTE Values of enumerated types that have overlapping meanings or with some internal structure can be
further described in separate tables outside of the UML model.

Recommendation 1.  Itis recommended not to use meaningless initial attribute values (in the UML model)
to represent alternative enumeration or code list values (codes) for the mnemonic identifiers.

Recommendation 2.  For additional user understanding of the concepts it is recommended to have
common language labels and definitions in one or several languages inside the model using tagged values or
outside of the model, and create a mapping from these to each value in the model.

EXAMPLE 2  For the values in Figure 2 there may be some mapping from the value crossTrack to English
common language “cross track” and to Norwegian language “krysspor”.

There are two main types of enumerated types, enumerations and code lists. An enumeration is fixed at
model time and cannot be extended, while a code list can be extended during the lifetime of the model.

6.5.2 Enumerations

Enumerations are modelled as described above with the addition of a keyword <<enumeration>>.

EXAMPLE Figure 1 shows an enumeration of the colours of the rainbow.

«enumeration»
Rainbow Colour

red
orange
yellow
green
blue
indigo
violet

Figure 1 — Example of enumeration
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The extension of an enumeration type will imply a schema modification and enumerations are used
only for a set of values that is complete and no extensions to the set are possible, e.g. the seven colours of
the rainbow. Enumerated lists that are stable in a particular version of a schema may also be modelled
as enumerations.

Requirement 8. If extensions to an enumerated list are expected during the lifetime of the schema
version, a code list shall be used.

6.5.3 Code lists

A code list can be used to describe an open enumeration.

Requirement 9. Code lists shall be used if none or only a few of the allowed values are known,
like a likely set, or an initial set.

This means that it may need to be represented and implemented in such a way that it can be extended
during system runtime. Code lists are modelled as classes with a <<CodeList>> stereotype. An example
code list is shown in Figure 2.

«CodelList»
MD_DimensionNameTypeCode

row
column
vertical
track
crossTrack
line
sample

+ o+ + + o+ o+ + 4+

time

Figure 2 — Example of code list

Recommendation 3.  Extensions of a code list use the existing code list values and merely add additional
unique values. These additional values should not replace an existing code by changing the name or
definition, or have the same definition as an existing value.

Code lists can furthermore be divided into several types, for example those that are managed by a
single authority and those that can be extended by a user of the schema.

Code lists managed by a single external authority may carry a tagged value “codeList” whose value
references the actual external code list. If the tagged value is set, only values from the referenced code
list are valid.

Recommendation 4.  The value of the tagged value “codelist” should be a persistent URI identifying
the code list.

NOTE1  The rules for governance of code list values belong to implementations. If no tagged value “codeList” is
present, the code list can be extended freely.

NOTE 2  In the model this kind of externally managed code list can initially be without values, as the values
can be added after the model is completed.

NOTE 3  To allow recipients of data to interpret code list values, it is helpful if the implementations of attributes
with code list values also include a reference to the code list.
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6.6 Data types

Clause 7 defines the set of core data types that are used in this UML profile. Other data types are also
allowed within the context of the UML standards.

6.7 Operations

Operations have no further requirements other than according to standard UML.
6.8 Relationships

6.8.1 General

Relationships have some additional requirements specified in 6.8.

6.8.2 Associations

Requirement 10. All associations shall have multiplicity defined at each navigable end.
Requirement 11. Each navigable end shall have a role name.
Recommendation 5. The role names of association ends should reflect the role that the classifier at the

association end plays with respect to the classifier at the other end. It should not express the whole association.

EXAMPLE1  Facility --—-- > Site

The role name at the Site end of the association should be site or hostingSite or location rather than
located At or hosts.

EXAMPLE 2 Facility ----- > Installation

The role name at the Installation end of the association should be installation or containedInstallation
or part rather than contains or hasPart.

Association names are principally for documentation purposes.

Recommendation 6.  Associations involving more than two classifiers should be avoided in order to
reduce complexity and avoid model mapping problems.

Association classes are associations where the association itself has attributes.

Requirement 12. Data types, which lack identity, shall be used only in attributes and strong
aggregations (composition).

Data types (classifiers using keyword <<dataType>> ) have no identity and cannot be referenced.
Therefore, a classifier representing a data type cannot take part in an association.

Requirement 13. A data type shall only have an outward pointing association if one of the following
is true:

1) The target of the association is another data type and the association is a composition
2) The target of the association is a well-known immutable object for which a universally recognized
identifier exists.
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In case 1, the structure is equivalent to a member attribute of the data type. In case 2, the structure is
equivalent to the data type having a member attribute whose value is the identity of the target.

EXAMPLE3 In the data type DirectPosition has a relation to SC_CRS which has a universally
recognized identifier represented by inherited attribute identifier of type RS_Identifier. This is equivalent to
DirectPosition having an attribute of type RS_Identifier from to hold the coordinate system identity.
Technically this is a violation of UML rules, but essentially it does not violate the intent. Figure 3 shows the two
alternatives.

«type»
Identified Objects::
10_ldentifiedObjectBase

+ identifier: RS_ldentifier [0..*]
+ alias: GenericName [0..*]
+ remarks: CharacterString [0..1]

«dataType» «type»
DirectPosition +directPosition 0.1l coordinate Reference Systems::
. SC_CRS
+ coordinate: Number [1..] {ordered} | 0..* +coordinateReferenceSystem -
+ /dimension: Integer + scope: CharacterString [1..*]
«dataType»
DirectPosition2 Reference system information::
RS_ldentifier
+ coordinate: Number [1..*] {ordered} os E:h rersting 0.1]
+ /dimension: Integer + codeSpace: CharacterString [O..
+ coordinateReferenceSystem: RS_lIdentifier [0..1] + version: CharacterString [0..1]

Figure 3 — DirectPosition example: Use of Associations by datatypes

In general, if a data type has an association role named “referenceToB” pointing to a type “B”, then it
should be replaceable by an attribute “referenceToB” of type CharacterString (or similar type) that will
contain an identity of a logically immutable instance of type “B”.

6.8.3 Generalizations

Use of multiple inheritance is an issue in many implementation environments and can cause problems if
handled improperly in those environments. For this reason:

Recommendation 7. The use of multiple inheritance should be minimized or avoided unless it is a
fundamental part of the semantics of the type hierarchy.

Requirement 14. A generalization relationship is only allowed between classifiers at the same
abstraction level.

For example, if you subtype a class with keyword <<interface>> the specialized class will also be an
interface.

6.8.4 Realizations

Realizations can be used for a variety of purposes. One is to relate model elements at different levels of
abstraction. When used between classifiers, a realization can be thought of as inheritance of behaviour
without inheritance of structure as described above. Consequently it is a convenient mechanism for
describing shifts in abstraction levels where a concrete element realizes a more abstract eleD@éuments
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Metamodels

1SO 19505 UML

«metaclass»
1SO 19505 UML.::

«metaclass»
1SO 19505 UML.::

[SO 19109 General Feature Model

«metaclass»

SO 19109 General Feature

+ pos: Real [2..3] {ordered}

Interface Class Model::GF_FeatureType
N NN I
1 I A 1
1 1 1
I I N 1
] } 1
Conceptual Schemas - Abstract Schemas : : N :
j«instanceOf» | \ 1
I | N I
1 1 \ 1
1
[S0 19107 Spatial Schema : AN |
\
| i \ |
i AN i
«interface» : N instanceOf :
[SO 19107 Spatial h N > |
Schema::GM_Point ! N : «nstanceOf»
1 AN 1
1 \ 1
1 \ 1
A I \\ I
T : \\ :
: : «instanceOf» \ :
T i
Conceptual Schemas - Application Schemas 1 : \\\ 1
| 1 I
1 e t
| I «ayplicationSchema»
Geometry | e MyApplicationSchéma
i L \ i
. .
.. f «featureType»
Geometry::GM_Point € e o MyApplicationSchema::
«import» MyFeature

+ location: GM_Point
+ name: CharacterString

7 ®

7 N

Implementation Schemas

’
«derive»

’

MyAppSchemaForSql

’ N
\
«derive»
\

\

MyAppSchemaForGML

A A
1 I
: «derive» : «derive»
' |
AppSchema@ AppSchema @
(DDL) (XSD)

Figure 4 — Example of realization used between different levels of abstraction

The use of realization is shown in Figure 4 where the interface GM_Point in package isrealized
by a concrete class of the same name in a different package at the Application Schema level. Both classes
reference the same information content, but it is the concrete one that may be implementable. This
concept also applies to other abstract types defined in this International Standard.

6.9 Services

Behavioural aspects have no further requirements other than as in standard UML. Service architecture
including approaches for identifying services is further described in [SO 19119
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6.10 Stereotypes and keywords

6.10.1 Introduction

Some additional basic stereotypes along with predefined stereotypes and special keywords of UML
used in this International Standard are defined in 6.10.

Requirement 15. Conceptual models in the domain of geographic information shall use these
stereotypes and keywords when appropriate, and shall not create alternatives with the exact same
meaning.

6.10.2 Stereotypes and keywords

Stereotypes make it possible to extend the UML and give classifiers different meaning. This
International Standard specifies the following stereotypes and keywords for the UML profile for
geographic information:

a) <<CodeList>>is a flexible enumeration that uses string values for expressing a list of potential values.

b) <<dataType>>isa setofproperties thatlack identity (independent existence and the possibility of side
effects). A data type is a classifier with no operations, whose primary purpose is to hold information.

€) <<enumeration>> is a fixed list of valid identifiers of named literal values. Attributes of an
enumerated type may only take values from this list.

d) <<interface>> is an abstract classifier with operations, attributes and associations, which can
only inherit from or be inherited by other interfaces. Other classifiers may realize an interface
by implementing its operations and supporting its attributes and associations (at least through
derivation). See Annex B and mapping from UML 1 to UML 2.

e) <<Leaf>>is a package that contains definitions, without any sub packages.

f) <<Union>> is a type consisting of one and only one of several alternative datatypes (listed as
member attributes). This is similar to a discriminated union in many programming languages. In
some languages using pointers, this requires a “void” pointer that can be cast to the appropriate
type as determined by a discriminator attribute.

Stereotypes are essential in the creation of code generators for UML models. Generally speaking,
stereotypes act as flags to language compilers to determine how to create implementation models from
the abstract models. Other stereotypes can be added in addition to the ones listed.

NOTE The names of stereotypes and keywords are not case-sensitive.
6.11 Optional, conditional and mandatory attributes and association ends

6.11.1 Mandatory

In UML, all attributes are by default mandatory. The possibility to show multiplicity for attributes and
association role names provides a way of describing optional and conditional attributes.

An attribute that has a multiplicity with a lower bound of 1 is mandatory.
NOTE1 The default multiplicity for attributes is 1.

An association whose target end is navigable and has a multiplicity with a lower bound of 1 at the target
end is mandatory for the classifier at the source end.

NOTE 2  There is no default multiplicity for association ends. See Requirement 10.
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6.11.2 Optional

A property with a minimum multiplicity of 0 is optional.

6.11.3 Conditional

An attribute or association may be specified as conditional, meaning that whether it is mandatory
or optional depends on other model elements. It may depend simply on the presence of a value for
another (optional) element or it may depend on the values of other elements. A conditional attribute or
association is shown as optional with an OCL constraint attached.

6.12 Naming and namespaces

Naming conventions are used for a variety of reasons, mainly readability, consistency and as a
protection against case sensitive binding. Rules and guidelines for naming are described below. It is
highly recommended to adhere to the stated naming conventions, especially for implementation models.

Requirement 16. The names of UML elements shall be case-insensitive unique within their
namespace and not contain white space.

Recommendation 8.  Names of UML elements should use precise and understandable technical names for
classifiers, attributes, operations and parameters.

EXAMPLE1 Useindex as opposed to n.

Recommendation 9.  Names of UML elements should use short parameter names when the parameter
container or type carries meaning.

EXAMPLE 2  use equals(other:GM_Object) as opposed to equals(otherGeometryObject:GM_Object)
NOTE Some older models may still use prefixes.

Recommendation 10. Names of UML elements should combine multiple words as needed to form precise

and understandable names without using any intervening characters (such as “_", “-"or space).

EXAMPLE 3  computePartialDerivatives (not: compute Partial Derivatives or compute_Partial_Derivatives).

Recommendation 11. For UML attributes and operation names, association roles and parameters,
capitalize only the first letter of each word after the first word that is combined in a name. Capitalize the
first letter of the first word for each name of a classifier, package, type specification and association names.

EXAMPLE4  (operation): computePartialDerivatives (not computepartialderivatives or
COMPUTEPARTIALDERIVATIVES)

EXAMPLES5 (class): CoordinateTransformation (not coordinateTransformation).

Recommendation 12. UML elements should use documentation fields to further explain the meanings
(semantics) of named elements.

Recommendation 13. UML elements should keep names as short as practical. Use standard
abbreviations if understandable, skip prepositions and drop verbs when they do not significantly add to
the meaning of the name.

EXAMPLE 6  (operation) equals() instead of IsEqual(),
EXAMPLE 7  (operation) value() instead of getValue(),
EXAMPLE 8  (operation) initObject() instead of initializeObject()

EXAMPLE9  (operation) length() instead of computeLength().

Documents

] Document Sharinlgi-lub
© ISO 2015 - All rights reserved

Full document details: BS ISO 19103:2015


http://www.avadocuments.com/doc/bs-iso-19103-2015
http://www.avadocuments.com/doc/bs-iso-19103-2015

BS ISO 19103:2015
ISO 19103:2015(E)

classifier identifiers, they can take only one of two forms.

In most cases the namespace for an attribute, role or operation is the classifier in which the operation is
defined, but it can also include the package name in which a classifier is defined. Where namespaces are

name: == classifier-name | package-name::classifier-name

The “:” is a resolution operator indicating the namespace of that which follows.

Unless there is a potential for confusion or a need for emphasis, the package name is not included.
6.13 Packages

Requirement 17.

Packages are a convenient mechanism for structuring models. A package is a general purpose
each package.

namespace that can own any kind of model element. Packages may contain other packages. Packages
may have dependency relationships to other packages, a dependency denotes that model elements in
one package depend on model elements in another.

shown in Figure 5.

All package dependencies shall be shown in one or more package diagrams for

[SO 19114 Location by Identifier|

An example package structure of dependencies between the ISO geographic information standards is

[S019129 Coverages
\
7
/ \\\
// \ e
\ 7
// N e
/ N -~
/ N\ Pl
/ A £
[SO 19119 Metadata 1ISO 19103 Conceptual schema language |
____________>,
= 7 A =
AN / \ AN
N /7 \ AN
N / \ N
N / \ N
N\ / \
A 7 \ A
N\ Vi \ N\
AN // \\ AN
N\
/Y\ \\ [so 19111 Referencing by Coordinates
A
/ AN \
/ N \
/ \ \
/ N \
/ S
/ N \
/ AN \
N \
[SO 19107 Spatial Schema AN \
N \
<~ [SO© 19109 Rules for Application Schema
Figure 5 — Example package structure
6.14 Notes

Notes have no further requirements other than according to standard UML.
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6.15 Constraints

Constraints are important as they add precision to the models. Expressing constraints at the conceptual
level is important for validation, management and maintenance of data. Constraints may be described
in a note, or in the classifier itself.

Recommendation 14.  Constraints should be expressed using the Object Constraint Language (OCL) as
defined in OCL 2.0. In addition, constraints should be expressed in natural language in the accompanying
documentation of the model.

OCL defines a set of basic types similar to this profile. To fully use OCL in models defined by this profile
a mapping between the basic types is necessary. Table 7 describes the mapping.

Table 7 — Mapping between ISO 19103 basic types and OCL basic types

[SO 19103 OCL
Integer Integer
Real Real
Boolean Boolean
CharacterString String

6.16 Documentation of models

In addition to the presentation of the model in diagrams, it is necessary to document the semantics
of the model.

Recommendation 15. For the diagrams, readability concerns should be taken into account. Font size
should be no smaller than 8 points after diagram scale is taken into account (a 12 pt font at 90 % is
12*0.9 = 10.8 pt).

Recommendation 16.  For each package it is recommended to have a class diagram for the entire package
(without any associations, operations or attributes shown).

Requirement 18. All classifiers shall be documented in a “context diagram” where all attributes,
operations and all relationships that are navigable from the central classifier are displayed.

Note that closely related classifiers can share a context diagram as long as the combined diagram is
neither overly cluttered nor difficult to read.

Requirement 19. Each classifier shall have a definition describing its intended meaning or seman-
tics.
Requirement 20. Each package, classifier, operation, attribute, association role, association and

constraint shall have a textual description in the text near its context diagram.

Requirement 21. Package dependency diagrams shall be included, including external package
dependencies.

Overview diagrams consisting of all major classes in a document may be included if found feasible.
Overview diagrams can focus on the most important parts of the model, and package diagrams can also
give a full and complete picture of the whole package content.
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The textual description of a model may be presented in different ways. One approach is data dictionaries
where all model elements are described in tables while another is to describe each model element in
clauses and sub-clauses. This International Standard makes no recommendation for this documenting
of models beyond Requirements 18 to 21.

7 Core data types

7.1 Introduction

The UML itself is not specific on the usage of data types, although the UML 2 Core package defines
primitive data types. Clause 7 specifies a set of core data types for this International Standard.

Requirement 22. Platform neutral models of geographic information shall use these core data types
when appropriate, and shall not create alternative types with same meaning.

Annex C describes additional data types that are extension to the core types. The data types defined in
Clause 7 are those that are usually defined by the development environment’s data definition language.
Each of these types can be represented in a variety of logically equivalent forms. The ones presented
here are not meant to restrict the usage of other equivalent forms native to the chosen development
environment. presents an equivalent definition for most of the types presented and is
referenced where appropriate.

The types have been grouped into six categories:

a) Primitive types: Fundamental types for representing values, examples are CharacterString, Integer,
Real, Boolean, Date and DateTime,

b) Collections,

c¢) Enumerated types,

d) Name types: types for representing name structures,
e) Any type,

f) Record types: types for representing structure.

The types are defined as abstract types and appropriate representations will be defined by implementation
and encoding mappings. Encoding is further discussed in [SO 19118. The repertoire of data types is
described in 7.2 to 7.8. An overview of the packages representing core data types is shown in Figure 6.

Primitive types | Collections | Enumerated types | Name types |

Any type Record types

Figure 6 — Overview of packages representing data types

7.2 Primitive types

7.2.1 General

Figure 7 provides an overview of the primitive types. Each type is described in 7.2.2 to 7Z.2.1Documents
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