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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation on the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about I1SO’s adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see the following
URL: www.iso.org/iso/foreword.html

This document was prepared by Technical Committee ISO/TC 150, Implants for surgery, Subcommittee
SC 5, Osteosynthesis and spinal devices.
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Introduction

This document details requirements for a set of mechanical test methods to evaluate material used as
a cortical bone model. Bone models have long been used in mechanical tests for devices or instruments
such as those used in the orthopaedic surgery. The characteristics of the bone model, especially those of
a cortical bone model, strongly influence the test results. Many devices and instruments are evaluated
using bone models.

Newer bone models are needed because conventional bone model properties change the primary
outcome of interest such as failure mode. This results in devices not being evaluated correctly. Animal
bones such as those from pigs are still used. However, animal bones have many sanitary problems
and can introduce large errors (standard deviation). Recently, several new bone models have been
introduced and standardized methods for evaluating these materials are required.

This document introduces applicable standardized mechanical test methods for characterizing the
material properties of cortical bone models. The mechanical properties of the cortical bone itself such as
tensile strength and compressive strength have been measured for some time, and several models have
been produced based on the results. However, these fundamental mechanical properties do not strictly
conform to the tactile feedback experienced by physicians. Material models have differences in tensile,
compressive and shear strengths properties since they do not reproduce the complex anisotropic
bone structure. For example, a material can be an excellent bone model based on tensile strength, but
have significant differences in compressive and shear strengths. Therefore, the model needs to be
specific for the application to match the material properties as needed. This is because many kinds of
fundamental properties are related in practical uses. Then, it is also necessary to perform practical
tests of the bone model using devices and to show relationships of mechanical characteristics between
from fundamental tests and from practical tests.

This document shows the relations and covers test methods for fundamental and practical tests. The
final goal of this document is to facilitate the availability of good medical devices and instruments
to patients. The mechanical properties under practical tests can also be useful to produce models of
training and lectures of new devices, informed consent for patients and performances of pre-operation
or surgical planning.
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