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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation on the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see the following
URL: www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 206, Fine ceramics.
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Fine ceramics (advanced ceramics, advanced technical
ceramics) — Measurement of viscosity of ceramic slurry by
use of a rotational viscometer

1 Scope

This document specifies a method for measurement of the viscosity of a ceramic slurry using a
rotational viscometer.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO/IEC 17025, General requirements for the competence of testing and calibration laboratories

IS0 20507, Fine ceramics (advanced ceramics, advanced technical ceramics) — Vocabulary

3 Terms and definitions
For the purposes of this document, the terms and definitions given in ISO 20507 and the following apply.
ISO and IEC maintain terminological databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at http://www.electropedia.org/

3.1
shear stress
stress acting on planes parallel to the direction of flow when the fluid is subject to laminar flow

Note 1 to entry: The SI units are pascals (Pa).

3.2
shear rate
gradient of laminar flow rate perpendicular to the fluid flow

Note 1 to entry: The SI units are s-1.

3.3
viscosity
ratio of shear stress to shear rate

Note 1 to entry: This ratio is representative of the internal resistance of the fluid to flow.

Note 2 to entry: The SI unit of viscosity is Pa x s.

Note 3 to entry: mPa x s = 1 cP in terms of c.g.s. units [where 1 P=1 g/(cm x s)].

Note 4 to entry: Viscosity is sometimes called ‘dynamic viscosity’ or ‘shear viscosity’ for clarification. The

measured viscosity is conventionally called ‘apparent viscosity’ since the gradient of shear rate is not identical
for all parts of the spindle.
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3.4
Newtonian fluid
fluid in which shear stress is proportional to shear rate

Note 1 to entry: The ratio of shear stress to shear rate is viscosity.

3.5
non-Newtonian fluid
fluid in which shear stress is not proportional to shear rate

Note 1 to entry: The non-Newtonian behaviour can be determined by measuring shear stress using varying
shear rate (or angular velocity). Viscosity of the non-Newtonian fluid changes with the shear rate, in contrast
with Newtonian fluid, which has constant viscosity with the shear rate.

3.6

thixotropy

flow behaviour of fluid that shows time dependence, such that the apparent viscosity decreases with
time for a constant shear rate, and recovers slowly with withdrawal of the shear force

3.7
shear thickening
<dilatant> increase of shear viscosity of fluid when the shear rate (or stress) is increased

3.8
shear thinning
<pseudoplasticity> decrease of shear viscosity of fluid when the shear rate (or stress) is increased

3.9

Bingham plastic

linear shear stress/shear rate relationship starting from a finite yield stress value below which the
fluid does not flow

3.10
flow curve
curve showing the relationship between shear rate and shear stress

Note 1 to entry: See Figure 1 a).

3.11
viscosity curve
curve showing the relationship between shear rate (or shear stress) and viscosity

Note 1 to entry: See Figure 1 b).

3.12
ceramic slurry
suspension of grinding frit, clay or ceramic powders mixed or dispersed in water or other liquid

Note 1 to entry: ceramic slurry is used in ceramic processes such as dip coating, spray coating, screen printing,
slip casting, tape casting, spray drying and polishing.

Note 2 to entry: The category may include low-viscosity colloids with small particles with sizes in the nanometre
or micrometre range, and high-viscosity pastes with inhomogeneous mixtures.
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