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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are 
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the 
different types of ISO documents should be noted. This document was drafted in accordance with the 
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of 
any patent rights identified during the development of the document will be in the Introduction and/or 
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.

For an explanation on the voluntary nature of standards, the meaning of ISO specific terms and 
expressions related to conformity assessment, as well as information about ISO's adherence to the 
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see the following 
URL: www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 4, Rolling bearings, Subcommittee SC 12, 
Ball bearings.

Any feedback or questions on this document should be directed to the user’s national standards body. A 
complete listing of these bodies can be found at www.iso.org/members.html.

﻿

iv� © ISO 2018 – All rights reserved

BS ISO 19843:2018

Full document details: BS ISO 19843:2018

https://www.iso.org/directives-and-policies.html
https://www.iso.org/patents
https://www.iso.org/iso/foreword.html
https://www.iso.org/members.html
http://www.avadocuments.com/doc/bs-iso-19843-2018
http://www.avadocuments.com/doc/bs-iso-19843-2018


﻿

ISO 19843:2018

Introduction

To determine the strength of components, specially prepared test pieces are usually produced and then 
tested in flexure.

The transfer of the values measured on standard ceramic bending test pieces to the original components 
is possible only in some limited cases.

Since the surface finish of the ceramic balls should not be modified, the notched ball test may be 
successfully applied as a component test for quality control. Moreover, influences of the manufacturing 
process and service can be quantified.

This testing method is applicable to process and material development, quality assurance, materials 
characterization and selection, and the determination of design parameters. The measured strength is 
determined under the following conditions:

a)	 linear-elastic material behaviour (stress-strain relation);

b)	 homogeneous and isotropic material behaviour.

This testing method is intended to be conducted at a laboratory using precise processing equipment, 
measurement device and testing machine. It is intended to be applied by experienced operators 
paying considerable attention to notch processing and measurement on notch parameters to perform 
mechanical testing.
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Rolling bearings — Ceramic bearing balls — Determination 
of strength by notched ball test

1	 Scope

This document specifies a method for the determination of the strength of finished ceramic balls for 
ball bearings, preferably made of silicon nitride (Si3N4), with ball diameters from 3 mm to 50 mm.

NOTE 1	 ISO 26602 specifies the requirements for preprocessed silicon nitride materials for rolling bearing 
balls. ISO 3290‑2 specifies requirements for finished silicon nitride balls for rolling bearings.

NOTE 2	 Other test methods to determine ceramic ball strength can be found in Reference [7].

The results of the strength tests slightly depend on the Poisson's ratio. For this reason, all calculations 
are restricted to a Poisson's ratio ranging from 0,15 to 0,35. This includes the Poisson's ratio of a typical 
silicon nitride ceramic used as rolling element in ball bearings.

The method can also be used for rolling bearing balls made of other ceramic materials, but the reported 
prefactors may not be valid.

NOTE 3	 Poisson’s ratio of isotropic materials can be determined by one of the methods given in ISO 17561.

Because of the (defect controlled) brittle fracture behaviour of ceramic materials, a significant scatter 
of individual results in the characterization of a series of nominally identical samples can occur.

NOTE 4	 A further statistical analysis according to ISO 20501 can be carried out.

2	 Normative references

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO  463, Geometrical Product Specifications (GPS)  — Dimensional measuring equipment  — Design and 
metrological characteristics of mechanical dial gauges

ISO 3290‑2, Rolling bearings — Balls — Part 2: Ceramic balls

ISO 3611, Geometrical product specifications (GPS) — Dimensional measuring equipment: Micrometers for 
external measurements — Design and metrological characteristics

ISO 6106, Abrasive products — Checking the grain size of superabrasives

ISO 7500‑1:2018, Metallic materials — Calibration and verification of static uniaxial testing machines — 
Part 1: Tension/compression testing machines — Calibration and verification of the force-measuring system

ISO  20501, Fine ceramics (advanced ceramics, advanced technical ceramics)  — Weibull statistics for 
strength data

3	 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:

—	 ISO Online browsing platform: available at https://www.iso.org/obp
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—	 IEC Electropedia: available at http://www.electropedia.org/

3.1
equatorial plane
plane of symmetry of the ball perpendicular to the loading direction

3.2
fracture force
F
applied force at fracture

3.3
ligament cross section
remaining segment of a circle in the equatorial plane of the notched ball

3.4
ligament thickness
h
maximum thickness of the ligament cross section in the equatorial plane (3.1) between the notch root 
(3.13) and the ball surface

Note 1 to entry: See Figure 1 and Figure 2.

3.5
mean notch root radius
Rm
arithmetic average of the notch root radii (3.10) R1 and R2

3.6
nominal width of the cutting wheel
wnom
width of the cutting tool as declared by the producer

3.7
notch centricity
z
quantifiable value of departure from perfect notch midplane, related to the equatorial plane

Note 1 to entry: Practically, the asymmetry of the notch is determined as the notch centricity z; see Figure 2.

3.8
notch depth
l
theoretical depth of the notch

Note 1 to entry: l = Dw – h.

Note 2 to entry: See Figure 2.

3.9
notch midplane
imaginary plane through the centre of the real notch perpendicular to the loading direction

Note 1 to entry: See Figure 1 and Figure 2.

3.10
notch root radii
R1, R2
radii of the fillet of the notch root (3.13)

Note 1 to entry: See Figure 2.
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3.11
notched ball
ball with a positioned notch, which is used as the test piece for the notched ball test

Note 1 to entry: See Figure 1.

3.12
notched ball strength
σf
theoretical maximum endured fibre stress at the point of the maximum nominal stress at the apex of 
the ligament cross section (3.3) at the time of fracture

Note 1 to entry: See Figure 1. The calculation is performed according to Formula (6).

3.13
notch root
region at the deepest point of the notch

Note 1 to entry: See Figure 1.

3.14
notch width
w
width of the notch, measured at a distance wnom/2 away from the notch root (3.13)

Note 1 to entry: See Figure 5 and 8.1.

3.15
pole
discrete point of the ball surface where the load is applied

Note 1 to entry: See points B and B´ in Figure 1. The line connecting points B and B’ goes through the ball centre 
and is perpendicular to the notch midplane.

3.16
preload
F0
force which is applied before the test, in order to fix the test piece in the designated position

3.17
relative notch centricity
ζ
notch centricity (3.7) related to the ball diameter

Note 1 to entry: ζ = z/Dw.

3.18
relative notch depth
λ
notch depth (3.8) related to the ball diameter

Note 1 to entry: λ = l/Dw.

3.19
relative notch root radius
ρ
mean notch root radius (3.5), related to the notch width (3.14)

Note 1 to entry: ρ = Rm/w.
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3.20
relative notch width
ω
notch width (3.14) related to the ball diameter

Note 1 to entry: ω = w/Dw.

3.21
test surface
surface area of the notched ball (3.11) opposite to the notch root (3.13), where the maximum tensile 
stresses occur during loading

Note 1 to entry: See Figure 1.

a) Volume model illustrated with the stress amplitude
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