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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of ISO 19970:2025. It
supersedes BS I1SO 19970:2017 which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee PTI/12, Petroleum Measurement and Sampling.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2025
Published by BSI Standards Limited 2025

ISBN 978 0 539 26313 8
ICS 75.180.30

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 July 2025.
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Foreword

[SO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through
ISO technical committees. Each member body interested in a subject for which a technical committee
has been established has the right to be represented on that committee. International organizations,
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types
of ISO document should be noted. This document was drafted in accordance with the editorial rules of the
[SO/IEC Directives, Part 2 (see www.iso.org/directives).

[SO draws attention to the possibility that the implementation of this document may involve the use of (a)
patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed patent
rights in respect thereof. As of the date of publication of this document, ISO had not received notice of (a)
patent(s) which may be required to implement this document. However, implementers are cautioned that
this may not represent the latest information, which may be obtained from the patent database available at
www.iso.org/patents. ISO shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions
related to conformity assessment, as well as information about ISO's adherence to the World Trade
Organization (WTO) principlesin the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 28, Petroleum and related products, fuels and
lubricants from natural or synthetic sources, Subcommittee SC 5, Measurement of refrigerated hydrocarbon
and non-petroleum based liquefied gaseous fuels.

This second edition cancels and replaces the first edition (ISO 19970:2017), which has been technically
revised.

The main changes are as follows:
— boil-off gas (BOG) measurement system has been defined;
— uncertainty calculation examples have been added to Annex C.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

Concerns over the emission of pollutants from ship exhausts prompted IMO to enact MARPOL Annex VI[14]
to the IMO Protocol of 1997, which sets limits on sulfur oxide (SOx) and nitrogen oxide (NOx) emissions.
MARPOL Annex VI also specifies a global cap which limits the permitted sulfur content of fuel oil to a mass
fraction of 3,5 % and special SOx emission control areas (SECAs) where the sulfur contents must not exceed a
mass fraction of 1,0 %. In order to comply with these requirements, ships generally require special facilities
to be installed to limit SOx emissions, unless they use low sulfur fuel oil.

Liquefied natural gas (LNG) carriers are capable of utilizing boil-off gas (BOG) in ships and shore tanks.
They return gas during the cargo transfer operation as fuel for their own power generation, if commercial
value of such energy consumed on board is accountable as an element of custody transfer measurement. This
document provides the procedures for metering gas and assessing its calorific value, and the requirements
for metering devices.

Aspects of safety are not dealt with in this document. It is the responsibility of the user to ensure that the
system meets applicable safety regulations.
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