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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

SO 20898 was prepared by Technical Committee ISO/TC 110, Industrial trucks, Subcommittee SC 2, Safety
of powered industrial trucks.
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Industrial trucks — Electrical requirements

1 Scope

This International Standard specifies the electrical requirements for the design and manufacture of self-
propelled industrial trucks including masted and variable reach rough terrain trucks (see 1SO 5053:1987,
3.1.3.1.8), and tow tractors with a rated drawbar pull up to and including 20 000 N. This International Standard
applies to trucks with battery voltages in accordance with ISO 1044. For additional requirements of trucks with
mains power, see

This International Standard does not apply to

— trucks used in potentially explosive atmospheres, or

— issues related to electromagnetic compatibility.

This International Standard does not repeat all the technical rules which are state of the art and which are

applicable to the material used to construct the industrial truck, for which reference can be made to
SO 12100-2.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 1044, Industrial trucks — Lead-acid traction batteries for electric trucks — Preferred voltages

SO 12100-4, Safety of machinery — Basic concepts, general principles for design — Part 2: Technical
principles

SO 14121-1|, Safety of machinery — Risk assessment — Part 1: Principles

SO 13849-1|, Safety of machinery — Safety-related parts of control systems — Part 1: General principles for
design

N 50272-3, Safety requirements for secondary batteries and battery installations — Part 3: Traction batteries
IEC 60204-1:2005, Safety of machinery — Electrical equipment of machines — Part 1: General Requirements

IEC 60947-5-1, Low-voltage switchgear and control gear — Part 5-1: Control circuit devices and switching
elements — Electromechanical control circuit devices

EC 60384-14, Fixed capacitors for use in electronic equipment — Part 14: Sectional specification: Fixed
capacitors for electromagnetic interference suppression and connection to the supply mains

EC 60529, Degrees of protection provided by enclosures (IP Code)

Documents

Document Sharing Hub
© I1SO 2008 — All rights reserved 1

Full document details: BS ISO 20898:2008


http://dx.doi.org/10.3403/00295095U
http://dx.doi.org/10.3403/02925556U
http://dx.doi.org/10.3403/02925556U
http://dx.doi.org/10.3403/30117528U
http://dx.doi.org/10.3403/30086351U
http://dx.doi.org/10.3403/02677877U
http://dx.doi.org/10.3403/30095477U
http://dx.doi.org/10.3403/00013268U
http://www.avadocuments.com/doc/bs-iso-20898-2008
http://www.avadocuments.com/doc/bs-iso-20898-2008

BS ISO 20898:2008
ISO 20898:2008(E)

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

3.1
arcing part
mechanical device that interrupts current during operation

3.2
auxiliary circuit
electrical circuit that controls lights, fans and other accessories

3.3
battery compartment
compartment on the truck that houses the battery

3.4
battery enclosure
container or tray that houses the individual cells

3.5
control circuit
electrical circuitry that controls truck movement

3.6
deactivate
make inactive or ineffective.

3.7
direct contact
contact of person with live parts

3.8
electrical enclosure
compartment on a truck that houses uninsulated live electrical components

3.9
electrical or electronic steering
system where input is not mechanically connected to output

3.10

exposed conductive part

conductive part of electrical equipment, which can be touched and which is not normally live, but which may
become live under fault condition

3.1
frame fault
accidental connection of a live part to the truck structure

3.12
indirect contact
contact of persons with exposed conductive parts which have become live under fault conditions

3.13
live part
conductor or conductive part intended to be energized in normal use
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3.14

nominal current

current in amperes that the electrical system is able to carry continuously without exceeding the allowable
temperature indicated

3.15
nominal voltage (of the truck system)
total number of battery cells connected in series in the truck’s system multiplied by the nominal cell voltage

3.16
power circuit
electrical circuitry that supplies the motors which cause truck movement, i.e. traction, steering and lifting

3.17
rated operating current
1,

e
value of current which is determined by the conditions of use of the contactor

3.18

rated thermal current

It

value of current which determines the temperature rise conditions of the main circuit in the absence of any
closing or opening operation of the contacts

3.19
risk of fire
any device that has a surface temperature greater than 175 °C or that emits sparks outside of its enclosure

3.20
routine test
test required for all production trucks

3.21
type test
test to verify compliance with this International Standard for each truck type

4 List of hazards

Table 1 contains all the significant hazards, hazardous situations and events, as far as they are dealt with in
this International Standard, from ]SO 14121-1:2007, Annex A and referenced in brackets, and are applicable
in the situations described and could involve risks to persons if not addressed. The corresponding
requirements offer guidance to limit the risk or reduce the hazard in each situation.
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