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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are 
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the 
different types of ISO documents should be noted. This document was drafted in accordance with the 
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives). 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of 
any patent rights identified during the development of the document will be in the Introduction and/or 
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.

For an explanation on the voluntary nature of standards, the meaning of ISO specific terms and 
expressions related to conformity assessment, as well as information about ISO's adherence to the 
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see the following 
URL: www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 92, Fire safety, Subcommittee SC 2, Fire 
containment.

This corrected version of ISO 20902-1:2018 incorporates the following correction:

— the second paragraph of subclause 7.5.1 has been reworded for clarification purposes.

A list of all parts in the ISO 20902 series can be found on the ISO website.
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Introduction

This document describes a test procedure to assess the protection afforded by fire protection materials 
and systems to divisional elements. It gives an indication of how fire protection materials perform 
when exposed to a set of specified fire conditions.

The classification of divisional elements (bulkheads and decks) in the marine industry (i.e. ships as 
defined by IMO, SOLAS) is primarily undertaken in accordance with classification society procedures 
through testing to the FTP codes, IMO resolution 307(88), formerly IMO A.754(18). Historically FTP 
code compliant test evidence has been used to support non-marine applications by implementing 
hydrocarbon time temperature regime profiles. To reduce the burden on industry, this document is 
compatible with MSC 307(88) where relevant, allowing testing to both IMO and ISO test procedures for 
specific classification ratings.

﻿

vi� © ISO 2018 – All rights reserved

BS ISO 20902‑1:2018

Full document details: BS ISO 20902-1:2018

http://www.avadocuments.com/doc/bs-iso-20902-1-2018
http://www.avadocuments.com/doc/bs-iso-20902-1-2018


﻿

Fire test procedures for divisional elements that are 
typically used in oil, gas and petrochemical industries —

Part 1: 
General requirements

1	 Scope

This document specifies a test procedure for determining the fire resistance of divisional elements 
with a fire protection system, when exposed to cellulosic or hydrocarbon-pool type fire conditions. It 
is applicable to divisional elements intended for non-marine applications but suitable for offshore fixed 
and mobile installations.

The test data obtained, when used in conjunction with published fire test standards, permit 
subsequent classification of the divisional elements based on the duration of their performance against 
specified criteria.

2	 Normative references

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO 834‑1:1999, Fire-resistance tests — Elements of building construction — Part 1: General requirements

ISO 13943, Fire safety — Vocabulary

3	 Terms and definitions

For the purposes of this document, the terms and definitions in ISO 13943 and the following apply.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:

—	 IEC Electropedia: available at https://www.electropedia.org/

—	 ISO Online browsing platform: available at https://www.iso.org/obp

3.1
bulkhead
vertical divisional element typically used in the marine industry

3.2
deck
horizontal divisional element typically used in the marine industry

3.3
divisional element
element that is intended for use in maintaining separation between two adjacent areas of facilities 
within the oil and gas industry, and which may or may not be load bearing
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3.4
critical temperature
temperature at which the yield strength of the material is reduced to the minimum allowable under 
operating loading conditions

3.5
structural core
primary component or components of the divisional element responsible for providing load 
bearing capability or integrity (as appropriate), excluding additional components provided for 
insulation purposes

Note 1 to entry: This typically consists of a metallic plate (either flat or corrugated) with stiffeners.

4	 Principle

The method provides an indication of how divisional elements protected with fire protection systems 
or materials perform when they are exposed to fire conditions specified by furnace time-temperature 
curves. It simulates the thermal and mechanical loads to a divisional element engulfed in fire, through 
the use of furnace testing and exposed external loads, if necessary. To maintain compatibility with 
both prescriptive regulations and performance-based requirements derived from risk-analysis, it is 
non-prescriptive in terms of failure criteria and thermal loads. Classification procedures are given to 
facilitate the correct interpretation of test results derived in compliance with this standard.

5	 Test specimen

5.1	 General

The test specimen shall be representative of the construction for which classification is required. Test 
specimens intended to satisfy the requirements of the FTP Code, IMO Resolution MSC 307(88), Annex 1, 
Fire Test Procedures, Part 3, “Test for “A” (et al.) class divisions” are subject to additional requirements 
relating to their design and construction as described within the above resolution. Additional 
requirements within MSC 307(88) beyond the scope of this document shall be considered compatible 
with the requirements herein, i.e. tests may comply with both MSC 307(88) and this document.

Test results shall only be applicable in the orientation in which they have been tested; therefore, 
vertical divisional elements shall be tested vertically mounted, and horizontal divisional elements shall 
be tested horizontally mounted.

Vertical divisional elements shall be tested in the most onerous manner, which is considered to be with 
the insulation on the unexposed face and the stiffeners also on that side. For “restricted application”, i.e. 
where the fire hazard has been identified as being from the insulated side only, the vertical divisional 
element can be tested with the insulation on the exposed face and with the stiffeners also on that side.

If approval of a vertical divisional element is being sought involving fire-hazard from both sides and the 
use of “double-sided application” of the insulation, the thickness of the insulation being equal on both 
sides of the structural core, it shall be tested with the stiffeners on the unexposed side of the vertical 
divisional element, otherwise it shall be tested with the side with the thinnest thickness of insulation 
on the exposed face.

5.2	 Vertical divisional element dimensions

The minimum overall dimensions of the test specimen, including the perimeter details at the top, 
bottom and vertical edges, are 2  440  mm width and 2  500  mm height. When the maximum overall 
height in practice is less than that given above, then the test specimen shall be of the maximum height 
to be used in practice and the tested dimensions reported.

The overall dimensions of the structural core shall 20 mm less in both the width and the height than the 
overall dimensions of the specimen. Any joints in the plating shall be fully welded, at least from one side.
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Flat bar of thickness 6 mm shall be welded across the edges of the structural core perpendicular to 
the stiffeners or the corrugation flute direction. The flat bars shall extend the full length and width of 
corrugation or stiffeners and shall not protrude beyond the extents of the structural core.

Structural cores constructed from flat plate with stiffeners may alternatively weld the flat bar across 
the top and bottom of the stiffeners. In this case, a minimum clearance of 16  mm shall be provided 
between the furnace and any stiffeners or flat bar.

Mineral wool packing shall be used to fill any clearance and gaps present.

The structural core shall be fixed to the furnace by means of L-shaped fixing cleats as shown in Figure 1. 
Cleats shall be fixed to the structural core by continuous weld, and fixed to the furnace frame by bolt or 
weld. Cleats shall be positioned adjacent to the ends of each stiffener if present, or at 1 000 mm spacing 
if stiffeners are not present.

Examples of test specimen construction are given in Annex A.
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Key
1 furnace frame
2 fixing cleat, 50 mm × 50 mm × 5 mm L-shaped angle, 100 mm length, bolted or welded to frame
3 flat bar, 6 mm
4 structural core
5 mineral wool packing to fill clearance
6 stiffener (if present)

Figure 1 — Structural steel core for a vertical divisional element
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