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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization. 

The procedures used to develop this document and those intended for its further maintenance are 
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the 
different types of ISO documents should be noted. This document was drafted in accordance with the 
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of 
any patent rights identified during the development of the document will be in the Introduction and/or 
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement. 

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and 
expressions related to conformity assessment, as well as information about ISO's adherence to the 
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www.iso. 
org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 23, Tractors and machinery for agriculture 
and forestry, Subcommittee SC 6, Equipment for crop protection.

Any feedback or questions on this document should be directed to the user’s national standards body. A 
complete listing of these bodies can be found at www.iso.org/members.html.
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Equipment for crop protection — Closed transfer systems 
(CTS) — Performance specification

1	 Scope

This document specifies operator and environment-related safety requirements and the means of their 
verification for the design and construction of closed transfer systems (CTS) for liquid formulations of 
plant protection products (PPP) in 1 l to 20 l containers. 

In addition, it specifies the type of information on safe working practices including information 
about residual risks to be provided by the CTS manufacturer and specifies the maximum potential 
contamination during any single transfer operation.

2	 Normative references

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO  3600, Tractors, machinery for agriculture and forestry, powered lawn and garden equipment — 
Operator’s manuals — Content and format

ISO  3767‑1, Tractors, machinery for agriculture and forestry, powered lawn and garden equipment — 
Symbols for operator controls and other displays — Part 1: Common symbols

ISO  3767‑2, Tractors, machinery for agriculture and forestry, powered lawn and garden equipment — 
Symbols for operator controls and other displays — Part 2: Symbols for agricultural tractors and machinery

ISO 5681, Equipment for crop protection — Vocabulary

ISO 21278‑1:2008, Equipment for crop protection — Induction hoppers — Part 1: Test methods

ISO  21278‑2, Equipment for crop protection — Induction hoppers — Part 2: General requirements and 
performance limits

3	 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 5681 and the following apply.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:

—	 ISO Online browsing platform: available at https://www.iso.org/obp

—	 IEC Electropedia: available at http://www.electropedia.org/

3.1
application equipment
device or assembly of components to mix and apply plant protection products and other compatible 
chemicals to the target

[SOURCE: ISO 5681:2020, 3.1.16]
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4	 General requirements

4.1	 CTS shall include:

a) a means of interfacing with containers (see Annex A as an example) and application equipment;

b) a means of controlling or measuring part or all of the product from the container;

c) a means to rinse the container in to the application equipment, if appropriate (for example if CTS is
designed for containers as shown in Annex A);

d) a means of flushing the CTS as well as the interface.

Compliance shall be checked by inspection and the function tests specified in this document.

4.2	 A manual shall be provided by the CTS manufacturer that meets the requirements in Clause 6.

4.3	 All operations of a CTS shall be possible while using appropriate personal protective equipment, 
including gloves as recommended in the operator’s manual and on the container label.

Compliance shall be checked by a function test.

4.4	 CTS’s shall be designed so that no part of the equipment is subjected to pressures greater than the 
manufacturer's stated maximum for the system. To minimize potential contamination in the event of a 
failure, no part of the CTS shall operate with the concentrated product formulation at a pressure greater 
than 100 kPa unless:

a) the component parts of the CTS have been pressure tested with a pressure of two times the
maximum for the system, or

b) a secondary containment system is used.

The CTS shall not modify the pressure in the container by more than negative 4 kPa from the ambient 
atmospheric pressure.

Compliance shall be checked by measurement a) and inspection b).

4.5	 The CTS shall empty the content of the container while:

a) maintaining the shape, dimensions and leak tightness of the container; no leakage shall occur in
accordance with 5.1;

b) allowing drainage of the contents, in accordance with 5.2;

2� © ISO 2021 – All rights reserved
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3.2
closed transfer system
CTS
device or assembly of components, including the container to application equipment (3.1) interface, 
intended to wholly and partially transfer plant protection products or other compatible liquids from 
their original containers into application or mixing equipment by direct coupling or other engineering 
means of enclosure that reduces the exposure of the operator and environment

[SOURCE: ISO 5681:2020, 3.2.9.6]

3.3
single transfer operation
actions required to be completed starting from connection of the container to the CTS, completion 
of the product transfer procedure, measurement of partial transfers where applicable, rinsing of the 
container and the transfer device, and removal of the container ready for storage or disposal
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c) allowing effective rinsing of the container and any interfaces when required (after partial transfer,
product measurement or no rinsing if the container is refillable), in accordance with 5.2.

4.6	 The CTS when operated according to the operator's manual and attached to the application 
equipment shall not:

a) cause leakage at the device it is connected to;

b) influence the circulation system of the application equipment it is connected to;

c) allow the introduction of air that promotes foaming or reduces pump performance.

Compliance shall be checked by a function test.

4.7	 All controls on CTS’s shall be clearly labelled using symbols conforming to ISO  3767‑1 and 
ISO 3767‑2 where appropriate.

Compliance shall be checked by a function test.

4.8	 CTS shall be designed to prevent any return of liquid to clean water supply.

Compliance shall be checked by a function test.

4.9	 In case the container opening is covered by a foil, the foil shall be kept attached to the container 
and be rinsed.

Compliance shall be checked by a function test.

5	 Performance requirements

5.1	 Leakage

5.1.1	 General

When operating CTS equipment, in accordance with the manufacturers operating instructions, there 
shall be no observable leaks from the container, CTS, the interface between them including any 
associated connections, measuring or control devices when tested according to 5.1.4. One sample of 
each adaptor/interface available from the CTS manufacturer shall be supplied with the CTS tested.

5.1.2	 Principle

This test is conducted while the CTS is being used to connect, open, empty, measure (where measurement 
devices are present) and rinse the container and CTS. The test uses a 0,1 % solution of a surfactant in 
water with the addition of a fluorescent dye to disclose any leaks at the relevant stages of operation.

5.1.3	 Apparatus

5.1.3.1	 System leakage test formulation, specified in Annex C. A similar dye that fluoresces under 
the ultraviolet light specified in 5.1.3.6 can be substituted.

5.1.3.2	 Test container, the maximum size container with which the system is designed to operate and 
specified in the CTS manufacturer’s manual.

5.1.3.3	 The CTS to be tested shall be prepared to operate as determined by the manufacturers’ operator 
instructions for installation and use.
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