BS ISO 22138:2022

BSI Standards Publication

Heavy commercial vehicles — Vehicle stability during
tipper body operation — Tilt-table test method

°
bSl. Documents

Document Sharing Hub

Full document details: BS ISO 22138:2022


http://www.avadocuments.com/doc/bs-iso-22138-2022
http://www.avadocuments.com/doc/bs-iso-22138-2022

BS IS0 22138:2022 BRITISH STANDARD

National foreword

This British Standard is the UK implementation of ISO 22138:2022.

The UK participation in its preparation was entrusted to Technical
Committee AUE/15, Safety related to vehicles.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2023
Published by BSI Standards Limited 2023

ISBN 978 0 539 12831 4
ICS 43.080.01

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 28 February 2023.

Amendments/corrigenda issued since publication

Date Text affected

Documents

Document Sharing Hub

Full document details: BS ISO 22138:2022


http://www.avadocuments.com/doc/bs-iso-22138-2022
http://www.avadocuments.com/doc/bs-iso-22138-2022

Full document details: BS ISO 22138:2022

BS IS0 22138:2022

INTERNATIONAL ISO
STANDARD 22138

First edition
2022-11-01

Heavy commercial vehicles — Vehicle
stability during tipper body operation
— Tilt-table test method

Véhicules utilitaires lourds — Stabilité du véhicule pendant
l'utilisation de benne basculante — Méthode d'essai avec
table basculante

= Reference number
= — 1SO 22138:2022(E)

ISO Documents

= — Document Sharing Hub

©1S0 2022


http://www.avadocuments.com/doc/bs-iso-22138-2022
http://www.avadocuments.com/doc/bs-iso-22138-2022

BS IS0 22138:2022
IS0 22138:2022(E)

COPYRIGHT PROTECTED DOCUMENT

© IS0 2022, Published in Switzerland
All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or utilized otherwise in any form
or by any means, electronic or mechanical, including photocopying, or posting on the internet or an intranet, without prior
written permission. Permission can be requested from either ISO at the address below or ISO’s member body in the country of
the requester.

ISO copyright office

Ch. de Blandonnet 8 « CP 401

CH-1214 Vernier, Geneva, Switzerland

Tel. +41 22 749 01 11

Fax +41 22 749 09 47

copyright@iso.org

WWw.iso.org Documents

.. Document Sharing Hub
11 © IS0 2022 - All rights reserved

Full document details: BS ISO 22138:2022


http://www.avadocuments.com/doc/bs-iso-22138-2022
http://www.avadocuments.com/doc/bs-iso-22138-2022

BS IS0 22138:2022

IS0 22138:2022
Contents Page
FOT@WONM ... oottt iv
0010 00 X0 ) (ot o (0) o VOO \ 4
1 S0P ... 1
2 Normative references
3 Terms and definitions
4 Principle
5 V) @ =] (<00 7
6 MEQSUIING @QUEPITICIIE ..o 8
7 TESE COMAETIOIIS ..ot eeeeeeeeeeeeeeereeeeeeeereese e
7.1 General ...,
7.2 Tilt table properties....
7.3 Ambient conditions......
7.4 B S ST =Y 01 o) (<0000 000000
7.4.1 General VENICIE COMAITION ...
7.4.2  Loading conditions and suspension
7.4.3 2 L0 e
8 Test method for rearward tipping vehicle
8.1 Preparation ...
8.1.1 Measure unladen weight
8.1.2 Loading of VERICLE ...
8.1.3 Measure axle load redistribution due to tipper body pitch angle...........c. 10
8.2 Tt taDle LEST PIOCEAUIE .....oooo et e
8.2.1 Installation of vehicle on tilt table
8.2.2 LTI R Tea bR 0} s 00) o o 1 Lo =1 o) (< HE
9 Test method for sideways tipping VERNICIe ...
9.1 PrrEP@TAtION .....oooo e
9.1.1  Measure unladen WeIGht......... s
9.1.2  Loading of vehicle
9.1.3  Measure axle load redistribution due to tipper body roll angle ... 15
9.2 Tt taDIE TEST PIOCEAUIE .....ooooe et e
9.2.1 Installation of vehicle on tilt table
9.2.2 Test eXecution ON tlE CaADIE ...
10 Data evaluation and presentation 0f FeSUIES ... 16
TR0 R 7=y =) 4= ) 0000000 16
B OS2 O o F= 1 = Lot ) o 1oy o (ol 722 | 0 (<1 17
Annex A (normative) Test report - General data and test conditions ... 18
Annex B (informative) Example of teSE FePOTTS ... 19
Annex C (informative) Test results versus real tipper operation ..., 21
BIDLEOZTAPIY . ... 22

Documents
Document Sharin%lHub

© IS0 2022 - All rights reserved

Full document details: BS ISO 22138:2022


http://www.avadocuments.com/doc/bs-iso-22138-2022
http://www.avadocuments.com/doc/bs-iso-22138-2022

BS ISO 22138:2022
ISO 22138:2022

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2. www.iso.org/directives

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received. www.iso.org/patents

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www.iso.
org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 22, Road vehicles, Subcommittee SC 33,
Vehicle dynamics and chassis components.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

A test method is presented for estimating the steady-state rollover threshold of vehicles with a tipper
body, using a tilt table device at different inclination angles of the tipper body. Knowledge of a vehicle
unit’s lateral stability limits during tipping operation is important to prevent rollover, understand
operational safety limits, and validate vehicle modelling and design efforts.
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INTERNATIONAL STANDARD 1SO 22138:2022

Heavy commercial vehicles — Vehicle stability during
tipper body operation — Tilt-table test method

1 Scope

This document provides a tilt-table test method for estimating vehicle lateral stability during tipping
(or dump) operations. The test method results in a limit curve that creates an envelope of the tipper
vehicle unit’s rollover threshold, at different tipper body inclinations. This document is applicable to
both rear and side tipping vehicles.

This document applies to heavy commercial vehicles and commercial vehicle combinations, as defined
in ISO 3833, equipped with rearward or sideways tipping (or dump) bodies (trucks and trailers with
maximum weight above 3,5 tonnes, according to ECE and EC vehicle classification, categories N2,
N3, 03 and 04).

NOTE The stability envelope can be applied to autonomous construction vehicles.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO 8855, Road vehicles — Vehicle dynamics and road-holding ability — Vocabulary

[SO 15037-2:2002, Road vehicles — Vehicle dynamics test methods — Part 2: General conditions for heavy
vehicles and buses

ISO 16333:2011, Heavy commercial vehicles and buses — Steady-state rollover threshold — Tilt-
table test method

3 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 8855, ISO 15037-2 and the
following apply.

[SO and IEC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

31
tipper body
device on a commercial vehicle unit that contains the payload and can be rotated around an axis

Note 1 to entry: Unloading in a tipping operation is performed by tilting the tipper body around its pivot axis
until the payload is discharged.

Note 2 to entry: In some countries this term is more commonly known as a dump body.

3.2
tipping hinge
revolute joint between the tipper body (3.1) and associated subframe, forming the axis about which the
tipper body revolves during a tipping operation
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3.3

sideways tipping

tipping operation performed with the tipper body (3.1) pivot axis nominally parallel to the x-axis
of the vehicle

Note 1 to entry: This is principally a roll motion of the tipper body.

3.4

rearward tipping

tipping operation performed with the tipper body (3.1) pivot axis nominally parallel to the y-axis
of the vehicle

Note 1 to entry: This is principally a pitch motion of the tipper body.

3.5

tipper body pitch angle

0B

pitch angle between the chassis frame and the tipper body (3.1), to be measured within a distance less
than 1 000 mm from the tipping hinge (3.2)

Note 1 to entry: See Figure 1.
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Figure 1 — Side view of tipper vehicle with rearward tipping
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