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National foreword

This British Standard was published by BSI. It is the UK implementation of
IS0 22778:2006.

The UK participation in its preparation was entrusted to Technical Committee
STI/33, Electrodeposited and related coatings.

A list of organizations represented on STI/33 can be obtained on request to its
secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was Amendments issued since publication
published under the authority
of the Standards Policy and

Strategy Committee Y Amd. No. Date Comments

on 30 November 2006

© BSI 2006
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

SO 22778 was prepared by Technical Committee ISO/TC 107, Metallic and other inorganic coatings,
Subcommittee SC 3, Electrodeposited coatings and related finishes.
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Introduction

Cadmium coatings are applied by physical vapour-deposition techniques to iron, steel and other substrates to
enhance appearance and improve resistance to corrosion. Unlike electroplating, physical vapour deposition
does not introduce hydrogen into the basis material. Hence, vapour-deposited cadmium coatings are
especially beneficial for protecting high-strength steels that are susceptible to hydrogen embrittiement.
Hydrogen, however, can be introduced into the substrate during fabrication, cleaning, pickling and other
treatments, and care must still be exercised to prevent the introduction of hydrogen prior to vapour deposition.

Cadmium is toxic and health, safety and environmental concerns are now eliminating its non-essential uses.
There remain, nevertheless, critical applications, often aerospace-related, where the unique properties of
cadmium coatings, for example, their corrosion resistance, intrinsic lubricity, ductility, electrical conductivity
and low contact resistance, make continued use necessary. One benefit of depositing cadmium by physical
deposition techniques is that the process is conducted in a sealed vacuum chamber and exposure to
cadmium is at an absolute minimum.

The corrosion resistance of physical vapour-deposited cadmium coatings may be further enhanced by the use
of chromate conversion coatings and other supplementary treatments.
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