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National foreword

This British Standard is the UK implementation of 1SO 2285:2013. It
supersedes BS 1SO 2285:2007 which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee PRI/22, Physical testing of rubber.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© The British Standards Institution 2013. Published by BSI Standards
Limited 2013

ISBN 978 0 580 74851 6
ICS 83.060

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 June 2013.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International
Standards adopted by the technical committees are circulated to the member bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the member bodies
casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights.

[SO 2284 was prepared by Technical Committee ISO/TC 45, Rubber and rubber products, Subcommittee
SC 2, Testing and analysis.

This seventh edition cancels and replaces the sixth edition ([SO 2285:2007), which has been aligned
with [SO 815-1l and an annex containing a calibration schedule has been added.
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Rubber, vulcanized or thermoplastic — Determination of
tension set under constant elongation, and of tension set,
elongation and creep under constant tensile load

WARNING — Persons using this International Standard should be familiar with normal laboratory
practice. This standard does not purport to address all of the safety problems, if any, associated
with its use. Itis the responsibility of the user to establish appropriate safety and health practices
and to ensure compliance with any national regulatory conditions.

CAUTION — Certain procedures specified in this International Standard might involve the
use or generation of substances, or the generation of waste, that could constitute a local
environmental hazard. Reference should be made to appropriate documentation on safe
handling and disposal after use.

1 Scope

This International Standard specifies a number of methods of determining the dimensional changes in
test pieces of vulcanized or thermoplastic rubber during and after tensile loading for relatively short
periods under constant elongation or constant loading.

The constant-elongation testisintended to measure the ability of rubberstoretain their elastic properties
after extension, at a standard laboratory temperature, to a specified strain which is maintained for a
specified time at the same or at a specified higher temperature and then released at the test temperature
or at the standard laboratory temperature.

The constant-load test specifies a method for the determination of elongation, creep and tension set of
rubbers subjected to a constant load at standard laboratory temperature.

The test methods are intended to measure the elastic properties of rubber in the hardness range
20 IRHD to 94 IRHD.

The creep measurementis notrecommended for product design or the evaluation oflow-creep materials.
For these, reference should be made to [SO 8013 No agreement between the results of this test and
those of [SO 8013 should be inferred.

NOTE The constant-load test is primarily intended for the measurement of state of cure and the quality

control of thin-walled products. An increase in the state of cure or degree of crosslinking is usually reflected in a
decrease in set, creep or elongation.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

[SO 188, Rubber, vulcanized or thermoplastic — Accelerated ageing and heat resistance tests
[SO 8013, Rubber, vulcanized — Determination of creep in compression or shear
[SO 18899:2004, Rubber — Guide to the calibration of test equipment

[SO 23529:2010, Rubber — General procedures for preparing and conditioning test pieces for physical test
methods
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