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National foreword

This British Standard is the UK implementation of ISO 22915-25:2025.

The UK participation in its preparation was entrusted to Technical
Committee MHE/7, Industrial trucks.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.
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Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 October 2025.

Amendments/corrigenda issued since publication

Date Text affected

Documents

Document Sharing Hub

Full document details: BS ISO 22915-25:2025


http://www.avadocuments.com/doc/bs-iso-22915-25-2025
http://www.avadocuments.com/doc/bs-iso-22915-25-2025

International
Standard
ISO 22915-25
Industrial trucks — Verification of First edition
stability — 2025-10
Part 25:
Rough-terrain variable-reach trucks
operating in the special condition of
handling freely suspended loads
Chariots de manutention — Vérification de la stabilité —
Partie 25: Chariots tout-terrain a portée variable fonctionnant
dans la condition particuliére de manutention de charges
librement suspendues
Documents
Reference number .
ISO 22915-25:2025(en) © ISO 2025 Document Sharing Hub

Full document details: BS ISO 22915-25:2025


http://www.avadocuments.com/doc/bs-iso-22915-25-2025
http://www.avadocuments.com/doc/bs-iso-22915-25-2025

ISO 22915-25:2025(en)

COPYRIGHT PROTECTED DOCUMENT

© 1S0 2025

All rights reserved. Unless otherwise specified, or required in the context of its implementation, no part of this publication may
be reproduced or utilized otherwise in any form or by any means, electronic or mechanical, including photocopying, or posting on
the internet or an intranet, without prior written permission. Permission can be requested from either ISO at the address below
or ISO’s member body in the country of the requester.

ISO copyright office

CP 401 o Ch. de Blandonnet 8

CH-1214 Vernier, Geneva

Phone: +41 22 749 01 11

Email: copyright@iso.org

Website: www.iso.org
Published in Switzerland

Documents
© IS0 2025 - All rights reserved Document Sharing Hub
ii
Full document details: BS ISO 22915-25:2025


https://www.iso.org
http://www.avadocuments.com/doc/bs-iso-22915-25-2025
http://www.avadocuments.com/doc/bs-iso-22915-25-2025

ISO 22915-25:2025(en)

Contents Page
Foreword
Introduction
1
2
3
4
LCT] 0 1<) o= U OSSOSO
4.2 Test conditions
0705 W 00 o Ua D o) 6 o ) o ¢ U=IN (o) NN
4.3 THPPINE LINES .
4.3.1 Truckonwheels....
4.3.2 Truck on stabilising devices
4.4 TeSTI0AAS ..o
441 General.
442 Testl...
G T N <Y /OO
N Y] . T
Y (<Y3 ol < 1 T
4.5  Trucks with stabilising devices or axle locking....
451 General....
4.5.2  Stabilising devices.........ccocrrne
4.5.3 Manual axle locking.........ccccoccc
4.6 Lateral teSt SIOPE COTTECTION ..o
4.7 Lifting attachment angle
4.8 Pick and carry
4.8.1 General
4.8.2 Lateral
4.8.3  LONGIEUAINAL ...
5 VerifiCation Of STADILITY ...
51 Acceptance criteria
5.2 SIEWING roUGh-TEITAIN TIUCK ..ottt 19
LI/ R 1 el S0 4R 1LT4 6 <) K3 19
5.2.2  Truck on StabiliZing A@VICES ... 19
Annex A (informative) Sample of information for stability test report..............es 21
BIDLEOZIAPIY ...t 22
Documents
© IS0 2025 - All rights reserved Document Sharing Hub
iii

Full document details: BS 1ISO 22915-25:2025


http://www.avadocuments.com/doc/bs-iso-22915-25-2025
http://www.avadocuments.com/doc/bs-iso-22915-25-2025

ISO 22915-25:2025(en)

Foreword

[SO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through
ISO technical committees. Each member body interested in a subject for which a technical committee
has been established has the right to be represented on that committee. International organizations,
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types
of ISO documents should be noted. This document was drafted in accordance with the editorial rules of the
[SO/IEC Directives, Part 2 (see www.iso.org/directives).

[SO draws attention to the possibility that the implementation of this document may involve the use of (a)
patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed patent
rights in respect thereof. As of the date of publication of this document, ISO had not received notice of (a)
patent(s) which may be required to implement this document. However, implementers are cautioned that
this may not represent the latest information, which may be obtained from the patent database available at
www.iso.org/patents. ISO shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions
related to conformity assessment, as well as information about ISO's adherence to the World Trade
Organization (WTO) principlesin the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 110, Industrial trucks, Subcommittee SC 4,
Rough-terrain trucks.

Alist of all parts in the ISO 22915 series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

In this document, verification of stability is intended to be the measure of resistance to overturning under
rigidly-controlled static conditions that include considerations for dynamic factors for normal application
and operation of a rough-terrain variable-reach truck operating in the special condition of handling freely
suspended loads. Influencing factors include: mass, mass distribution, travel speed, wind actions, truck
configuration for pick and carry operation, wheelbase, truck suspension, tyre and boom deflection under load.
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Industrial trucks — Verification of stability —

Part 25:
Rough-terrain variable-reach trucks operating in the special
condition of handling freely suspended loads

1 Scope

This document specifies static tests for verifying the stability of non-slewing rough-terrain variable-reach
trucks (hereafter referred to as non-slewing trucks) and slewing rough-terrain variable-reach trucks
(hereafter referred to as slewing trucks) as defined in ISO 5053-1, operating in the special condition of handling
freely suspended loads. Both non-slewing trucks and slewing trucks are hereafter referred to as trucks.

This document applies to trucks fitted with a lifting attachment or lifting point when used in the following
applications:

— picking and placing loads (stationary operation) on substantially firm, smooth, level, and prepared
surfaces;

— travelling with load on unimproved natural terrain and disturbed-terrain with slopes not exceeding
limits determined by the manufacturer, at travel speeds not exceeding 4 km/h and with boom angle and
extension not exceeding the manufacturer's limits.

This document does not deal with hazards that can occur due to the action of the wind on loads.
It is not applicable to those trucks:

— designed for handling freight containers;

— with an articulating chassis;

— equipped with integrated or non-integrated personnel work platforms;

— with a work platform suspended from the extending structure.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes
requirements of this document. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

ISO 22915-1:2016, Industrial trucks — Verification of stability — Part 1: General
[SO 22915-14:2010, Industrial trucks — Verification of stability — Part 14: Rough-terrain variable-reach trucks

[SO 22915-24:2015, Industrial trucks — Verification of stability — Part 24: Slewing variable-reach rough-
terrain trucks

ISO 10896-1, Rough-terrain trucks — Safety requirements and verification — Part 1: Variable-reach trucks
ISO 10896-2, Rough-terrain trucks — Safety requirements and verification — Part 2: Slewing trucks

ISO 10896-4:2015, Rough-terrain trucks — Safety requirements and verification — Part 4: Additional
requirements for variable-reach trucks handling freely suspended loads
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3 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 10896-1, ISO 10896-2, ISO 22915-1
and the following apply.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

3.1
jib
device, telescopic or not, intended to extend forward the lifting point of the truck

Note 1 to entry: See Figure 1.

Figure 1 — Example of jib

[SOURCE: ISO 10896-4:2015, 3.3]

3.2
level ground
ground with a gradient of 0 % + 2 %

[SOURCE: ISO 10896-1:2020, 3.22]

3.3

lifting accessory

component or device (e.g. sling), fitted to the lifting attachment (3.4) or lifting point (3.5) placed between the
lifting attachment or lifting point and the load

[SOURCE: ISO 10896-4:2015, 3.2, modified — included lifting point.]

3.4
lifting attachment
device mounted to the truck from which a lifting accessory (3.3) or a load, can be suspended

EXAMPLE Jib.
[SOURCE: ISO 10896-4:2015, 3.1, modified — example changed.]
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