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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of any
patent rights identified during the development of the document will be in the Introduction and/or on
the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation on the meaning of ISO specific terms and expressions related to conformity
assessment, as well as information about ISO’s adherence to the WTO principles in the Technical Barriers
to Trade (TBT), see the following URL: Foreword — Supplementary information.

The committee responsible for this document is ISO/TC 39, Machine tools, Subcommittee SC 2, Test
conditions for metal cutting machine tools.

This second edition cancels and replaces the first edition (ISO 230-7:2006), which has been technically
revised.

ISO 230 consists of the following parts, under the general title Test code for machine tools:

— Part 1: Geometric accuracy of machines operating under no-load or quasi-static conditions

— Part 2: Determination of accuracy and repeatability of positioning of numerically controlled axes

— Part 3: Determination of thermal effects

— Part 4: Circular tests for numerically controlled machine tools

— Part 5: Determination of the noise emission

— Part 6: Determination of positioning accuracy on body and face diagonals (Diagonal displacement tests)
— Part 7: Geometric accuracy of axes of rotation

— Part 8: Vibrations [ Technical Report]

— Part 9: Estimation of measurement uncertainty for machine tool tests according to series ISO 230, basic
equations [Technical Report]

— Part 10: Determination of the measuring performance of probing systems of numerically controlled
machine tools

— Part 11: Measuring instruments suitable for machine tool geometry tests [Technical Report]
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Introduction

This International Standard has been revised based on the comments received from industry and
academia related to the applications of axis of rotation error motions to rotary tables, and other milling
and drilling operations where more than one sensitive direction can be of critical importance. In this
revision, the terms and definitions were updated and the special cases, where 1st order harmonic of
radial error motion differs in different directions, were addressed. They are also reordered based on
a modified structure for better clarifying the general concepts and their applications. The cases where
there are multiple sensitive directions as well as the consequence of axis of rotation error motion in
radial location of parts (2D sensitive direction) are described.
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Test code for machine tools —

Part 7:
Geometric accuracy of axes of rotation

1 Scope

This partof ISO 230 is aimed at standardizing methods of specification and test of the geometricaccuracy
of axes of rotation used in machine tools. Spindle units, rotary heads, and rotary and swivelling tables of
machine tools constitute axes of rotation, all having unintended motions in space as a result of multiple
sources of errors.

This part of ISO 230 covers the following properties of rotary axes:
— axis of rotation error motion;
— speed-induced axis shifts.

The other important properties of rotary axes, such as thermally induced axis shifts and environmental
temperature variation-induced axis shifts, are dealt with in ISO 230-3.

This part of ISO 230 does not cover the following properties of spindles:

— angular positioning accuracy (see ISO 230-1 and ISO 230-2);

— run-out of surfaces and components (see ISO 230-1);

— tool holder interface specifications;

— inertial vibration measurements (see ISO/TR 230-8);

— noise measurements (see ISO 230-5);

— rotational speed range and accuracy (see ISO 10791-6 and ISO 13041-6);
— balancing measurements or methods (see ISO 1940-1 and ISO 6103);

— idle run loss (power loss);

— thermal effects (see ISO 230-3).

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

ISO 230-1:2012, Test code for machine tools — Part 1: Geometric accuracy of machines operating under
no-load or quasi-static conditions
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3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

NOTE They are presented in this sequence to help the user develop an understanding of the terminology of
axes of rotation. The alphabetical cross-references for these definitions are given in Annex G.

3.1 General concepts

3.1.1

spindle unit

tool or workpiece carrying device providing a capability to rotate the tool or the workpiece around an
axis of rotation

Note 1 to entry: A machine tool may have one or more spindle units.

3.1.2

rotary table

swivelling table

component of a machine tool carrying a workpiece and providing a capability for changing angular
orientation of the workpiece around an axis of rotation

Note 1 to entry: If a rotary table of a machining centre can be used for turning operations, the rotary table can be
seen as a spindle unit for these operations.

3.1.3

rotary head

swivelling head

component of a machine carrying a tool holding spindle unit and providing a capability for changing the
angular orientation of the spindle unit around an axis of rotation

Note 1 to entry: Sometimes multiple axes of rotations may be combined in a machine component.

3.14

spindle

rotor

rotating element of a spindle unit (or rotary table/head)

3.1.5

spindle housing

stator

stationary element of a spindle unit (or rotary table/head)

3.1.6

bearing

element of a spindle unit (or rotary table/head) that supports the rotor and enables rotation between
the rotor and the stator

3.1.7
axis of rotation
line segment about which rotation occurs

[SOURCE: ISO 230-1:2012, 3.5.2]
Note 1 to entry: See Figure 1 a).

Note 2 to entry: In general, during rotation, this line segment translates (in radial and axial directions) and tilts
within the reference coordinate frame due to inaccuracies in the bearings and bearing seats structural motion or
axis shifts, as shown in Figure 1 a) and b).
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3.1.8

positive direction

in accordance with ISO 841, the direction of a movement that causes an increasing positive dimension
of the workpiece

3.1.9
perfect spindle (or rotary table/head)
spindle or rotary table/head having no error motion of its axis of rotation relative to its axis average line

3.1.10
perfect workpiece
rigid body having a perfect surface of revolution about a centreline

3.1.11

functional point

cutting tool centre point or point associated with a component on the machine tool where cutting tool
would contact the part for the purposes of material removal

[SOURCE: 1SO 230-1:2012, 3.4.2]

3.1.12

axis average line

straight line segment located with respect to the reference coordinate axes representing the mean
location of the axis of rotation

Note 1 to entry: See Figure 1 a).

Note 2 to entry: The axis average line is a useful term to describe changes in location of an axis of rotation in
response to load, temperature, or speed changes.

Note 3 to entry: Unless otherwise specified, the position and orientation of the axis average line should be
determined by connecting the calculated least-squares centres of two data sets of radial error motion taken at
axially separated locations (see 3.4).

Note 4 to entry: ISO 841 defines the Z-axis of a machine as being “parallel to the principal spindle of the machine”.
This implies that the machine Z-axis is parallel to the axis average line of the principal spindle. However, since
axis average line definition applies to other spindles and rotary axes as well, in general, not all axes of rotation are
parallel to the machine Z-axis. An axis average line should be parallel to the machine Z-axis only if it is associated
with the principal spindle of the machine.

3.1.13

axis shift

<axis of rotation> quasi-static relative angular and linear displacement, between the tool side and the
workpiece side, of the axis average line due to a change in conditions

Note 1 to entry: See Figure 1 c).

Note 2 to entry: Causes of axis shift include thermal influences, load changes, as well as speed and direction
changes. Axis of rotation error motion measurements are carried out over a period of time (number of revolutions)
and conditions that avoid axis shift.

3.1.14

structural loop

assembly of components which maintains the relative position and orientation between two specified
objects (i.e. between the workpiece and the cutting tool)

Note 1 to entry: A typical pair of specified objects is a cutting tool and a workpiece on a machine tool (e.g. lathe).
In this case, the structural loop would include the workpiece holding fixture (e.g. chuck), spindle, bearings and
spindle housing, the machine head stock, machine bed, the machine slideways, carriages, and the tool holding
fixture.
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z? z?
T T
b) Error motions of axis of rotation c¢) Position and orientation errors (axis shift) of
axis average line
Key
1 spindle (rotor) Exc tilt error motion of C around X-axis
2 error motion trajectory of axis of rotation at Egc tilt error motion of C around Y-axis

varying angular positions of the spindle

3 axis average line Ecc
axis of rotation (at a given angular position of the  Exoc
spindle)

5 spindle housing (stator) Evoc

Exc radial error motion of C in X-axis direction Ea(ov)c

Evyc radial error motion of C in Y-axis direction EB(ox)c

E7c axial error motion of C Ecoc

a  Reference axis.

angular positioning error motion of C
error of the position of C in X-axis direction

error of the position of C in Y-axis direction

error of the orientation of C in A-axis direction;
squareness of Cto Y

error of the orientation of C in B-axis direction;
squareness of C to X

zero position error of C-axis

Figure 1 — Reference coordinate axes, axis average line, and error motions of an axis of
rotation shown for a C spindle or a C rotary axis
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3.1.15

radial throw of a rotary axis at a given point

distance between the geometric axis of a part (or test artefact) connected to a rotary axis and the axis
average line, when the two axes do not coincide

[SOURCE: ISO 230-1:2012, 3.5.10]

3.1.16

run-out of a functional surface at a given section

total displacement measured by a displacement sensor sensing against a moving surface or moved with
respect to a fixed surface

Note 1 to entry: The terms “TIR” (total indicator reading) and “FIM” (full indicator movement) are equivalent to
run-out.

Note 2 to entry: Measured run-out of a rotating surface includes surface profile (form) errors, radial throw of
the axis, axis of rotation error motions and possibly motion of the surface with respect to axis of rotation (due to
dynamic excitation of the workpiece) and structural error motion.

[SOURCE: ISO 230-1:2012, 3.9.7]

3.1.17

stationary point run-out

total displacement measured by a displacement sensor sensing against a point on a rotating surface
which has negligible lateral motion with respect to the sensor when both the sensor and the surface
rotate together

Note 1 to entry: See Figure 2 and ISO 230-1:2012, 10.2.2.

-

Figure 2 — Schematics of sample applications for use of stationary point run-out
(radial test for concentricity and face test for parallelism)

3.1.18

squareness error between two axis average lines

angular deviation from 90° between the axis average line of a rotating component of the machine and (in
relation to) the axis average line of another rotating component of the machine

[SOURCE: ISO 230-1:2012, 3.6.9]
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3.1.19

squareness error between a linear axis of motion and an axis average line

angular deviation from 90° between the reference straight line of a point on a linear moving component
and (in relation to) the axis average line of a rotating component of the machine

Note 1 to entry: The positive direction associated with the axis of rotation is taken as the positive direction of the
linear motion resulting from the right-hand rule according to ISO 841.

[SOURCE: ISO 230-1:2012, 3.6.8]

3.1.20

play
condition of zero stiffness over a limited range of displacement due to clearance between elements of a
structural loop

[SOURCE: ISO 230-1:2012, 3.3.3]

3.1.21

hysteresis

linear (or angular) displacement between two objects resulting from the sequential application and
removal of equal forces (or moments) in opposite directions

Note 1toentry: Hysteresisis caused by mechanisms, such asdrive train clearance, guideway clearance, mechanical
deformations, friction, and loose joints.

[SOURCE: ISO 230-1:2012, 3.3.4]

3.1.211
setup hysteresis
hysteresis of various components in a test setup, normally due to loose mechanical connections

[SOURCE: ISO 230-1:2012, 3.3.5]

3.1.21.2
machine hysteresis
hysteresis of the machine structure when subjected to specific loads

[SOURCE: ISO 230-1:2012, 3.3.6]

3.2 Error motion terms

3.21

axis of rotation error motion

unwanted changes in position and orientation of axis of rotation relative to its axis average line as a
function of angular position of the rotating component

[SOURCE: ISO 230-1:2012, 3.5.4 — modified to improve clarity]
Note 1 to entry: See Figure 3.

Note 2 to entry: This error motion may be measured as motions of the surface of a perfect cylindrical or spherical
test artefact with its centreline coincident with the axis of rotation.

Note 3 to entry: Error motions are specified as location and direction as shown in Figure 3 a) and do not include
motions due to axis shifts associated with changes in temperature, load, or rotational speed.
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a) General case of axis of rotation error motion

/i"rv—

b) Axial error motion

d) Radial error motion

spindle
perfect workpiece

1

2

3  axis average line

4  displacement sensor
5

error motion

O© 0 N O

.,

c¢) Face error motion

e) Tilt error motion

sensitive direction
axial location
radial location

direction angle

Figure 3 — General case of axis of rotation error motion and axial, face, radial, and tilt error
motions for fixed sensitive direction

3.2.2
structural error motion

error motion caused by internal or external excitation and affected by elasticity, mass, and damping of

the structural loop

Note 1 to entry: See 3.9
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Note 2 to entry: Structural error motion can be reaction to the rotation of the spindle/rotary table/head that can
influence the measurements.

3.2.3
bearing error motion
error motion due to imperfect bearing between stationary and rotating components of a rotary axis

Note 1 to entry: See Annex A.

3.24

static error motion

special case of error motion in which error motion is sampled with the spindle (or rotary table/head) at
rest at a series of discrete rotational positions

Note 1 to entry: This is used to measure error motion exclusive of any dynamic influences.

3.3 Consequences of axis of rotation error motion

NOTE The measurement of axis of rotation error motion takes into consideration the intended use of the axis
of rotation. As provided in definition 3.2.1, the axis of rotation error motion indicates the overall motion, in three-
dimensional space, of the axis of rotation with respect to its axis average line. Consequences of this motion on
the accuracy of machined workpieces vary depending on the type of machining application. For example, for the
simplest cases of machining such as single point turning and boring operations, only the component of the error
motion in the direction of the cutting tool at any given time is of importance. But, for a milling operation with
multiple cutting edges, error motion at multiple directions might be of importance. Similarly, axial drilling of holes
on a part mounted on a rotary table requires the axis of rotation error motion of the rotary table corresponding
to the hole pattern in the plane perpendicular to the axis average line to be known. Furthermore, turning of non-
round surfaces presents a case where error motion in the direction of cutting tool is not sufficient to describe
the relationship between the axis of rotation error motion and its consequence on the machined part profile. The
following definitions provide the basis for the measurement and analysis methods of this error motion taking into
account the applications.

3.3.1
sensitive direction
direction perpendicular to the workpiece surface at the functional point

Note 1 to entry: See Figure 3.

Note 2 to entry: Although for many machining and measurement applications there is only one sensitive direction
of interest at a time, for some other applications there may be multiple sensitive directions of interest. However,
for testing purposes, considering only a single sensitive direction may be adequate unless otherwise specified.

3.3.2
non-sensitive direction
direction perpendicular to the sensitive direction

3.3.3

fixed sensitive direction

sensitive direction where the functional point in machine coordinate system does not change with the
angular position of the rotating component

Note 1 to entry: See Figure 4.

Note 2 to entry: For a fixed sensitive direction, the results of the measurement of the relative displacement
between the tool and the workpiece correspond to the shape error of the manufactured surface of a workpiece.

Note 3 to entry: A single-point turning operation has a fixed sensitive direction. However, this is not the case for
turning non-round surfaces.

Note 4 to entry: A rotary table may have multiple fixed sensitive directions. For example, rotary table used for
single point turning in X or Y directions, may have two fixed sensitive directions.
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Figure 4 — Illustration of fixed sensitive directions in facing, turning, and chamfering

3.34
rotating sensitive direction
sensitive direction that rotates synchronously with the angular position of the rotating component

Note 1 to entry: See Figure 5.

Note 2 to entry: A jig borer has a rotating sensitive direction. A milling spindle with multiple-teeth milling cutter
has multiple rotating sensitive directions.

Figure 5 — Illustration of rotating sensitive direction at two instants in time in jig-boring a hole
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3.3.5

varying sensitive direction

sensitive direction that changes as a function of the angular position of the rotating component (as a
result of changing surface normal due to shape of the workpiece surface)

Note 1 to entry: See Figure 6.

Note 2 to entry: For example, single point turning of non-round workpiece, or machining a polygon on a turning
machine, or cam grinding.

6,

Figure 6 — Illustration of varying sensitive direction for cam turning operation

3.3.6

2D effect of axis of rotation error motion

effect of axis of rotation error motion on the position of the functional point in the plane perpendicular
to the axis average line

Note 1 to entry: In the case of drilling a circular hole pattern on a workpiece mounted on a rotary table, axis of
rotation error motion causes errors in the positions of the holes.

3.4 Directional decomposition of axis of rotation error motion

NOTE Similar to error motions of alinear axis (see ISO 230-1:2012, 3.4.3), error motions of axes of rotation are
decomposed into directions along the three orthogonal axes. Since only the component(s) of the axis of rotation
error motion along the sensitive direction(s) influence the geometry of the machined part, the error motion in
three-dimensional space is measured and analysed along the sensitive direction(s). The following definitions
provide the directional decomposition of the error motion.

34.1
radial error motion
error motion in a direction perpendicular to the axis average line and at a specified axial location

Note 1 to entry: See Figure 3 d).

Note 2 to entry: This error motion may be measured as the motions, in the radial direction, of the surface of a
perfect cylindrical or spherical test artefact with its centreline coincident with the axis of rotation.

Note 3 to entry: The term “radial run-out” includes additional errors due to centring and artefact out-of-roundness,
and hence is not equivalent to radial error motion.

3.4.2

pure radial error motion

error motion in which the axis of rotation remains parallel to the axis average line and moves
perpendicular to it in the sensitive direction

Note 1 to entry: Pure radial error motion is just the concept of radial error motion in the absence of tilt error
motion. There should be no attempt to measure it.
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3.4.3
tilt error motion
error motion in an angular direction relative to the axis average line

Note 1 to entry: See Figure 3 e).

Note 2 to entry: This motion may be evaluated as the difference between two simultaneous measurements of the
radial error motion in two radial planes separated by a distance along the axis average line, divided by the axial
separation distance.

Note 3 to entry: “Coning,” “wobble,” “swash”, “tumbling”, and “towering” errors are non-preferred terms for tilt
error motion.

Note 4 to entry: The term “tilt error motion” rather than “angular motion” was chosen to avoid confusion with
rotation about the axis or with angular positioning error of devices such as rotary tables.

3.4.4
axial error motion
error motion coaxial with the axis average line

Note 1 to entry: See Figure 3 b).

Note 2 to entry: This error motion may be measured as the motions, in the axial direction along the axis average
line, of the surface of a perfect flat disk or spherical test artefact with its centreline coincident with the axis of
rotation.

»o« » o«

Note 3 to entry: “Axial slip”, “end-camming”, “pistoning”, and “drunkenness” are non-preferred terms for axial
error motion.

3.4.5
face error motion
error motion parallel to the axis average line at a specified radial location

Note 1 to entry: See Figure 3 c).

Note 2 to entry: Face error motion is a combination of axial and tilt error motions. The term “face run-out” is
analogous to “radial run-out” (see 3.4.2) and hence is not equivalent to face error motion.

3.5 Decomposition of measured axis of rotation error motion based on rotational
frequency

3.5.1

total error motion

error motion as recorded over multiple revolutions, composed of the synchronous and asynchronous
components of the axis of rotation and structural error motions

3.5.2
synchronous error motion
portion of the total error motion that occurs at integer multiples of the rotation frequency

Note 1 to entry: Itis the mean contour of the total error motion polar plot averaged over the number of revolutions.

3.5.3
fundamental error motion
sinusoidal portion of the total error motion that occurs at the rotation frequency

Note 1 to entry: See A.7.6.
Note 2 to entry: Normally, fundamental radial error motion value is considered negligible because, in case of

single fixed or rotating sensitive direction, error motion in radial direction at the rotational frequency does not
result in form errors in machined workpieces (e.g. roundness of turned or bored cylinders is not affected).
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Note 3 to entry: In most cases, the measured (apparent) fundamental radial error motion is the result of the radial
throw of the reference artefact.

Note 4 to entry: If the fundamental radial error motion is different in X- and Y-directions, then it cannot be
neglected in cases of varying sensitive direction and/or determining 2D effects on the position of the functional
point.

3.54

residual synchronous error motion

portion of the synchronous error motion that occurs at integer multiples of the rotation frequency other
than the fundamental

3.5.5

asynchronous error motion

portion of the total error motion that occurs at frequencies other than integer multiples of the rotation
frequency

Note 1 to entry: Asynchronous error motion is the deviations of the total error motion from the synchronous
error motion.

Note 2 to entry: Asynchronous error motion comprises those components of error motion that are
a) not periodic,
b) periodic but occur at frequencies other than the rotation frequency and its integer multiples, and

c) periodic at frequencies that are sub harmonics of the rotation frequency.

3.6 Terms for axis of rotation error motion polar plots

3.6.1

error motion polar plot

representation of error motions of axes of rotation in polar coordinates generated by plotting
displacement versus the angle of rotation of the spindle or rotary table/head

Note 1 to entry: See Figure 7.

3.6.2
total error motion polar plot
polar plot of the total error motion as recorded

Note 1 to entry: See Figure 7 a).

3.6.3
synchronous error motion polar plot
polar plot of the synchronous error motion

Note 1 to entry: See 3.5.2 and Figure 7 b).

Note 2 to entry: It is acceptable to create the synchronous error motion polar plot by averaging the total error
motion polar plot over the number of revolutions.
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c) Asynchronous error motion

asynchronous error motion polar plot
polar plot of the asynchronous error motion

Note 1 to entry: See Figure 7 c).

3.6.5

fundamental error motion polar plot

e) Outer error motion

Figure 7 — Error motion polar plots

best-fit circle passed through the synchronous axial or face error motion polar plot about a specified

polar profile centre
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3.6.6
residual synchronous error motion polar plot
polar plot of the residual synchronous error motion

3.6.7
inner error motion polar plot
contour of the inner boundary of the total error motion polar plot

Note 1 to entry: See Figure 7 d).

3.6.8
outer error motion polar plot
contour of the outer boundary of the total error motion polar plot

Note 1 to entry: See Figure 7 e).

3.7 Terms for axis of rotation error motion polar plot centres

NOTE Since axis of rotation error motions are visualized as polar plots, the assessment of error motion
values rely on centres of these plots. This clause provides the definitions of these centres for the assessment of
error motion values. Table 1 provides the preferred polar plot centres for the types of error motions. If the centre
is not specified in any particular test description, the preferred centre is to be assumed.

Table 1 — Preferred polar plot centres for various error motion types

Error motion type Preferred centre
Radial error motion LSC centre

Tilt error motion LSC centre

Axial error motion PC centre

Face error motion PC centre

3.71
error motion polar plot centre
centre defined for the assessment of error motion polar plots

Note 1 to entry: See Figure 8.

3.7.2

polar chart centre

PC centre

centre of the polar chart

Note 1 to entry: See Figure 8.

3.7.3
polar profile centre
centre derived from the polar profile by a mathematical or graphical technique

3.74

least-squares circle centre

LSC centre

centre of a circle that minimizes the sum of the squares of a sufficient number of equally spaced radial
deviations measured from it to the error motion polar plot

Note 1 to entry: See Figure 8.
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Key
1 error motion polar plot
2 error motion value for LSC centre

Figure 8 — Error motion polar plot, PC (polar chart) centre and LSC (least-square circle) centre,
and error motion value for LSC centre

3.7.5

minimum radial separation centre

MRS centre

centre that minimizes the radial difference required containing the error motion polar plot between
two concentric circles

3.7.6

maximum inscribed circle centre

MIC centre

centre of the largest circle that can be inscribed within the error motion polar plot

3.7.7

minimum circumscribed circle centre

MCC centre

centre of the smallest circle that will just contain the error motion polar plot

Note 1 to entry: Unless otherwise specified, the polar profile centre is determined using the synchronous error
motion polar plot.

Note 2 to entry: A workpiece is centred with zero centring error when the polar chart centre coincides with the
chosen polar profile centre.

3.8 Terms for axis of rotation error motion values

NOTE In most cases, an error motion value is equal to the difference in radii of two concentric circles that
will just enclose the corresponding error motion polar plot, and the value obtained depends upon the location of
the common centre of these two circles. Definitions in this clause help in understanding the phenomena and the
computations. Mathematical analysis allows the values to be calculated without constructing error motion polar
plots.

3.8.1
error motion value
magnitude assessment of an error motion component over a specified number of revolutions
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3.8.2

total error motion value

scaled difference in radii of two concentric circles from a specified error motion centre just sufficient to
contain the total error motion polar plot

Note 1 to entry: Four total error motion values are defined: total radial error motion, total tilt error motion, total
axial error motion, and total face error motion.

3.8.3

synchronous error motion value

scaled difference in radii of two concentric circles from a specified error motion centre just sufficient to
contain the synchronous error motion polar plot

Note 1 to entry: See Figure 9.

Key

a asynchronous error motion value based on PC centre
b  synchronous error motion value based on LSC centre
¢  synchronous error motion plot

Figure 9 — Error motion polar plot, asynchronous error motion, and synchronous error motion
values

3.8.4

asynchronous error motion value

maximum scaled width of the asynchronous error motion polar plot, measured along a radial line
through a specified polar profile centre

Note 1 to entry: See Figure 9.

Note 2 to entry: Asynchronous error motion value is found from the total error motion polar plot as the maximum
radial width of the “cloud band” at any angular position around the circumference. It is the only measurement that
does not employ concentric circles, since it involves the radial variation at a particular angle rather than the radial
variation around the full circumference. To be strictly correct, the asynchronous error motion value should be
measured along a radial line from the polar chart (PC) centre rather than from a best fit centre, even though this
is contrary to what seems intuitively correct (see Figure 9.)
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3.8.5

fundamental axial error motion value

value equivalent to twice the scaled distance between the PC centre and a specified polar profile centre
of the synchronous error motion polar plot

Note 1 to entry: Alternatively, it is the amplitude of the measured synchronous error at the rotational frequency.

Note 2 to entry: Fundamental radial error motion value is neglected (see 3.5.3) for single fixed or rotating sensitive
direction.

3.8.6

residual synchronous error motion value

scaled difference in radii of two concentric circles from a specified error motion centre just sufficient to
contain the residual synchronous error motion polar plot

3.8.7

inner error motion value

scaled difference in radii of two concentric circles from a specified error motion centre just sufficient to
contain the inner error motion polar plot

3.8.8

outer error motion value

scaled difference in radii of two concentric circles from a specified error motion centre just sufficient to
contain the outer error motion polar plot

3.9 Terms for structural error motion

39.1

structural error motion with rotating spindle (or rotary table/head)

motion of one element of a structural loop relative another element, measured while the spindle (or
rotary table/head) is rotating

Note 1 to entry: In some machines, the spindle drive system may transmit large deflections to the structure.

3.9.2

structural error motion with non-rotating spindle (or rotary table/head)

motion of one or more elements of a structural loop relative to the axis of rotation, measured while the
spindle (or rotary table/head) is not rotating

Note 1 to entry: In many applications, it is important to isolate sources of structural motion to external sources,
i.e. coolant or hydraulic pumps, or excitation caused by floor vibration.

3.9.3
structural error motion plot
time-based rectilinear displacement plot or polar plot for recording structural motion

Note 1 to entry: A polar plot may be desired in order to resolve which component of the total structural error
motion is synchronous with the spindle rotation.

394
structural error motion value
range (max. — min.) of displacement measured over a defined time and specified operating conditions

3.10 Terms for axis shift

3.10.1
radial shift
axis shift in the direction perpendicular to the axis average line
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3.10.2
tilt shift
axis shiftin an angular direction relative to the axis average line

3.10.3
axial shift
axis shift in the direction parallel to the axis average line measured on a functional surface

(e.g- Ezo, TABLE, EZ0,SPINDLENOSE)

3.104
face shift
combination of axial and tilt shifts in the axis of rotation measured at a specified radial location

Note 1 to entry: See Figure 3 c).

3.10.5
speed-induced axis shift plot
rectilinear graph of the shift in the axis of rotation as rotational speed is varied

3.10.6

speed-induced axis shift value

difference between the maximum and minimum displacement measurements of axis of rotation by a
single displacement sensor (or a combination of displacement sensors for tilt and face measurements) at
various specified rotational speeds

4 Preliminary remarks

4.1 Measuring units

In this part of ISO 230, all linear dimensions, deviations, and corresponding tolerances are expressed in
millimetres; angular dimensions are expressed in degrees,and angular deviations and the corresponding
tolerances are expressed in ratios as the primary method, butin some cases, microradians or arcseconds
can be used for clarification purposes. Equivalences for units of angular deviations and angular
tolerances are given by the following expression:

0,010/1 000 = 10 prad = 2”

4.2 Reference to ISO 230-1

To apply this part of ISO 230, reference shall be made to ISO 230-1, especially for the installation of
the machine before testing, warming up of the spindle and other moving components, description of
measuring methods, and recommended uncertainty of testing equipment.

4.3 Recommended instrumentation and test equipment

The measuring instruments recommended here are only examples. Other instruments capable of
measuring the same quantities and having the same or smaller measurement uncertainty can be used.

a) For spindle measurements, non-contact linear displacement sensor insensitive to metallographic
variations of the test artefact with adequate range, resolution, thermal stability, accuracy, and
bandwidth. The required bandwidth depends upon the number of undulations per revolution it
is desired to resolve, and the speed range of the spindle. For most machine tools, a bandwidth of
10 kHz is acceptable for rotational speeds of up to 6 000 r/min. Such a displacement sensor is capable
of detecting up to 50 undulations per revolution at this speed. In many cases, such high number
of undulations is not expected in machine tool spindles; therefore, higher spindle speeds can be
accommodated using sensors with 10 kHz bandwidth. In general, proportionally higher bandwidths
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