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National foreword

This British Standard is the UK implementation of ISO 23138:2024.

The UK participation in its preparation was entrusted to Technical
Committee MCE/21, Filters for gases and liquids.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
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accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.
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Foreword

[SO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through
ISO technical committees. Each member body interested in a subject for which a technical committee
has been established has the right to be represented on that committee. International organizations,
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types
of ISO document should be noted. This document was drafted in accordance with the editorial rules of the
[SO/IEC Directives, Part 2 (see www.iso.org/directives).

[SO draws attention to the possibility that the implementation of this document may involve the use of (a)
patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed patent
rights in respect thereof. As of the date of publication of this document, ISO had not received notice of (a)
patent(s) which may be required to implement this document. However, implementers are cautioned that
this may not represent the latest information, which may be obtained from the patent database available at
www.iso.org/patents. ISO shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions
related to conformity assessment, as well as information about ISO's adherence to the World Trade
Organization (WTO) principlesin the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 142, Cleaning equipment for air and other gases.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

The biological exhaust air purification has experienced a very rapid spread in recent years with very positive
effects in various applications.

The most important advantage is the fact that the cleaning process is natural and carried out by
microorganisms. It is currently by far the most environmentally friendly exhaust air purification technology.

The main advantages of this technology are as follows:
— itisanatural process at ambient pressure and ambient temperature;

— the principle is comparable with the wastewater treatment technology which is also well-established
for years;

— there is no need of additional energy in the form of natural gas or oil;

— itis anearly CO, neutral air cleaning technology;

— it has low operation costs;

— ithaslow investment costs.

Long lasting experiences have shown that biological systems especially can be useful for the treatment of:
— odorous air from waste water treatment plants (e.g. H,S, sulfides);

— odorous air from waste treatment plants as composting plants, anaerobic digestion plants (e.g. H,S, NH;,
organic compounds);

— odorous air from industrial processes;
— waste air from paint houses and other industrial processes containing volatile organic compounds (VOC)[2l.

Some parts of this document are based on the German Standards VDI 347701 (Biofilter, first published
in 1984), VDI 3478-1[2] (Bioscrubber, first published in 1985) and VDI 3478-23] (Biotrickling filter, first
published in 1985). (With permission of the Association of German Engineers VDI).
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International Standard 1SO 23138:2024(en)

Biological equipment for treating air and other gases —
General requirements

1 Scope

This document specifies the technology of biological exhaust air purification. The relevant requirements for
a possible application are specified. The different variants of this technique are also presented.

NOTE The process principles of this method are described in Clause 4.

2 Normative references

There are no normative references in this document.

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.
ISO and IEC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

31

biofilter

bioreactor treating waste gas with the aid of biofilm attached to the packing media which moisture is
maintained by a prepositive humidifier or intermittent water feeding to the filter bed

Note 1 to entry: Organic materials are usually used as carrier materials. However, inorganic materials with a large
inner surface area and corresponding microorganism population are also used. The materials used are usually
arranged as bulk layers through which the exhaust gases flow.

[SOURCE: ISO 29464:2024, 3.5.10, modified — Note to entry has been added.]

3.2

biotrickling filter

bioreactor treating waste gas with free moving liquid layers on the surface of inert packing media to supply
nutrients, take away metabolites or control pH for the biofilm attached to the packing media

3.3

bioscrubber

absorber transferring contaminants from waste gas to liquid absorbent, and removing the dissolved
contaminants by suspended-growth microorganisms in a supplementary space

3.4

waste gas

odorant and pollutant-laden gas streams from industrial and agricultural processes and exhaust ventilation
streams from tanks and rooms unsuited for being permanently occupied by humans

3.5
acclimation
adaptation of microorganisms to the substrate volume and composition as well as other environmental factors
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