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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www.iso.org/
iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 35, Paints and varnishes, Subcommittee
SC 9, General test methods for paints and varnishes.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

Typical interior wall coating systems (see Figure 1) are comprised of a thick filler, one coat primer and
two top coats. Thus, the quality of the final interior wall is dependent on the whole coating system from
filler to primer to top coat. Besides, the quality of the application conditions, such as film thickness and
paint-water dilution ratio, contribute to the final wall coating system significantly.
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Figure 1 — Typical interior wall coating system

There is no standardized on-site test method on the market to check the performance of the whole
system worldwide. Currently, so-called “on-site test methods” are relying on visual tests, on fingernail
scrubbing and on touching. These methods are very subjective since results can vary from person to
person, even for the same wall coating system and these results are not repeatable. As a result, this
document provides standardized test methods for on-site wall coatings assessment. Using these
standardized test methods could help distinguish between high-quality and low-quality interior wall
coatings.
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INTERNATIONAL STANDARD IS0 23169:2020(E)

Paints and varnishes — On-site test methods on quality
assessment for interior wall coatings

1 Scope

This document specifies two on-site test methods (on-site cleanability [stain removal] and on-site wet-
scrub resistance) for the evaluation of the quality assessment for interior wall coatings.

These test methods are applicable to white coatings and light-coloured coatings of tristimulus value Y,
greater than 25 measured on a test specimen consisting of a coating applied to a black substrate.

The cleanability test can differentiate the coating quality between 18 % of the pigment volume
concentration (PVC) and the critical pigment volume concentration (CPVC). The on-site wet-scrub
resistance test method can differentiate the coating quality when the PVC is nearly equal to the CPVC
or above.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

[SO 3696, Water for analytical laboratory use — Specification and test methods
[SO 4618, Paints and varnishes — Terms and definitions

[SO 6504-3:2019, Paints and varnishes — Determination of hiding power — Part 3: Determination of hiding
power of paints for masonry, concrete and interior use

[SO 13076, Paints and varnishes — Lighting and procedure for visual assessments of coatings

3 Terms and definitions
For the purposes of this document, the terms and definitions given in [[SO 4618 and the following apply.
ISO and IEC maintain terminological databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at http://www.electropedia.org/

3.1
paint-water dilution ratio
ratio of water to the paint, given as percentage by mass

3.2

light-coloured coating

coating with tristimulus values Y;, greater than 25, measured with a spectrophotometer on a test
specimen consisting of a coating applied to a black substrate

Note 1 to entry: The test shall be in accordance with [SO 6504-3.

Documents

] Document Sharinngub
© IS0 2020 - All rights reserved

Full document details: BS ISO 23169:2020


https://www.iso.org/obp/ui
http://www.electropedia.org/
https://doi.org/10.3403/00631297U
https://doi.org/10.3403/30116979U
https://doi.org/10.3403/30374039
https://doi.org/10.3403/30210876U
https://doi.org/10.3403/30116979U
https://doi.org/10.3403/30113671U
http://www.avadocuments.com/doc/bs-iso-23169-2020
http://www.avadocuments.com/doc/bs-iso-23169-2020

