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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are 
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the 
different types of ISO documents should be noted. This document was drafted in accordance with the 
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of 
any patent rights identified during the development of the document will be in the Introduction and/or 
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.

For an explanation on the meaning of ISO specific terms and expressions related to conformity 
assessment, as well as information about ISO’s adherence to the WTO principles in the Technical 
Barriers to Trade (TBT) see the following URL: Foreword - Supplementary information

The committee responsible for this document is ISO/TC 31, Tyres, rims and valves, Subcommittee SC 3, 
Passenger car tyres and rims.

This second edition cancels and replaces the first edition (ISO 23671:2006), which has been technically 
revised.
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Passenger car tyres — Method for measuring relative wet 
grip performance — Loaded new tyres

1	 Scope

This International Standard specifies the method for measuring relative wet grip braking performance 
index to a reference under loaded conditions for new tyres for use on passenger cars on a wet-paved 
surface.

The methods developed are meant to reduce variability. The use of a reference tyre is necessary to limit 
the variability of the testing procedures.

This International Standard applies to all passenger car tyres.

2	 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are 
indispensable for its application. For dated references, only the edition cited applies. For undated 
references, the latest edition of the referenced document (including any amendments) applies.

ISO 4000-1, Passenger car tyres and rims — Part 1: Tyres (metric series)

ASTM  E303-93 (Reapproved 2013), Standard Test Method for Measuring Surface Frictional Properties 
Using the British Pendulum Tester

ASTM E501-08, Standard Specification for Standard Rib Tire for Pavement Skid-Resistance Tests

ASTM E965-96 (Reapproved 2006), Standard Test Method for Measuring Pavement Macro texture Depth 
Using a Volumetric Technique

ASTM E1136-93 (Reapproved 2003), Standard Specification for A Radial Standard Reference Test Tire

ASTM F2493-08, Standard Specification for P225/60R16 97S Radial Standard Reference Test Tire

EN 13036-1, Road and airfield surface characteristics — Test methods — Part 1: Measurement of pavement 
surface macrotexture depth using a volumetric patch technique

3	 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

3.1
test run
single pass of a loaded tyre over a given test surface

3.2
candidate tyre 
<set> test tyre (set) that is part of an evaluation programme

3.3
reference tyre
<set> special test tyre (set) that is used as a benchmark in an evaluation programme 

Note 1 to entry: These tyres usually have carefully controlled design features to minimize variation.

Note 2 to entry: See ASTM F2493-08 — P225/60R16.
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3.4
control tyre
<set> tyre (set) that is part of an evaluation programme; it is an intermediate tyre (set) which is used 
when the candidate tyre and the reference tyre cannot be directly compared on the same vehicle

3.5
braking force of a tyre
longitudinal force, expressed in newtons, resulting from braking torque application

3.6
braking force coefficient of a tyre
ratio of braking force to vertical load

3.7
peak braking force coefficient of a tyre
maximum value of tyre braking force coefficient that occurs prior to wheel lockup as the braking torque 
is progressively increased

3.8
lockup of a wheel
condition of a wheel in which its rotational velocity about the wheel spin axis is zero and it is prevented 
from rotating in the presence of applied wheel torque

3.9
vertical load
normal reaction of the tyre on the road

3.10
tyre test vehicle
dedicated vehicle which has instruments to measure the vertical and the longitudinal forces on one 
tyre during braking

4	 Methods for measuring wet grip

Relative wet grip braking performance for loaded passenger car new tyres travelling straight ahead on 
a wet, paved surface can be measured by one of the following methods:

—	 vehicle method consisting of testing a set of tyres mounted on a standard vehicle;

—	 test method using a trailer or a tyre test vehicle equipped with the test tyres.

5	 General test conditions

5.1	 Track characteristics

The surface shall have a uniform grade of not more than 2 % and shall not deviate more than 6 mm 
when tested with a 3 m straight edge.

The test surface shall have a pavement of uniform age, composition, and wear. The test surface shall be 
free of loose material and foreign deposits.

It shall be a dense asphalt surface.

The maximum chipping size shall be from 8 mm to 13 mm.

The texture depth measured as specified in EN 13036-1 and ASTM E965-96 (Reapproved 2006) shall 
be (0,7 ± 0,3) mm.

In order to verify the frictional properties of the surface, a) or b) shall be used.
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a)	 British Pendulum Number (BPN) method

The averaged British Pendulum Number (BPN) [British Pendulum Tester method as specified in 
ASTM E303-93 (Reapproved 2013) using the pad as specified in ASTM E501-08] shall be between 42 
BPN and 60 BPN after temperature correction.

Pad rubber component formulation and physical properties are to be requested.

BPN shall be corrected by the wetted road surface temperature. Unless temperature correction 
recommendations are indicated by the British pendulum manufacturer, the following formulae can be 
used:

Temperature correction = –0,001 8 t2 + 0,34 t – 6,1	 (1)

BPN = BPN (measured value) + temperature correction	 (2)

where t is the wetted road surface temperature, in degrees Celsius.

Effects of slider pad wear: The pad shall be removed for maximum wear when the wear on the striking 
edge of the slider reaches 3,2 mm in the plane of the slider or 1,6 mm vertical to it in accordance with 
ASTM E303-93 (Reapproved 2013), 5.2.2 and Figure 3.

Checking track surface BPN constancy for the measurement of wet grip on a standard vehicle: To 
decrease the dispersion of test results, the BPN values of the track should not vary over the entire 
stopping distance. The operation shall be repeated five times at each point of the BPN measurement. 
The BPN shall be measured every 10 m on the braking lane and the coefficient of variation of the BPN 
averages shall not exceed 10 %.

b)	 ASTM E1136-93 (Reapproved 2003) Standard Reference Test Tyre method

The average peak braking force coefficient (μpeak,ave) of the ASTM E1136-93 (Reapproved 2003) (see 
Clause 7) shall be 0,7 ± 0,1 at 65 km/h.

For the trailer method, testing is run in such a way that braking occurs within 2 m of where the surface 
was examined.

The average peak braking force coefficient (μpeak,ave) of the ASTM E1136-93 (Reapproved 2003) shall 
be corrected by the wetted road surface temperature:

temperature correction = 0,0035 (t – 20)	 (3)

peak braking force coefficient (μpeak,ave) = peak braking force coefficient (measured) + temperature 
correction	 (4)

where t is the wetted road surface temperature, in degrees Celsius.

5.2	 Wetting conditions

The surface can be wetted from the track-side or by a wetting system incorporated in the test vehicle 
or the trailer.

If “external watering” is used, water the test surface at least half an hour prior to testing in order to 
equalize the surface temperature and water temperature. External watering should be supplied 
continuously throughout testing.

For the whole testing area, the water depth shall be between 0,5 mm and 1,5 mm.
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