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National foreword

This British Standard is the UK implementation of ISO 23749:2022.

The UK participation in its preparation was entrusted to Technical
Committee CII/9, Microbeam analysis.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2022
Published by BSI Standards Limited 2022

ISBN 978 0 539 05458 3
ICS 71.040.50

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 May 2022.
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Date Text affected

Documents

Document Sharing Hub

Full document details: BS ISO 23749:2022


http://www.avadocuments.com/doc/bs-iso-23749-2022
http://www.avadocuments.com/doc/bs-iso-23749-2022

Full document details: BS ISO 23749:2022

BS IS0 23749:2022

INTERNATIONAL ISO
STANDARD 23749

First edition
2022-04-12

Microbeam analysis — Electron
backscatter diffraction — Quantitative
determination of austenite in steel

Analyse par microfaisceaux — Diffraction d'électrons rétrodiffusés —
Détermination quantitative de 'austénite dans l'acier

= Reference number
= — ISO 23749:2022(E)

ISO Documents

= — Document Sharing Hub

©1S0 2022


http://www.avadocuments.com/doc/bs-iso-23749-2022
http://www.avadocuments.com/doc/bs-iso-23749-2022

BS IS0 23749:2022
IS0 23749:2022(E)

COPYRIGHT PROTECTED DOCUMENT

© IS0 2022, Published in Switzerland
All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or utilized otherwise in any form
or by any means, electronic or mechanical, including photocopying, or posting on the internet or an intranet, without prior
written permission. Permission can be requested from either ISO at the address below or ISO’s member body in the country of
the requester.

ISO copyright office

Ch. de Blandonnet 8 « CP 401

CH-1214 Vernier, Geneva, Switzerland

Tel. +41 22 749 01 11

Fax +41 22 749 09 47

copyright@iso.org

WWw.iso.org Documents

.. Document Sharing Hub
11 © IS0 2022 - All rights reserved

Full document details: BS ISO 23749:2022


http://www.avadocuments.com/doc/bs-iso-23749-2022
http://www.avadocuments.com/doc/bs-iso-23749-2022

BS IS0 23749:2022

IS0 23749:2022
Contents Page
FFOT@WOTM ........oooccceesse 8525585858585 iv
IIMETOUICEIONL. ..ottt 885 v
1 S0P ... 1
2 NOTTNATIVE TEECI@ICES .........ooccoooee e 1
3 Terms and definitions
4 Specimen preparation
4.1 Sampling.........cc.......
4.2 PIrOPATATION ..o
5 PTOCEAUIE..........ooocccc e85 3
5.1 Stage positioning and CaliDIatiON ... 3
5.2 Setting Of TEST PATAIMETET'S .....oocccuoiieiiiriieeieseet et 3
5.3 EBSD data @CqUISTEION ...ooo oo 3
6 DAtA CALCUTATIONL ...t

6.1 Data processing
6.2 Calculation of the cONtENT Of AUSTENITE. ...

6.3 Calculation of 95 % confidence interval and relative accuracy

6.3 1 GEIETAL ..o

6.3.2  Calculation of standard deviation.......

6.3.3  Calculation of 95 % confidence interval.....

6.3.4  Calculation of relative accuracy ...............

6.3.5  Expression of austenite content......
6.4  Analysis of grain size and shape of QUSTENITE ...

6.5 Example

8 Test report

Annex A (informative) Determination of the total scanning area in TRIP 590

Annex B (informative) Example of quantitative analysis of austenite in TRIP 590 steel.............. 11
Documents

© IS0 2022 - All rights reserved bocument Sharin%lHUb

Full document details: BS ISO 23749:2022


http://www.avadocuments.com/doc/bs-iso-23749-2022
http://www.avadocuments.com/doc/bs-iso-23749-2022

BS ISO 23749:2022
ISO 23749:2022

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www.iso.
org/iso/foreword.html.

This document was prepared by Technical Committee 202, Microbeam analysis.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

This test method produces a total quantification result of austenite, separate quantification results of
austenite with different aspect ratio, as well as morphology and distribution of austenite. The retained
austenite in steel, such as transformation induced plasticity (TRIP), twinning induced plasticity
(TWIP), quenching and partitioning (Q&P) steel, can give steel good plasticity due to its TRIP effect,
which is that high plasticity can be induced during deformation by the transformation of austenite into
martensite. The TRIP effect is greatly affected by the content and stability of austenite. The stability
of austenite can be divided into chemical stability and mechanical stability. The chemical stability is
mainly influenced by the carbon content of the austenite. The mechanical stability is primarily affected
by the morphology, aspect ratio, distribution in the matrix of austenite. It is important to understand
the effect of austenite on the mechanical properties through the quantitative results of electron
backscatter diffraction (EBSD).

In a conventional scanning electron microscope (SEM) with a tungsten filament, a spatial resolution
of about 0,25 pm for EBSD can be achieved; however, with a field-emission gun SEM (FEG-SEM), the
resolution limit is 10 nm to 50 nm for EBSD, although the value is strongly dependent both on the
instrument and the instrument operating parameters. See [SO 24173.
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