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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through 
ISO technical committees. Each member body interested in a subject for which a technical committee 
has been established has the right to be represented on that committee. International organizations, 
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely 
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described 
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types 
of ISO document should be noted. This document was drafted in accordance with the editorial rules of the 
ISO/IEC Directives, Part 2 (see www.iso.org/directives).

ISO draws attention to the possibility that the implementation of this document may involve the use of (a) 
patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed patent 
rights in respect thereof. As of the date of publication of this document, ISO had not received notice of (a) 
patent(s) which may be required to implement this document. However, implementers are cautioned that 
this may not represent the latest information, which may be obtained from the patent database available at 
www.iso.org/patents. ISO shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions 
related to conformity assessment, as well as information about ISO's adherence to the World Trade 
Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 107, Metallic and other inorganic coatings, 
Subcommittee SC 3, Electrodeposited coatings and related finishes.

A list of all parts in the ISO 24251 series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. A 
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

High strength steel parts or components are broadly characterized by tensile strengths (Rm) above 
1 000 MPa. They are often used in critical applications, such as in bridges, engines and aircraft, where a 
failure can have catastrophic consequences. Preventing failures and managing the risk of hydrogen 
embrittlement (HE) is a fundamental consideration that implicates the entire supply chain, including steel 
mills, part manufacturers, coaters, application engineers, designers and end users. 

HE has been studied for decades, yet the complex nature of HE phenomena and the many variables make it 
hard to predict HE failures. Research is typically conducted under conditions that are either simplified or 
idealized or both, and the findings cannot be effectively prescribed in industry standards and practices. 
Circumstances are further complicated by specifications or standards that are sometimes either inadequate 
or unnecessarily alarmist or both. Inconsistencies and even contradictions in industry standards have led to 
much confusion and many preventable HE failures. The fact that HE is very often mistakenly determined to 
be the root cause of failure as opposed to a mechanism of failure reflects the confusion.

v

﻿
© ISO 2025 – All rights reserved

Full document details: BS ISO 24251-1:2025

http://www.avadocuments.com/doc/bs-iso-24251-1-2025
http://www.avadocuments.com/doc/bs-iso-24251-1-2025


Full document details: BS ISO 24251-1:2025

http://www.avadocuments.com/doc/bs-iso-24251-1-2025
http://www.avadocuments.com/doc/bs-iso-24251-1-2025


International Standard ISO 24251-1:2025(en)

Prevention of hydrogen assisted brittle fracture of high-
strength steel components —

Part 1: 
Fundamentals and measures

1	 Scope

This document provides guidance on the prevention of hydrogen assisted brittle fracture, known as 
hydrogen embrittlement (HE), that results from the manufacturing process or operating conditions.

This document is applicable to components or parts made of high strength steels.

This document provides guidance on the relationship between material selection, manufacturing (including 
heat treatment) and coating.

NOTE 1	 For hot-dip galvanizing components, see ISO 14713-2.

NOTE 2	 This document does not consider applications under pressurised hydrogen.

2	 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes 
requirements of this document. For dated references, only the edition cited applies. For undated references, 
the latest edition of the referenced document (including any amendments) applies.

ISO 2080, Metallic and other inorganic coatings — Surface treatment, metallic and other inorganic coatings — 
Vocabulary

3	 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 2080 and the following apply.

ISO and IEC maintain terminology databases for use in standardization at the following addresses:

—	 ISO Online browsing platform: available at https://​www​.iso​.org/​obp

—	 IEC Electropedia: available at https://​www​.electropedia​.org/​

3.1
hardness
resistance of a metal to plastic deformation, usually by indentation or penetration by a solid object (at the 
surface or in the core)

3.2
work hardening
increase of mechanical strength and hardness (3.1) when a metal is plastically deformed at ambient 
temperature (by rolling, drawing, stretching, heading, extrusion, etc.) also resulting in a decrease of ductility

1
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3.3
heat treatment
process cycle (controlled heating, soaking and cooling) of a solid metal or alloy product, to either obtain 
a controlled and homogeneous transformation of the material structure or to achieve desired physical or 
mechanical properties, or both

Note 1 to entry: Quenching and tempering, annealing, case hardening and stress relief are examples of heat treatment 
for components or parts.

3.4
quenching and tempering
QT
heat treatment (3.3) process of quench hardening comprising austenitizing and fast cooling, under conditions 
such that the austenite transforms more or less completely into martensite (and possibly into bainite), 
followed by a reheat to a specific temperature for a controlled period, then cooling, in order to achieve the 
required level of physical or mechanical properties

[SOURCE: ISO/TR 20491:2019, 3.4]

3.5
case hardening
thermochemical treatment process consisting of carburizing or carbonitriding followed by quenching which 
induces an increase of hardness (3.1) in the surface of the steel

Note 1 to entry: This process is often used for gears, shafts, thread forming screws, self-drilling screws, etc.

3.6
stress relief
heat treatment (3.3) process by which parts or components are heated to a predetermined and controlled 
temperature followed by a slow cooling, for the purpose of reducing residual stresses induced by 
workhardening (3.2)

3.7
baking
heat treatment (3.3) for the purpose of hydrogen embrittlement relief after surface treatment

3.8
baking duration
period during which the coated material is held at specific baking temperature

3.9
crack
line of fracture (3.11) without complete separation

[SOURCE: ASTM F2078-15]

3.10
failure
loss of the ability of a part to perform a specified function, which in some cases can lead to complete 
fracture (3.11)

3.11
fracture
break occurring when the plastic deformation in a part increases locally above its resistance limit, resulting 
in the separation of the part into two or more pieces, during testing or in service

3.12
fracture morphology
structure and aspect of the fractured surface
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