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National foreword

This British Standard is the UK implementation of ISO 24323:2023.

The UK participation in its preparation was entrusted to Technical
Committee B/518, Structural timber.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO document should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

ISO draws attention to the possibility that the implementation of this document may involve the use
of (a) patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed
patent rights in respect thereof. As of the date of publication of this document, ISO had not received
notice of (a) patent(s) which may be required to implement this document. However, implementers are
cautioned that this may not represent the latest information, which may be obtained from the patent
database available at www.iso.org/patents. ISO shall not be held responsible for identifying any or all
such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to
the World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see
www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 165, Timber structures.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

Timber floors are known to be prone to producing high level of vibration caused by human activities
due to the light-weight nature of these systems. As a result, it is critical that the timber floor design
process takes into account vibrational serviceability. In the past, static deflection check indirectly
provided some degree of control, but it is not a complete solution to the vibration problem. Two ISO
publications have been developed over the last few years under the auspices of ISO/TC 165. The first
publication, ISO 18324[1], is intended for testing of floor response parameters for the purpose of
evaluating vibrational serviceability of the floor. The second publication is ISO/TR 21136[2], which
provides guidelines for developing floor vibration performance criterion.

Annexes A and B recommend limit values for coupled and decoupled criteria respectively. The
calculation equations presented herein are based on the assumption that the floor system has a single
span and simple support conditions.

This document provides flexibility for individual jurisdictions to develop their own performance levels
within the same performance criterion framework using the procedure described in ISO/TR 21136l2],
and for using other models to calculate the fundamental natural frequency and 1 kN static deflection if
desired.
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