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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO’s adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www.iso.
org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 34, Food products, Subcommittee SC 11,
Animal and vegetable fats and oils.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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INTERNATIONAL STANDARD ISO 24363:2023

Determination of fatty acid methyl esters (cis and trans)
and squalene in olive oil and other vegetable oils by gas
chromatography

1 Scope

This document specifies the determination of the fatty acid methyl esters (FAME) and squalene in olive
oil and other vegetable oils by gas chromatography (GC).

This document is applicable to the determination of FAME from C12 to C24, including saturated, cis- and
trans-monounsaturated, cis- and trans-polyunsaturated FAME and squalene.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO 661, Animal and vegetable fats and oils — Preparation of test sample

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.
[SO and IEC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

31
squalene content
mass fraction of squalene in the sample

Note 1 to entry: As determined under the conditions specified in this document.

Note 2 to entry: The squalene content is expressed in milligrams per kilogram of oil, without a decimal place.

3.2

fatty acids methyl esters

FAME

percentage area of triglyceride fatty acids as well as free fatty acids that has been methylated
in the sample

Note 1 to entry: As determined under the conditions specified in this document.

Note 2 to entry: The FAME are expressed as percentage area of FAME (% area of individual fatty acid per 100 %
area of total FAME present in the sample taken).

4 Principle

FAME are formed by trans-esterification with methanolic solution of potassium hydroxide at room
temperature. FAME from C12 to C24, including saturated, cis- and trans- monounsaturated and cis- and
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trans- polyunsaturated FAME are then determined by capillary GC. In the same method, the amount of
squalene is determined in mg/kg using a standard squalene calibration curve.

For oils with FFA > 2,0 %, a prior silica gel solid phase extraction (SPE) clean-up is recommended.

5 Reagents and materials

WARNING — Attention is drawn to the regulations which specify the handling of hazardous
substances. Technical, organizational and personal safety measures shall be followed.

During the analysis, unless otherwise stated, use only reagents of recognized analytical grade and
distilled water or water of equivalent purity.

5.1 Potassium hydroxide, (=285 g/100 g potassium hydroxide).
5.2 Methanol, containing not more than 0,5 % mass fraction water.

5.3 Methanolic potassium hydroxide solution (2 M). Dissolve, with gentle heating, 13,1 g potassium
hydroxide (5.1) in 100 ml absolute methanol (5.2).

5.4 Heptane. Heptane may be replaced by iso-octane (2,2,4-trimethyl pentane, chromatography grade).
5.5 Sodium sulfate, anhydrous, = 99 %.

5.6 Internal standard solution. For the quantification of fatty acids, in g/100 g, the use of an internal
standard is necessary.

NOTE The use of an external calibration with reference mixtures of different fatty acids is also possible.

Prepare an internal standard solution of 5,0 mg/ml heneicosanoic acid methyl ester (C21:0 FAME) in
heptane (5.4). Use C21:0 FAME with a purity of not less than 99 %.

5.7 Reference standard

5.7.1 Fatty acid methyl esters

Use a suitable mixture of FAME and squalene covering the range of analytes expected in the
sample material.

For identification, use a mixture of methyl esters of pure fatty acids, in particular cis- and trans-isomers
of octadecenoic (oleic), trans-isomers of octadecadienoic (linoleic) and octadecatrienoic (a-linolenic)
acids, together with a reference chromatogram.

Use pairs of standards such as C18:3/C20:1 and C23:0/squalene to ensure critical pair separation and
identification.

5.7.2 Squalene
5.7.2.1 For the quantification of squalene, a standard curve is necessary.
5.7.2.2 Standard stock solution: 10,0 mg/ml of squalene (>99 % purity) in heptane (5.4).

5.7.2.3 Standard solutions: Using 5.7.2.2 prepare a series of solutions containing 0,5 to 5,0 mg/ml
of squalene in heptane (5.4). Inject 1 pl of each standard solution (5.7.2.3) into the chromatograph and
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record the resulting chromatograms. Construct a standard curve by plotting the content of squalene
(in pg/ml) against the peak area.

To check for loss of squalene during FAME preparation, a comparison of the results before and after
methylation is recommended.

5.8 Carrier gas. Inert gas (helium or hydrogen), thoroughly dried and with an oxygen
content <10 mg/kg.

5.9 Auxiliary gases:
a) Hydrogen (purity = 99,9 %), free from organic impurities.
b) Air or oxygen, free from organic impurities.

c) Nitrogen (purity > 99 %).

6 Apparatus

The usual laboratory equipment and, in particular, the following shall be used.
6.1 Analytical balance, capable of weighing to the nearest 0,001 g

6.2 Graduated or automatic pipette, capacity 0,1 to 2 ml

6.3 Pipette tip, capacity 0,1 to 2 ml

6.4 Screw-top test tubes, capacity 10 ml with cap fitted with a PTFE liner.
6.5 Vortex.

6.6 GCvials and caps, capacity 2 ml.

6.7 Gas chromatograph for capillary column analysis, split injector, flame ionization detector (FID)
and suitable integration system.

6.8 Capillary column, for GC. Length 100 m and 0,25 mm internal diameter coated with SP-2560%) or
CP Sil 881), 100 % cyanopropyl-silicone stationary phase with a film thickness of 0,25 pm. Other columns
of similar polarity and selectivity may also be used.

Condition the column by temperature programming the oven at 3 °C/min from ambient temperature to
a temperature 10 °C below the decomposition limit of the stationary phase. Maintain the oven at this
temperature for 1 h until stabilization of the baseline. Return it to 165 °C for use under the conditions
of the method.

7 Sample

7.1 Sampling

Sampling is not part of the method specified in this document. A recommended sampling method is
given in ISO 5555. It is important that the laboratory receives a sample which is representative and has
not been damaged or changed during transport or storage.

1) SP-2560 and CP Sil 88 are examples of suitable products available commercially. This information is given for
the convenience of users of this document and does not constitute an endorsement by ISO of tB@ﬂume nts
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