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National foreword

This British Standard is the UK implementation of ISO 24390:2023.

The UK participation in its preparation was entrusted to Technical
Committee NCE/9, Nuclear Installations, Processes & Technologies.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.
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ICS 13.030.30; 27.120.20

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 November 2023.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO document should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

ISO draws attention to the possibility that the implementation of this document may involve the use
of (a) patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed
patent rights in respect thereof. As of the date of publication of this document, ISO had not received
notice of (a) patent(s) which may be required to implement this document. However, implementers are
cautioned that this may not represent the latest information, which may be obtained from the patent
database available at www.iso.org/patents. ISO shall not be held responsible for identifying any or all
such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www.iso.
org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 85, Nuclear energy, nuclear technologies,
and radiological protection, Subcommittee SC 5, Nuclear installations, processes and technologies.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

The activity concentration of very low-level waste (VLLW) is generally below a few becquerels per gram
(Bqg/g), which is still greater than the allowable limits for clearance waste (often 10 times to 100 times
greater). It is generally accepted that due to the low levels of activity associated with this type of waste,
VLLW does not require a high level of containment and isolation, as is the case for low and intermediate
level waste.

To take full advantage of opportunities for directing waste to alternative waste management routes
that are more advantageous, the waste should be appropriately characterized and classified. Accurate
waste characterization is also crucial for the protection of people and the environment, given the lower
levels of isolation or containment barriers at VLLW disposal sites (generally in ordinary landfills).
Additionally, proper characterization may allow waste classification for reuse or recycling.

Although the process for radioactively characterizing waste as low-level waste (LLW), VLLW and
clearance generally follows common principles, it is appropriate to establish a specific document to
assist in identifying low-level waste against waste acceptance criteria on VLLW.

This document describes the methodologies and procedures for the identification of waste that can be
categorized as VLLW.
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INTERNATIONAL STANDARD ISO 24390:2023

Nuclear energy — Nuclear fuel technology —
Methodologies for radioactivity characterization of very
low-level waste (VLLW) generated by nuclear facilities

1 Scope

This document describes methodologies for radioactivity characterization of very low-level waste
(VLLW) generated from the operation or decommissioning of nuclear facilities. The purpose is to
differentiate VLLW from low-level radioactive solid waste and waste below clearance levels. The aim is
to effectively characterize and to demonstrate that it satisfies the criteria for VLLW.

This document focuses specifically on characterization methods of radioactive solid waste. Clearance
and exemption monitoring are not covered within this document. Additionally, the characterization of
liquid and gaseous wastes is also excluded from this document.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO 12749-3, Nuclear energy, nuclear technologies, and radiological protection — Vocabulary — Part 3:
Nuclear fuel cycle

3 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 12749-3 and the
following apply.

[SO and IEC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

3.1

very low-level waste

VLLW

radioactive waste that does not necessarily meet the criteria of exempt waste, but that does not need
a high level of containment and isolation and, therefore, is suitable for disposal in landfill type near
surface repositories with limited regulatory control

Note 1 to entry: Such landfill type near surface repositories may also contain other hazardous waste. Typical
waste in this class includes soil and rubble with low levels of activity concentration. Concentrations of longer-
lived radionuclides in VLLW are generally very limited.

[SOURCE: IAEA Safety Glossary: 2022 edition]
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