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National foreword

This British Standard is the UK implementation of ISO 24489:2024.

The UK participation in its preparation was entrusted to Technical
Committee WEE/46/9, Acoustic Emission Testing.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.
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Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 29 February 2024.
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Foreword

[SO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through
ISO technical committees. Each member body interested in a subject for which a technical committee
has been established has the right to be represented on that committee. International organizations,
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types
of ISO document should be noted. This document was drafted in accordance with the editorial rules of the
[SO/IEC Directives, Part 2 (see www.iso.org/directives).

[SO draws attention to the possibility that the implementation of this document may involve the use of (a)
patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed patent
rights in respect thereof. As of the date of publication of this document, ISO had not received notice of (a)
patent(s) which may be required to implement this document. However, implementers are cautioned that
this may not represent the latest information, which may be obtained from the patent database available at
www.iso.org/patents. ISO shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions
related to conformity assessment, as well as information about ISO's adherence to the World Trade
Organization (WTO) principlesin the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 135, Non-destructive testing, Subcommittee
SC 9, Acoustic emission testing.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

Industrial applications of acoustic emission testing for atmospheric metal storage tanks have been gaining
wider usage alongside marked improvement of acoustic emission testing technologies. The effectiveness of
any application of acoustic emission testing depends upon proper and correct use of the acoustic emission
instruments and test techniques.

In addition, existing international acoustic emission standards lack a specification of a classification system
with the associated recommendations for maintenance.

The purpose of this document is to provide requirements for the testing equipment, testing procedures and
classification system for acoustic emission testing for corrosion of atmospheric metal storage tank floors.
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International Standard 1SO 24489:2024(en)

Non-destructive testing — Acoustic emission testing —
Detection of corrosion at atmospheric and low-pressure
metallic storage tank floors

1 Scope

This document describes the testing methodology based on acoustic emission (AE) for atmospheric and low-
pressure (less than or equal to 50 kPa on top of the tank) metallic storage tank floors and the classification
system to be used for test results.

This document applies to acoustic emission testing (AT) for corrosion severity of atmospheric metal storage
tank floors.

The technique is limited to tank floors made of construction steel and relies on an active corrosion process.
It applies only in cases where corrosion of the floor is the governing damage mechanism. Good results will
be obtained providing corrosion conditions have not changed.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes
requirements of this document. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

[SO 12716, Non-destructive testing — Acoustic emission inspection — Vocabulary

N 13477-2, Non-destructive testing — Acoustic emission testing — Equipment characterisation — Part 2:
Verification of operating characteristic

3 Terms and definitions
For the purposes of this document, the terms and definitions given in ISO 12716 and the following apply.

ISO and IEC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

3.1

acoustic emission testing

AT

testing of a test object during controlled stimulation using acoustic emission instrumentation to detect and
analyse sources of acoustic emission

[SOURCE: EN 1330-9:2017, 2.5.1]

3.2
Hsu-Nielsen source
device to simulate an acoustic emission event using the fracture of a brittle graphite lead in a suitable fitting

Note 1 to entry: Hue-Nielsen source is according to Figure 1.
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Key

1 pencil

2 guide ring

3 graphite lead
hardness grade 2 H
diameter 0,5 mm
length 3,0+ 0,5 mm

Figure 1 — Hsu-Nielsen source

4 General principles

During the operation of atmospheric metallic storage tanks, the tank floor is potentially subjected to a
corrosive environment and due to the ongoing corrosion process AE waves are generated.

Elastic waves are generated by AE events from the corrosion process itself or peeling and cracking of
corrosion products on the tank floor and are transmitted to the surface of the tank wall predominantly
through the storage medium.

The purpose of AT of storage tank floors is to detect the AE signals related to the corrosion process with AE
sensors mounted in the lower part of the tank wall.

By receiving and analysing these signals, the severity of the tank floor corrosion condition can be determined
and assessed.

5 Qualification of test personnel
AT shall be performed by competent personnel. In order to ensure that this is the case, it is recommended

that the personnel meet the requirements of ISO 9712 or equivalent.

6 Test equipment

6.1 Acoustic emission testing system

An AT system consists of an AE instrument including software, AE sensors, preamplifiers, interconnecting
cables and mounting devices holding the sensors.

All essential parts of the AT system shall be specified in a written test instruction agreed at the time of
enquiry or order (see 10.2).
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