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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of ISO 24605:2024.

The UK participation in its preparation was entrusted to Technical
Committee GSE/40, Gas supply equipment for natural gas vehicles.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2024
Published by BSI Standards Limited 2024

ISBN 978 0 539 13357 8
ICS 43.060.40

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 June 2024.

Amendments/corrigenda issued since publication

Date Text affected
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Foreword

[SO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through
ISO technical committees. Each member body interested in a subject for which a technical committee
has been established has the right to be represented on that committee. International organizations,
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types
of ISO document should be noted. This document was drafted in accordance with the editorial rules of the
[SO/IEC Directives, Part 2 (see www.iso.org/directives).

[SO draws attention to the possibility that the implementation of this document may involve the use of (a)
patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed patent
rights in respect thereof. As of the date of publication of this document, ISO had not received notice of (a)
patent(s) which may be required to implement this document. However, implementers are cautioned that
this may not represent the latest information, which may be obtained from the patent database available at
www.iso.org/patents. ISO shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions
related to conformity assessment, as well as information about ISO's adherence to the World Trade
Organization (WTO) principlesin the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 22, Road vehicles, Subcommittee SC 41, Specific
aspects for gaseous fuels.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

This document was developed for the examination, testing and certification of newly produced dimethyl-
ether vehicle fuelling nozzles with a pressure-equalizing port and receptacles with a pressure-equalizing
port for pressure-equalization filling systems only. It applies to nozzles with a pressure equalizing port and
receptacles with a pressure-equalizing port used in the dimethyl-ether pressure-equalization filling system
and not to the fuel system of the vehicle.

A nozzle with a pressure-equalizing port conforming to this document will be functionally compatible
from a safety and performance perspective with all listed receptacles with pressure-equalizing ports
of compatible profile and system pressure. Similarly, a receptacle conforming to this document will be
functionally compatible from a safety and performance perspective with all listed nozzles with pressure-
equalizing ports of compatible profile and system pressure.

As there may eventually be many different kinds of nozzles with pressure-equalizing ports and receptacles
with pressure-equalizing ports available from a variety of manufacturers which, for safety reasons, should
all be compatible with each other, this document specifies one standardized profile of receptacle. This
standard profile incorporates the design specifications (mating materials, geometry and tolerances) which
may be considered in the certification of a submitted nozzle or receptacle.
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International Standard ISO 24605:2024(en)

Road vehicles — Dimethyl ether (DME) refuelling connector
with pressure equalizing port

1 Scope

This document applies only to dimethyl-ether refuelling connectors with a pressure-equalizing port,
hereinafter referred to as devices, constructed entirely of new, unused parts and materials. Dimethyl-ether
refuelling connectors with a pressure-equalizing port consist of the following components, as applicable:

a) nozzle with a pressure-equalizing port,

The refuelling nozzle and pressure-equalizing port are integrated so that the connecting of the refuelling
path and pressure-equalizing path is performed with a single action (mounted on the dispenser side)
(see Clause 5).

b) receptacle with a pressure-equalizing port (mounted on vehicle) (see Clause 7).

This document applies to devices which use dimethyl ether as fuel, hereinafter referred to in this document
as M15 [see 9.2 ¢)]:

This document applies to devices with standardised mating components.

This document applies to connectors which prevent dimethyl-ether vehicles from being fuelled by fuel-
station dispensers for other gaseous fuels.

This document is applicable to dimethyl ether in accordance with ISO 16861.

All references to pressures (kPa) throughout this document are considered gauge pressures unless
otherwise specified.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes
requirements of this document. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

ISO 188, Rubber, vulcanized or thermoplastic — Accelerated ageing and heat resistance tests

ISO 1431-1, Rubber, vulcanized or thermoplastic — Resistance to ozone cracking — Part 1: Static and dynamic
strain testing

ISO 1817, Rubber, vulcanized or thermoplastic — Determination of the effect of liquids
IS0 9227, Corrosion tests in artificial atmospheres — Salt spray tests

ISO 16861, Petroleum products — Fuels (class F) — Specifications of dimethyl ether (DME)

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.
[SO and IEC maintain terminology databases for use in standardization at the following addresses:

— IS0 Online browsing platform: available at https://www.iso.org/obp
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