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This British Standard is the UK implementation of ISO 24650:2024.
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Contractual and legal considerations
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Foreword

[SO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through
ISO technical committees. Each member body interested in a subject for which a technical committee
has been established has the right to be represented on that committee. International organizations,
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types
of ISO document should be noted. This document was drafted in accordance with the editorial rules of the
[SO/IEC Directives, Part 2 (see www.iso.org/directives).

[SO draws attention to the possibility that the implementation of this document may involve the use of (a)
patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed patent
rights in respect thereof. As of the date of publication of this document, ISO had not received notice of (a)
patent(s) which may be required to implement this document. However, implementers are cautioned that
this may not represent the latest information, which may be obtained from the patent database available at
www.iso.org/patents. ISO shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions
related to conformity assessment, as well as information about ISO's adherence to the World Trade
Organization (WTO) principlesin the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 22, Road vehicles, Subcommittee SC 35,
Lighting and visibility.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

Vehicles with automated driving systems (ADS) need more sensors, such as radars, lidars and cameras.
These components are located outside the vehicle, which means they are exposed to weather conditions that
can cause contamination on sensitive surfaces. This can affect visibility, which can impair safe driving.

For Level 1 and Level 2 ADS (defined in ISO/SAE PAS 22736), any failure in sensor detection is overcome
by the driver immediately recovering control of the vehicle. From Level 3 onwards, the driver alone cannot
guarantee vehicle safety, and a scenario-based safety evaluation must be performed (see ISO 34502).

Sensor technology is evolving rapidly and becoming more robust. It is therefore difficult to determine
single set of uniform criteria on how clean sensors have to be for automated driving systems to perform as
expected. This can also depend on the role of the given sensor.

Regardless of which sensor is used to determine a vehicle's environment, the front surface of a sensor is kept
clean by a system that maintains visibility performance. Evaluating the cleanliness of the front surface of a
sensor after a cleaning operation determines the efficiency of the cleaning systems.

Documents

© IS0 2024 - All rights reserved Document Sharing Hub
v
Full document details: BS ISO 24650:2024


http://www.avadocuments.com/doc/bs-iso-24650-2024
http://www.avadocuments.com/doc/bs-iso-24650-2024

Documents

Document Sharing Hub

Full document details: BS 1ISO 24650:2024


http://www.avadocuments.com/doc/bs-iso-24650-2024
http://www.avadocuments.com/doc/bs-iso-24650-2024

International Standard ISO 24650:2024(en)

Road vehicles — Sensors for automated driving under
adverse weather conditions — Assessment of the cleaning
system efficiency

1 Scope

This document proposes a standard test procedure to assess the efficiency of cleaning systems for sensors.
It addresses the following conditions:

— dust/mud
— frost/snow
— mist/rain

This document does not propose a preferred cleaning system. This documentis intended to be technologically
neutral and performance-oriented. Its focus is on the cleaning system, not on sensor detection. The
assessment method specified in this document is therefore fully independent from sensor technology and
from the data generated by the sensor when in use.

This document is entirely focussed on the cleanliness of the front surface of the sensor.

This document does not address continuous contamination, such as continuous rain. This is because in these
circumstances, the efficiency of the cleaning system can only be assessed from inside the sensor.

For non-continuous contamination, this document includes intermittent cleaning, which is considered a
succession of cleaning cycles that are launched periodically, as defined in 3.2.

The test does not include specific day time/night time conditions. This is because these conditions have no impact
on the results and the average clean remains similar. However, more efficient cleaning can be done at night.

This document does not cover contamination with insects due to the challenges of ensuring homogeneous
application.

This document does not provide indicators for sensor performance. This document is limited to the
evaluation of the removal of contamination from surfaces.

This document does not include evaluation on preventive measures taken in the installation design. The
aerodynamic design affects how mud sprayed from a moving vehicle or rain droplets can reach and build-up
on the sensor's frontal protection layer. Countermeasure design is beyond the scope of this document.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes
requirements of this document. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

[SO 19403-2, Paints and varnishes — Determination of the surface free energy of solid surfaces by measuring
the contact angle

Documents

© IS0 2024 - All rights reserved Document Sharing Hub
1
Full document details: BS ISO 24650:2024


http://www.avadocuments.com/doc/bs-iso-24650-2024
http://www.avadocuments.com/doc/bs-iso-24650-2024

