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Foreword

[SO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through
ISO technical committees. Each member body interested in a subject for which a technical committee
has been established has the right to be represented on that committee. International organizations,
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types
of ISO document should be noted. This document was drafted in accordance with the editorial rules of the
[SO/IEC Directives, Part 2 (see www.iso.org/directives).

[SO draws attention to the possibility that the implementation of this document may involve the use of (a)
patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed patent
rights in respect thereof. As of the date of publication of this document, ISO had not received notice of (a)
patent(s) which may be required to implement this document. However, implementers are cautioned that
this may not represent the latest information, which may be obtained from the patent database available at
www.iso.org/patents. ISO shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions
related to conformity assessment, as well as information about ISO's adherence to the World Trade
Organization (WTO) principlesin the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 204, Intelligent transport systems.

This second edition cancels and replaces the first edition (ISO_25110:2017), which has been technically
revised.

The main changes are as follows:
— Clause 3 has been updated and ISO 17573-2 has been made the primary source for terms and definitions;

— in Clause 6, a provision related to the EFC functions invoked by roadside equipment to instruct the
on-board equipment has been changed from a recommendation to a requirement for conformance to
ISO 14906.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

0.1 Background and motivation
Two payment systems currently exist for dealing with electronic fee collection (EFC):
1) the central account system, which uses a one-piece on-board unit (OBU), and

2) the on-board account system, which uses a payment media such as the integrated circuit card (ICC)
inserted in an element of on-board equipment (OBE).

ICCs are widely used for public transport cards such as subway and bus payment means, and electronic
money cards are used for general purpose payments, as well as for credit cards and banking cards. In the
future, ICCs are expected to also be used for EFC payment means, providing convenience and flexibility; see

Figure 1.
r —
|
< OBE main body >
[ \ - Communication control
< One-piece OBU> - EFC application control
- EFC-related data
- Communication control - Payment-related data
- EFC application control ———
- EFC-related data Functionally
- Payment-related data separated o)
\ / < IC card or other media> Result:
—— more
- Payment-related data convenient
and flexible
b d

Use: existing cards, such
as public transport card or
credit card etc., or new
future media.

Figure 1 — Motivation for on-board accounts using ICCs

Currently, relevant descriptions in existing EFC-related standards are focused on the central account system,
which is comparatively simple and gives more feasibility for EFC interoperability than the on-board account
system, which is complex and has more items to be settled.

Figure 2 shows the basic model of EFC, in which the OBE is used as a communication means and the ICC
carries the payment means.
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Figure 2 — The basic model of EFC

Considering the widespread use of transport cards or electronic money cards, a new International Standard
for an on-board account system using ICCs is required. Furthermore, the rapid development in certain
regions of the use of state-of-the-art mobile phones integrated with ICC functions as a payment means for
public transport or retail shopping (a “mobile electronic purse”), makes standardization on this theme
essential when considering future EFC payment methods.

0.2 Objective and use

The objective of this document is to classify data transfer models based on operational requirements and to
define a specific ICC access interface for on-board accounts using ICCs. Furthermore, this document provides
practical examples of transactions in Annex B, for consideration and easy adoption by toll road operators.

This document provides a common technical platform for on-board accounts using ICCs to deal with various
operational requirements, along with practical examples of on-board accounts used or planned in several
countries.

Each toll road operator can establish their own specification by selecting one example in the models of this
document (like a toolbox) to meet their requirements.

Figure 3 shows the principle of an on-board account architecture and the scope of this document. The
descriptions in this document focus on the interface (I/F) between the RSE and OBE to access the ICC.

-
: DSRC IC card I/F
|
|
Central : Roadside On-board
system -~ equipment equipment IC card
(RSE) (OBE)

Generic scope of the standard

Figure 3 — Principle of an on-board account architecture and scope of this document
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International Standard 1SO 25110:2025(en)

Electronic fee collection — Interface definition for on-board
account using an integrated circuit card (ICC)

1 Scope

This document specifies the data transfer models between roadside equipment (RSE) and integrated circuit
cards (ICCs) and the interface descriptions between the RSE and on-board equipment (OBE) for on-board
accounts using an ICC. It also provides examples of interface definitions and transactions deployed in several
countries.

This document covers:

— data transfer models between the RSE and ICC which correspond to the categorized operational
requirements and the data transfer mechanism for each model;

— the interface definition between the RSE and OBE based on each data transfer model;
— the interface definition for each model;

— the functional configuration;

— RSE command definitions for ICC access;

— the data format and data element definitions of RSE commands;

— atransaction example for each model (Annex B).

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes
requirements of this document. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

ISO/IEC 7816-4, Identification cards — Integrated circuit cards — Part 4: Organization, security and commands
for interchange

ISO 14906, Electronic fee collection — Application interface definition for dedicated short-range communication

ISO 17573-2:2025Y, Electronic fee collection — System architecture for vehicle related tolling — Part 2:
Vocabulary

3 Terms and definitions
For the purposes of this document, the terms and definitions given in ISO 17573-2:20252) and the following apply.

ISO and IEC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

1) Under preparation. Stage at the time of publication: ISO/DIS 17573-2:2025.
2) Under preparation. Stage at the time of publication: ISO/DIS 17573-2:2025.
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3.1
Element

ISO 25110:2025(en)

dedicated short-range communication (DSRC) directory containing application information in the form of

attributes

[SOURCE: ISO 14906:2022, 3.8]

4 Abbreviated terms

For the purposes of this document, the following abbreviated terms apply unless otherwise specified.

AID application identifier

APDU application protocol data unit

ASN.1 Abstract Syntax Notation One

ATR answer to reset

ATS answer to select

BST beacon service table

CPU central processing unit

DSRC dedicated short-range communication
EAL evaluation assurance level

EFC electronic fee collection

EID Element identifier

EVENT-RT EVENT-Report

IC integrated circuit(s)

ICC integrated circuit(s) card (IC card)
I/F interface

[FMS interoperable fare management system
MAC medium access control

OBE on-board equipment

SAM secure application module

5 Data transfer models

5.1 General

5.1.1 Overview

There are three types of data transfer models that can be used by on-board accounts using ICC to cope with
the operational requirements described in Annex A.
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The data transfer models are as follows:
— the transparent type;

— the caching type;

— the buffering type.

Figure 4 shows the layer structure of the RSE, OBE and ICC, where the mid-layer of application interfaces is
the focus of this document.

NOTE Subjects covered by existing standards for physical and other protocol layers both between the RSE and
OBE, and between OBE and ICC are outside the scope of this document.

There are two types of virtual bridges contained in an OBE. The first type is Bridge-1, in which an RSE
command sent from the RSE is decomposed and the ICC access command contained in the application
protocol data unit (APDU) part of the RSE command is transferred to the ICC I/F to access the ICC. The
second type is Bridge-2, in which an RSE command sent from the RSU is transformed to ICC access command
and transferred to the ICC I/F to access the ICC.

Bridge-1 corresponds to the transparent type and the buffering type defined in this document, whereas
Bridge-2 corresponds to the caching type.

RSE OBE application ICC 0S/

application Bridge-2 application
r" " -"-7T-"---"-""""""""""-""-""""""—"—"—-"-—"-F”"”"”"”"”"”""”""®~"¥"¥"”¥”"¥"”¥"¥"”¥”"¥7"7”¥ 77”07 ¥ A
| |
| |
I Application Application interface Application I
: interface Bridge-1 interface I
| |
| |
| |
| |
. . . . . . . . |\ . . . ! ]

DSRC DSRC ICC interface ICC interface

Figure 4 — Application interfaces of RSE, OBE and ICC

5.1.2 Transparent type

The ICC command data are transferred directly from the RSE to the ICC through the OBE. The OBE
temporarily stores the ICC command data and response data in the buffer memory. See Figure 5.

OBE
RSE Command CPU Command 1cc
Response Response

Key

CPU central processing unit

Figure 5 — Generic structure of transparent type
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5.1.3 Caching type

The EFC-related data are read out from the ICC at the presentation and stored in the secure application
module (SAM) of the OBE. In the DSRC communication, the EFC-related data in the SAM is transferred to the
RSE. See Figure 6.

OBE

Command Command
RSE CPU SAM IcC
Response Response

Figure 6 — Generic structure of caching type

5.1.4 Buffering type

The EFC-related data, which are limited to non-sensitive data, are read from the ICC at the presentation
and stored in the buffer memory in the OBE. In the DSRC communication, the EFC-related data in the buffer
memory is transferred to the RSE. See Figure 7.

OBE
Command
RSE Command CPU 1cc
Response I Response
Buffer
memory

Figure 7 — Generic structure of buffering type

5.2 Symbols

In the data transfer mechanism of each model, the symbols given in Figure 8 are applied.
r-r-—--—m——r—r——-""""""""""F"""""""""=""-""="-"-—-"—"—"""—"=—"/"=—-"=""- A
I [Symbols] :
| |
: Data set [: ICC command :
| Debit command |
Qo |
I Value data I
| |
r———,—ee—,e——————————eee e e e e e e e —_—_——— -

Figure 8 — Definition of symbols

5.3 Transparent type — definition

5.3.1 General

In this model, the maximum vehicle speed is limited by the data transfer rate between the ICC and OBE so
that the vehicle has to stop or pass slowly beneath an RSE antenna when a conventional contact ICC is used.
The key feature of this type is that the OBE is simplified by eliminating the secure memory inside of the OBE
and by using high transfer rate ICCs.
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