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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.
The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an

International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 25119-3 was prepared by Technical Committee ISO/TC 23, Tractors and machinery for agriculture and
forestry, Subcommittee SC 19, Agricultural electronics.

ISO 25119 consists of the following parts, under the general title Tractors and machinery for agriculture and
forestry — Safety-related parts of control systems:

— Part 1: General principles for design and development
— Part 2: Concept phase
— Part 3: Series development, hardware and software

— Part 4: Production, operation, modification and supporting processes
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Introduction

ISO 25119 sets out an approach to the design and assessment, for all safety life cycle activities, of
safety-relevant systems comprising electrical and/or electronic and/or programmable electronic components
(E/E/PES) on tractors used in agriculture and forestry, and on self-propelled ride-on machines and mounted,
semi-mounted and trailed machines used in agriculture. It is also applicable to municipal equipment. It covers
the possible hazards caused by the functional behaviour of E/E/PES safety-related systems, as distinct from
hazards arising from the E/E/PES equipment itself (electric shock, fire, nominal performance level of E/E/PES
dedicated to active and passive safety, etc.).

The control system parts of the machines concerned are frequently assigned to provide the critical functions of
the safety-related parts of control systems (SRP/CS). These can consist of hardware or software, can be
separate or integrated parts of a control system, and can either perform solely critical functions or form part of
an operational function.

In general, the designer (and to some extent, the user) will combine the design and validation of these
SRP/CS as part of the risk assessment. The objective is to reduce the risk associated with a given hazard (or
hazardous situation) under all conditions of use of the machine. This can be achieved by applying various
protective measures (both SRP/CS and non-SRP/CS) with the end result of achieving a safe condition.

ISO 25119 allocates the ability of safety-related parts to perform a critical function under foreseeable
conditions into five performance levels. The performance level of a controlled channel depends on several
factors, including system structure (category), the extent of fault detection mechanisms (diagnostic coverage),
the reliability of components (mean time to dangerous failure, common-cause failure), design processes,
operating stress, environmental conditions and operation procedures. Three types of failures are considered:
systematic, common-cause and random.

In order to guide the designer during design, and to facilitate the assessment of the achieved performance
level, ISO 25119 defines an approach based on a classification of structures with different design features and
specific behaviour in case of a fault.

The performance levels and categories can be applied to the control systems of all kinds of mobile machines:
from simple systems (e.g. auxiliary valves) to complex systems (e.g. steer by wire), as well as to the control
systems of protective equipment (e.g. interlocking devices, pressure sensitive devices).

ISO 25119 adopts a customer risk-based approach for the determination of the risks, while providing a means
of specifying the target performance level for the safety-related functions to be implemented by E/E/PES
safety-related channels. It gives requirements for the whole safety life cycle of E/E/PES (design, validation,
production, operation, maintenance, decommissioning), necessary for achieving the required functional safety
for E/E/PES that are linked to the performance levels.
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Tractors and machinery for agriculture and forestry —
Safety-related parts of control systems —

Part 3:
Series development, hardware and software

1 Scope

This part of ISO 25119 provides general principles for the series development, hardware and software of
safety-related parts of control systems (SRP/CS) on tractors used in agriculture and forestry, and on self-
propelled ride-on machines and mounted, semi-mounted and trailed machines used in agriculture. It can also
be applied to municipal equipment (e.g. street-sweeping machines). It specifies the characteristics and
categories required of SRP/CS for carrying out their safety functions.

This part of ISO 25119 is applicable to the safety-related parts of electrical/electronic/programmable electronic
systems (E/E/PES). As these relate to mechatronic systems, it does not specify which safety functions or
categories are to be used in a particular case.

It is not applicable to non-E/E/PES systems (e.g. hydraulic, mechanic or pneumatic).

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 25119-1:2010, Tractors and machinery for agriculture and forestry — Safety-related parts of control
systems — Part 1: General principles for design and development

ISO 25119-2:2010, Tractors and machinery for agriculture and forestry — Safety-related parts of control
systems — Part 2: concept phase

ISO 25119-4:2010, Tractors and machinery for agriculture and forestry — Safety-related parts of control
systems — Part 4: Production, operation, modification and supporting processes

3 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 25119-1 apply.
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4 Abbreviated terms

For the purposes of this document, the following abbreviated terms apply.

AgPL agricultural performance level

AgPL, required agricultural performance level
CAD computer-aided design

Cat hardware category

CCF common-cause failure

DC diagnostic coverage

DCavg average diagnostic coverage

ECU electronic control unit

ETA event tree analysis

E/E/PES electrical/electronic/programmable electronic systems

EMC electromagnetic compatibility
EUC equipment under control
FMEA failure mode and effects analysis

FMECA failure mode effects and criticality analysis
EPROM erasable programmable read only memory
FSM functional safety management

FTA fault tree analysis

HAZOP hazard and operability study

HIL hardware in the loop
MTTF mean time to failure
MTTF4 mean time to dangerous failure

MTTF 4¢ mean time to dangerous failure for each channel

PES programmable electronic system
QM quality measures

RAM random-access memory

SOP start of production

SRL software requirement level

SRP safety-related parts

SRP/CS safety-related parts of control systems
SRS safety-related system

UML unified modelling language.
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5 System design

5.1 Objectives
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The objective is to define a development process for producing a design that fulfils the safety requirements for

the entire safety-related system.

5.2 General

Safety requirements constitute all requirements aimed at achieving and ensuring functional safety. During the
safety life cycle, safety requirements are detailed and specified in ever greater detail at hierarchical levels.
The different levels for safety requirements are illustrated in Figure 1. For the overall representation of the
procedure for developing safety requirements, see also 5.4. In order to support management of safety
requirements, the use of suitable tools for requirements management is recommended.
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@  The first of two numbers separated by a slash refers to the respective part of ISO 25119, and the second to the clause
in that document: 2/6 is ISO 25119-2:2010/Clause 6, 3/5 is ISO 25119-3:2010/Clause 5, and so on.

Figure 1 — Structuring of safety requirements
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5.3 Prerequisites

Before beginning system design, define the safety-related function requirements, application and operation
environment.

5.4 Requirements

5.4.1 Structuring safety requirements

The functional safety concept specifies the basic functioning of the safety-related system with which the safety
goals are to be fulfiled. The basic allocation of functional safety requirements to the system architecture is
specified by the technical safety concept in the form of technical safety requirements. This system architecture
is comprised of both hardware and software.

The hardware safety requirements refine and solidify the requirements of the technical safety concept.
Clause 6 describes how to specify the hardware requirements in detail.

The software safety requirements are derived from the requirements of the technical safety concept and the
underlying hardware. The requirements for the software defined in Clause 7 shall be taken into account.

This clause specifies the approach to be used in the specification of the safety concept requirements during
system design, thereby providing a basis for error-free system design.

5.4.2 Functional safety concept

5.4.21 General requirements of functional safety concept

Safety functions are normally identified during the system risk analysis, and the functional safety concept
document includes the functional safety requirements for the system.

The implementation for each safety concept requirement shall consider the following.

— Feasibility
When listing functional safety requirements, attention shall be paid to the feasibility of the requirement,
considering constraints, such as available technology, as well as financial and time resources. The
persons in charge of implementation shall understand and accept the technical safety requirements.

— Unambiguousness

The functional safety requirements shall be formulated as precisely and unambiguously as possible.

NOTE A functional safety requirement is unambiguously formulated when it permits only one interpretation by the
anticipated readers.

— Consistency

Functional safety requirements shall not be self-contradicting (internal consistency), nor shall they
contradict other requirements (external consistency).

Analyses of the requirements and comparisons between different requirements are necessary to ensure
external consistency. This is a requirement management task.

— Completeness

The functional safety concept shall take all relevant norms, standards and statutory regulations into
account.
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The functional safety concept shall take into account all relevant safety goals derived from the risk
analysis according to 1ISO 25119-2.

The completeness of the functional safety concept increases iteratively during system design. To ensure
completeness:

1) the version of the functional safety concept and the version of the relevant underlying sources shall
be specified;

2) the requirements from change management (see I1ISO 25119-4:2010, Clause 10) shall be met and,
for this reason, the functional safety requirements shall be structured and formulated to provide
support for a modification process;

3) the functional safety requirements shall be reviewed (see ISO 25119-4:2010, Clause 6).

The functional safety concept shall consider all phases of the life cycle (including production, customer
operation, servicing and decommissioning).

5.4.2.2 Specification of the functional safety concept

This clause presents the information that is required to be specified in the functional safety concept. The
functional safety concept may be derived from the machine failure scenarios evaluated during a risk analysis.

Each failure scenario description shall include the following:

— environmental conditions (moving on an ice covered road, up-hill, down-hill, weather, etc.);
— machine conditions (engine running, in-gear, standing still, etc.);

— resulting AgPL;

— safe state descriptions (engine stopped, valve off, transmission in park, continue function at reduced
performance, etc.).

5.4.3 Technical safety concept

5.4.3.1  General requirements of technical safety concept
The technical safety concept document includes the technical safety requirements for the system.

Each technical safety concept shall be associated (e.g. by cross-reference) with higher-level safety
requirements, which may be

— other technical safety requirements,

— functional safety requirements, or

— safety goals and objectives.

NOTE Traceability can be greatly facilitated by the use of suitable requirement management tools.

Just as for the functional safety concept, the implementation of each technical safety concept requirement
shall take account of feasibility, unambiguousness, consistency and completeness.
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— Feasibility
When listing technical safety requirements, attention shall be paid to the feasibility of the requirement
considering constraints, such as available technology, as well as financial and time resources. Those in
charge of implementation shall understand and accept the technical safety requirements.

— Unambiguousness

The technical safety requirements shall be formulated as precisely and unambiguously as possible.

NOTE A technical safety requirement is unambiguously formulated when it permits only one interpretation by the
anticipated readers.

— Consistency

Technical safety requirements shall not be self-contradicting (internal consistency), nor shall they
contradict other requirements (external consistency).

Analyses of the requirements and comparisons between different requirements are necessary to ensure
external consistency. This is a requirement management task.

— Completeness
The technical safety concept shall take the following into account:
1) all safety objectives and functional safety requirements;
2) all relevant norms, standards and statutory regulations;

3) the relevant results from safety analysis tools (FMEA, FTA, etc.); the safety analysis provides
iterative support for the technical safety concept during system development.

The completeness of the technical safety concept increases iteratively during system design. To ensure
completeness:

4) the version of the technical safety concept and the version of the relevant underlying sources shall be
specified;

5) the requirements from change management (see ISO 25119-4:2010, Clause 10) shall be met and,
for this reason, the technical safety requirements shall be structured and formulated to provide
support for a modification process;

6) the technical safety requirements shall be reviewed (see ISO 25119-4:2010, Clause 6).

The technical safety concept shall consider all phases of the life cycle (including production, customer
operation, servicing and decommissioning).

5.4.3.2 Specification of the technical safety concept

5.4.3.21 General

The technical safety concept shall include hardware and software safety requirements sufficient for the design
of the unit of observation, and shall be determined in accordance with 5.4.3.1.
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5.4.3.2.2 States and times

The behaviour of the unit of observation, its modules and their interfaces shall be specified for all relevant
operating states, including

— start-up,

— normal operation,

— shut-down,

— restart after reset, and

— reasonably foreseeable unusual operating states (e.g. degraded operating states).

In particular, failure behaviour and the required reaction shall be described exactly. Additional emergency
operation functions may be included.

The technical safety concept shall specify a safe state for each functional safety requirement, the transition to
the safe state, and the maintenance of the safe state. In particular, it shall be specified whether shutting off the
unit of observation immediately represents a safe state, or if a safe state can only be attained by a controlled
shut down.

The technical safety concept shall specify for each functional safety requirement the maximum time that may
elapse between the occurrence of an error and the attainment of a safe state (response time). All response
times for subsystems and sub-functions shall be specified in the technical safety concept.

If no safe state can be achieved by a direct shut down, a time shall be defined during which a special

emergency operation function has to be sustained for all subsystems and sub-functions. This emergency
operation function shall be documented in the technical safety concept.

5.4.3.2.3 Safety architecture, interfaces and marginal conditions

The safety architecture and its sub-modules shall be described. In particular, the technical measures shall be
specified. The technical safety concept shall separately describe the following modules (as applicable):

— sensor system, separate for each physical parameter recorded;

— miscellaneous digital and analogue input and output units;

— processing, separate for each arithmetic unit/discrete logical unit;

— actuator system, separate for each actuator;

— displays, separate for each indicator unit;

— miscellaneous electromechanical components;

— signal transmission between modules;

— signal transmission from/to systems external to the unit of observation;
— power supply.

The interfaces between the modules of the unit of observation, interfaces to other systems and functions in
the machine, as well as user interfaces, shall be specified.
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Limitations and marginal conditions of the unit of observation shall be specified. This applies in particular to
extreme values for all ambient conditions in all phases of the life cycle.

6 Hardware

6.1 Objectives

The objective is to define acceptable hardware architectures for safety-related control systems.

6.2 General

Improving the hardware structure of the safety-related parts of a control system can provide measures for
avoiding, detecting or tolerating faults. Practical measures can include redundancy, diversity and monitoring.

In general, the following fault criteria should be taken into account.

— If, as a consequence of a fault, further components fail, the first fault and all following faults are
considered to be a single fault.

— Two or more separate faults having a common cause are regarded as a single fault (known as common
cause failure).

— The simultaneous occurrence of two independent faults is considered highly unlikely.

6.3 Prerequisites

The prerequisite is AgPL,, determined for each safety function to be realized by the hardware.

6.4 Requirements

The hardware development process shall begin at the system level where safety functions and associated
requirements are identified (see Figure 2).

The hardware safety analysis shall be used to identify the performance level (AgPL,) for each system safety
function (see ISO 25119-2).

The designer shall group functions into appropriate architectures (hardware category) with associated
MTTF4c, DC and CCF.

The system may be broken down into subsystems for easier development.

Each phase of the development cycle shall be verified.
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@  The first of two numbers separated by a slash refers to this part of ISO 25119 and the second to Clause 6.

Figure 2 — Hardware development V-model

The design procedure for the hardware system architecture is as follows.
a) Select a hardware category (see ISO 25119-2:2010, Annex A).

b) Identify the component operating environment and stress level.

c) Select components.

d) Calculate and verify that the MTTF 4. meets the required level (see ISO 25119-2:2010, Annex B).

e) Determine and verify that the DC meets the required level (see ISO 25119-2:2010, Annex C).
f)  Consider CCF (see ISO 25119-2:2010, Annex D).

g) Consider systematic failures (see ISO 25119-2:2010, Annex E).

h) Consider other safety functions (see ISO 25119-2:2010, Annex F).

NOTE Iteration could be required for the above steps.
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6.5 Hardware categories

The safety-related parts of control systems shall be designed in accordance with the requirements of one or
more of the five categories specified in ISO 25119-2:2010, Annex A.

When a safety function is realized by an integrated combination of multiple hardware categories, the resulting
safety function, AgPL, is limited by the overall hardware category: MTTF 4, DC, SRL, CCF, etc. (see Figure 3).

To determine the overall SRL, see 7.3.4.7.

Cat B/1 Cat B/1
S S
| - L -l O . L O of| | - L o)
A A /
o E]
L =
|
|
Y
s
TE °© . oTE

Cat 2 (complete system)

%
L

Key

| input device (e.g. sensor) S, interconnecting signal input
L logic Sy interconnecting signal output
(0] output device (e.g. actuator) m monitoring

TE test equipment Cat  hardware category

OTE output of test equipment

Figure 3 — Integrated system with maximum AgPL for category 2

6.6 Work products

The following work products are applicable to hardware design:

a) hardware safety validation test plan;

b) hardware safety validation test specification;

c) hardware safety validation test results;

d) hardware system integration test plan/hardware subsystem test plan;
e) hardware system integration test specification;

f)  hardware system integration test results/hardware subsystem test results.
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7 Software

7.1 Software development planning

7.1.1 Objectives
The objective is to determine and plan the individual phases of software development. This includes the

process of software development itself, which is described in this clause, as well as the necessary supporting
processes described in ISO 25119-4:2010, Clause 10.

7.1.2 General

Figure 4 illustrates the process for developing software. In the following paragraphs and tables, each box in
the diagram is explained in detail.

Appropriate techniques/measures should be selected according to the required SRL. Given the large number
of factors that affect software safety integrity, it is not possible to give an algorithm for combining the
techniques and measures that are correct for any given application. For a particular application, the

appropriate combination of techniques or measures should be stated during safety planning, with appropriate
techniques or measures being selected according to the requirements in 7.1.4.

7.1.3 Prerequisites

The prerequisites in this phase are

— the required SRL as determined by the AgPL, for each safety function to be realized,
— the project plan (including system development plan),

— the system verification plan,

— the technical safety concept,

— the system design specification, and

— the safety plan.
7.1.4 Requirements

71.4.1 Phase determination

For the software development process, it shall be determined which phases of software development (see
Figure 4) are to be carried out. The extent and complexity of the project shall be taken into account. The
phases can be carried out according to Figure 4, without modification, or individual phases can be combined,
if all work products of the combined phases are generated.

NOTE It is common to combine individual phases if the method used makes it difficult to clearly distinguish between
the phases. For example, the design of the software architecture and the software implementation can be generated
successively with the same computer-aided development tool, as is done in the model-based development process.

Other phases can be added by distributing the activities and tasks.

EXAMPLE The application of data can be inserted as a separate phase before the safety validation of the electronic
control unit. The safety validation of the ECU can be conducted differently depending on the distribution of the functions —
as a test of particular ECU or as a test of the combined control network. It could be conducted at the test location of the
component systems or at the laboratory vehicle.
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7.1.4.2 Process flexibility

Activities and tasks may be moved from one phase to another.

7143 Process timetable

A timetable shall be set up showing the relationship between the individual phases of the software
development and the product development process including the integration steps at machine level.

7.1.4.4 Applicability

After the software safety requirement specification has been completed according to Table 1, it should be
determined which software safety requirements shall be applied to which integration steps.

7.1.4.5 Supporting processes

Supporting processes shall be planned and implemented as part of the software development process:
a) the work products shall be documented according to ISO 25119-4:2010, Clause 12;

b) changes to the software shall be dealt with according ISO 25119-4:2010, Clause 10;

c) the work products shall be subject to the configuration management process.

NOTE Supporting process b), above, includes a strategy for dealing with the different branches of the software that
result from changes, including the merging of these branches.

7.1.4.6 Phases of software development

For each phase of software development, the selection of the appropriate development methods and
measures, the corresponding tools, and the guidelines for the implementation of the methods, measures and
tools shall be carried out according to the SRL.

These selections shall be justified with regard to the appropriateness to the application area, and shall be
made at the beginning of each development phase.

When selecting methods and measures, it needs to be kept in mind that, in addition to manual coding,
model-based development can be applied in which the source code or the object code is automatically
generated from models.

NOTE The selection of coordinated methods and measures offers the possibility of reducing the complexity of
software development.
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Figure 4 — Software development V-model

7.1.4.7 Using the tables

For every development method and measure, Tables 1 to 6 present an entry for each of the four SRL, using

“w,” “ .

either the symbol “+” or “0”:

+ the method or measure shall be used for this SRL, unless there is reason not to, in which case that
reason shall be documented during the planning phase;

o there is no recommendation for or against the use of this method or measure for this SRL.

In a table, an “0” may appear to the right of a “+”. This means a more rigorous measure or technique is

available for the same SRL.

Methods and measures corresponding to the respective SRL shall be selected. Alternative or equivalent
methods and measures are identified by letters after the number. At least one of the alternative or equivalent
methods and measures marked with a “+” shall be selected.

If a special method or measure is not listed in the tables, this does not mean that such a method or measure

may not be used. If an unlisted method or measure is substituted for one listed in the table, it shall be one that
has an equivalent or higher value.
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