BS ISO 25131:2025

Hardware for furniture — Strength and
durability of hinges and their components —
Stays and hinges pivoting on a horizontal axis

°
bSl o Documents

Document Sharing Hub

Full document details: BS 1ISO 25131:2025


http://www.avadocuments.com/doc/bs-iso-25131-2025
http://www.avadocuments.com/doc/bs-iso-25131-2025

BRITISH STANDARD

National foreword

This British Standard is the UK implementation of ISO 25131:2025.

The UK participation in its preparation was entrusted to Technical
Committee FW/0/2, Domestic and Contract Furniture.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2025
Published by BSI Standards Limited 2025

ISBN 978 0 539 32772 4
ICS 97.140

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 September 2025.

Amendments/corrigenda issued since publication
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Foreword

[SO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through
ISO technical committees. Each member body interested in a subject for which a technical committee
has been established has the right to be represented on that committee. International organizations,
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types
of ISO document should be noted. This document was drafted in accordance with the editorial rules of the
[SO/IEC Directives, Part 2 (see www.iso.org/directives).

[SO draws attention to the possibility that the implementation of this document may involve the use of (a)
patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed patent
rights in respect thereof. As of the date of publication of this document, ISO had not received notice of (a)
patent(s) which may be required to implement this document. However, implementers are cautioned that
this may not represent the latest information, which may be obtained from the patent database available at
www.iso.org/patents. ISO shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions
related to conformity assessment, as well as information about ISO’s adherence to the World Trade
Organization (WTO) principlesin the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 136, Furniture.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction
This document provides furniture manufacturers, designers and developers with comparable information
regarding the performance of all types of hinges pivoting on a horizontal axis and their components.

The tests consist of the application of loads, forces and velocities simulating normal functional use, as well
as misuse, that can reasonably be expected to occur.

With the exception of the corrosion test in 6.4, the tests are designed to evaluate properties without regard
to materials, design/construction or manufacturing processes.

The strength and durability tests only relate to the hinges pivoting on a horizontal axis and the parts used
for the attachment (e.g. mounting plates, screws).

The strength and durability tests are carried out in a test frame with specified properties. The test results
can only be used as a guide to the performance of a piece of furniture.

The test results are only valid for the hinges tested. These results may be used to represent the performance
of production models provided that the tested model is representative of the production model.

Annex A provides requirements for product information.

Annex B provides loads and cycles.
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International Standard ISO 25131:2025(en)

Hardware for furniture — Strength and durability of hinges
and their components — Stays and hinges pivoting on a
horizontal axis

1 Scope

This document specifies test methods and test parameters for the strength and durability of all hinges, stays
and systems, which include stays and hinges pivoting on a horizontal axis and their components for all fields
of application.

It does not apply to systems intended for storage functions.

With the exception of corrosion, ageing and the influence of heat and humidity are not included.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes
requirements of this document. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

[SO 9427, Wood-based panels — Determination of density

ISO 6270-2, Paints and varnishes — Determination of resistance to humidity — Part 2: Condensation (in-cabinet
exposure with heated water reservoir)

[SO 10289, Methods for corrosion testing of metallic and other inorganic coatings on metallic substrates —
Rating of test specimens and manufactured articles subjected to corrosion tests

, Particleboards and fibreboards — Determination of resistance to axial withdrawal of screws

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.
[SO and IEC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

31
catch device
device which keeps or pulls a flap in place, but does not require a second action in order to release it

EXAMPLE A magnetic catch, a self-closing or self-opening mechanism.
3.2
top hinged flap
flap which opens upwards and which consists of one or more parts
3.3
bottom hinged flap
flap which opens downwards and which consists of one or more parts
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