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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO 26262-5 was prepared by Technical Committee ISO/TC 22, Road vehicles, Subcommittee SC 3, 
Electrical and electronic equipment. 

ISO 26262 consists of the following parts, under the general title Road vehicles — Functional safety: 

 Part 1: Vocabulary 

 Part 2: Management of functional safety 

 Part 3: Concept phase 

 Part 4: Product development at the system level 

 Part 5: Product development at the hardware level 

 Part 6: Product development at the software level 

 Part 7: Production and operation 

 Part 8: Supporting processes 

 Part 9: Automotive Safety Integrity Level (ASIL)-oriented and safety-oriented analyses 

 Part 10: Guideline on ISO 26262 
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Introduction 

ISO 26262 is the adaptation of IEC 61508 to comply with needs specific to the application sector of electrical 
and/or electronic (E/E) systems within road vehicles. 

This adaptation applies to all activities during the safety lifecycle of safety-related systems comprised of 
electrical, electronic and software components. 

Safety is one of the key issues of future automobile development. New functionalities not only in areas such 
as driver assistance, propulsion, in vehicle dynamics control and active and passive safety systems 
increasingly touch the domain of system safety engineering. Development and integration of these 
functionalities will strengthen the need for safe system development processes and the need to provide 
evidence that all reasonable system safety objectives are satisfied. 

With the trend of increasing technological complexity, software content and mechatronic implementation, there 
are increasing risks from systematic failures and random hardware failures. ISO 26262 includes guidance to 
avoid these risks by providing appropriate requirements and processes. 

System safety is achieved through a number of safety measures, which are implemented in a variety of 
technologies (e.g. mechanical, hydraulic, pneumatic, electrical, electronic, programmable electronic) and 
applied at the various levels of the development process. Although ISO 26262 is concerned with functional 
safety of E/E systems, it provides a framework within which safety-related systems based on other 
technologies can be considered. ISO 26262: 

a) provides an automotive safety lifecycle (management, development, production, operation, service, 
decommissioning) and supports tailoring the necessary activities during these lifecycle phases; 

b) provides an automotive-specific risk-based approach to determine integrity levels [Automotive Safety 
Integrity Levels (ASIL)]; 

c) uses ASILs to specify applicable requirements of ISO 26262 so as to avoid unreasonable residual risk; 

d) provides requirements for validation and confirmation measures to ensure a sufficient and acceptable 
level of safety being achieved; 

e) provides requirements for relations with suppliers. 

Functional safety is influenced by the development process (including such activities as requirements 
specification, design, implementation, integration, verification, validation and configuration), the production 
and service processes and by the management processes. 

Safety issues are intertwined with common function-oriented and quality-oriented development activities and 
work products. ISO 26262 addresses the safety-related aspects of development activities and work products. 

Figure 1 shows the overall structure of this edition of ISO 26262. ISO 26262 is based upon a V-model as a 
reference process model for the different phases of product development. Within the figure: 

 the shaded “V”s represent the interconnection between ISO 26262-3, ISO 26262-4, ISO 26262-5, 
ISO 26262-6 and ISO 26262-7; 

 the specific clauses are indicated in the following manner: “m-n”, where “m” represents the number of the 
particular part and “n” indicates the number of the clause within that part. 

EXAMPLE “2-6” represents Clause 6 of ISO 26262-2. 
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Road vehicles — Functional safety — 

Part 5: 
Product development at the hardware level 

1 Scope 

ISO 26262 is intended to be applied to safety-related systems that include one or more electrical and/or 
electronic (E/E) systems and that are installed in series production passenger cars with a maximum gross 
vehicle mass up to 3 500 kg. ISO 26262 does not address unique E/E systems in special purpose vehicles 
such as vehicles designed for drivers with disabilities. 

Systems and their components released for production, or systems and their components already under 
development prior to the publication date of ISO 26262, are exempted from the scope. For further 
development or alterations based on systems and their components released for production prior to the 
publication of ISO 26262, only the modifications will be developed in accordance with ISO 26262. 

ISO 26262 addresses possible hazards caused by malfunctioning behaviour of E/E safety-related systems, 
including interaction of these systems. It does not address hazards related to electric shock, fire, smoke, heat, 
radiation, toxicity, flammability, reactivity, corrosion, release of energy and similar hazards, unless directly 
caused by malfunctioning behaviour of E/E safety-related systems. 

ISO 26262 does not address the nominal performance of E/E systems, even if dedicated functional 
performance standards exist for these systems (e.g. active and passive safety systems, brake systems, 
Adaptive Cruise Control). 

This part of ISO 26262 specifies the requirements for product development at the hardware level for 
automotive applications, including the following: 

 requirements for the initiation of product development at the hardware level, 

 specification of the hardware safety requirements, 

 hardware design, 

 hardware architectural metrics, and 

 evaluation of violation of the safety goal due to random hardware failures and hardware integration and 
testing. 

The requirements of this part of ISO 26262 for hardware elements are applicable both to non-programmable 
and programmable elements, such as ASIC, FPGA and PLD. Furthermore, for programmable electronic 
elements, requirements in ISO 26262-6, ISO 26262-8:2011, Clause 11, and ISO 26262-8:2011, Clause 12, 
are applicable. 
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2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO 26262-1:2011, Road vehicles — Functional safety — Part 1: Vocabulary 

ISO 26262-2:2011, Road vehicles — Functional safety — Part 2: Management of functional safety 

ISO 26262-4:2011, Road vehicles — Functional safety — Part 4: Product development at the system level 

ISO 26262-6:2011, Road vehicles — Functional safety — Part 6: Product development at the software level 

ISO 26262-7:2011, Road vehicles — Functional safety — Part 7: Production and operation 

ISO 26262-8:2011, Road vehicles — Functional safety — Part 8: Supporting processes 

ISO 26262-9:2011, Road vehicles — Functional safety — Part 9: Automotive Safety Integrity Level (ASIL)-
oriented and safety-oriented analyses 

3 Terms, definitions and abbreviated terms 

For the purposes of this document, the terms, definitions and abbreviated terms given in ISO 26262-1:2011 
apply. 

4 Requirements for compliance 

4.1 General requirements 

When claiming compliance with ISO 26262, each requirement shall be complied with, unless one of the 
following applies: 

a) tailoring of the safety activities in accordance with ISO 26262-2 has been planned and shows that the 
requirement does not apply, or 

b) a rationale is available that the non-compliance is acceptable and the rationale has been assessed in 
accordance with ISO 26262-2. 

Information marked as a “NOTE” or “EXAMPLE” is only for guidance in understanding, or for clarification of 
the associated requirement, and shall not be interpreted as a requirement itself or as complete or exhaustive. 

The results of safety activities are given as work products. “Prerequisites” are information which shall be 
available as work products of a previous phase. Given that certain requirements of a clause are ASIL-
dependent or may be tailored, certain work products may not be needed as prerequisites. 

“Further supporting information” is information that can be considered, but which in some cases is not required 
by ISO 26262 as a work product of a previous phase and which may be made available by external sources 
that are different from the persons or organizations responsible for the functional safety activities. 
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4.2 Interpretations of tables 

Tables are normative or informative depending on their context. The different methods listed in a table 
contribute to the level of confidence in achieving compliance with the corresponding requirement. Each 
method in a table is either 

a) a consecutive entry (marked by a sequence number in the leftmost column, e.g. 1, 2, 3), or 

b) an alternative entry (marked by a number followed by a letter in the leftmost column, e.g. 2a, 2b, 2c). 

For consecutive entries, all methods shall be applied as recommended in accordance with the ASIL. If 
methods other than those listed are to be applied, a rationale shall be given that these fulfil the corresponding 
requirement. 

For alternative entries, an appropriate combination of methods shall be applied in accordance with the ASIL 
indicated, independent of whether they are listed in the table or not. If methods are listed with different 
degrees of recommendation for an ASIL, the methods with the higher recommendation should be preferred. A 
rationale shall be given that the selected combination of methods complies with the corresponding 
requirement. 

NOTE A rationale based on the methods listed in the table is sufficient. However, this does not imply a bias for or 
against methods not listed in the table. 

For each method, the degree of recommendation to use the corresponding method depends on the ASIL and 
is categorized as follows: 

 “++” indicates that the method is highly recommended for the identified ASIL; 

 “+” indicates that the method is recommended for the identified ASIL; 

 “o” indicates that the method has no recommendation for or against its usage for the identified ASIL. 

4.3 ASIL-dependent requirements and recommendations 

The requirements or recommendations of each subclause shall be complied with for ASIL A, B, C and D, if not 
stated otherwise. These requirements and recommendations refer to the ASIL of the safety goal. If ASIL 
decomposition has been performed at an earlier stage of development, in accordance with ISO 26262-9:2011, 
Clause 5, the ASIL resulting from the decomposition shall be complied with. 

If an ASIL is given in parentheses in ISO 26262, the corresponding subclause shall be considered as a 
recommendation rather than a requirement for this ASIL. This has no link with the parenthesis notation related 
to ASIL decomposition. 

5 Initiation of product development at the hardware level 

5.1 Objectives 

The objective of the initiation of the product development for the hardware is to determine and plan the 
functional safety activities during the individual subphases of hardware development. This also includes the 
necessary supporting processes described in ISO 26262-8. 

This planning of hardware-specific safety activities is included in the safety plan (see ISO 26262-2:2011, 6.4.3, 
and ISO 26262-4:2011, 5.4). 
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5.2 General 

The necessary activities and processes needed to develop hardware that meets the safety requirements are 
planned. Figure 2 illustrates the hardware level product development process steps in order to comply with the 
requirements of this part of ISO 26262, and the integration of these steps within the ISO 26262 framework. 

The necessary activities and processes for the product development at the hardware level include: 

 the hardware implementation of the technical safety concept; 

 the analysis of potential hardware faults and their effects; and 

 the coordination with software development. 

By contrast to the software development subphases, this part of ISO 26262 contains two clauses describing 
quantitative evaluations of the overall hardware architecture of the item. 

Clause 8 describes two metrics to evaluate the effectiveness of the hardware architecture of the item and the 
implemented safety mechanisms to cope with random hardware failures. 

As a complement to Clause 8, Clause 9 describes two alternatives to evaluate whether the residual risk of 
safety goal violations is sufficiently low, either by using a global probabilistic approach or by using a cut-set 
analysis to study the impact of each identified fault of a hardware element upon the violation of the safety 
goals. 

Initiation of product development 
at the hardware level 5.5

System Design4.7

Specif ication of hardware safety 
requirements5.6

Evaluation of safety goal violations 
due to random hardware failures

5.9

Hardware integration and testing5.10

Qualif ication of hardware 
components

8.13

Hardware design5.7

ISO 26262-5: Product development at the hardware level

Production7.5

Evaluation of the hardware 
architectural metrics

5.8

Item integration and testing4.8

Scope of ISO 26262-5

Operation, service (maintenance 
and repair), and decommissioning7.6

 

NOTE Within the figure, the specific clauses of each part of ISO 26262 are indicated in the following manner: “m-n”, 
where “m” represents the number of the part and “n” indicates the number of the clause, e.g. “4.7” represents Clause 7 of 
ISO 26262-4. 

Figure 2 — Reference phase model for the product development at the hardware level 
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5.3 Inputs to this clause 

5.3.1 Prerequisites 

The following information shall be available: 

 project plan (refined) in accordance with ISO 26262-4:2011, 5.5.1; 

 safety plan (refined) in accordance with ISO 26262-4:2011, 5.5.2; and 

 item integration and testing plan (refined) in accordance with ISO 26262-4:2011, 5.5.3. 

5.3.2 Further supporting information 

The following information can be considered: 

 qualification report (of hardware components or parts), if applicable (see ISO 26262-8:2011, 13.5.3). 

5.4 Requirements and recommendations 

5.4.1 The safety plan in accordance with ISO 26262-2 shall be detailed, including determination of 
appropriate methods and measures, with respect to the activities for the product development at the hardware 
level, consistent with the planning of activities in ISO 26262-6. 

5.4.2 The hardware development process for the hardware of the item, including methods and tools, shall 
be consistent across all subphases of the hardware development, and consistent with system and software 
subphases, so that the requirement flow retains its accuracy and consistency during the hardware 
development. 

5.4.3 The tailoring of the safety lifecycle activities for product development at the hardware level shall be 
performed in accordance with ISO 26262-2:2011, 6.4.5, and based on the reference phase model given in 
Figure 2. 

5.4.4 The reuse of hardware components, or the use of qualified hardware components or parts, shall be 
identified and the resulting tailoring of the safety activities shall be described. 

5.5 Work products 

5.5.1 Safety plan (refined) resulting from requirements 5.4.1 to 5.4.4. 

6 Specification of hardware safety requirements  

6.1 Objectives 

The first objective of this clause is to specify the hardware safety requirements. They are derived from the 
technical safety concept and system design specification. 

The second objective is to verify that the hardware safety requirements are consistent with the technical safety 
concept and the system design specification. 

A further objective of this phase is to detail the hardware-software interface (HSI) specification initiated in 
ISO 26262-4:2011, Clause 7. 
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6.2 General 

The technical safety requirements are allocated to hardware and software. The requirements that are 
allocated to both are further partitioned to yield hardware only safety requirements. The hardware safety 
requirements are further detailed, considering design constraints and the impact of these design constraints 
on the hardware. 

6.3 Inputs to this clause 

6.3.1 Prerequisites 

The following information shall be available: 

 safety plan (refined) in accordance with 5.5; 

 technical safety concept in accordance with ISO 26262-4:2011, 7.5.1; 

 system design specification in accordance with ISO 26262-4:2011, 7.5.2; and 

 hardware-software interface specification in accordance with ISO 26262-4:2011, 7.5.3. 

6.3.2 Further supporting information 

The following information can be considered: 

 software safety requirements specification (see ISO 26262-6:2011, 6.5.1). 

6.4 Requirements and recommendations 

6.4.1 A hardware safety requirements specification for the hardware elements of the item shall be derived 
from the technical safety requirements allocated to hardware. 

6.4.2 The hardware safety requirements specification shall include each hardware requirement that relates 
to safety, including the following: 

NOTE 1 The hardware safety requirements described in bullets a), b), c), or d) include the attributes needed to ensure 
the effectiveness of the above safety mechanisms. 

a) the hardware safety requirements and relevant attributes of safety mechanisms to control internal failures 
of the hardware of the element, this includes internal safety mechanisms to cover transient faults when 
shown to be relevant due, for instance, to the technology used; 

EXAMPLE 1 Attributes can include the timing and detection abilities of a watchdog. 

b) the hardware safety requirements and relevant attributes of safety mechanisms to ensure the element is 
tolerant to failures external to the element; 

EXAMPLE 2 The functional behaviour required for an ECU in the event of an external failure, such as an open-
circuit on an input of the ECU. 

c) the hardware safety requirements and relevant attributes of safety mechanisms to comply with the safety 
requirements of other elements; 

EXAMPLE 3 Diagnosis of sensors or actuators. 

d) the hardware safety requirements and relevant attributes of safety mechanisms to detect and signal 
internal or external failures; and 
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NOTE 2 The hardware safety requirements described in bullet d) include safety mechanisms to prevent faults from 
being latent.  

EXAMPLE 4 The specified fault reaction time for the hardware part of a safety mechanism, so as to be consistent 
with the fault tolerant time interval. 

e) the hardware safety requirements not specifying safety mechanisms. 

EXAMPLE 5 Examples are: 

 requirements on the hardware elements to meet the target values for random hardware failures as described in 6.4.3 
and 6.4.4; 

 requirements for the avoidance of a specific behaviour (for instance, “a particular sensor shall not produce an 
unstable output”); 

 requirements allocated to hardware elements implementing the intended functionality; and 

 requirements specifying design measures on harnesses or connectors. 

6.4.3 This requirement applies to ASIL (B), C, and D of the safety goal. The target values specified to 
comply with ISO 26262-4:2011, Clause 7, for the metrics of Clause 8 of this part of ISO 26262 shall be 
considered when deriving values for the hardware elements of the item. 

NOTE This activity can include a split of target values in the case of a distributed development as given in 
ISO 26262-8:2011, Clause 5. 

6.4.4 This requirement applies to ASIL (B), C, and D of the safety goal. The target values specified to 
comply with ISO 26262-4:2011, Clause 7, for the procedures of Clause 9 of this part of ISO 26262 shall be 
considered when deriving values for the hardware elements of the item. 

NOTE This activity can include a split of target values in the case of a distributed development as given in 
ISO 26262-8:2011, Clause 5. 

6.4.5 The hardware safety requirements shall be specified in accordance with ISO 26262-8:2011, Clause 6. 

6.4.6 The criteria for design verification of the hardware of the item or element shall be specified, including 
environmental conditions (temperature, vibration, EMI, etc.), specific operational environment (supply voltage, 
mission profile, etc.) and component specific requirements: 

a) for verification by qualification for hardware components or part of intermediate complexity, the criteria 
shall meet the needs of ISO 26262-8:2011, Clause 13, and 

b) for verification by testing, the criteria shall meet the needs of Clause 10. 

6.4.7 The hardware safety requirements shall comply with the fault tolerant time interval for safety 
mechanisms as specified in ISO 26262-4:2011, 6.4.2.3. 

6.4.8 The hardware safety requirements shall comply with the multiple-point fault detection interval as 
specified in ISO 26262-4:2011, 6.4.4.2. 

NOTE 1 In the case of ASIL C and D safety goals, and if the corresponding safety concept does not prescribe specific 
values, the multiple-point fault detection intervals can be specified to be equal or lower than the item's “power-up to 
power-down” cycle. 

NOTE 2 Appropriate multiple-point fault detection intervals can also be justified by the quantitative analysis of the 
occurrence of random hardware failures (see Clause 9). 
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6.4.9 The hardware safety requirements shall be verified in accordance with ISO 26262-8:2011, Clauses 6 
and 9, in order to provide evidence of their: 

a) consistency with the technical safety concept, the system design specification and the hardware 
specifications; 

b) completeness with respect to the technical safety requirements allocated to the hardware element; 

c) consistency with the relevant software safety requirements; and 

d) correctness and accuracy. 

6.4.10 The HSI specification initiated in ISO 26262-4:2011, Clause 7, shall be refined sufficiently to allow for 
the correct control and usage of the hardware by the software, and shall describe each safety-related 
dependency between hardware and software. 

6.4.11 The persons responsible for hardware and software development shall be jointly responsible for the 
verification of the adequacy of the refined HSI specification. 

6.5 Work products 

6.5.1 Hardware safety requirements specification (including test and qualification criteria) resulting 
from requirements 6.4.1 to 6.4.8. 

6.5.2 Hardware-software interface specification (refined) resulting from requirements 6.4.10 and 6.4.11. 

NOTE This work product refers to the same work product as given in ISO 26262-6:2011 6.5.2. 

6.5.3 Hardware safety requirements verification report resulting from requirement 6.4.9. 

7 Hardware design 

7.1 Objectives 

The first objective of this clause is to design the hardware in accordance with the system design specification 
and the hardware safety requirements. 

The second objective of this clause is to verify the hardware design against the system design specification 
and the hardware safety requirements. 

7.2 General 

Hardware design includes hardware architectural design and hardware detailed design. Hardware 
architectural design represents all hardware components and their interactions with one another. Hardware 
detailed design is at the level of electrical schematics representing the interconnections between hardware 
parts composing the hardware components. 

In order to develop a single hardware design both hardware safety requirements as well as all non-safety 
requirements have to be complied with. Hence, in this subphase, safety and non-safety requirements are 
handled within one development process. 

Full document details: BS ISO 26262-5:2011

http://dx.doi.org/10.3403/30179110
http://dx.doi.org/10.3403/30179098
http://dx.doi.org/10.3403/30179104
http://www.avadocuments.com/doc/bs-iso-26262-5-2011
http://www.avadocuments.com/doc/bs-iso-26262-5-2011


BS ISO 26262-5:2011
ISO 26262-5:2011(E) 

© ISO 2011 – All rights reserved 9
 

7.3 Inputs to this clause 

7.3.1 Prerequisites 

The following information shall be available: 

 hardware safety requirements specification in accordance with 6.5.1; 

 hardware-software interface specification (refined) in accordance with 6.5.2; 

 system design specification in accordance with ISO 26262-4:2011, 7.5.2; and 

 safety plan (refined) in accordance with 5.5. 

7.3.2 Further supporting information 

The following information can be considered: 

 software safety requirements specification (see ISO 26262-6:2011, 6.5.1). 

7.4 Requirements and recommendations 

7.4.1 Hardware architectural design 

7.4.1.1 The hardware architecture shall implement the hardware safety requirements defined in Clause 6. 

7.4.1.2 Each hardware component shall inherit the highest ASIL from the hardware safety requirements it 
implements. 

NOTE Each characteristic of the hardware component will inherit the highest ASIL from the hardware safety 
requirements that it implements. 

7.4.1.3 If ASIL decomposition is applied to the hardware safety requirements during hardware 
architectural design, it shall be applied in accordance with ISO 26262-9:2011, Clause 5. 

7.4.1.4 If a hardware element is made of sub-elements that have different ASILs assigned, or sub-
elements that have no ASIL assigned and safety-related sub-elements, then each of these shall be treated in 
accordance with the highest ASIL, unless the criteria for coexistence in accordance with ISO 26262-9 are met. 

7.4.1.5 The traceability between the hardware safety requirements and their implementation shall be 
maintained down to the lowest level of hardware components. 

NOTE The traceability is not required down to hardware detailed design and no ASILs are assigned to hardware 
parts. 

7.4.1.6 In order to avoid failures resulting from high complexity the hardware architectural design shall 
exhibit the following properties by use of the principles listed in Table 1: 

a) modularity; 

b) adequate level of granularity; and 

c) simplicity. 
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Table 1 — Properties of modular hardware design 

Properties 
ASIL 

A B C D 

1 Hierarchical design  + + + + 

2 Precisely defined interfaces of safety-related hardware components ++ ++ ++ ++ 

3 Avoidance of unnecessary complexity of interfaces + + + + 

4 Avoidance of unnecessary complexity of hardware components + + + + 

5 Maintainability (service) + + ++ ++ 

6 Testabilitya + + ++ ++ 

a Testability includes testability during development and operation. 

 

7.4.1.7 Non-functional causes for failure of a safety-related hardware component shall be considered 
during hardware architectural design, including the following influences, if applicable: temperature, vibrations, 
water, dust, EMI, cross-talk originating either from other hardware components of the hardware architecture or 
from its environment. 

7.4.2 Hardware detailed design 

7.4.2.1 In order to avoid common design faults, relevant lessons learned shall be applied in accordance 
with ISO 26262-2:2011, 5.4.2.7. 

7.4.2.2 Non-functional causes for failure of a safety-related hardware part shall be considered during 
hardware detailed design, including the following influences, if applicable: temperature, vibrations, water, dust, 
EMI, noise factor, cross-talk originating either from other hardware parts of the hardware component or from 
its environment. 

7.4.2.3 The operating conditions of the hardware parts used in the hardware detailed design shall comply 
with the specification of their environmental and operational limits. 

7.4.2.4 Robust design principles should be considered. 

NOTE Robust design principles can be shown by use of checklists based on QM methods. 

EXAMPLE Conservative specification of components. 

7.4.3 Safety analyses 

7.4.3.1 Safety analyses on hardware design to identify the causes of failures and the effects of faults 
shall be applied in accordance with Table 2 and ISO 26262-9:2011, Clause 8. 

NOTE 1 The initial purpose of the safety analyses is to support the specification of the hardware design. Subsequently, 
the safety analyses can be used for verification of the hardware design (see 7.4.4). 

NOTE 2 In its aims of supporting the specification of the hardware design, qualitative analysis can be appropriate and 
sufficient. 
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Table 2 — Hardware design safety analysis 

Methods 
ASIL 

A B C D 

1 Deductive analysisa o + ++ ++ 

2 Inductive analysisb ++ ++ ++ ++ 

NOTE The level of detail of the analysis is commensurate with the level of detail of the design. Both methods can, in certain cases, 
be carried out at different levels of detail. 

a A typical deductive analysis method is FTA. 

b A typical inductive analysis method is FMEA. 

 

7.4.3.2 This requirement applies to ASIL (B), C, and D of the safety goal. For each safety-related 
hardware component or part, the safety analyses shall identify the following for the safety goal under 
consideration: 

a) safe faults; 

b) single-point faults or residual faults; and 

c) multiple-point faults (either perceived, detected or latent). 

NOTE 1 In most of the cases, the analysis can be limited to dual-point faults. But sometimes multiple-point faults of a 
higher order than two can be shown relevant in the technical safety concept (e.g. when implementing redundant safety 
mechanisms). 

NOTE 2 The intention of the identification of dual-point faults is not to require a systematic analysis of every possible 
combination of two hardware faults but, at a minimum, to consider combinations that derive from the technical safety 
concept (for instance the combination of two faults where one fault affects a safety-related element and another fault 
affects the corresponding safety mechanism intended to achieve or maintain a safe state). 

7.4.3.3 This requirement applies to ASIL (B), C, and D of the safety goal. Evidence of the effectiveness of 
safety mechanisms to avoid single-point faults shall be made available. 

For that purpose: 

a) evidence of the ability of the safety mechanisms to maintain a safe state, or to switch safely into a safe 
state, shall be made available (in particular, appropriate failure mitigation ability within the fault tolerant 
time interval); and 

b) diagnostic coverage with respect to residual faults shall be evaluated. 

NOTE 1 A fault that can occur at anytime (e.g. not only at power-up) cannot be considered as being effectively covered 
if its diagnostic test interval, plus the fault reaction time of the associated safety mechanism, is longer than the relevant 
fault tolerant time interval. 

NOTE 2 If a fault is such that it is possible to demonstrate that it occurs at power-up only and its probability of 
occurrence is negligible during the duration of the vehicle trip, then for those faults to execute a test at start-up after 
power-on is acceptable. 

NOTE 3 An analysis such as FMEA or FTA can be used to structure the rationale. 

NOTE 4 Depending on the knowledge of the failure modes of the hardware elements and their consequences at higher 
levels, the evaluation can be either a global diagnostic coverage of the hardware element, or a more detailed failure mode 
coverage evaluation. 

NOTE 5 Annex D can be used as a starting point for diagnostic coverage (DC) with the claimed DC supported by a 
proper rationale. 
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7.4.3.4 This requirement applies to ASIL (B), C, and D of the safety goal. Evidence of the effectiveness of 
safety mechanisms to avoid latent faults shall be made available. 

For that purpose: 

a) evidence of the failure detection, and the ability to notify to the driver, within the acceptable multiple-point 
fault detection interval for latent faults, shall be made available in order to determine which faults remain 
latent and which faults are not latent; and 

b) diagnostic coverage with respect to latent faults shall be evaluated. 

NOTE 1 A fault cannot be considered covered if its diagnostic test interval, plus the fault reaction time of the associated 
safety mechanism, is longer than the relevant multiple-point fault detection interval for latent faults. 

NOTE 2 An analysis such as FMEA or FTA can be used to structure the rationale. 

NOTE 3 Annex D can be used as a starting point for DC with the claimed DC supported by a proper rationale. 

NOTE 4 Depending on the knowledge of the failure modes of the hardware elements and their consequences at higher 
levels, the evaluation can be either a global diagnostic coverage of the hardware element, or a more detailed failure mode 
coverage evaluation. 

7.4.3.5 If applicable, evidence that the hardware design is compliant with its requirements on 
independence shall be provided based on an analysis of dependent failures in accordance with 
ISO 26262-9:2011, Clause 7. 

7.4.3.6 If new hazards introduced by the hardware design are not already covered by an existing safety 
goal, they shall be introduced and evaluated in the hazard analysis and risk assessment in accordance with 
the change management process in ISO 26262-8. 

NOTE Newly identified hazards, not already covered by an existing safety goal, are usually non-functional hazards. 
Non-functional hazards are outside the scope of ISO 26262, but they can be annotated in the hazard analysis and risk 
assessment with the following statement “No ASIL is assigned to this hazard as it is not within the scope of ISO 26262”. 
However, an ASIL can be assigned for reference purposes. 

7.4.4 Verification of hardware design 

7.4.4.1 The hardware design shall be verified in accordance with ISO 26262-8, Clause 9, for compliance 
and completeness with respect to the hardware safety requirements. To achieve this, the methods listed in 
Table 3 shall be considered. 

Table 3 — Hardware design verification 

Methods 
ASIL 

A B C D 

1a Hardware design walk-througha ++ ++ o o 

1b Hardware design inspectiona + + ++ ++ 

2 Safety analyses  In accordance with 7.4.3 

3a Simulationb o + + + 

3b Development by hardware prototypingb o + + + 

NOTE The scope of this verification review is technical correctness of the hardware design. 

a Methods 1a and 1b serve as a check of the complete and correct implementation of the hardware safety requirements in the 
hardware design. 

b Methods 3a and 3b serve as a check of particular points of the hardware design (e.g. as a fault injection technique) for which 
analytical methods 1 and 2 are not considered to be sufficient. 
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7.4.4.2 If it is discovered, during hardware design, that the implementation of any hardware safety 
requirement is not feasible, a request for change shall be issued in accordance with the change management 
process in ISO 26262-8. 

7.4.5 Production, operation, service and decommissioning 

7.4.5.1 Safety-related special characteristics shall be specified if safety analyses have shown them to be 
relevant. Attributes of safety-related special characteristics shall include: 

a) the verification measures for production and operation; and 

b) the acceptance criteria for these measures. 

EXAMPLE A safety analysis of hardware design that relies on new sensor technologies (e.g., camera or radar 
sensors) can reveal the relevance of special installation procedures for these sensors. In such a case, additional 
verification measures for these components can be necessary during the production phase. 

7.4.5.2 Instructions for assembly, disassembly and decommissioning of safety-related hardware 
elements shall be specified, if these operations can impact the technical safety concept. 

7.4.5.3 The traceability of safety-related hardware elements shall be ensured, in accordance with 
ISO 26262-7:2011, 5.4.1.2. 

NOTE This can include adequate labelling or other identification of hardware elements to indicate that they are 
safety-related. 

7.4.5.4 Instructions for the maintenance of safety-related hardware elements shall be specified, if the 
maintenance can impact the technical safety concept. 

7.5 Work products 

7.5.1 Hardware design specification resulting from requirements in 7.4.1 and 7.4.2. 

7.5.2 Hardware safety analysis report resulting from requirements in 7.4.3. 

7.5.3 Hardware design verification report resulting from requirements in 7.4.4. 

7.5.4 Specification of requirements related to production, operation, service and decommissioning 
resulting from requirements in 7.4.5. 

8 Evaluation of the hardware architectural metrics 

8.1 Objectives 

The objective of this clause is to evaluate the hardware architecture of the item against the requirements for 
fault handling as represented by the hardware architectural metrics. 

8.2 General 

This clause describes two hardware architectural metrics for the evaluation of the effectiveness of the 
architecture of the item to cope with random hardware failures. 

These metrics and associated target values apply to the whole hardware of the item and are complementary 
to the evaluation of safety goal violations due to random hardware failures described in Clause 9. 
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The random hardware failures addressed by these metrics are limited to some of the item's safety-related 
electrical and electronic hardware parts, namely those that can significantly contribute to the violation or the 
achievement of the safety goal, and to the single-point, residual and latent faults of those parts. For 
electromechanical hardware parts, only the electrical failure modes and failure rates are considered. 

NOTE Hardware elements whose faults are multiple-point faults with a higher order than two can be omitted from the 
calculations unless they can be shown to be relevant in the technical safety concept. 

The hardware architectural metrics can be applied iteratively during the hardware architectural design and the 
hardware detailed design. 

The hardware architectural metrics are dependent upon the whole hardware of the item. Compliance with the 
target figures prescribed for the hardware architectural metrics is achieved for each safety goal in which the 
item is involved. 

These hardware architectural metrics are defined to achieve the following objectives: 

 be objectively assessable: metrics are verifiable and precise enough to differentiate between different 
architectures; 

 support evaluation of the final design (the precise calculations are done with the detailed hardware 
design); 

 make available ASIL dependent pass/fail criteria for the hardware architecture; 

 reveal whether or not the coverage by the safety mechanisms, to prevent risk from single-point or residual 
faults in the hardware architecture, is sufficient (single-point fault metric); 

 reveal whether or not the coverage by the safety mechanisms, to prevent risk from latent faults in the 
hardware architecture, is sufficient (latent-fault metric); 

 address single-point faults, residual faults and latent faults; 

 ensure robustness concerning uncertainty of hardware failure rates; 

 be limited to safety-related elements; and 

 support usage on different element levels, e.g. target values can be assigned to suppliers' hardware 
elements. 

EXAMPLE To facilitate distributed developments, target values can be assigned to microcontrollers or ECUs. 

8.3 Inputs of this clause 

8.3.1 Prerequisites 

The following information shall be available: 

 hardware safety requirements specification in accordance with 6.5.1; 

 hardware design specification in accordance with 7.5.1; and 

 hardware safety analysis report in accordance with 7.5.2. 
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8.3.2 Further supporting information 

The following information can be considered: 

 technical safety concept (see ISO 26262-4:2011, 7.5.1); and 

 system design specification (see ISO 26262-4:2011, 7.5.2). 

8.4 Requirements and recommendations 

8.4.1 This requirement applies to ASIL (B), C, and D of the safety goal. The concepts of diagnostic 
coverage, single-point fault metric and latent-fault metric, in accordance with Annex C, shall apply to 
requirements 8.4.2 to 8.4.9. 

8.4.2 This requirement applies to ASIL (B), C, and D of the safety goal. The diagnostic coverage of safety-
related hardware elements by safety mechanisms shall be estimated with respect to residual faults and with 
respect to relevant latent faults. 

NOTE 1 For this purpose, Tables D.1 to D.14 can be used as a starting point with the claimed DC supported by a 
proper rationale. 

NOTE 2 Depending on the knowledge of the failure modes of the hardware elements and their consequences at a 
higher level, the evaluation can be either a global diagnostic coverage of the hardware element, or a more detailed failure 
mode coverage evaluation. 

8.4.3 This requirement applies to ASIL (B), C, and D of the safety goal. The estimated failure rates for 
hardware parts used in the analyses shall be determined: 

a) using hardware part failure rates data from a recognised industry source, or 

EXAMPLE Commonly recognised industry sources to determine the hardware part failure rates and the failure 
mode distributions include IEC/TR 62380, IEC 61709, MIL HDBK 217 F notice 2, RIAC HDBK 217 Plus, UTE C80-
811, NPRD 95, EN 50129:2003, Annex C, IEC 62061:2005, Annex D, RIAC FMD97 and MIL HDBK 338. 

NOTE 1 The failure rate values given in these databases are generally considered to be pessimistic. 

b) using statistics based on field returns or tests. In this case, the estimated failure rate should have an 
adequate confidence level, or 

c) using expert judgement founded on an engineering approach based on quantitative and qualitative 
arguments. Expert judgement shall be exercised in accordance with structured criteria as a basis for this 
judgement. These criteria shall be set before the estimation of failure rates is made. 

NOTE 2 The criteria for expert judgment can include field experience, testing, reliability analysis, and novelty of 
design. 

8.4.4 This requirement applies to ASIL (B), C, and D of the safety goal. If sufficient evidence of the 
calculated failure rate of a single-point fault or latent fault cannot be made available, alternative means shall 
be proposed (e.g. add safety mechanisms to detect and control this fault). 

NOTE Sufficient evidence means, for instance, that evidence is given that the failure rate has been determined using 
one of the methods listed in 8.4.3. 

8.4.5 This requirement applies to ASIL (B), C, and D of the safety goal. For each safety goal, a quantitative 
target value for the “single-point fault metric” as required in ISO 26262-4:2011, 7.4.4.2, shall be based on one 
of the following sources of reference target values: 

a) derived from the hardware architectural metrics calculation applied on similar well-trusted design 
principles, or  
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NOTE 1 Two similar designs have similar functionalities and similar safety goals with the same assigned ASIL. 

b) derived from Table 4. 

Table 4 — Possible source for the derivation of the target “single-point fault metric” value 

 ASIL B ASIL C ASIL D 

Single-point fault metric ≥90 % ≥97 % ≥99 % 

 

NOTE 2 This quantitative target is intended to provide: 

 design guidance; and 

 evidence that the design complies with the safety goals. 

8.4.6 This requirement applies to ASIL (B), (C), and D of the safety goal. For each safety goal, a 
quantitative target value for “latent-fault metric” as required in ISO 26262-4:2011, 7.4.4.2 shall be based on 
one of the following sources of reference target values: 

a) derived from the hardware architectural metrics calculation applied on similar well-trusted design 
principles; or 

NOTE 1 Two similar designs have similar functionalities and similar safety goals with the same assigned ASIL. 

b) derived from Table 5. 

Table 5 — Possible source for the derivation of the target “latent-fault metric” value 

 ASIL B ASIL C ASIL D 

Latent-fault metric ≥60 % ≥80 % ≥90 % 

 

NOTE 2 This quantitative target is intended to provide: 

 design guidance; and 

 evidence that the design complies with the safety goals. 

8.4.7 This requirement applies to ASIL (B), C, and D of the safety goal. For each safety goal, the whole 
hardware of the item shall comply with one of the following alternatives: 

a) to meet the target “single-point fault metric” value, as described in 8.4.5, or 

b) to meet the appropriate targets prescribed at the hardware element level which are sufficient to comply 
with the single-point fault metric's target value assigned to the whole hardware of the item, given in 
requirement 8.4.5, with the rationale for compliance with these targets at the hardware element level. 

NOTE 1 If an item contains different kinds of hardware elements with significantly different failure rate levels, the risk 
exists that compliance with the hardware architectural metrics only focus on the kind of hardware elements with the 
highest magnitude of failure rates. (One example where this can occur is for the single-point fault metric for which 
compliance can be achieved by considering the failure rates for failures of wires / fuses / connectors, while disregarding 
the failure rates of hardware parts with significantly lower failure rates.) The prescription of appropriate metric target values 
for each kind of hardware helps to avoid this side effect. 
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NOTE 2 The transient faults are considered when shown to be relevant due, for instance, to the technology used. They 
can be addressed either by specifying and verifying a dedicated target “single-point fault metric” value to them (as 
explained in NOTE 1) or by a qualitative rationale based on the verification of the effectiveness of the internal safety 
mechanisms implemented to cover these transient faults. 

NOTE 3 If the target is not met, the rationale for how the safety goal is achieved will be assessed as given in 4.1. 

NOTE 4 Some or all of the applicable safety goals can be considered together for the determination of the single-point 
fault metric; but in this case the metric's target to be considered is that of the safety goal with the highest ASIL. 

8.4.8 This requirement applies to ASIL (B), (C), and D of the safety goal. For each safety goal, the whole 
hardware of the item shall comply with one of the following alternatives: 

a) to meet the target “latent-fault metric” value, as described in 8.4.6, or 

b) to meet the appropriate targets prescribed at the hardware element level which are sufficient to comply 
with the latent-fault metric's target value assigned to the whole hardware of the item as described in 
requirement 8.4.6 and to provide the rationale for compliance with these targets at the hardware element 
level, or 

c) to meet the target values for the diagnostic coverage, with respect to latent faults, identical to the target 
value given in reference 8.4.6 for the latent-fault metric (treated as a diagnostic coverage), for each 
hardware element with faults that can lead to the unavailability of a safety mechanism (to prevent a fault 
from violating the safety goal). This alternative applies when each safety mechanism, whose unavailability 
can contribute to the violation of the safety goal, is based on fault detection, 

NOTE 1 Alternative c) is limited to the cases where each relevant safety mechanism is based on fault detection. It is 
supposed that in this case the potentially latent faults of the intended functionality are alerted through the detection of 
these safety mechanisms. In other cases this alternative cannot be applied and alternatives a) and b) are the only 
possibilities. 

NOTE 2 In the case of c), a metric is not calculated, only the coverage of the hardware elements by safety 
mechanisms with respect to latent faults is evaluated. 

NOTE 3 If an item contains different kinds of hardware elements with significantly different failure rate levels, the risk 
exists that compliance with the hardware architectural metrics only focuses on the kind of hardware elements with the 
highest magnitude of failure rates. (One example where this can occur is for the single-point fault metric for which 
compliance could be achieved by considering the failure rates for failures of wires / fuses / connectors, while disregarding 
the failure rates of hardware parts with significantly lower failure rates.) The prescription of appropriate metric target values 
for each kind of hardware helps to avoid this side effect. 

NOTE 4 If the target is not met, the rationale for how the safety goal is achieved will be assessed as given in 4.1. 

NOTE 5 Some or all of the applicable safety goals can be considered together for the determination of the latent-fault 
metric; but in this case the metric's target to be considered is that of the safety goal with the highest ASIL. 

8.4.9 This requirement applies to ASIL (B), C, and D of the safety goal. A verification review of the result of 
the applied methods in 8.4.7 and 8.4.8 shall be performed in order to provide evidence of its technical 
correctness and completeness in accordance with ISO 26262-8:2011, Clause 9. 

NOTE Careful verification of the single-point fault metric ensures that only failure rates of safety-related hardware 
elements are taken into consideration, so that the metric is not inappropriately skewed by unnecessary safety-related 
hardware elements without the potential for having single-point faults or residual faults (e.g. by adding unnecessary 
hardware elements to a safety mechanism). 

8.5 Work products 

8.5.1 Analysis of the effectiveness of the architecture of the item to cope with the random hardware 
failures resulting from requirements 8.4.1 to 8.4.8. 
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