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National foreword

This British Standard is the UK implementation of ISO 26866:2009.

The UK participation in its preparation was entrusted to Technical
Committee AUE/11, Braking systems.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity
from legal obligations.

This British Standard Amendments/corrigenda issued since publication
was published under the

authority of the Standards
Policy and Strategy Date Comments
Committee on 31 January
2010.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

SO 26864 was prepared by Technical Committee ISO/TC 22, Road vehicles, Subcommittee SC 2, Braking
systems and equipment.
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Introduction

The huge variety of wear tests introduced by different truck and trailer manufacturers is highly time-consuming
and leads to multiple evaluations of the same pad material on the same application. In view of the fact that
test procedures are different, results do not correspond with each other.

Wear testing in general is very time-consuming and hence very costly. This International Standard has been
developed in an effort to characterize friction materials that are used for a wide array of applications. Being a
block wear schedule that comprises different energy and temperature levels, it provides a good general
characterization of the wear behaviour of a friction material.

This International Standard standardizes all different procedures into one single procedure that covers all
wear requirements of interest whilst having a minimum testing duration.

In the process of harmonizing commercial vehicle applications, the standardization of performance testing
friction materials is a top priority.

The varied conditions under which the friction material is tested and evaluated ensures a wide spectrum of
data, which is critical during the various phases of product life, such as product and manufacturing process
development, production validation, quality control, product auditing and field issues evaluation.

This International Standard is intended to be used in conjunction with other applicable standards or test
procedures (ISO, SAE, JIS/JASO, Federal Codes or Regulations, and other project or company-specific
testing programmes) to fully assess the adequacy of a friction material for use in a certain application, market
or vehicle platform. This International Standard does not include performance requirements related to
stopping distance or braking force distribution, under different vehicle conditions of speed, temperature, tyre-
to-road adhesion, loads and operating conditions of the braking system, as indicated in Federal Codes or
Regulations.

This International Standard has been developed as part of the friction material global harmonization
programme outlined in , and results from close collaboration with major car manufacturers, brake
system and component manufacturers, leading testing services, and standards development organizations
such as SAE and JIS/JASO.
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