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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

SO 26867 was prepared by Technical Committee ISO/TC 22, Road vehicles, Subcommittee SC 2, Braking
systems and equipment.
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Introduction

In the process of harmonizing automotive brake system applications, the modernization of friction behaviour
characterization is a top priority. This International Standard is intended to replace previous friction evaluation
test procedures based solely on drag brake applications, which do not take into account real-life driving
conditions or vehicle specific parameters.

The varied conditions under which the friction material is evaluated ensures a wide spectrum of data, which is
critical during the various phases of product life, such as product and manufacturing process development,
production validation, quality control, product auditing and field issues evaluation.

This International Standard is intended to be used in conjunction with other applicable standards or test
procedures (ISO, SAE, JIS/JASO, Federal Codes or Regulations, and other project or company-specific
testing programmes) to fully assess the adequacy of a friction material for use in a certain application, market
or vehicle platform. This International Standard does not include performance requirements related to
stopping distance or braking force distribution, under different vehicle conditions of speed, temperature, tyre-
to-road adhesion, loads and operating conditions of the braking system, as indicated in Federal Codes or
Regulations.

This International Standard is intended as a friction evaluation inertia-dynamometer test procedure to replace
previous test protocols that depend solely upon drag applications. This International Standard supports the
friction assessment during the life cycle of a friction material.

Friction evaluation and characterization by performing drag applications, which were once a valid replacement
for sample and scale testing, have now proven a limited approach. Drag applications do not correlate with
real-world driving conditions, brake system characteristics or vehicle dynamics. The chemistry and structure of
the transfer layers developed at the surface of the friction couple (friction lining and mating rotor or drum) and
the resulting coefficient of friction varies as a function of changing characteristics, e.g. sliding speed, surface
and bulk temperatures, braking pressure, braking energy and surface topology. During any given brake
application, the braking energy varies as a result of the mass distribution and dynamic mass transfer on the
vehicle. This is directly related to the vehicle's wheelbase, centre of gravity and vehicle height, which in itself
can directly influence the friction material behaviour. The same brake lining or part number, when used on
different vehicles, can perform differently depending upon its load, velocity, operating temperature, application
force and work history. Modern testing equipment enables friction formulators, process designers, applications
engineers and manufacturing personnel to obtain a wide and detailed characterization on the different levels
of friction witnessed by the brake lining or pad during various brake conditions.

This International Standard is designed to evaluate the friction behaviour under a wide array of driving speeds,
brake temperatures, brake pressure and deceleration levels. This new procedure provides the following
benefits:

— a standard method for determining friction characteristics during early screening, benchmarking;
development or production monitoring;

— the use of average by distance torque and pressure calculations;
— instantaneous friction statistics;
— an estimation of stopping distance using mean fully developed deceleration;

— controlled and recorded environmental conditions.
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Road vehicles — Brake lining friction materials — Friction
behaviour assessment for automotive brake systems

1 Scope

This International Standard describes a test procedure for assessing the influence of pressure, temperature,
and linear speed on the coefficient of friction of a given friction material in combination with a specific mating
component (rotor or drum).

This International Standard is intended for use when comparing friction materials under the same conditions,
or when controlling friction behaviour against a specification or certain performance limits. In order to take into
account the different types of dynamometer cooling systems and to ensure repeatable temperature
increments, the brake temperature is the control item during the fade sections. The types of brakes and discs
used will vary according to individual projects.

Production verification testing can use the results from this test in conjunction with a statistical process control
system as part of a quality assurance plan. The specific project or programme will detail the applicable limits
and assessment criteria.

This International Standard also allows for additional sections and brake applications that can prove useful
during product development testing.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

SO 611|, Road vehicles — Braking of automotive vehicles and their trailers — Vocabulary
SO 15484, Road vehicles — Brake lining friction materials — Product definition and quality assurance

UNECE Regulation No.13-H, Uniform provisions concerning the approval of passenger cars with regard to
braking

3 Terms and definitions

For the purposes of this document, the terms and definitons given in |SO 611, SO 15484,
UNECE Regulation No.13-H and the following apply.

3.1
friction value

average by distance of all instantaneous friction values for disc brakes or for drum brakes after the brake
reaches 95 % of the set point value (pressure or deceleration) until it falls below 95 % of the set point level

NOTE 1 For disc brakes, the friction value is obtained using Equation (1) (see definition 3.2).
NOTE 2  For drum brakes, the friction value is obtained using Equation (2) (see definition 3.3).

NOTE 3  The average by distance friction value from each individual brake application is the value referenced as
“friction value” in Table 4.
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3.2
instantaneous friction value

*

i
(disc brake) ratio of instantaneous output torque to instantaneous input torque at any specific point in time,

calculated as follows:

5
. 10™ x M g prake 1
W= (1)
><(p_pthreshold)XApX’"eff><77

where
My prake is the measured torque;
p is the applied pressure;

Pihreshold is the threshold pressure or minimum pressure required to develop braking torque;

Ay is the piston area;
T'off is the brake effective radius;
n is the efficiency

3.3

icrv\*stantaneous effectiveness value

(drum brake) ratio instantaneous output torque to instantaneous input torque at any specific point in time,
calculated as follows:

10° x M
C* = d,brake (2)
(p - pthreshold) X Ay Xreff X177

where
My prake is the measured torque;
p is the applied pressure;

Pihreshold is the threshold pressure or minimum pressure required to develop braking torque;

Ay is the piston area;
Toff is the brake effective radius;
n is the efficiency

3.4

mean fully developed deceleration

dmfd

deceleration calculated as follows:

2 2

Yb Ve
dimi = 3
M~ 25,02 (5 —sp ) ©)
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where

is the release speed,;

vy is the linear speed at O,8vp;

is the prescribed or braking speed for the brake application;
se Is the calculated distance travelled between v, and v,;

sp  is the calculated distance travelled between v, and v,

NOTE Equation (3) applies only when the release speed v, is lower than 0,5v,. The d calculation for brake
applications with v, higher than 0,5v, provides a very short range of data to perform a useful calculation. For certain brake
applications, 0,8vp can be lower than the release speed.

3.5

step

sequence number to label the different sections (3.6) during the test and ensure the test is conducted in the
prescribed order

3.6
section
group of similar brake applications under similar conditions or following a specific logic

NOTE 1 The brake applications can be stops (3.7) or snubs (3.8).
NOTE 2  The specific logic can be increasing brake pressure, increasing initial speed, or increasing brake temperature.

3.7

stop

brake stop

brake application where the brake slows down the test inertia until the equivalent linear speed is 0,5 km/h or
less

3.8

snub

brake snub

brake application where the brake slows down the test inertia to an equivalent linear speed above 5 km/h

3.9

characteristic section

series of brake snubs (3.8) at moderate speed, brake pressure and temperature, in order to assess how the
friction level changes as the test progresses

NOTE This involves green or new characteristic, stability checks after each burnish cycle, and immediately before or
after low speed/low pressure sections (3.6).

3.10

burnish section

series of brake snubs (3.8) at varying braking power in order to condition the friction couple and develop a
steady coefficient of friction

NOTE Varying braking power involves changing deceleration at constant kinetic energy dissipation.

3.11

ramp application section

series of brake stops (3.7) where the brake pressure increases steadily and slowly, in order to assess the
friction change with increasing input force

NOTE This is especially useful for drum brake systems.
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