
Full document 
BRITISH STANDARD
 BS ISO  
3547-5:2007
Plain bearings — 
Wrapped bushes —
Part 5: Checking the outside diameter
ICS 21.100.10
���������	�
����
����������������������������������������������	�����


details: BS ISO 3547-5:2007

http://www.avadocuments.com/doc/bs-iso-3547-5-2007
http://www.avadocuments.com/doc/bs-iso-3547-5-2007


BS ISO 3547-5:2007

F

This British Standard was 
published under the authority 
of the Standards Policy and 
Strategy Committee  
on 30 November 2007

© BSI 2007
ISBN 978 0 580 56483 3
ull document details: BS ISO 3547-
National foreword

This British Standard is the UK implementation of ISO 3547-5:2007. It 
supersedes BS 4480-9:1995 which is withdrawn.
The UK participation in its preparation was entrusted to Technical Committee 
MCE/12, Plain bearings.
A list of organizations represented on this committee can be obtained on 
request to its secretary.
This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.
Compliance with a British Standard cannot confer immunity from 
legal obligations. 
Amendments issued since publication

Amd. No. Date Comments
5:2007

http://dx.doi.org/10.3403/00572428
http://www.avadocuments.com/doc/bs-iso-3547-5-2007
http://www.avadocuments.com/doc/bs-iso-3547-5-2007


 

  

 

Reference number
ISO 3547-5:2007(E)

 

 

 

INTERNATIONAL 
STANDARD 

ISO
3547-5

First edition
2007-10-01

Plain bearings — Wrapped bushes — 
Part 5: 
Checking the outside diameter 

Paliers lisses — Bagues roulées —  

Partie 5: Contrôle du diamètre extérieur 

 

BS ISO 3547-5:2007

Full document details: BS ISO 3547-5:2007

http://dx.doi.org/10.3403/30145638U
http://dx.doi.org/10.3403/30145638U
http://www.avadocuments.com/doc/bs-iso-3547-5-2007
http://www.avadocuments.com/doc/bs-iso-3547-5-2007


ii  
 

Full document details: BS ISO 3547-5:2007

http://www.avadocuments.com/doc/bs-iso-3547-5-2007
http://www.avadocuments.com/doc/bs-iso-3547-5-2007


 iii

Contents Page 

Foreword............................................................................................................................................................ iv 
1 Scope ..................................................................................................................................................... 1 
2 Normative references ........................................................................................................................... 1 
3 Symbols and units ................................................................................................................................ 2 
4 Outside diameter, Do ............................................................................................................................ 2 

5 Purpose of checking............................................................................................................................. 3 
6 Methods of checking ............................................................................................................................ 3 
7 Selection of checking method for outside diameter ......................................................................... 3 
8 ISO 3547-2, test A — Outside diameter, Do ........................................................................................ 3 

9 ISO 3547-2:2006, test B — Outside diameter, Do ............................................................................. 11 

10 ISO 3547-2:2006, test D — Outside diameter, Do > 120 mm............................................................ 13 

11 Specifications on drawings of bushes ............................................................................................. 14 
12 Specifications for control of the checking equipment.................................................................... 14 
Bibliography ..................................................................................................................................................... 15 
 

BS ISO 3547-5:2007

Full document details: BS ISO 3547-5:2007

http://dx.doi.org/10.3403/01961553U
http://dx.doi.org/10.3403/30123227
http://dx.doi.org/10.3403/30123227
http://www.avadocuments.com/doc/bs-iso-3547-5-2007
http://www.avadocuments.com/doc/bs-iso-3547-5-2007


iv  
 

Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted according to the rules given in the ISO/IEC Directives, Part 2. 

Draft International Standards adopted by the technical committees are circulated to the member bodies for 
voting. Publication as an International Standard requires approval by at least 75 % of the member bodies 
casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

International Standard ISO 3547-5 was prepared by Technical Committee ISO/TC 123, Plain bearings, 
Subcommittee SC 5, Quality analysis and assurance. 

This part of ISO 3547 cancels and replaces ISO 12307-1:1994, which has been technically revised. 

ISO 3547 consists of the following parts, under the general title Plain bearings — Wrapped bushes: 

⎯ Part 1: Dimensions 

⎯ Part 2: Test data for outside and inside diameters 

⎯ Part 3: Lubrication holes, grooves and indentations 

⎯ Part 4: Materials 

⎯ Part 5: Checking the outside diameter 

⎯ Part 6: Checking the inside diameter 

⎯ Part 7: Measurement of wall thickness of thin-walled bushes 
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 1

Plain bearings — Wrapped bushes — 

Part 5: 
Checking the outside diameter 

1 Scope 

This part of ISO 3547 specifies, following ISO 12301, the checking of the outside diameter of wrapped bushes 
(ISO 3547-2:2006, methods A, B and D) and describes the necessary checking methods and measuring 
equipment. 

Wrapped bushes in the free condition are flexible, but after insertion they adapt largely to the shape of the 
housing bore due to the oversize between the outside diameter of the bush and the housing bore. For this 
reason, checking of the outside diameter of wrapped bushes can only be carried out under a constraining load 
by use of specialized measuring equipment. 

NOTE 1 The dimensions and tolerances of wrapped bushes are given in ISO 3547-1. Checking the wall thickness is 
the subject of ISO 3547-7. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO 286-2:1988, ISO system of limits and fits — Part 2: Tables of standard tolerance grades and limit 
deviations for holes and shafts 

ISO/R 1938-1:1971, ISO system of limits and fits — Part 1: Inspection of plain workpieces 

ISO 3547-2:2006, Plain bearings — Wrapped bushes — Part 2: Test data for outside and inside diameters 
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