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National foreword

This British Standard was published by BSI. It is the UK implementation of
ISO 363-2:2006. This standard, together with [BS ISO 363-1:2006 supersedes
BS IS0 363:1999.

The UK participation in its preparation was entrusted to Technical Committee
TCI/33, Textile machinery.

A list of organizations represented on TCI/33 can be obtained on request to its
secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was Amendments issued since publication
published under the authority
of the Standards Policy and

Strategy Committee Y Amd. No. Date Comments

on 30 November 2006
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Matériel pour l'industrie textile — Lisses en acier plat avec boucles
d'extrémités fermées —

Partie 2: Dimensions des lisses fabriquées en feuillard d'acier trempé

——— Reference number
= — ISO 363-2:2006(E)

EISO: Documents

==X 7 — Document Sharing Hub

Full document details: BS ISO 363-2:2006


http://dx.doi.org/10.3403/30115669U
http://dx.doi.org/10.3403/30115669U
http://www.avadocuments.com/doc/bs-iso-363-2-2006
http://www.avadocuments.com/doc/bs-iso-363-2-2006

