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Foreword

[SO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through
ISO technical committees. Each member body interested in a subject for which a technical committee
has been established has the right to be represented on that committee. International organizations,
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types
of ISO document should be noted. This document was drafted in accordance with the editorial rules of the
[SO/IEC Directives, Part 2 (see www.iso.org/directives).

[SO draws attention to the possibility that the implementation of this document may involve the use of (a)
patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed patent
rights in respect thereof. As of the date of publication of this document, ISO had not received notice of (a)
patent(s) which may be required to implement this document. However, implementers are cautioned that
this may not represent the latest information, which may be obtained from the patent database available at
www.iso.org/patents. ISO shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions
related to conformity assessment, as well as information about ISO's adherence to the World Trade
Organization (WTO) principlesin the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 30, Measurement of fluid flow in closed conduits,
Subcommittee SC 5, Velocity and mass methods.

This fourth edition cancels and replaces the third edition (ISO 3966:2020), which has been technically
revised.

The main changes are as follows:

— in Bibliography, new references were added;

— in 3.1.9 the wrong word “length” was corrected by “length”;

— in 3.2 the “cross-sectional area of the conduit” was replaced by “inner cross-sectional area of the conduit”;
— in 3.2 the “pipe diameter” was replaced by “inner pipe diameter”;

— in 3.2 the “rectangular conduit height” was replaced by “rectangular conduit inner height”;
— in 3.2 the “rectangular conduit width” was replaced by “rectangular conduit inner width”;
— in 3.2 the “pipe radius” was replaced by “inner pipe radius”;

— in 6.1.2 devices for improving flow conditions were mentioned;

— in 4.1 the “+” in the sentence “......not greater than +2 %" was deleted;

— in4.1.1, term “peripheral flow rate” was added and description was revised;

— in 6.1.2, sentence “The length of straight pipe......” was replaced by “The straight length (see 3.1.9) of

pipe......";

— two new subclauses 6.1.4 and 6.1.5 were added;

— the sentence in 6.1.6 “...... be remedied using one of the devices .....” was replaced by “...... be remedied
using one or more of the devices ......"
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— figures were added into 6.2.1 and 6.2.2 and effects of anti-swirl devices and profile developers were
added likewise;

— two new subclauses 6.2.3 and 6.2.4 were added and the related 6.2.5 was modified likewise;

— the sentence in 6.2.5 “......and in any case at a distance.....” was replaced by “.....and generally at a
distance......”;

— in 6.4.3 the “+” in the sentence “......does not exceed 0,5 %” was deleted;

— in 8.2, the “.....at Reynolds numbers, v, based on......” was replaced by “......at Reynolds numbers, Re,
based on......”;

— the essential Formula (8) has been corrected;
— the values in the essential Formula (9) has been updated;

— Formula (11) for the density of moist air was added and the related Formulae (12) to (14) were added
likewise;

i =n-2 -2
— theessential Formula (20) hasbeen corrected from 2 Z _Z u; to 2?—2”1' andintheNOTE, “Formula (1)”
was corrected by “Formula (20)”;

. i=n-2 n-2
— the essential Formula (22) has been corrected from 21‘—3 u; to 21’—3 u; ;

— in11.1.1 and 11.2.1 the “r/R;” was replaced by “r;/R” and the “y/D,” was replaced by “y;/D";

— in Figure 12 and in 12.4 “distance of the total pressure tapping to the plane of static pressure tappings”
was replaced by “distance from the axis of stem to the plane of static pressure holes”;

— in12.2.2 and B.1k was replaced by k_;

— in13.6.1 the “+” in the sentence “......is *v,,, /2" was deleted;

— inClause 13, phrases “standard deviation” were replaced by phrases “standard uncertainty” and symbols

“0” of “standard deviation” were replaced by “u” of “standard uncertainty” accordingly.
— the 8th footnote for “standard deviation” was revised;

— in Clause 13, words “tolerance” were replaced by phrases “expanded uncertainty” and symbols “6” of
“tolerance” were replaced by “U” of “expanded uncertainty” accordingly.

— in13.5.3, the “+” in the Formula (40) was deleted;

— Figure A.4 was shifted before A.2;

-2 2 ”

1 1 _
— in Formula C.7,"Epv =..."wasrevisedas“5pv =...%

— the essential Formula (E.6) has been corrected;
— in Annex G introduction, “errors” were replaced by “uncertainties”;

— in G.1, word “Error” in the title was replaced by “Uncertainty” and phrases “standard deviation of

error” were replaced by phrases “relative standard uncertainty” and symbols “c” were replaced by “u
accordingly;

— in G.2, word “Error” in the title was replaced by “Uncertainty” and phrases “standard deviation of

error” were replaced by phrases “relative standard uncertainty” and symbols “c” were replaced by “u”
accordingly; Words “tolerance” were replaced by phrases “expanded uncertainty” and symbols “6” of
“tolerance” were replaced by “U” of “expanded uncertainty” accordingly; The “+” in the last sentence of

G.2 “.....less than +2 %" was deleted;
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— all the sections, mathematical formulae and figures have been renumbered.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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International Standard IS0 3966:2025(en)

Measurement of fluid flow in closed conduits — Velocity area
method using Pitot static tubes

1 Scope

This document specifies a method for the determination in a closed conduit of the volume rate of flow of a
regular flow

a) of afluid of substantially constant density or corresponding to a Mach number not exceeding 0,25,
b) with substantially uniform stagnation temperature across the measuring cross-section,

¢) running full in the conduit, and

d) under steady flow conditions.

In particular, it deals with the technology and maintenance of Pitot static tubes, with the calculation of
local velocities from measured differential pressures and with the computation of the flow rate by velocity
integration.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes
requirements of this document. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

ISO 2186, Fluid flow in closed conduits — Connections for pressure signal transmissions between primary and
secondary elements

3 Terms, definitions and symbols

3.1 Terms and definitions
For the purposes of this document, the following terms and definitions apply.
ISO and IEC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

3.1.1

Pitot static tube

"Pitot tube”

tubular device consisting of a cylindrical head attached perpendicularly to a stem allowing measurement of
a differential pressure from which the flow rate of the fluid in which it is inserted can be determined, and
which is provided with static pressure tapping holes (drilled all around the circumference of the head at
one or more cross-sections) and with a total pressure hole (facing the flow direction at the tip of the axially
symmetrical nose of the head)

3.1.2
static pressure tapping
group of holes for the measurement of fluid static pressure
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3.1.3

total pressure tapping

hole for the measurement of fluid stagnation pressure (the pressure produced by bringing the fluid to rest
without change in entropy)

3.1.4
differential pressure
difference between the pressures at the total and static pressure taps

3.1.5

stationary rake

set of Pitot tubes, mounted on one or several fixed supports, which explore the whole diameter or measuring
section simultaneously

3.1.6

peripheral flow rate

volume flow rate in the arealocated between the pipe wall and the contour defined by the velocity measuring
points which are the closest to the wall

3.1.7

discharge velocity

ratio of the volume rate of flow (integral of the axial component of local velocities with respect to the cross-
sectional area) to the area of the measuring cross-section

3.1.8

relative velocity

ratio of the flow velocity at the considered point to a reference velocity measured at the same time and being
either the velocity at a particular point (e.g. the centre of a circular conduit) or the discharge velocity in the
measuring section

3.1.9
straight length
conduit section, the axis of which is rectilinear and the surface and cross-section of which are constant

Note 1 to entry: The shape of this section is usually circular, but it may be rectangular or annular.

3.1.10
irregularity
any element or configuration of a conduit which makes it different from a straight length

Note 1 to entry: For the purpose of this document, those irregularities which create the most significant disturbances
are bends, valves, gates and sudden widening of the section.

3.2 Symbols
Symbol Quantity Dimensions SI unit
A inner cross-sectional area of the conduit L2 m?
a,a distance of the extreme measuring point to the nearest wall L m
D inner pipe diameter L m
d head diameter L m
d stem diameter L m
d total pressure tapping hole diameter L m
H rectangular conduit inner height L m
h height of a particular point above the bottom L m
ky blockage coefficient of a cylindrical stem — —
kg coefficient depending on the nose shape — —
k. coefficient of turbulence correction — —
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Symbol Quantity Dimensions SI unit
L rectangular conduit inner width L m
| distance from a particular point to the side-wall L m
M molar mass of fluid M kg/mol
m roughness coefficient — —
Ma Mach number — —
p absolute static pressure of the fluid ML-1T-2 Pa
qy volume flow rate L3T-1 m3/s
R, molar constant of gas ML2T-19-1 J/mol-K
R inner pipe radius L m
r measuring circle radius L m
Re Reynolds number — —
S frontal projected area of the stem inside the conduit L2 m?
T absolute temperature 0 K
U discharge velocity LT-1 m/s
u mean velocity along a circumference or a measurement line LT-1 m/s
1% local velocity of the fluid LT-1 m/s
X pipe dimension L m
y distance of a measuring point to the wall L m
Z gas law deviation factor — —
a calibration factor of the Pitot tube — —
Y ratio of the specific heat capacities — —
Ap differential pressure measured by the Pitot tube ML-1T-2 Pa
£ expansibility factor — —
1-¢ compressibility correction factor — —
A universal coefficient for head loss — —
U dynamic viscosity of the fluid ML-1T-1 Pa-s
Vi kinematic viscosity of the fluid L2T-1 m?/s
head loss ML-1T-2 Pa
density of the fluid ML-3 kg/m3
10 Pitot tube inclination — —

4 Principle

4.1 General principle

The principle of the method consists of

a) measuring the dimensions of the measuring section, which shall be normal to the conduit axis — this

measurement is necessary for defining the area of the cross-section (see 4.2),

b) defining the position of the measuring points in the cross-section, the number of measuring points
having to be sufficient to permit adequate determination of the velocity profile,

c¢) measuring the differential pressure existing between the total and static pressures of the Pitot tube
placed at these measuring points (see 4.3) and determining the density of the fluid in the test conditions,

d) determining the local velocity of the flow, from given formulae, on the basis of previous measurements
(see Clause 8),

e) determining the discharge velocity from these values, and
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f) calculating the volume rate of flow equal to the product of the cross-sectional area and the discharge
velocity.

Errors in the techniques described in a) to f) contribute to the error in the flow-rate measurement; other
sources of error (such as the shape of the velocity distribution and the number of measuring points) are
discussed in Clause 13.

The method of measurement and the requirements defined in this document aim at reaching, at the 95 %
confidence level, an uncertainty in flow rate not greater than 2 %. To attain this result, it may be necessary,
according to measurement conditions, to take into account the corrections given in Clause 12. If any of the
requirements of this document are not fulfilled, this method may still be applied in special cases but the
uncertainty on flow rate will be larger.

This document presents three types of methods for determining the discharge velocity.

4.1.1 Graphical integration of the velocity area (see Clause 9)

This method consists in plotting the velocity profile on a graph and evaluating the area under the curve
which is bounded by the measuring points closest to the wall. To the value thus obtained is added a
calculated term which allows for peripheral flow rate (see 3.1.6) on the assumption that the velocity profile
in the peripheral zone (the area between the wall and the curve through the measuring positions closest to
the wall) satisfies a power law.

For this method, the measuring points may be located at whichever positions are required in order to obtain
a satisfactory knowledge of the velocity profile.

4.1.2 Numerical integration of the velocity area (see Clause 10)

The difference between this method and 4.1.1 lies in the fact that the graphical velocity profile is replaced by
an algebraic curve and the integration is carried out analytically.

4.1.3 Arithmetical methods (see Clause 11)

The arithmetical methods assume that the velocity distribution follows a particular law and the mean
velocity in the conduit is then given by a linear combination of the individual velocities measured at the
locations specified by the method.

For the arithmetical methods described in Clause 11, the assumption is made that in the peripheral zone the
velocity distribution follows a logarithmic law as a function of the distance from the wall.

4.2 Measurement of the measuring cross-section

4.2.1 Circular cross-sections

The mean diameter of the conduit is taken as equal to the arithmetic mean of measurements carried out on
at least four diameters (including the traverse diameters) at approximately equal angles to each other in the
measuring section. Should the difference between the lengths of two consecutive diameters be greater than
0,5 %, the number of measured diameters shall be doubled.

4.2.2 Rectangular cross-sections

The conduit width and height shall both be measured at least on each straight line (at least four) passing
through the measuring points. Should the difference between the widths (or heights) corresponding to
two successive measuring lines be greater than 1 %, the number of measured widths (or heights) shall be
doubled.
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4.3 Measurement of local velocities

4.3.1 Method of exploring traverse section

It is sometimes proposed that several Pitot tubes be mounted on a stationary rake in order to explore
simultaneously the whole measuring cross-section. However, the experimental data available at the time of
publication are insufficient to allow the design of certain details (such as shape of head and of stem) which
would ensure that measurements by a rake would achieve the accuracy required by this document.

Therefore, this document deals only with velocity area methods using a single Pitot tube placed successively
at each measuring point.

4.3.2 Reference measurement

Reference measurements shall be made in order to check the steadiness of flow and to correct individual
velocity measurements for slight changes in flow rate during traversing; any reference measuring device
inserted in the conduit shall be placed in such a way that there is no interaction with the traversing Pitot
tube. The reference measurement shall be made as far as possible simultaneously with each velocity
measurement.

However, if only one measuring device is available, the steadiness of the flow shall be checked by repeating
measurements at the reference point after each local velocity measurement.

The shape of the velocity profile in the measuring cross-section shall remain stable and shall not be affected
by possible variations of the flow rate whilst measurements are being taken.

When the curve of reference velocity, v,, has been plotted against time, this curve is used to relate all
traverse measurements to the same reference flow rate, g, (preferably that which corresponds to the mean
of velocity measurements at the fixed point). For comparatively small changes of the reference velocity, the
velocity, v;,, measured at any point, i at time, t can be transposed by multiplication by the ratio of velocity,

Vpo at the reference point corresponding to flow rate, q, at velocity, v, , at this reference point at time t is

given by Formula (1):

Vro
Vio=Vig (1
Vr,t

NOTE Where the reference measurement is a quantity directly proportional to the flow rate (e.g. the rotational
frequency of a shaft driving a fan or a pump), this measurement can be substituted directly for v, , and v, in the
above formula. Where the reference reading is in the form of a pressure difference (e.g. across a flxed feature of the
flow circuit, or the differential pressure of a reference Pitot tube), the square root of each reference reading can be
substituted for v, , and v, . in the above formula.

r,t

However, note that velocity profile fluctuations may occur without creating flow rate fluctuations. In such a
case, the use of reference point velocity may lead to errors and it is preferable to check steadiness of flow by
means of any pressure difference device (standardized pressure difference flow meter, piezometric control
on a convergent, bend, spiral casing, peculiar pressure loss, etc.), even if it is not calibrated, provided that its
reliability and adequate sensitivity have been ascertained. In this case, the above-mentioned proportional
correction relates to the differential pressure and not to the velocity.

4.3.3 Checking of velocity distribution

It is recommended that the regularity of the velocity distribution be checked either by plotting or by other
means, regardless of whether or not the plotting is necessary for calculating the discharge velocity.

In the same way, when several measurements are made on the same cross-section at different flow rates,
it is recommended that the velocity profiles be plotted in a non-dimensional manner (i.e. by using the
relative velocities; see 3.1.8) to check their consistency with each other and hence to ensure that there are
no abnormal features at particular flow rates (thus, the profiles shall not change erratically as the flow rate
varies over a wide range of Reynolds numbers).
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It may also be useful to plot the velocity distribution curves as indicated above in order to detect any error in
the measurement of a local velocity. The doubtful measurement shall be repeated whenever possible; when
this cannot be done, it shall be ignored and the velocity profile drawn on the basis of the previously obtained
profiles provided there are independent reasons for believing the doubtful measurement is false.

4.4 Location and number of measuring points in the cross-section

4.4.1 General requirements

The rules to be followed for locating the measuring points differ according to the methods of determination
of the discharge velocity as specified in this document. These rules are given in Clauses 9, 10 and 11,
respectively.

Whatever method is used, the distance between the axis of the head of the Pitot tube and the wall shall not
be less than the head diameter, d.

The location of the Pitot tube shall be calculated from the actual dimension of the conduit along each traverse
line (rather than from the mean dimension) and shall be measured to:

a) =*0,005-X, where Xis the dimension of the duct parallel to the measurement of the Pitot tube position;
or
b) +0,05:y, where y is the distance of the Pitot tube from the nearest wall, whichever is the smaller.

4.4.2 and 4.4.3 specify a minimum number of measuring points applying in particular to small dimension
conduits. As it is necessary to define the velocity profile as accurately as possible, the number of measuring
points can be advantageously increased provided that this is allowed by the operating conditions and
steadiness of the flow.

When a single Pitot tube is traversed across the duct, the distance between a reference point (from which
each position is measured) and the wall of the duct shall first be obtained. This may introduce a relatively
large systematic error in all position measurements. In such instances, it is recommended that complete
diameters be traversed (rather than opposite radii on each diameter) since the systematic error will then
tend to cancel out on the two halves of the traverse.

4.4.2 Circular cross-sections

The measuring points shall be located at every point of intersection between a prescribed number of circles
concentric with the pipe axis and at least two mutually perpendicular diameters.

The measurements shall be carried out in at least three points per radius, so that there is a minimum of
12 points in the cross-section. An additional measuring point at the centre of the conduit is desirable to
check the shape of the velocity profile and is necessary for the calculation of the stem blockage correction,
where applicable (see 12.1.2).

4.4.3 Rectangular cross-sections

The minimum number of measuring points shall be 25. Unless a special layout of measuring points is
required for the use of an arithmetic method, their position shall be defined by the intersections of at least
five straight lines running parallel to each wall of the conduit.

5 Design of Pitot tubes

5.1 General description

The use of one of the types of Pitot tube described in Annex A, all of which fulfil the requirements of 5.2, is
recommended; this avoids the necessity of making several corrections to the measurements. The use of any
other Pitot tube which fulfils the requirements of 5.2 is permitted provided that its calibration is known.
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The Pitot static tubes dealt with in this document consist of a cylindrical head attached perpendicularly to
a stem which usually passes through the wall of a conduit. The length of the head is generally between 15d
and 25d, where d is the head diameter.

At one or two cross-sections along the head, static-pressure holes are drilled around the circumference, so
that, in the absence of leakage, the registered pressure is transferred through the head and stem to a point
outside the conduit.

A smaller tube, concentric with the head and stem, transfers the total pressure, registered by a hole facing
the flow direction at the tip of an axially symmetrical nose integral with the head, to a point outside the
conduit.

An alignment arm, fitted to the end of the stem, facilitates alignment of the head when this is obscured by
the conduit wall.

5.2 Criteria to be fulfilled by the Pitot tube

The nose (including the total pressure hole) shall be designed in such a way as to comply with the following
requirements.

a) Theresponse of the differential pressure to inclination of the head relative to the flow shall meet one of
the following two conditions according to the circumstances (in both cases it is necessary to know the
response curve of the Pitot tube):

1) if precise alignment of the Pitot tube with the conduit axis is not possible but there is no swirl, the
differential pressure should be as independent as possible of the yaw of the head in uniform flow1);

2) if precise alignment of the Pitot tube with the conduit axis is possible but swirl is present, the
variation of the differential pressure recorded by the tube in uniform flow with yaw angle, ¢, shall
be approximately proportional to cos2¢. If the head is perfectly aligned axially and if swirl is less
than *3°, the differential pressure shall not deviate from this relationship by more than 1 %.

It should be noted that misalignment and swirl can occur simultaneously and efforts shall be made to
minimize each of them.

b) The calibration factors for different specimens of tubes to a particular specification shall be identical, to
within +0,25 %, and shall remain so for the working life of any such tube. If the user has any doubt upon
this point, an individual calibration of each Pitot tube should be made.

¢) When used in a liquid, any cavitation from the nose shall not cause a significant error in the static
pressure reading of the tube.

d) The static-pressure holes shall be:
1) notlarger than 1,6 mm in diameter;

2) atleast six, and sufficient in number for the damping in the static pressure circuit to be as nearly as
possible equal to that in the total-pressure circuit; if necessary, on Pitot tubes the diameter of which
is small, the orifices may be placed in two places;

3) placed notless than 6d from the tip of the nose;
4) placed not less than 8d from the axis of the stem.

e) Ifthe stemis enlarged to a diameter d’, there shall be a length of stem not less than 7d’ between the axis
of the head and the commencement of the enlargement, for which the stem diameter is equal to the head
diameter.

1) The Pitot tubes described in Annex A allow independence of the differential pressure to within +1,5 % up to 14° yaw
in uniform flow.

Documents

© IS0 2025 - All rights reserved Document Sharing Hub
7

Full document details: BS ISO 3966:2025


http://www.avadocuments.com/doc/bs-iso-3966-2025
http://www.avadocuments.com/doc/bs-iso-3966-2025

ISO 3966:2025(en)

f) The junction between the head and stem shall be either mitred or curved to a mean radius equal to
(30,5)d.

g) Analignment arm shall be fitted to the end of the stem away from the head, to ensure precise alignment
and positioning within a conduit.

Three types of Pitot tubes which are currently used and which comply with these criteria are described as
examples in Annex A.

6 Requirements for use of Pitot tubes
6.1 Selection of the measuring cross-section

6.1.1 Location of the measuring cross-section (of selection)

The cross-section selected for measurement shall be located in straight pipe length and shall be perpendicular
to the direction of flow. It shall be of simple shape, e.g. circular, rectangular. It shall be located in an area
where the measured velocities fall within the normal working range of the apparatus used (see 6.3.2).

6.1.2 Avoidance of asymmetry, swirl and turbulences

Close to the measuring cross-section, flow shall be substantially parallel to and symmetrical about the
conduit axis and contain neither excessive turbulence nor swirl; the measuring cross-section shall thus be
chosen far enough away from any disturbances that can create asymmetry, swirl or turbulence (see 6.1.6).

The straight length (see 3.1.9) of pipe that may be required to achieve these conditions will vary with the
flow velocity, upstream disturbances, level of turbulence and the degree of swirl, if any?2).

There are, however, some cases where it is practically impossible to obtain such a flow distribution, but
where as good as possible a measurement of the flow-rate is desirable, devices for improving flow conditions
should be used, if possible (see 6.2.1).

6.1.3 Maximum flow deviation

Although measurements with the Pitot tube in oblique or converging flow should as far as possible be
avoided, these may, however, be carried out provided that the maximum flow deviation with respect to the
Pitot tube axis does not exceed 3°.

For guidance, it can also be considered that a swirl is small enough not to increase the confidence limits
given in this document on the measured flow rate if the resulting gradient of local velocities to the pipe axis
is less than 3°.

6.1.4 Measuring cross-sectional velocity distribution
To check that the velocity distribution is regular, two indices can be considered:

a) The uniformity of velocity distribution on the measuring cross-section shall be maintained at an
acceptable level. Especially for the large-sized cross-section and short straight pipe, the uniformity of
velocity distribution on the measuring cross-section has a significant impact on the accuracy of the flow
measurement results.

2) For guidance, it is normally assumed that to comply with these conditions there should be a length of upstream
conduit between the beginning of the working section and any significant upstream irregularity (see 3.2.10) of at least
20 diameters of a circular cross-section (or 80 times the hydraulic radius of a conduit of any cross-section shape). Similarly
there should be at least 5 diameters of a circular cross-section (or 20 times the hydraulic radius of a conduit of any cross-
section shape), between the measuring cross-section and any significant downstream irregularity.

Documents

© IS0 2025 - All rights reserved Document Sharing Hub
8

Full document details: BS ISO 3966:2025


http://www.avadocuments.com/doc/bs-iso-3966-2025
http://www.avadocuments.com/doc/bs-iso-3966-2025

ISO 3966:2025(en)

The uniformity of velocity distribution on the measuring cross-section can be determined by calculating the
relative standard deviation, 0. through Formula (2):

n

(2)

is the relative standard deviation of the measuring cross-sectional velocity distribution;
is the local velocity at the measuring point on the measuring cross-section, m/s;

is the mean of the local velocities at the measuring points on the measuring cross-section3)
,m/s;

is the number of measuring points on the measuring cross-section.

b) Besides, it is important to characterise the symmetry of the velocity distribution. To this end, the
following two indexes can be considered:

1)

where

v

according to 1SO 7194[1], for circular ducts, the index of asymmetry of the flow, Y, is defined to
evaluate the asymmetric flow conditions and can be calculated by Formula (3):

1| D (=)

E n-1

1/2

Y= (3)

is the number of radii traversed (4, 6 or 8);

is the mean velocity calculated from the individual point velocity measurements on the i radius®
, m/s;

is the mean axial velocity calculated from all of the individual point velocity measurements, m/s.

2) according to [EN 125992], for rectangular ducts and circular ducts, the following Formula (4)5)

is used as a measure of the irregularity, I, of the velocity profile:

3) When the measuring point positions are chosen according to 11.1.1, 11.2.1 and 11.2.2, the mean value can be
calculated by arithmetic mean; When the measuring point positions are chosen according to 11.1.2, the mean value can
be calculated by weighted mean.

4) u;is not always the arithmetic average of the individual local velocities, but should be calculated in accordance with
the integration technique used.

5) According to D.1.2.2 and D.1.2.3 in EN 12599:2012, for rectangular ducts, the measuring points are chosen by
dividing a rectangular cross-section into measuring areas of equal size; for circular ducts, the measuring points are
chosen corresponding to annuluses of equal area.
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[Umax ~Umin|
_ |“max min
I = - (4)
2v
where
Upin is the minimum of the arithmetic mean of velocities in a quarter of the measuring cross-
section or at a radius, m/s.;
Upnax is the maximum of the arithmetic mean of velocities in a quarter of the measuring cross-
section or at a radius, m/s;
12 is the arithmetic mean over the entire cross section, m/s.

In the case of a rectangular cross-section, the maximum and minimum values of mean velocity are selected
from the quarters of the total cross-section, of side length equal to half the duct side length. In the case of a
circular cross-section, the mean values are taken from four measurement radi at right angles to one another.

For the calculation of u,;, the velocity in the boundary layer at the wall of the duct is neglected.

6.1.5 Measuring cross-sectional temperature distribution

The uniformity of temperature distribution on the measuring cross-section shall be maintained at an
acceptable level. The fluid temperature affects the fluid density, which in turn affects the pressure value
measured by Pitot tubes. Especially for the mixing process of hot and cold fluids in the upstream conduit,
the uniformity of temperature distribution on the measuring cross-section has a significant impact on the
accuracy of the flow measurement results.

The uniformity of temperature distribution on the measuring cross-section can be determined by calculating
the relative standard deviation, o, through Formula (5) with the chosen measuring point positions according

to 11.2.
n ~\2
2 i=1 (T -T)
op =\ T (5)
(n—-1)xT
where
or is the relative standard deviation of the measuring cross-sectional temperature distribution;
T; is the local static temperature at the measurement point on the measuring cross-section, K;
T is the arithmetic mean of the local static temperatures at the measurement points on the
measuring cross-section, K;
n is the number of measuring points on the measuring cross-section.

6.1.6 Preliminary traverse tests
Preliminary traverse tests shall be made to ascertain the regularity of flow.

If these traverses show that flow is not satisfactory, this can sometimes be remedied using one or more of
the devices described in 6.2.

Once these devices are in place, check that the flow complies with the requirements of this document. If not,
a more detailed traverse of the measuring cross-section is necessary.

6.2 Devices for improving flow conditions

6.2.1 Anti-swirl device

If swirl is present in the flow, it can often be suppressed by means of an anti-swirl device consisting either of
several adjacent pipes parallel to the flow direction (e.g. tube bundle straightener) or of a honeycomb with
square/hexagonal cells (e.g. AMCA straightener or cell straightener). The flow direction near the measuring
cross-section can be more parallel to the axis direction of the straight pipes by anti-swirl devices.

Documents

© IS0 2025 - All rights reserved Document Sharing Hub
10
Full document details: BS ISO 3966:2025


http://www.avadocuments.com/doc/bs-iso-3966-2025
http://www.avadocuments.com/doc/bs-iso-3966-2025

ISO 3966:2025(en)

For tube bundle straightener, the basic purpose is to eliminate swirl, but it also has some effect in reducing
asymmetry. The whole device shall be rigorously symmetrical and the following requirements shall be met
(see Figure 1):

a) the maximum transverse dimension, g, of a channel shall be less than 0,25 D, where D is pipe inner
diameter;

b) length, L, shall be greater than 10a.

The head loss of tube bundle straightener depends on the size and length of the individual tubes, but is
typically about five times velocity heads.
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T J - - )
y // // // EEEEEEE‘( ll%EEEEEEEEEEEEEEEEEEEEEEEEE{ lIEEEEEEE
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+/ +4+ y; +/ Do — — b
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NOTE In order to decrease the pressure loss, the entrance to the tubes may be bevelled at 45°.

Figure 1 — Tube bundle straightener

For AMCA straightener or cell straightener, it is useful only in eliminating swirl. It does not improve

asymmetric velocity distributions. Its dimensions are given in Figure 2, and it has a very low head loss,
normally about 0,25 times the velocity head.

7 7
Q
\, 3
N\ S
< o
0,075D / 0,45D <
Figure 2 — AMCA straightener
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More types are presented in ISO 71941 (e.g., Zanker straightener, Sprenkle straightener, Etoile straightener)
and in ISO 5801[3] (e.g., star straightener), which can be used to eliminate swirl or asymmetry or both.

6.2.2 Profile developer

If the velocity distribution is unacceptably irregular, it can often be remedied by means of a profile
developer consisting of, for example, one or more screens, grids or perforated plates (see Figure 3), which
can effectively improve the uniformity of the velocity distribution on the measuring cross-section. Note,
however, that such devices are only effective at the price of a rather high head loss.

The Akashi type (Mitsubishi type) flow conditioner is shown in Figure 3. D is the inner diameter of the pipe
and ¢, is the thickness of the plate. The flow conditioner is perforated plate type which has many small holes
with approximately D/8 diameter. The holes around the centre of the plate are closer together than those
further out. The pressure loss is 1,7 times dynamic pressure.

Figure 3 — Akashi type flow conditioner

The Zanker flow conditioner plate is illustrated in Figure 4 and consists of 32 bored holes arranged in a
symmetrical circular pattern. The dimensions of the holes are a function of the pipe inner diameter D and
shall be as follows:

a) aring of 4 central holes of diameter 0,141D on a pitch circle diameter of 0,25D;
b) aring of 8 holes of diameter 0,139D on a pitch circle diameter of 0,56D;

¢) aringof4 holes of diameter 0,136 5D on a pitch circle diameter of 0,75D;

d) aring of 8 holes of diameter 0,110D on a pitch circle diameter of 0,85D;

e) aring of 8 holes of diameter 0,077D on a pitch circle diameter of 0,90D.

The perforated plate thickness, ¢,
dynamic pressure.

is such that 0,12D < t_ < 0,15D. The pressure loss is approximately 3 times

c’
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Figure 4 — Zanker flow conditioner plate

More details of Akashi type flow conditioner and Zanker flow conditioner plate are presented in 1ISO 5167-3[4]
and 1SO 5167-2[3], respectively. More types are presented in ISO 5167-2, i.e. Gallagher flow conditioner and
NOVA's design of K-Lab perforated plate flow conditioner.

6.2.3 Turning vanes

If there are elbows or extenders near the measuring cross-section, turning vanes can be used to smooth
the flow direction and improve the uniformity of the velocity distribution (see Figure 5). The turning vanes
consist of arc or flat plates.

In large-sized elbows, turning vanes are often installed on the line that connecting the two corner vertices,
and distributed from densely to sparsely, beginning from the inside corner and moving towards the outside
corner. In extenders, turning vanes are often evenly distributed. Generally, the distance of the adjacent
turning vanes, SP, can be determined as follows:

a) inelbows, SP;<SP,<...<SP, <SP

n+1’

b) inextenders, SP,;=SP,,=...=SP, =SP SPy;1=SPy5=...=SPy,,=SP} ,,1.

an+1’
For guidance, the number of turning vanes, n, can be determined as follows:

. (br* +B,%) . . o o
a) inelbows, n ¥ ———————, where b, is width of the inlet, b, is width of the outlet, r., is radius of the

Ity
turning vane;

b) inextenders, n =2 with spread angle, 8, =30° n =4 with f=45° n =6 with 60°< £<90° n =8 with f=100°.
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