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National foreword

This British Standard reproduces verbatim ISO 4138:2004 and implements it
as the UK national standard. It supersedes BS AU 189:1983 which is
withdrawn.

The UK participation in its preparation was entrusted to Technical Committee
AUE/15, Safety related to vehicles, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the
UK interests informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international publications referred to
in this document may be found in the BSI Catalogue under the section entitled
“International Standards Correspondence Index”, or by using the “Search”
facility of the BSI Electronic Catalogue or of British Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the ISO title page,
pages ii to v, a blank page, pages 1 to 19 and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the International
Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 4138 was prepared by Technical Committee ISO/TC 22, Road vehicles, Subcommittee SC 9, Vehicle
dynamics and road-holding ability.

This third edition cancels and replaces the second edition (ISO 4138:1996), which has been technically revised.
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Introduction

The dynamic behaviour of a road vehicle is a most important part of active vehicle safety. Any given vehicle,
together with its driver and the prevailing environment, forms a unique closed-loop system. The task of
evaluating dynamic behaviour is therefore very difficult since there is a significant interaction between these
driver-vehicle-environment elements, each of which is complex in itself. A complete and accurate description of
the behaviour of the road vehicle must necessarily involve information obtained from a number of tests of
different types. Since they quantify only a small part of the complete vehicle handling characteristics, the results
of these tests can only be considered significant for a correspondingly small part of the overall dynamic
behaviour.

Moreover, insufficient knowledge is available concerning the relationship between overall vehicle dynamic
properties and accident avoidance. A substantial amount of effort is necessary to acquire sufficient and reliable
data on the correlation between accident avoidance and vehicle dynamic properties in general, and the results
of these tests in particular. Therefore, it is not possible to use these methods and test results for regulatory
purposes.

Finally, test conditions and tyres have a strong influence on test results. Only vehicle dynamic properties
obtained under identical test and tyre conditions are comparable.
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Passenger cars — Steady-state circular driving behaviour —
Open-loop test methods

1 Scope

This International Standard specifies open-loop test methods for determining the steady-state circular driving
behaviour of passenger cars as defined in ISO 3833 and of light trucks, such behaviour being one of the factors
comprising vehicle dynamics and road-holding properties. The open-loop manoeuvres included in these
methods are not representative of real driving conditions, but are nevertheless useful for obtaining measures of
vehicle steady-state behaviour resulting from several specific types of control inputs under closely controlled
test conditions.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced document
(including any amendments) applies.

ISO 3833:1977, Road vehicles — Types — Terms and definitions

ISO 7401:2003, Road vehicles — Lateral transient response test methods — Open-loop test methods

ISO 8855:1991, Road vehicles — Vehicle dynamics and road-holding ability — Vocabulary

ISO 15037-1:1998, Road vehicles — Vehicle dynamics test methods — Part 1: General conditions for
passenger cars

3 Terms and definitions
For the purposes of this document, the terms and definitions given in ISO 8855 and the following apply.

3.1

low-speed path radius

radius of the circular path transcribed by the origin of the vehicle axis system when the vehicle is operated at
constant speed with a given fixed steering-wheel angle and with approximately zero lateral acceleration

4 Principle

4.1 Test methods

Three test methods are specified:

— Method 1, the constant-radius test method;

— Method 2, the constant steering-wheel angle test method;
— Method 3, the constant-speed test method.

Each method is presented with two variations and differs in requirements for testing space, driver skill, and
instrumentation. Methods 1 and 3 depend upon the path-keeping ability of the driver to minimize
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