BRITISH STANDARD BS ISO
4698:1994

Implementation of

ISO 4698:1994

Iron ore pellets —

Determination of

relative free-swelling

index
T P
B, o

NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW

Document Sharing Hub

Full document details: BS ISO 4698:1994


http://www.avadocuments.com/doc/bs-iso-4698-1994
http://www.avadocuments.com/doc/bs-iso-4698-1994

BS ISO 4698:1994

Committees responsible for this
British Standard

The preparation of this British Standard was entrusted to Technical
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BS ISO 4698:1994

National foreword

This British Standard reproduces verbatim ISO 4698:1994 and implements it as
the UK national standard.

This British Standard is published under the direction of the Engineering Sector
Board whose Technical Commaittee ISE/58 has the responsibility to:

— aid enquirers to understand the text;

— present to the responsible international committee any enquiries on
interpretation, or proposals for change, and keep UK interests informed;

— monitor related international and European developments and promulgate
them in the UK.

NOTE International and European Standards, as well as overseas standards, are available from
Customer Services, BSI, 389 Chiswick High Road, London W4 4AL.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages i and 11,
the ISO title page, pages i1 to iv, pages 1 to 12 and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on the

inside front cover. Documents
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INTERNATIONAL 1SO
STANDARD 4698

First edition
1994-02-01

Iron ore pellets — Determination of
relative free-swelling index

Boulettes de minerais de fer — Détermination de I'indice relatif de
gonflement libre
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Annex A (normative) Methods for determination of
the volume of the test portion 5
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the acceptance of test results 12
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Figure 2 — Example of reduction tube with test portion holder 3
Figure A.1 — Example of the mercury volumetric apparatus 6
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Descriptors: Minerals and ores, iron ores, pelletized materials, tests, expansion tests, determination,
swelling index, test equipment.
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ISO 4698:1994(E)

Foreword

ISO (the International Organization for Standardization) is a worldwide
federation of national standards bodies (ISO member bodies). The work of
preparing International Standards is normally carried out through ISO technical
committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that
committee. International organizations, governmental and non-governmental,
in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

Draft International Standards adopted by the technical committees are
circulated to the member bodies for voting. Publication as an International
Standard requires approval by at least 75 % of the member bodies casting a vote.

International Standard ISO 4698 was prepared by Technical Committee
ISO/TC 102, Iron ores, Sub-Committee SC 3, Physical testing.

Annex A and Annex B form an integral part of this International Standard.
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