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National foreword

This British Standard reproduces verbatim ISO 5681:1992 and implements it
as the UK national standard. It supersedes BS 6355:1983 which is withdrawn.

The UK participation in its preparation was entrusted to Technical Committee
AGE/15, Equipment for crop protection and application of liquid fertiliser,
which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the
UK interests informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international publications referred to
in this document may be found in the BSI Catalogue under the section entitled
“International Standards Correspondence Index”, or by using the “Search”
facility of the BSI Electronic Catalogue or of British Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, the ISO title page,
page i1, pages 1 to 16, an inside back cover and a back cover.

The BSI copyright date displayed in this document indicates when the
document was last issued.

Amendments issued since publication

Amd. No. Date Comments
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of
national standards bodies (ISO member bodies). The work of preparing International
Standards is normally carried out through 1SO technical committees. Each member
body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, govern-
mental and non-governmental, in liaison with ISO, also take part in the work. 1ISO
collaborates closely with the International Electrotechnical Commission (IEC) on all
matters of electrotechnical standardization.

Draft International Standards adopted by the technical committees are circulated to
the member bodies for voting. Publication as an International Standard requires
approval by at least 75 % of the member bodies casting a vote.

International Standard 1SO 5681 was prepared by Technical Committee ISO/TC 23,
Tractors and machinery for agriculture and forestry, Sub-committee SC 6, Equipment
for crop protection.

This second edition cancels and replaces the first edition (ISO 5681 : 1981), of which it
constitutes a technical revision.

Avant-propos

L'ISO (Organisation internationale de normalisation) est une fédération mondiale
d’organismes nationaux de normalisation (comités membres de I'|SO). L’élaboration
des Normes internationales est en général confiée aux comités techniques de I'ISO.
Chaque comité membre intéressé par une étude a le droit de faire partie du comité
technique créé a cet effet. Les organisations internationales, gouvernementales et non
gouvernementales, en liaison avec I'ISO participent également aux travaux. L'ISO col-
labore étroitement avec la Commission électrotechnique internationale (CEl) en ce qui
concerne la normalisation électrotechnique.

Les projets de Normes internationales adoptés par les comités techniques sont soumis
aux comités membres pour vote. Leur publication comme Normes internationales
requiert |'approbation de 75 % au moins des comités membres votants.

La Norme internationale 1SO 5681 a été élaborée par le comité technique ISO/TC 23,
Tracteurs et matériels agricoles et forestiers, sous-comité SC 6, Matériel de traitement
phytopharmaceutique.

Cette deuxiéme édition annule et remplace la premiére édition (ISO 5681 : 1981), dont
elle constitue une révision.
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Equipment for crop
protection — Vocabulary

1 Scope

This International Standard defines terms used in relation to
equipment for crop protection.

2 General terms

2.1 pesticide product: Product or preparation used to im-
prove or protect the growing, harvesting and storing of crops.

2.2 formulated product: Form of the pesticide as pur-
chased by users.

2.3 adjuvant: substance without primary biological activity
but able to improve the biological efficacy of the active in-
gredients.

2.4 treatment: Operation of applying pesticide protection to
produce a determined biological effect.

2.5 overall treatment: Treatment carried out over the entire
area of a crop or field.

2.6 local treatment: Treatment carried out over part of a
crop or field.

NOTE — In general, this treatment can be in bands, rows or spots.

2.7 airflow: Volume of air flowing through an appliance per
unit of time.

2.8 air output: Volume of air discharged by an appliance per
unit of time.

2.9 liquid output: Volume of liquid discharged by an ap-
pliance per unit of time.

Full document details: BS ISO 5681:1992
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Matériel de traitement
phytopharmaceutique —
Vocabulaire

1 Domaine d’'application

La présente Norme internationale définit les termes se rappor-
tant au matériel de traitement phytopharmaceutique.

2 Termes généraux

2.1 produit phytopharmaceutique: substance ou prépara-
tion destinée a I'amélioration de la croissance, a la protection de
la culture, de la récolte ou du stockage des productions végétales.

2.2 produit formulé: Présentation commerciale d'un pro-
duit phytopharmaceutique.

2.3 adjuvant: Substance dépourvue d'activité biologique
mais capable d’améliorer les qualités physico-chimiques d’'une
préparation.

2.4 traitement: Opération consistant a appliquer des pro-
duits phytopharmaceutiques pour produire un effet biologique
déterminé.

2.5 traitement généralisé; traitement en plein: Traite-
ment effectué sur toute la surface du terrain ou de la végéta-
tion.

2.6 traitement localisé: Traitement effectué sur une partie
du sol ou de la culture.

NOTE — En général, ce traitement peut étre en bandes, en lignes ou en
poquets.

2.7 débit d’air: Volume d'air qui s’écoule au droit d'une sec-
tion par unité de temps.

2.8 débit de sortie d’air: Volume d'air débité par un appareil
par unité de temps.

2.9 débit de sortie de liquide: Volume de liquide débité par

un appareil par unité de temps. Documents
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3 Equipment for applying sprays

3.1 Basic definitions

3.1.1 spraying: Division and emission into the air of a liquid
or a spray mixture in the form of droplets.

3.1.2 spray mixture: Liquid containing the formulated
product ready for spraying.

3.1.3 droplet: Substantially spherical liquid particle with a
diameter generally less than 1 000 um.

3.1.4 sprayer: Machine for spraying.

3.1.5 spray: Droplets produced by a nozzle.

3.1.5.1 solid stream spray: Spray with a cylindrical shape.
3.1.6.2 conical spray: Spray with a conical shape.

3.1.5.3 flat spray: Spray with a thin flat shape.

3.1.5.4 air-assisted spray: Spray in which the droplets are
carried wholly or partly by a flow of air.

3.1.5.,5 non-air-assisted spray: Spray in which droplets are
projected without the assistance of auxiliary air flow.

3.2 Types of spraying

3.2.1 centrifugal spraying: Spraying obtained by the use of
centrifugal force imparted to the liquid by mechanical rotational
energy (for example, a spinning disc).

3.2.2 electrostatic spraying: Process where electrostatic
forces are used to aid spray deposition.

3.2.3 air-blast spraying; twin fluid spraying: Spraying ob-
tained by the action of a high velocity air stream on the spray
liquid.

3.2.4 hydraulic pressure spraying: Spraying obtained by
using only the hydraulic energy of the liquid.

3.2.5 thermal spraying: Production of droplets either partly
or wholly by thermal energy.

3.2.6 underleaf spraying: Application where the spray is
directed to the underside of the leaves.

3 Equipement de pulvérisation

3.1 Définitions de base

3.1.1 pulvérisation: Division et émission dans |'air d'une
bouillie ou de tout autre liquide sous forme de gouttes.

3.1.2 bouillie: Liquide prét a I'emploi pour pulvérisation et
dans lequel sont dispersées la (les) préparation(s) phytophar-
maceutique(s).

3.1.3 goutte: Particule de liquide sensiblement sphérique de
diametre généralement inférieur a 1 000 pm.

3.1.4 pulvérisateur: Machine servant a la pulvérisation.
3.1.56 jet: Ensemble des gouttes sortant d’une buse.
3.1.5.1 jet baton: Jet ayant une forme cylindrique.
3.1.5.2 jet conique: Jet ayant une forme conique.
3.1.5.3 jet plat: Jet de faible épaisseur.

3.1.5.4 jet porté: Jet dans lequel le déplacement des gouttes
est assuré, en tout ou partie, par un courant ou un écoulement
d‘air.

3.1.5.5 jet projeté: Jet dans lequel la projection des gouttes
est réalisée sans le concours d’'un fluide gazeux auxiliaire.

3.2 Types de pulvérisation

3.2.1 pulvérisation centrifuge: Pulvérisation obtenue par
fragmentation du liquide sous I'action de la force centrifuge
d’'un mécanisme en rotation (par exemple un disque rotatif).

3.2.2 pulvérisation électrostatique: Procédé de pulvérisa-
tion utilisant des forces électrostatiques pour faciliter le dépot
des gouttes.

3.2.3 pulvérisation pneumatique: Pulvérisation obtenue
par I'action d'un écoulement d’air rapide sur le liquide a pulvéri-
ser.

3.2.4 pulvérisation a pression de liquide: Pulvérisation
obtenue par la seule utilisation, dans la buse, de la pression du
liquide débité.

3.2.5 pulvérisation thermique: Pulvérisation obtenue en
tout ou partie par un apport d'énergie thermique.

3.2.6 pulvérisation par en dessous: Application ou la pul-
vérisation est dirigée vers la face inférieure des feuilles.
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3.3 Nozzles

3.3.1 hydraulic energy nozzle: Part or an assembly of parts
with an orifice through which the liquid is forced under
pressure to produce a spray.

3.3.2 fan nozzle; slit nozzle: Hydraulic energy nozzle with
an opening in the shape of a slit, producing a flat sheet of spray.

3.3.3 double fan [slit] nozzle: Fan nozzle having two
separate openings.

3.3.4 off-centre fan [slit] nozzle: Fan nozzle in which the
spray angle and volume distribution are asymmetrical about the
nozzle axis.

3.3.5 adjustable nozzle: Hydraulic energy nozzie designed
so that the spray characteristics may be altered without chang-
ing the components.

3.3.6 deflector nozzle; anvil nozzle; impact nozzle:
Hydraulic energy nozzle with a deflector producing a flat thin
sheet of spray.

3.3.7 shut-off nozzle: Nozzle with a shut-off device which
can be used without changing parts.

3.3.8 directional nozzle: Nozzle which enables the direction
of spray to be altered in relation to the supply tube or pipe.

3.3.9 cone nozzle: Hydraulic energy nozzle through which
the liquid flows rotationally, producing a conical spray.

3.3.10 impinging stream nozzle: Hydraulic energy nozzle
designed so that spraying is achieved by the impact of two or
more streams of liquid.

3.3.11 air-blast nozzle; twin fluid nozzle: Appliance in
which the spray is produced by the action of a high velocity air
stream on the spray mixture.

3.3.12 nozzle body: Main component into or on which other
components of a nozzle are fitted.

NOTE — In some designs, the nozzle boss (3.3.14) performs the function
of the body and the cap (3.3.13) screws directly on to the boss.

3.3.13 nozzle cap nut: Component which retains the
assembled parts in or on a nozzle body.

NOTE — The nozzle disc (3.3.17) or tip (3.3.15) may be integral with
the cap.

3.3.14 nozzle boss: Part of the spray boom or spray lance to
which a nozzle body or cap nut is fitted.

Full document details: BS ISO 5681:1992
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3.3 Buses

3.3.1 buse de pulvérisation hydraulique: Piéce ou ensem-
ble de piéces permettant d’obtenir la pulvérisation par le pas-
sage d'un liquide sous pression au travers d’un orifice.

3.3.2 buse a fente: Buse de pulvérisation hydraulique ayant
un orifice en forme de fente et produisant un jet plat.

3.3.3 buse double a fente: Buse & fente comportant deux
orifices séparés.

3.3.4 buse a fente excentrée: Buse a fente dont I'angle de
pulvérisation et la distribution sont asymétriques par rapport a
'axe de la buse.

3.3.5 buse a jet réglable: Buse de pulvérisation hydraulique
concue pour que la forme du jet puisse étre modifiée sans chan-
gement de piéce.

3.3.6 buse a miroir: Buse de pulvérisation hydrauliqgue com-
portant un déflecteur produisant un jet de faible épaisseur.

3.3.7 buse obturable: Buse comportant un dispositif d’obtu-
ration utilisable sans changement de piéce.

3.3.8 buse orientable: Buse dont on peut modifier |'orienta-
tion pour une position fixe par rapport a la rampe ou a la lance.

3.3.9 buse a turbulence: Buse de pulvérisation hydrau-
lique dans laquelle la mise en rotation du liquide produit un jet
conique.

3.3.10 buse a courants contrariés: Buse de pulvérisation
hydraulique concue de telle facon que la pulvérisation soit obte-
nue par le choc, entre elles, de plusieurs veines liquides.

3.3.11 tuyére de pulvérisation: Organe dans lequel se réa-
lise la pulvérisation par I'action d’un écoulement d'air rapide sur
le liquide a pulvériser.

3.3.12 corps de buse: Elément principal dans (ou sur) lequel
sont assemblés les autres éléments de la buse.

NOTE — Dans certains cas le support de buse (3.3.14) fait office de
corps de buse et recoit directement I'écrou de buse (3.3.13).

3.3.13 écrou de buse: Piéce assemblant le (les) élément(s)
sur (dans) le corps de buse.

NOTE — La pastille (3.3.17) ou I'embout (3.3.15) peuvent faire partie
intégrante de I’écrou de buse.

3.3.14 support de buse: Partie de la rampe ou de la lance
recevant le corps ou I'écrou de buse.
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