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National foreword

This British Standard is the UK implementation of ISO 5712:2022.

The UK participation in its preparation was entrusted to Technical
Committee RPI/13, Advanced technical ceramics.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2022
Published by BSI Standards Limited 2022
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ICS 81.060.30

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 May 2022.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www.iso.
org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 206, Fine ceramics.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

Economic developmentis supported by infrastructure such as roads and railroads; however, maintaining
ageing infrastructure at a low cost is a problem. An effective monitoring system for maintaining the
health of infrastructure at a low cost is necessary, therefore a stand-alone power source is required
because of requirements such as installation location, number of items and period of use. In addition, in
the internet of things (10T), power is needed everywhere in order for everything to be connected to the
internet, and from that perspective a stand-alone power source is expected.

A self-supporting power source is a technology that collects energy such as light, vibration and heat,
converts it into electrical energy and uses it. Power supplies for small electronic devices include those
for various mobile devices, lighting switches, automotive tire-pressure monitoring systems (TPMS) and
wireless sensor networks (sensor power supplies) that monitor infrastructure and the environment.
The use of such power supplies is expanding to active type tags used for recognition, such as radio
frequency identifiers (RFIDs). Vibratory electrical conversion using vibrational energy is considered to
be easy to use because of its high energy density after sunlight. Various power generation experiments
have already been conducted and its practical application has been accelerated. There are methods that
use piezoelectric devices and electromagnetic induction for vibration electric conversion, but methods
using ceramic piezoelectric devices are prominent because of the output voltage, device size and degree
of structural freedom. The vibrations used in power generation in daily life have a wide variety of
frequencies, and it is difficult to set conditions for obtaining an appropriate amount of power generation
with piezoelectric devices that are highly frequency-dependent. Piezoelectric device structures are
also broadly divided into cantilever (beam), plate and double-supported beam shapes, and the sizes are
diversified according to the purpose and application. It is also difficult to set conditions.

Currently, the measurement of power generation performance of piezoelectric devices for self-
supporting power supplies is performed by an arbitrary method. What device structure (e.g. size,
structure) will be used? What kind of vibration (e.g. frequency, additional mass, displacement) is applied
to the piezoelectric body? What kind of circuit configuration (e.g. output voltage, current, conversion
efficiency, measuring instrument) is standardized?

For this reason, this document was created for measuring the power generation characteristics of
piezoelectric devices for self-supporting power supplies.
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