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National foreword

This British Standard reproduces verbatim ISO 5725-6:1994, including Technical
Corrigendum October 2001, and implements it as the UK national standard.

Parts 1 to 6 of BS ISO 5724 together supersede BS 5497-1:1987, which is

withdrawn.

This British Standard is published under the direction of the Information
Systems Technology Standards Policy Committee whose Technical Committee
QMS/16 has the responsibility to:

— aid enquirers to understand the text;

— present to the responsible international committee any enquiries on
interpretation, or proposals for change, and keep UK interests informed;

— monitor related international and European developments and promulgate
them in the UK.

A list of organizations represented on this committee can be obtained on request
to its secretary.

NOTE International and European Standards, as well as overseas standards, are available from
Customer Services, BSI, 389 Chiswick High Road, London W4 4AL.

Cross-references

The British Standards which implement international or European publications
referred to in this document may be found in the BSI Standards Catalogue under
the section entitled “International Standards Correspondence Index”, or by using
the “Find” facility of the BSI Standards Electronic Catalogue.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages i and ii,
the ISO title page, pages ii to iv, pages 1 to 49 and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.
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Foreword

ISO (the International Organization for Standardization) is a worldwide
federation of national standards bodies (ISO member bodies). The work of
preparing International Standards is normally carried out through ISO technical
committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee.
International organizations, governmental and non-governmental, in liaison with
IS0, also take part in the work. ISO collaborates closely with the International
Electrotechnical Commission (IEC) on all matters of electrotechnical
standardization.

Draft International Standards adopted by the technical committees are circulated
to the member bodies for voting. Publication as an International Standard requires
approval by at least 75 % of the member bodies casting a vote.

International Standard [SO 5725-d was prepared by Technical Committee
ISO/TC 69, Applications of statistical methods, Subcommittee SC 6, Measurement
methods and results.

[SO 5725 consists of the following parts, under the general title Accuracy (trueness
and precision) of measurement methods and results:
— Part 1: General principles and definitions;

— Part 2: Basic method for the determination of repeatability and reproducibility
of a standard measurement method;

— Part 3: Intermediate measures of the precision of a standard measurement
method;

— Part 4: Basic methods for the determination of the trueness of a standard
measurement method;

— Part 5: Alternative methods for the determination of the precision of a
standard measurement method;

— Part 6: Use in practice of accuracy values.

Parts 1 to 6 of [SO 5725 together cancel and replace [SO 5725:1986, which has

been extended to cover trueness (in addition to precision) and intermediate
precision conditions (in addition to repeatability and reproducibility conditions).

Annex A forms an integral part of this part of [SO 57235.
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Introduction

0.1 [[SO 5725 uses two terms “trueness” and “precision” to describe the accuracy of a measurement method.
“Trueness” refers to the closeness of agreement between the arithmetic mean of a large number of test
results and the true or accepted reference value. “Precision” refers to the closeness of agreement between
test results.

0.2 The need to consider “precision” arises because tests performed on presumably identical materials in
presumably identical circumstances do not, in general, yield identical results. This is attributed to
unavoidable random errors inherent in every measurement procedure; the factors that influence the
outcome of a measurement cannot all be completely controlled. In the practical interpretation of
measurement data, this variability has to be taken into account. For instance, the difference between a test
result and some specified value may be within the scope of unavoidable random errors, in which case a real
deviation from such a specified value has not been established. Similarly, comparing test results from two
batches of material will not indicate a fundamental quality difference if the difference between them can
be attributed to the inherent variation in the measurement procedure.

0.3 Parts 1 to 5 of discuss the background to, and given methods for, the assessment of the
precision (in terms of the repeatability standard deviation and the reproducibility standard deviation) and
the trueness (in terms of the various components of bias) of measurements produced by a standard
measurement method. Such assessment would, however, be pointless if there were no practical uses to
which the results could be put.

0.4 Given that the accuracy of a measurement method has been established, this part of [SO 5725 applies
that knowledge in practical situations in such a way as to facilitate commercial transactions and to monitor
and improve the operational performance of laboratories

1 Scope

1.1 The purpose of this part of [[SO 572§ is to give some indications of the way in which accuracy data can
be used in various practical situations by:

a) giving a standard method of calculating the repeatability limit, the reproducibility limit and other
limits to be used in examining the test results obtained by a standard measurement method;

b) providing a way of checking the acceptability of test results obtained under repeatability or
reproducibility conditions;

¢) describing how to assess the stability of results within a laboratory over a period of time, and thus
providing a method of “quality control” of the operations within that laboratory;

d) describing how to assess whether a given laboratory is able to use a given standard measurement
method in a satisfactory way;

e) describing how to compare alternative measurement methods.

1.2 This part of [SO 5725 is concerned exclusively with measurement methods which yield measurements
on a continuous scale and give a single numerical figure as the result, although this single figure may be
the outcome of a calculation from a set of observations.

1.3 It is assumed that the estimates of trueness and precision for the method have been obtained in
accordance with parts 1 to 5 of [[SO 5724

1.4 Any additional information regarding the field of application will be given at the beginning of each
particular application.
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2 Normative references

The following standards contain provisions which, through reference in this text, constitute provisions of
this part of. At the time of publication, the editions indicated were valid. All standards are subject
to revision, and parties to agreements based on this part of [SO 5724 are encouraged to investigate the
possibility of applying the most recent editions of the standards indicated below. Members of IEC and ISO
maintain registers of currently valid International Standards.

[[SO 3534-1:1999, Statistics — Vocabulary and symbols — Part 1: Probability and general statistical terms.

[[SO 5725-1:1994, Accuracy (trueness and precision) of measurement methods and results — Part 1: General
principles and definitions.

[[SO 5725-2:1994, Accuracy (trueness and precision) of measurement methods and results — Part 2: Basic
method for the determination of repeatability and reproducibility of a standard measurement method.

[[SO 5725-3:1994, Accuracy (trueness and precision) of measurement methods and results —
Part 3: Intermediate measures of the precision of a standard measurement method.

[[SO 5725-4:1994, Accuracy (trueness and precision) of measurement methods and results — Part 4: Basic
methods for the determination of the trueness of a standard measurement method.

[SO 8258:1991), Shewhart control charts.
ISO Guide 33:1989, Uses of certified reference materials.

ISO Guide 35:1989, Certification of reference materials — General and statistical principles.

ISO/IEC Guide 25:1990, General requirements for the competence of calibration and testing laboratories.
3 Definitions

For the purposes of this part of [SO 5725, the definitions given in [SO 3534-1| and [[SO 5725-1 apply.
The symbols used in [SO 572§ are given in Annex A.

4 Determination of limits

4.1 Repeatability and reproducibility limits

4.1.1In , attention has been focussed on estimating the standard deviations associated with
operations under repeatability or reproducibility conditions. However, normal laboratory practice requires
examination of the difference(s) observed between two (or more) test results, and for this purpose some
measure akin to a critical difference is required, rather than a standard deviation.

4.1.2 When a quantity is based on sums or differences of n independent estimates each having a standard
deviation 0, then that resultant quantity will have a standard deviation 0 /n . The reproducibility limit (R)
or repeatability limit (r) are for differences between two test results, so the associated standard deviation
is 04/2. In normal statistical practice, for examining the difference between these two values the critical
difference used is f times this standard deviation, i.e. fo /2 . The value of f (the critical range factor) depends
on the probability level to be associated with the critical difference and on the shape of the underlying
distribution. For the reproducibility and repeatability limits, the probability level is specified as 95 %, and
throughout the analysis in the assumption is made that the underlying distribution is
approximately normal. For a normal distribution at 95 % probability level, fis 1,96 and f./2 then is 2,77.
As the purpose of this part of is to give some simple “rule of thumb” to be applied by
non-statisticians when examining the results of tests, it seems reasonable to use a rounded value

of 2,8 instead of £/2.

4.1.3 As has been stated, the process of estimating precision leads to estimates of the true standard
deviations while the true standard deviations remain unknown. Therefore in statistical practice the
should be denoted by s rather than 0. However, if the procedures given in and are
followed, these estimates will be based on an appreciable number of test results, and will give the best
information we are likely to have of the true values of the standard deviations. In other applications that
follow, for estimates of these standard deviations based on more limited data, the symbol s (estimate of a
standard deviation) is used. Therefore it seems best to use the symbol 0 to denote the values obtained from
a full precision experiment, and treat these as true standard deviations with which other estimates (s) will
be compared.
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4.1.4 In view of 4.1.1, 4.1.2 and 4.1.3, when examining two single test results obtained under repeatability
or reproducibility conditions, the comparison shall be made with the repeatability limit

r=2,80,
or the reproducibility limit
R= z,SO'R
4.2 Comparisons based on more than two values

4.2.1 Two groups of measurements in one laboratory

If, in one laboratory under repeatability conditions, two groups of measurements are performed with the
first group of n; test results giving an arithmetic mean of y; and the second group of ny test results giving

an arithmetic mean of y,, then the standard deviation of (y, —¥,) is

o= D
1 2

and the critical difference for | ¥y, - 5/2| is

CD =280, | =+ -
2n,  2n,
at the 95 % probability level.
NOTE If n; and ng are both unity, this reduces to r = 2,80,, as expected.
4.2.2 Two groups of measurements in two laboratories

If the first laboratory obtains n, test results giving an arithmetic mean of ¥, while the second laboratory
obtains ngy test results giving an arithmetic mean of y,, in each case under repeatability conditions, then
the standard deviation of (y; —y,) is

2,1 2, 2,1 2
a=\/aL+n—10,+aL+7,2——a,

1 1
=\/205+0}2(”—1+W)

= A N Y I O B
\/2(0L+0,) 20,(1 on 2n2)

and the critical difference for | 2 512| is

CD = \/(2,80,,)2 - (2,80,)2(1 - 7111— - i)

at the 95 % probability level.
NOTE 1If n; and ng are both unity, this reduces to R = 2,80p, as expected.
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4.2.3 Comparison with a reference value for one laboratory

If n test results are obtained under repeatability conditions within one laboratory which give an arithmetic
mean of y, then the comparison with a given reference value y shall be made, in the absence of specific
knowledge of the laboratory component of bias, using a standard deviation for (¥ — ) of

a=\/ af+%a§

a,_+o 203(1—-—-1,1—)

e

=_\1ﬁ 2(of +f) - 20727 )

and the critical difference for | y — ,uO| is

D= ﬁ \/(2,80R)2 - (2,80,)2( n—

4.2.4 Comparison with a reference value for more than one laboratory

If p laboratories have obtained n; test results giving arithmetic means of y; (in each case under
repeatability conditions) and the grand mean y is computed by

= _ l _
V=52
and this grand mean is to be compared with a reference value U, then the standard deviation

for (? _‘uo) is
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and the critical difference for |§; - ,uO| is

=1 8og)? = (2.80)%(1 -+ L
co \/Z\/(Z - @) (1-5 2 )

at the 95 % probability level.

4.2.5 Quoting the results of a comparison

When the absolute difference exceeds the appropriate limit as given in the preceding clauses, then the
difference shall be considered as suspect, and therefore all measurements that have given rise to this
difference shall be considered as suspect and subject to further investigation.

5 Methods for checking the acceptability of test results and determining the
final quoted result

5.1 General

5.1.1 The checking method described in this clause should be applied only to the case where the
measurement was carried out according to a measurement method which has been standardized and whose
standard deviations 0,, and o are known. Therefore, when the range of N test results exceeds the
appropriate limit as given in clause 4, it is considered that one, two or all of the N test results is or are
aberrant. It is recommended that the cause of the aberrant result(s) should be investigated from the
technical point of view. However, it may be necessary for commercial reasons to obtain some acceptable
value, and in such cases the test results shall be treated according to the stipulations of this clause.

5.1.2 This clause has been prepared on the assumptions that the test results were obtained under
repeatability and reproducibility conditions, and that the probability level to be used is 95 %. If
intermediate conditions (see [[SO 5725-d) were in force, then it is necessary to replace o, by the appropriate
intermediate measure.

5.1.3 In some cases where the procedures described in 5.2 lead to the median being quoted as the final
result, it might be better to abandon the data.

5.2 Methods for checking the acceptability of test results obtained under repeatability
conditions

NOTE In 5.2.2.1 and 5.2.2.2, reference made to measurements being expensive or inexpensive should be interpreted not only in
financial terms but also whether the measurement is complex, troublesome or time-consuming.

5.2.1 Single test result

It is not common in commercial practice to obtain only one test result. When only one test result is obtained,
it is not possible to make an immediate statistical test of the acceptability of that test result with respect
to the given repeatability measure. If there is any suspicion that the test result may not be correct, a second
test result should be obtained. Availability of two test results leads to the more common practice which is
described below.

5.2.2 Two test results

The two test results should be obtained under repeatability conditions. The absolute difference between the
two test results should then be compared with the repeatability limit r = 2,80,.

5.2.2.1 Case where obtaining test results is inexpensive

If the absolute difference between the two test results does not exceed r, then both test results are
considered acceptable, and the final quoted result should be quoted as the arithmetic mean of the two test
results. If the absolute difference does exceed r, the laboratory should obtain two further test results.
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If the range (x,,x — Xmin) of the four test results is equal to or less than the critical range at the 95 %
probability level for n = 4, CR( 95(4), the arithmetic mean of the four test results should be reported as the
final quoted result. Critical range factors, f(n), for n = 2 to n = 40 and selected values from n =45 to n = 100
are given in Table 1 to be used to calculate the critical range according to the following equation:

CRO’95 (n) = f(n)o‘,
If the range of the four test results is greater than the critical range for n = 4, the median of the four test
results should be reported as the final quoted result.

This procedure is summarized in the flowchart given in Figure 1.

5.2.2.2 Case where obtaining test results is expensive

If the absolute difference between the two test results does not exceed r, then both test results are
considered acceptable, and the final quoted result should be quoted as the arithmetic mean of the two test
results. If the absolute difference does exceed r, the laboratory should obtain a further test result.

If the range (x,,x — Xmin) of the three test results is equal to or less than the critical range for n = 3,
CRg 95(3), the arithmetic mean of the three test results should be reported as the final quoted result.

If the range of the three test results is greater than the critical range for n = 3, a decision on one of the
following two cases shall be made.
a) Case where it is impossible to obtain a fourth test result:

The laboratory should use the median of the three test results as the final quoted result.
This procedure is summarized in the flowchart given in Figure 2.
b) Case where it is possible to obtain a fourth test result:

The laboratory should obtain the fourth test result. If the range (¥, — *min) Of the four test results is
equal to or less than the critical range for n = 4, CR( 95(4), the arithmetic mean of the four test results
should be reported as the final quoted result. If the range of the four test results is greater than the
critical range for n = 4, the laboratory should use the median of the four test results as the final quoted
result.

This procedure is summarized in the flowchart given in Figure 3.

Table 1 — Critical range factors, f(n)

n f(n) n f(n)
2 2.8 25 5,2
3 3,3 26 5,2
4 3,6 27 5,2
5 3,9 28 5,3
6 4,0 29 5,3
7 4,2 30 5,3
8 4,3 31 5,3
9 4,4 32 5,3
10 4,5 33 5,4
11 4,6 34 5,4
12 4,6 35 5,4
13 4,7 36 5,4
14 4,7 37 5,4
15 4,8 38 5,5
16 4,8 39 5,5
17 4,9 40 5,5
18 4,9 45 5,6
19 5,0 50 5,6
20 5,0 60 5,8
21 5,0 70 5,9
22 5,1 80 5,9
23 5,1 90 6,0
24 5,1 100 6,1
NOTE The critical range factor f(n) is the 95 % quantile of the distribution of (x,,5x — %in)/0 Where x .. and x,;, are the extreme
values in a sample of size n from a normal distribution with standard deviation o. NAans
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Start with two resutts

Yes X1 + x, isthe final
2 quoted result

No

Obtain two further results

Xy +X2* x3+ x, isthe final
4 quoted result

Xmax = Xmin < CRggg (4)

X2 * X(3)

is the final quoted result

where
Xz s the second smallest result
Xg s the third smallest result

Figure 1 — Method for checking the acceptability of test results, obtained under
repeatability conditions, when two test results are obtained to start with and
obtaining test results is inexpensive: Case 5.2.2.1
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Start with two results

Yes X4 *+ x2 is the final
2 quoted result

No

Obtain one further result

X1+ X2 + x3 isthefinal

Xmax = Xmin < CRgg5(3) 3 quoted result

x(2) is the final quoted resutt

where
X is the second smallest result

Figure 2 — Method for checking the acceptability of test results, obtained under
repeatability conditions, when two test results are obtained to start with and
obtaining test results is expensive: Case 5.2.2.2a)
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Start with two results

Yes x4 + x7 s the final
2 quoted result

No

Obtain one further result

Xq +Xx2 + x3 is the final
3 quoted result

Xmax = Xmin < CRggs(3)

Obtain one further result

X1 +x2 +x3+ x4 isthefinal
4 quoted result

Yes

Xmax = Xmin < CRg g5 (&)

X(2)* X3

is the final quoted resutt

where
X is the second smallest result
X3 s the third smallest result

Figure 3 — Method for checking the acceptability of test results, obtained under
repeatability conditions, when two test results are obtained to start with and
obtaining test results is expensive: Case 5.2.2.2b)

5.2.3 More than two test results to start with

It is sometimes practical to start with more than two test results. The method for obtaining the final quoted
result under repeatability conditions for the cases where n > 2 is similar to the case for n = 2.

The range (xpax — Xmin) of the test results is compared with the critical range CR( g5(n) calculated from
Table 1 for the appropriate value of n. If the range does not exceed the critical range, then the arithmetic
mean of all the n test results is used as the final quoted result.

If the range does exceed the critical range CR( 95(n), then a decision on one of the cases A, B or C given in
Figure 4, Figure 5 and Figure 6 shall be made to obtain the final quoted result.

Cases A and B correspond to the cases where obtaining test results is inexpensive and expensive,
respectively. Case C is an alternative which is recommended when the starting number of test results is
five or more and where obtaining each test result is inexpensive, or when the starting number of test
results 1s four or more and where obtaining each test result is expensive.
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For inexpensive measurements, the difference between case A and case C is that case A requires n further
measurements, whereas case C requires less than half that number of further measurements. The decision
will depend on the size of n and the ease of performing the measurements.

For expensive measurements, the difference between case B and case C is that case C requires further
measurements, whereas in case B no further measurements are carried out. Case B shall only be
considered where the performance of further measurements is so expensive as to be prohibitive.

Start with n results

Arithmetic mean of
all n resultsis the
final quoted result

Range of n results < CRy g5 (n)

Obtain n further results

Arithmetic mean of
all 2n results is the
final quoted result

Range of 2n results < CR (45(2 n)

Median of all 2n results is the final quoted result

Figure 4 — Method for checking the acceptability of test results, obtained under
repeatability conditions, when n test results are obtained to start with and
obtaining test results is inexpensive: Case A

Start with n results

Arithmetic mean of
all n resultsis the
final quoted result

Yes

Range of n results < CRy95(N)

Median of all n results is the final quoted result

Figure 5 — Method for checking the acceptability of test results, obtained under
repeatability conditions, when n test results are obtained to start with and
obtaining test results is expensive: Case B
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