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National foreword

This British Standard reproduces verbatim ISO 5833:2002 and implements it
as the UK national standard. It supersedes BS 7253-1:1993 which is
withdrawn.

The UK participation in its preparation was entrusted by Technical Committee
CH/18, Surgical implant materials, to Subcommittee CH/18/1, Non-metallic
materials, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the
UK interests informed;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this subcommittee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international publications referred to
in this document may be found in the BSI Catalogue under the section entitled
“International Standards Correspondence Index”, or by using the “Search”
facility of the BSI Electronic Catalogue or British Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, the ISO title page,
pages i1 to iv, pages 1 to 22, an inside back cover and a back cover.

The BSI copyright date displayed in this document indicates when the
document was last issued.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies (ISO
member bodies). The work of preparing International Standards is normally carried out through ISO technical
committees. Each member body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, governmental and non-governmental, in
liaison with ISO, also take part in the work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 3.

Draft International Standards adopted by the technical committees are circulated to the member bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this International Standard may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights.

International Standard JSO 5833 was prepared by Technical Committee ISO/TC 150, Implants for surgery,
Subcommittee SC 1, Materials.

This second edition cancels and replaces the first edition (ISO 5833:1999), which has been technically revised.

Annexes A, B, C, D, E and F form a normative part of this International Standard.
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INTERNATIONAL STANDARD ISO 5833:2002(E)

Implants for surgery — Acrylic resin cements

1 Scope

This International Standard specifies the physical, mechanical, packaging and labelling requirements for curing
polymerizing radio-opaque and non-radio-opaque resin cements based on poly(methacrylic acid esters). It applies to
two types of cement, intended respectively for use with a syringe or in the dough state, for the fixation of internal
orthopaedic prostheses and supplied as units containing premeasured amounts of sterile powder and of sterile liquid
in forms suitable for mixing at the time of implantation.

This International Standard does not cover the hazards associated with the use of the cement in respect of either the
patient or the user of the cement.

All requirements apply to, and all tests are intended to be performed on, the sterile product.

2 Term and definition
For the purposes of this International Standard, the following term and definition apply.

2.1
unit of cement

one package or vial of sterile premeasured powder component and one package or vial of sterile premeasured liquid
component

NOTE For cements in which the radio-opaque agent is supplied separately, the unit of cement includes the vial or package of
premeasured radio-opaque powder component.

3 Liquid component

3.1 Appearance

When inspected by normal or corrected vision, the liquid component shall be free from particles and other
contaminants.

3.2 Stability

When tested as described in annex A, the flow time of the samples of liquid component shall not increase by more
than 10 %.

3.3 Accuracy of contents

When measured to an accuracy of = 0,1 ml, the volume of the liquid component of each of five units shall be within
5 % of that stated on the package [see 9.1 b)].
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4 Powder component

4.1 General

The powder component includes the polymer particles, initiator agents, and, if applicable, the radio-opaque agent. In
some cases, the radio-opaque agent is supplied separately.

4.2 Appearance

When inspected by normal or corrected vision, the powder shall be free from agglomerates and extraneous material.

4.3 Accuracy of contents

When weighed to an accuracy of + 0,1 g, the mass of the powder component of each of five units shall be within 5 %

of that stated on the package [see 9.1 b)].

The components used for the determinations specified in 3.3 and 4.3 may be used subsequently for other tests
described in this International Standard, with the condition that no mass and/or volume loss for each cement
component is produced, and all the requirements of clauses 3 and 4 are satisfied.

5 Liquid-powder mixture intended for syringe usage

When determined by the methods given in Tables 1 and 2, the setting properties and the properties of the set cement
shall comply with the values given in Tables 1 and 2.

Table 1 — Requirements and test methods for setting properties of liquid-powder mixtures

Doughing time Setting time Maximum temperature
Maximum Maximum
. deviation Test Test deviation Test
Mixture Average from method Average method Average from method
average average
min min min °C °C
Syringe usage _ — — 6,5t015 | Annex C 90 +5 Annex C
(see clause 5)
Dough state <5 1,5 AnnexB | 3to15 | AnnexC 90 +5 Annex C
usage (see 6.1)

Table 2 — Requirements and test methods for set and polymerized cement

Average compressive strength Bending modulus Bending strength
Test method Test method Test method
MPa MPa MPa
> 70 Annex E > 1800 Annex F > 50 Annex F
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6 Liquid-powder mixture intended for use in dough state

6.1 Setting properties, test methods and requirements

When determined by the methods given in annexes B, C, D, E and F, the setting properties and the properties of the
set cement shall comply with the values given in Tables 1 and 2.

6.2 Intrusion

When determined as described in annex D, the average intrusion of at least one sample shall be not less than 2 mm.

7 Set and polymerized cement

Table 2 presents the requirements and test methods for set and polymerized cement.

8 Packaging

8.1 Each component of the cement shall be packaged and sterilized separately using a suitable method. The liquid
component shall be sterilized by ultrafiltration prior to being filled into an aseptic container. Each component shall be
packaged in a double-layer sealed container. The components of a single unit of cement shall be further packaged in
a container that shall contain the accompanying documentation as described in 9.2 and shall present the information
as described in 9.1.

Each component of the cement shall be packaged and sterilized in a double-layer sealed container and then
packaged in an outer container which shall contain the accompanying documentation.

8.2 In the case of cement being sold with two cement units per container, the requirements of 8.1 shall apply.

8.3 The materials of the package should not contaminate or permit contamination of the contents. The packaging
should prevent damage to, or leakage of, the contents during transit and storage and should be designed so that it is
easy to open and facilitates aseptic presentation of the contents.

9 Labelling

9.1 Unit package

At least the following information shall appear on the unit package of each cement unit:
a) a reference to this International Standard (ISO 5833);

b) a description of the contents, including the mass of the powder component and the mass or volume of the liquid
component, and the generic names of the constituents;

¢) the name and address of the manufacturer, and the supplier if different from the manufacturer;

d) awarning that the package contains flammable liquid;

e) a statement that the contents are sterile and a warning against the use of an opened or damaged package;
f) an instruction to store the package at a temperature below 25 °C, and away from strong light;

g) the batch or lot numbers of the liquid and the powder component and the expiry date of the material.

NOTE Legal requirements for labelling may apply in some countries.
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