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National foreword
This British Standard is the UK implementation of ISO 6370-2:1991.

The UK participation in its preparation was entrusted to Technical
Committee STI/36, Vitreous enamel coatings.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© BSI 2011
ISBN 978 0 580 73975 0
1CS 25.220.20

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 28 February 2011.
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Date Text affected

Documents

Document Sharing Hub

Full document details: BS ISO 6370-2:1991


http://www.avadocuments.com/doc/bs-iso-6370-2-1991
http://www.avadocuments.com/doc/bs-iso-6370-2-1991

Full document details: BS ISO 6370-2:1991

INTERNATIONAL ISO
STANDARD 6370-2

First edition
1991-12-01

Vitreous and porcelain enamels —
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Partie 2: Perte de masse aprés abrasion de la couche superficielle
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Foreword

ISO (the International Organization for Standardization) is a worldwide
federation of national standards bodies (ISO member bodies). The work
of preparing International Standards is normally carried out through 1SO
technical committees. Each member body interested in a subject for
which a technical committee has been established has the right to be
represented on that committee. International organizations, govern-
mental and non-governmental, in liaison with ISO, also take part in the
work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

Draft International Standards adopted by the technical committees are
circulated to the member bodies for voting. Publication as an Inter-
national Standard requires approval by at least 75 % of the member
bodies casting a vote.

International Standard ISO 6370-2 was prepared by Technical Committee
ISO/TC 107, Metallic and other inorganic coatings, Sub-Committee SC
6, Vitreous and porcelain enamels.

ISO 6370 consists of the following parts, under the general title Vitreous
and porcelain enamels — Determination of the resistance to abrasion:

— Part 1: Abrasion testing apparatus
— Part 2: Loss in mass after sub-surface abrasion

Annexes A, B and C of this part of ISO 6370 are for information only.

© 1SO 1991

All rights reserved. No part of this publication may be reproduced or utilized in any form
or by any means, electronic or mechanical, including photocopying and microfilm, without
permission in writing from the publisher.

International Organization for Standardization
Case Postale 56 ¢ CH-1211 Genéve 20 ® Switzerland
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Introduction

Extensive tests have shown that with the comparative method described
in this part of ISO 6370 test results may be obtained which agree within
+ 5 %. With comparative expenditure, the absolute method gives devi-
ations of + 30 % and more. Furthermore, absolute quantities for the
amount of wear give little information, because abrasives used in prac-
tice differ considerably in their effect on enamelled surfaces. Each
abrasion test with a standardized method can only be carried out with
the aim of providing a general classification of various vitreous and
porcelain enamels in relation to each other. Absolute quantities for the
amount of wear are not required.

Numerous tests have shown that the three required test periods of
30 min were sufficient to obtain comparable results. If the vitreous and
porcelain enamel coat to be tested is thicker than 0,2 mm, it is not nec-
essary to determine the loss in mass after each 30 min test period, be-
cause the abrasion under the conditions described in this part of
ISO 6370 is directly proportional to the test duration.

A good use of the test method described is the comparison of enamels
for similar products.
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