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National foreword

This British Standard reproduces verbatim [SO 6431:1992 and implements it as
the UK national standard. It supersedes BS 4862-2:1983 which is withdrawn.

This British Standard is published under the direction of the Engineering Sector
Board whose Technical Committee MCE/18 has the responsibility to:

— aid enquirers to understand the text;

— present to the responsible international committee any enquiries on
interpretation, or proposals for change, and keep UK interests informed,;

— monitor related international and European developments and promulgate
them in the UK.

NOTE International and European Standards, as well as overseas standards, are available from
Customer Services, BSI, 389 Chiswick High Road, London W4 4AL.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and ii,
the ISO title page, pages ii to iv, pages 1 to 11 and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on the

inside front cover. Documents
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Second edition
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Pneumatic fluid power — Single rod cylinders,
1 000 kPa (10 bar) series, with detachable
mountings, bores from 32 mm to 320 mm —

Mounting dimensions

Transmissions pneumatiques — Vérins 1 000 kPa (10 bar) a simple tige,
a fixations détachables, de diamétres d’alésage 32 mm a 320 mm -—
Dimensions d’interchangeabilité

.-v~"“'||||||“|
.......mllll"“

Reference number
1ISO 6431:1992(E)

Documents

Document Sharing Hub

“"Il"llu.,“h
”""hlu,,_“.“

Full document details: BS ISO 6431:1992


http://www.avadocuments.com/doc/bs-iso-6431-1992
http://www.avadocuments.com/doc/bs-iso-6431-1992

ISO 6431:1992(E)

Contents

Page
Foreword 111
Introduction 1
1 Scope 1
2 Normative references 1
3 Definitions 1
4 Dimensions 1
5 Nominal stroke 1
6 Bore sizes 1
7 Mounting styles 2
8 Piston rod characteristics 2
9 Identification statement 2
Annex A (informative) Bibliography 11
Figure 1 — Basic dimensions 2
Figure 2 — MF1 — Head mounting, rectangular flange 3
Figure 3 — MF2 — Cap mounting, rectangular flange 4
Figure 4 — MP2 — Cap mounting, detachable clevis 5
Figure 5 — MP4 — Cap mounting, detachable eye 6
Figure 6 — MS1 — Mounting with end angles 7
Figure 7 — MT4 — Mounting with intermediate fixed or
movable trunnion (male) 8
Figure 8 — MX1 — Mounting with studs or tie rods extended
at both ends 9
Table 1 — Nominal stroke tolerances 1
Table 2 — Basic dimensions 3
Table 3 — Dimensions of head mountings, rectangular flange 4
Table 4 — Dimensions of cap mounting, rectangular flange 5
Table 5 — Dimensions of cap mountings, detachable clevis 6
Table 6 — Dimensions of cap mountings, detachable eye 7
Table 7 — Dimensions of mountings with end angles 8
Table 8 — Dimensions of mountings with intermediate fixed or
movable trunnions (male) 9
Table 9 — Dimensions of mountings with studs or tie rods
extended at both ends 10

ii

Full document details: BS ISO 6431:1992

Documents
) m Sharing Hub


http://www.avadocuments.com/doc/bs-iso-6431-1992
http://www.avadocuments.com/doc/bs-iso-6431-1992

