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National foreword

This British Standard is the UK implementation of ISO 6502-3:2023. It
supersedes BS ISO 6502-3:2018, which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee PRI/22, Testing and analysis of rubber.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www.iso.
org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 45, Rubber and rubber products,
Subcommittee SC 2, Testing and analysis.

This second edition cancels and replaces the first edition (ISO 6502-3:2018), which has been
technically revised.

The main changes are as follows:
— The die closing force requirement has been changed (in 5.3 and Table A.1).
Alist of all parts in the ISO 6502 series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Rubber — Measurement of vulcanization characteristics
using curemeters —

Part 3:
Rotorless curemeter

WARNING 1 — Users of this document should be familiar with normal laboratory practice. This
document does not purport to address all of the safety problems, if any, associated with its use.
It is the responsibility of the user to establish appropriate safety and health practices and to
determine applicability of any other restrictions.

WARNING 2 — Certain procedures specified in this document can involve the use or generation
of substances, or the generation of waste, that could constitute a local environmental hazard.
Reference should be made to appropriate documentation on safe handling and disposal after use.

1 Scope

This document specifies a method for determining selected vulcanization characteristics of a rubber
compound by means of a rotorless curemeter. An introduction to the use of curemeters is given
in ISO 6502-1.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO _6502-1, Rubber — Measurement of vulcanization characteristics using curemeters — Part 1:
Introduction

IS0 18899:2013, Rubber — Guide to the calibration of test equipment

3 Terms and definitions
For the purposes of this document, the terms and definitions given in ISO 6502-1 apply.
ISO and [EC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

4 Principle

A test piece of rubber is placed in a heated cavity formed by two dies, one of which is oscillated at a given
frequency and amplitude. This action exerts a shear strain on the test piece and a shear torque which
depends on the stiffness (shear modulus) of the rubber. The torque that increases as vulcanization
proceeds is measured by a torque sensor incorporated in the other die member. The torque is recorded
autographically as a function of time.

The stiffness of the rubber test piece increases as vulcanization proceeds. The curve is complete when

the recorded torque rises either to an equilibrium value or to a maximum value (seeﬁgo 6502-1). If ?e
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torque continues to increase, vulcanization is considered to be complete after a given time. The time
required to obtain a vulcanization curve is a function of the test temperature and the characteristics of
the rubber compound.

The vulcanization characteristics are obtained from the recorded curve of torque as a function of time,
in accordance with ISO 6502-1.

5 Apparatus

5.1 General

A rotorless curemeter consists of two dies that are heated and closed or almost closed, under a specified
force, to form a test cavity that contains a test piece. One of the dies oscillates, and reaction torque
on the stationary die, which is opposite to the moving die, can be measured at specified conditions of
temperature, frequency and amplitude.

There are two types of assembly surrounding the test cavity formed by the upper and lower dies, one
is unsealed or open type, and the other is sealed type. In the case of a sealed type die system, the die
cavity is surrounded by seal plates and seal rings, and is completely closed. In the unsealed type the
cavity is not completely closed.

Two kinds of cavity shape formed by the dies are used, namely, a biconical shape and a flat plate shape.
Three types of curemeter with different combination of sealing type and die cavity shape are available:
a) biconical die cavity with unsealed system;

b) biconical die cavity with sealed system; or

c) flatplate die cavity (with sealed system).

The general arrangements for rotorless curemeters are shown in Figure 1, Figure 2 and Figure 3,
including typical machine dimensions.

Curemeters with different design can result in different torque responses and cure time (see
ISO 6502-1:2018, A.2).
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Figure 1 — Typical unsealed torsion-shear rotorless curemeter with biconical-die cavity

Dimensions in millimetres

a) Measurement principle

© IS0 2023 - All rights reserved

Full document details: BS ISO 6502-3:2023

Documents
Document Sharin%Hub


http://www.avadocuments.com/doc/bs-iso-6502-3-2023
http://www.avadocuments.com/doc/bs-iso-6502-3-2023

