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National foreword

This British Standard is the UK implementation of [SO 6721-10:2025. It
supersedes |BS ISO 6721-10:2015, which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee PRI/21, Testing of plastics.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations
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The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.
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Foreword

[SO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out through
ISO technical committees. Each member body interested in a subject for which a technical committee
has been established has the right to be represented on that committee. International organizations,
governmental and non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely
with the International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are described
in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the different types
of ISO document should be noted. This document was drafted in accordance with the editorial rules of the
[SO/IEC Directives, Part 2 (see www.iso.org/directives).

[SO draws attention to the possibility that the implementation of this document may involve the use of (a)
patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed patent
rights in respect thereof. As of the date of publication of this document, ISO had not received notice of (a)
patent(s) which may be required to implement this document. However, implementers are cautioned that
this may not represent the latest information, which may be obtained from the patent database available at
www.iso.org/patents. ISO shall not be held responsible for identifying any or all such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and expressions
related to conformity assessment, as well as information about ISO's adherence to the World Trade
Organization (WTO) principlesin the Technical Barriers to Trade (TBT), see www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 61, Plastics, Subcommittee SC 5, Physical-
chemical properties.

This fourth edition cancels and replaces the third edition (ISO 6721-10:2015), which has been technically
revised.

The main changes are as follows:

— rheometer geometry has been described in detail for both parallel-plate and cone-and-plate geometry;
— in 7.5, controlled stress mode and controlled strain mode have been defined in separate subclauses.
Alist of all parts in the series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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I |
International Standard ISO 6721-10:2025(en)

Plastics — Determination of dynamic mechanical
properties —

Part 10:
Complex shear viscosity using a parallel-plate and a cone-
and-plate oscillatory rheometer

1 Scope

This document specifies the general principles of a method for determining the dynamic rheological
properties of polymer melts at angular frequencies typically in the range of 0,01 rad s to 100 rad s by
means of an oscillatory rheometer with a parallel-plate or a cone-and-plate geometry. Angular frequencies
outside this range can also be used.

The method is applicable for determining values of the following dynamic rheological properties: complex
shear viscosity n* dynamic shear viscosity n', the out-of-phase component of the complex shear viscosity n”,
complex shear modulus G*, shear loss modulus G”, shear storage modulus G', phase angle 6, and loss factor
tand. It is suitable for measuring complex shear viscosity values typically up to ~10 MPas.

NOTE The shear loss modulus G” is sometimes also called viscous shear modulus and the shear storage modulus G’
is sometimes also called elastic shear modulus.
2 Normative references

The following documents are referred to in the text in such a way that some or all of their content constitutes
requirements of this document. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

[SO 472, Plastics — Vocabulary

IS0 5725-1, Accuracy (trueness and precision) of measurement methods and results — Part 1: General principles
and definitions

ISO 6721-1, Plastics — Determination of dynamic mechanical properties — Part 1: General principles

3 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 472, ISO 5725-1, ISO 6721-1 and
the following apply.

[SO and IEC maintain terminological databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

31
controlled-strain mode
testing by applying a sinusoidal angular displacement of constant amplitude
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3.2
controlled-stress mode
testing by applying a sinusoidal torque of constant amplitude

3.3

complex shear viscosity

r]*

ratio of dynamic stress, given by o(t) = 0, exp (iwt), and dynamic rate of strain where the shear strain y(t)
is given by y(t) = y, exp {i(wt - §)}, of a viscoelastic material that is subjected to a sinusoidal vibration, where
o0y and y, are the amplitudes of the stress and strain cycles, w is the angular frequency, 6 is the phase angle
between the stress and strain, and tis time

Note 1 to entry: It is expressed in pascal seconds.

3.4
dynamic shear viscosity

’

real part of the complex shear viscosity

Note 1 to entry: It is expressed in pascal seconds.

3.5
out-of-phase component of the complex shear viscosity

”

n
imaginary part of the complex shear viscosity

Note 1 to entry: It is expressed in pascal seconds.

4 Principle

The specimen is held between two concentric, circular parallel plates or cone-and-plate (see Figure 1 and 2).
The thickness of the specimen is small compared with the diameter of the plates.

One of the plates or the cone is subjected to either a sinusoidal torque or a sinusoidal angular displacement
of constant angular frequency. These are referred to as “controlled-stress” or “controlled-strain” test
modes, respectively. When using the controlled-stress mode, the resultant displacement and the phase shift
between the torque and displacement are measured. When using the controlled-strain mode, the resultant
torque and the phase shift between the displacement and torque are measured.

The complex shear modulus G* shear storage modulus G', shear loss modulus G”, phase angle §, and
corresponding shear viscosity terms (see Clause 3) are determined from the measured torque and
displacement and the specimen dimensions. In deriving these values, it is assumed that the specimen
exhibits a linear-viscoelastic response.

The mode of oscillation used is designated as oscillatory mode I (see ISO 6721-1).

5 Apparatus

5.1 Measurement apparatus

The measurement apparatus shall consist of two concentric, rigid, circular parallel plates (see Figure 1) or
cone-and-plate (see Figure 2) between which the specimen is placed. One of these plates or one side of cone-
and-plate shall be made to oscillate at a constant angular frequency while the other remains at rest.

The range of complex shear viscosity values that can be measured is dependent on the specimen dimensions
determined by the diameter of the geometry used and also the specification of the measuring instrument.
For a specimen of given dimensions, the upper limit of the range is limited by the machine's torque capacity,
angular-displacement resolution, motor inertia, and compliance. However, corrections can be made for
compliance effects.
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The requirements on the apparatus are that it shall permit measurement of the amplitudes of the torque
and the angular displacement and the phase difference between them for a specimen subjected to either a
sinusoidal torque or a sinusoidal displacement of constant angular frequency.

The torque required to overcome the viscoelastic resistance of the specimen shall be determined, for
example, by connecting a torque-measuring device to one of the plates or one of cone and plate.

An angular-displacement measuring device shall be fitted on the moving plate or moving side of the cone-
and-plate, thus permitting determination of its angular displacement and angular frequency

The apparatus shall be capable of measuring the torque to within 2 % of the minimum torque amplitude
used to determine the dynamic properties.

The apparatus shall be capable of measuring the angular displacement to within +20 x 10~ rad.

The apparatus shall be capable of measuring the angular frequency to within +2 % of the absolute value.

w

~1 7
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Key
1 testspecimen
2 moving plate
3  fixed plate
w angular frequency (rad/sec)
d  specimen thickness (mm)
D  diameter of plate (mm)

Figure 1 — Parallel-plate rheometer geometry
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