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National foreword

This British Standard is the UK implementation of ISO 6980-3:2022. It
supersedes BS ISO 6980-3:2006, which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee NCE/2, Radiation protection and measurement.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2022
Published by BSI Standards Limited 2022

ISBN 978 0 539 12248 0
ICS 17.240

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 November 2022.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation on the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see the following
URL: www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 85, Nuclear energy, nuclear technologies,
and radiological protection, Subcommittee SC 2, Radiological protection.

This second edition of ISO 6980-3 cancels and replaces ISO 6980-3:2006, which has been technically
revised. The main changes are the following:

— inclusion of the quantities Hp(3) and H'(3;0);

— inclusion of 106Ru/106Rh series 1 sources;

— inclusion of energy-reduced beta-particle fields produced by 90Sr/90Y sources;
— removal of 14C sources;

— reference to ISO 29661 and its terms and definitions in Clause 3.

— inclusion of correction factors for the differentiation between different quantities at the same depth,
such as Hp(0,07) and H'(0,07;2) and Hp(3) vs. H'(3;0);

— inclusion of correction factors for the differentiation between different phantoms for the same
quantity, such as the slab and rod or slab and cylinder phantom for the quantities Hp(0,07) and
Hp(3), respectively;

— addition of many conversion coefficients to Annex C.
Alist of all the parts in the ISO 6980 series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

ISO 6980 series covers the production, calibration, and use of beta-particle reference radiation fields
for the calibration of dosemeters and dose-rate meters for protection purposes. This document
describes procedures for the calibration of dosemeters and dose-rate meters and the determination
of their response as a function of beta-particle energy and angle of beta-particle incidence. ISO 6980-1
describes the methods of production and characterization of the reference radiation. ISO 6980-2
describes procedures for the determination of absorbed dose rate to a reference depth of tissue from
beta particle reference radiation fields.

For beta particles, the calibration and the determination of the response of dosemeters and dose-rate
meters is essentially a three-step process. First, the basic field quantity, absorbed dose to tissue at
a depth of 0,07 mm (and optionally also at a depth of 3 mm) in a tissue-equivalent slab geometry is
measured at the point of test, using methods described in ISO 6980-2. Then, the appropriate operational
quantity is derived by the application of a conversion coefficient that relates the quantity measured
(reference absorbed dose) to the selected operational quantity for the selected irradiation geometry.
Finally, the reference point of the device under test is placed at the point of test for the calibration
and determination of the response of the dosemeter. Depending on the type of dosemeter under test,
the irradiation is either carried out on a phantom or free-in-air for personal and area dosemeters,
respectively. For individual and area monitoring, this document describes the methods and the
conversion coefficients to be used for the determination of the response of dosemeters and dose-rate
meters in terms of the ICRU operational quantities, i.e., directional dose equivalent, H'(0,07;Q2) and
H'(3;02), as well as personal dose equivalent, H,(0,07) and Hp(3).
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Nuclear energy — Reference beta-particle radiation —

Part 3:

Calibration of area and personal dosemeters and the
determination of their response as a function of beta
radiation energy and angle of incidence

1 Scope

This document describes procedures for calibrating and determining the response of dosemeters and
dose-rate meters in terms of the International Commission on Radiation Units and Measurements
(ICRU) operational quantities for radiation protection purposes. However, as noted in ICRU 56[2], the
ambient dose equivalent, H*(10), used for area monitoring, and the personal dose equivalent, Hy(10), as
used for individual monitoring, of strongly penetrating radiation, are not appropriate quantities for any
beta radiation, even that which penetrates 10 mm of tissue (Epax > 2 MeV).

This document is a guide for those who calibrate protection-level dosemeters and dose-rate meters
with beta-reference radiation and determine their response as a function of beta-particle energy and
angle of incidence. Such measurements can represent part of a type test during the course of which
the effect of other influence quantities on the response is examined. This document does not cover the
in situ calibration of fixed, installed area dosemeters. The term “dosemeter” is used as a generic term
denoting any dose or dose-rate meter for individual or area monitoring. In addition to the description
of calibration procedures, this document includes recommendations for appropriate phantoms and
the way to determine appropriate conversion coefficients. Guidance is provided on the statement of
measurement uncertainties and the preparation of calibration records and certificates.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

[SO 6980-1, Nuclear energy — Reference beta-particle radiations — Part 1: Methods of production

ISO 6980-2, Nuclear energy — Reference beta-particle radiation — Part 2: Calibration fundamentals
related to basic quantities characterizing the radiation field

ISO/IEC 17025:2017, General requirements for the competence of testing and calibration laboratories
[SO 29661, Reference radiation fields for radiation protection — Definitions and fundamental concepts

ISO/IEC Guide 98-3, Uncertainty of measurement — Part 3: Guide to the expression of uncertainty in
measurement (GUM:1995)

ISO/IEC Guide 99, International vocabulary of metrology — Basic and general concepts and
associated terms (VIM)

3 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 29661, ISO/IEC Guide 99 and
the following apply.

Documents

] Document Sharinngub
© IS0 2022 - All rights reserved

Full document details: BS ISO 6980-3:2022


http://www.avadocuments.com/doc/bs-iso-6980-3-2022
http://www.avadocuments.com/doc/bs-iso-6980-3-2022

