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National foreword

This British Standard is the UK implementation of ISO 7176-2:2017.
[t supersedes BS ISO 7176-2:200 1| , which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee CH/173/1, Wheelchairs.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

© The British Standards Institution 2017
Published by BSI Standards Limited 2017

ISBN 978 0 580 89565 4
ICS 11.180.10

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 November 2017.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation on the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see the following
URL: www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 173, Assistive products for persons with
disability, Subcommittee SC 1, Wheelchairs.

This third edition cancels and replaces the second edition (ISO 7176-2:2001 ), which has been
technically revised.

The main changes compared to the previous edition are as follows:
— revision of ramp requirements;
— provision for remote control testing.

Alist of all parts in the ISO 7176 series can be found on the ISO website.
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Introduction

It is important to understand the dynamic stability characteristics of a wheelchair for prescription and
adjustment purposes. Wheelchair users and prescribers should understand the safety implications of
dynamic stability, particularly when setting up seating systems that offer a large range of configurations.
They should consider the environment in which the wheelchair is to be used and the hazards that are
likely in that environment while considering possible configurations of the wheelchair when meeting
those hazards.

This document specifies tests for dynamic stability under a range of operating conditions with various
wheelchair configurations. The effectiveness of stability controlling systems are evaluated by the
procedures listed in this document.

Wheelchair instability is a significant contributor to accidents causing injury. Consequently, it is
desirable that all parties involved in the supply of wheelchairs understand the factors that contribute
to instability. Parties interested in this document could be wheelchair designers and manufacturers,
prescribers, therapists, building designers, public facility providers and test houses.

The purpose of this document is to define tests that will consistently demonstrate dynamic stability
limits under a variety of proven stability challenges. Tests are designed to reveal the effects of
adjustments and configurations.

This document will help interested parties define suitable environments and intended use of
the wheelchair.

Although this document does not specify requirements, it is an essential reference document for other
documents that do specify stability.
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Wheelchairs —

Part 2:
Determination of dynamic stability of electrically
powered wheelchairs

1 Scope

This document specifies test methods for determining the dynamic stability of electrically powered
wheelchairs.

This document is applicable to electrically powered wheelchairs, including scooters, with a maximum
nominal speed not exceeding 15 km/h, intended to carry one person. This document is not applicable to
manual wheelchairs with add-on power kits used for, or to assist, propulsion.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies

[SO 7176-11 , Wheelchairs — Part 11: Test dummies

ISO 7176-13, Wheelchairs — Part 13: Determination of coefficient of friction of test surfaces

IS0 7176-15 , Wheelchairs — Part 15: Requirements for information disclosure, documentation and labelling
ISO 7176-22 , Wheelchairs — Part 22: Set-up procedures

[SO 7176-26 , Wheelchairs — Part 26: Vocabulary

3 Terms and definitions
For the purposes of this document, the terms and definitions given in ISO 7176-26 and the following apply.
ISO and IEC maintain terminological databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at http://www.iso.org/obp

— IEC Electropedia: available at http://www.electropedia.org/

3.1
wheel lift
loss of contact between a wheel and the test surface during conditions of instability

Note 1 to entry: This does not include transient loss of contact due to surface irregularity or transitions.

Note 2 to entry: This does not include loss of contact such as a transition onto or rotation of cluster wheels.
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4 Principle

The wheelchair is subjected to a number of driving tests, simulating use of a wheelchair, while its
movements are observed for the occurrence of a range of defined conditions of instability. Accessories
are not accounted for during these tests.

5 Apparatus

5.1 Rigid, flat, horizontal test plane, with coefficient of friction of greater than 0,6 measured by
the method specified in ISO 7176-13 and of sufficient size to conduct the tests. The test plane shall have
a surface that lies between two imaginary horizontal planes 20 mm apart and has no more than 0,5 °
variation in slope or cross slope throughout the test.

The test plane shall be long enough to allow the wheelchair to reach maximum speed.

NOTE An area of approximately 10 m x 3 m is normally of sufficient size but the testing of larger and/or
faster wheelchairs might need a larger test plane.

5.2 Rigid, flat, inclined area, with run up and run down, shall be long enough to allow the wheelchair
to reach maximum speed and come to a stop within the stated inclination.

The test area of the ramp shall be long enough to allow the wheelchair to come to a stop within the
stated inclination which shall be within the tolerance of +1°.

The testing area of the ramp shall have a surface that lies between two imaginary parallel planes
50 mm apart.

The test ramp shall have a coefficient of friction in the test area that meets the requirements of
[SO 7176-13.

The test area shall run immediately from the horizontal test plane via a transition with a radius of
less than 25 mm.

The traversed surface shall be free of loose material and steps greater than 5 mm in height.

A ramp approximately 10 m x 3 m is normally of sufficient area, but the testing of larger and/or faster
wheelchairs may need a larger ramp.

NOTE1 Theramp can be of a variable angle type or individual ramps for each required angle.
NOTE 2  Runup and run down areas on either end of the test area need not meet the above criteria.
NOTE3  Figure 1 provides a recommended configuration for the test area and transition.

NOTE4 A ramp of approximately 10 m x 3 m is normally of sufficient area but the testing of larger and/or
faster wheelchairs might need a larger ramp.
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